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ROYSTON - SH8'RETH : RESIGNALlING 
During the peniod of this work Ofl the 6th, 7th and 8th September the semaphore signa l.ling at Roys~on 
Will be aboUshed and rsolaced bv new colour IiQht s iQnaiUrm controlled from a oanel In Rovston Slanal .. ,. 
Track Circuit Block Work:ing will apply between :-
Baldock - Royston - Shepreth over the Down Cambridge and between Shepreth and Royston 
over the Up Carrbr,idge. 
Absolute Block Working will apply between Royston and Baldock over the up Carrbridge 

Alterations to Existing Signall ing 
Baldock's Down Cambridge Semaphore starting signal will be abolished, 

Shepreth's Down Cambridge Ouler Home semaphore signal will be abolished. 

R35 Up Cambr,idge cotoor !.ight distant signa l will be converted to a three-a spect controlled s-ignal 
capable of displsYling rad, yellow, and green aspects together with junction ,indicator position 4 
re-numbered R986. 

Permanent Wey Alterations 
Facing and trailing main to main crossovers w,ill be brought ,into use at 45 miles 20 chains and 45 
miles 24 chains . 

A new facing connection Up Cambc.idge to E.M.U. Siding at Royston 'N;;II be brought into use . 

Facing and traHing main to ma,in crossovers will be brought into use at 44 miles 60 chains and 44 miles 
50 chains. The existing connection Cown Siding to Down Cambridge at Royston will be renewed in the 
same position. 

Notice Boards 
I lluminated notice boards worded "Stop Here" will be erected on th e Up Cambridge Platform at 44 miles 
71 chains f aOing Royston and at 44 miles 72 chains facing Shepreth, the distance between these boards 
will be 22 yards. 

Catch Points 
New catch points will be provided or existing catch polrtts reta ined as fotl ows: -
Una location Gradient Risina 1 in. 
Up Carrbridge 700 yards before reaching R.S86 signal 175 

Up Cambridge 

Up Carrtridge 

Down CalTbridge 

Down Carrbridge 

General 

. . . 
711 yards before reaching" !l.:"9!6 signal (worked) 

700 yards before reaching R;~~ signal 

2.270 yards before reaching if9liil,:~ ignal 
719 yards before reaching R.96f si~nat 

163 

175 

197 

197 

A description of the new signals and altered rooting is included in this notice, the diagram which 
i llustrates the layout is attached. Dur ing the period of this work polms and s ignals will be discoonected 
and Drivers wi ll be held at signa ls as necessary. Further details will be included in the Weekly Notice 
of Engineering Operations . 
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DESCRIPTION OF SIGNALS 

t o: Royston 5 :0 Shepreth B '" Baldock 

ihe numbers of semaphore signals are quoted lor reference purposes on ly. 

Aspect Route or 
M = Main Junction Application to 

'0. l ocation S = Sub Ind ication Of towards 

Down Direction Running Si gnals. 
G4 Down Cambridge R961 
existing) Home Semaphore 

:961R Down Cambridge M R961 
Distant 

1961 Down Cambridge M R963 
Auto 

1963 Down Cambri dge M R965 
Auto 

1965 Down Cambridge M R967 
Auto 

1967 Down Cambridge M R971 
Auto 

1971 Down Cambridge M R973 
Auto 

1973 Down Cambridge M R975 
Auto 

S75 Down Cambridge M R9n 

9n Down Cambridge M R981 
M Position 4 R983 or Up Platform 

Stop Board 
S X Up Plat. Stop Board . 

1981 Down Cambridge M S985 

SB3 Up Cambridge M S985 
(applicable to Down Trains) 

965 Down Cambridge M 530 
Auto (existing) 

30 Cown Cambridge M 529 
existing) Distant (existing) 

Jp Direction Running Signals 
~ Up Cambridge M R9B6R 
existing) Start ing Semaphore 

9B6R Up Cambridge M R9B6 
Distant 

9B6 Up Cembridge M R984 
M Position 4 R978 



No. Location 

Aspect 
M = Main 
S = Sub 

Up Direction Running Signals - continued 
R984 Up Cambridge M 

R97B DOwn Camooidge 
(applicable to 
up trains) 

R980 Up Cambr idge 

R976 Up Cambridge 

Ground Position light Signals 
R244 Down through 

siding 

R245 Up Cambridge 

R246 Cown Cambridge 

R247 EMU Siding 

R248 Up Siding 

R249 Down Siding 

R253 Down Through 
Siding 

S 

M 
S 
S 

M 
S 

M 

- . 
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Route or 
Junction 
Indication 

u 

X 
o 

0 

X 

M 
V 

X 
M 
0 

X 

V 

H 
E 
M 

0 
M 
X 

Application 
to or towards 

R980 or Up Platform 
Stop Board 
Up Pl atform Stop Board. 

R976 
R246 
Down through siding 

R976 
EMU Siding 

B3 existing Semaphore 

Down Siding 

Along Up Cambr idge to 
R983 Of Up Platform Stop 
board. 
Down Carrbridge R981 
Up Yard 

Down Cambridge l.O.S. 
Up Cambridge R976 
Down Sidings 

Up Cambridge R983 or 
Up Plal fam stop board 
Up Yard 

Head Shunt 
EMU Siding 
Up Cafl"bridge R976 

Down through siding 
Down Cambridge R981 
Up Cambridge R983 or 
Up Platform SlOP board 

Down CambridQe R981 

The posit.ion numbers quoted ,in the column headed 'Route or junction ind icator' refer to Rule C3.1.S. 

NOTE The suffix teuer 'R' (ie R986R) on the signa l plate denotes that tile signal is an isolated colour 
light distant awlicable to and bearing the same number as the stop Signal next ahead. 

V .. itype Unll No. 438 
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