
Signal Instruction 
No. 2 - 1991 

I 117l Southern 

ALTERATIONS TO SIGNALLING
 
AND PERMANENT WAY
 

between
 

EASTBOURNE and HAMPDEN PARK
 

2 APRIL 1991
 

also
 

EASTBOURNE
 
15 APRIL 1991
 

DRIVERS TO KEEP A GOOD LOOK-OUT FOR HAND SIGNALS
 

The Signalling and Permanent Way will be introduced in two stages as shown on the 
diagram herein. 

At Hampden Park the Down Starting and Down Inner Home semaphore signals will be 
replaced by 4 aspect signals numbered CDS 16 and CDS 17 respectively. 

CDS 16 signal will be resited 47 yards closer to Eastbourne and 
CDS 17 signal will be resited 81 yards closer to Polegate 

than the semaphore signals they replace. 
CDS 2 the Up Outer Home Signal will be moved 456 yards closer to Hampden Park. 

Hampden Park Down Platform will be extended by 46 yards at the Eastbourne end and the 
8 car stopmark will be positioned at the top of the new platform ramp. 

Waterloo J.N.GISSONS 
R1457 Operations Standards Manager 

• 



Signalling Record Society 
www.s-r-s.org.uk 

Digital archive 
 

This PDF Copy has been provided free of charge by David Allen in order to 
assist your research into UK signalling. 

This file is one of a number scanned by David Allen using material from his 
own collection and from the collections of Phil Deaves, Robert Dey, 
David Ingham, Simon Lowe, John McCrickard, John Midcalf, Roger Newman, 
Richard Pulleyn and Chris Wolstenholmes. Thank you one and all. Many of 
the original documents are now in the SRS Archive or at the National Railway 
Museum. 

 

You may also like to provide copies of Signalling Notices and Weekly (and 
periodical) Operating Notices as scans or as originals. The SRS is always 
willing to accept donations of any signalling or signalling related material for 
inclusion in the Society’s Archive. Please contact the Archivist in the first 
instance. 

For a list of PDFs currently available visit the list of Weekly Notices or 
Signalling Notices page. 

 

If you have benefited from this PDF copy, why not join the Signalling Record 
Society and receive support for your researches and access to the Society’s 
Archives 

Members receive “The Signalling Record” six times annually plus a 
newsletter and have the opportunity to purchase SRS books and other 
publications at a discount. They also have access to back issues of The 
Newsletter and The Signalling Record which are only available to members. 
These contain a wealth of information accumulated since 1970, much of which 
is not readily available anywhere else. 

In addition, Members have the opportunity to join signalling related visits to 
locations on the UK national and London Underground systems; and to other 
UK Railways. 

 

To join the Signalling Record Society visit 

www.s-r-s.org.uk/membform.html 

http://www.s-r-s.org.uk/
http://www.s-r-s.org.uk/formarchivist.html
http://www.s-r-s.org.uk/archivewon.html
http://www.s-r-s.org.uk/archivediagrams.html
http://www.s-r-s.org.uk/membform.html
http://www.s-r-s.org.uk/bookstall.asp
http://www.s-r-s.org.uk/publications.asp
http://www.s-r-s.org.uk/membform.html
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GREEN ASPECl 

YELLOW ASPECT } The Rule Book. Sec t lon C. Clause 3.1.1. 

RED ASPECl 

JUNCTION INDICA10RS } 
lhe Rule Book, Sectlon C, Clauses 

ROU1E INDICA10R INumerallndlcates number of routes). 

POSIlION LIGHT SIGNAL - AssoCl9t ed wIth moln aspect - 1The Rule Book, 

3.3.1 & 3.3.2.. 

POSIlION LIGHT SIGNAL - Not assocIated wIth maIn aspect - SectIon C, 

As above 'but wIth YELLOW IIQht Instead of RED IIQh1. Clause 3.2. 

LU.41l OF SHUNT INDICATOR - The Rule Book. SectIon C, Clauses 5.2.1. & 5.2.2. 

BANNER REPEATING SIGNAL - The Rule Book, Section C, Clauses 5.1.1. & 5.1.2. 

AUTOMA1IC SIGNAL - lhe Rule Book, SectIon C, Clause 2.4. 

SEMI-AUTOMATIC SIGNAL - The Rule Book, Section C, Clause 2.5 

A.W.S.INDUCTOR 

A.W.S.INDUCTOR - PERMANENT MAGNEl 

A.W.S.INDUCTOR - OPERATIVE IN B01H DIREC1IONS 

A.W.S. INDUCTOR - SUPPRESSED FOR MOVES IN DIRECTION OF ARROW. 

TELEPHONE 

SIGNAL BOX. 

GROUND FRAME 

RETURN BELL COMMUNICATION PLUNGER 

TRAIN READYJO START PLUNGER 

PLATFORM Sl ARTlNG SIGNAL 'OFF'INDICATOR 

"DIAMOND'SIGN - The Rule Book, Sectlon K, Clauses 2.1.4.8. 3.2. 

N01ICE BOARD OR SIGNAL WHICH IS FLOODLIT DURING DARKNESS 

SPRING lRAILlNG POINTS 

CLIPPED So PADLOCKED 

HAND OPERATED P~NTS 

TRA~ ARRWED COMPLETE PLUNGER 

When shown as a suf f lx letter, with 
that the signal acts as distant for 

SUPPORTED STRUC1URE 

the 
the 

number of a colour light slono; this denotes 
stcnot ahead bearIng the same number 

WARNING INDICATOR FOR PERMANENT SPEED RESTRICTION 

"SlOP' BOARD (worded as shown on diagram). 

All distances In yards. 
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