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The arrangements in this Notice are part of the preparatory work for Stage 2 of the Gloucester 
Multiple Aspect Signalling scheme and represent the work to be unde rtaken at Gloucester Engine 
Shed Junction on consecutive weekends (30th September/ Ist October and 7th/8th October). 

Because of the extent of the alterations one Notice is being issued for the combined work for 
the convenience of trainmen. 

Please keep this notice for reference. 
A further Notice will be issued for the remainder of the preparatory work at Gloucester 

Engine Shed Junction. 
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This PDF Copy has been provided free of charge by David Allen in order to 
assist your research into UK signalling. 

This file is one of a number scanned by David Allen using material from his 
own collection and from the collections of Phil Deaves, Robert Dey, 
David Ingham, Simon Lowe, John McCrickard, John Midcalf, Roger Newman, 
Richard Pulleyn and Chris Wolstenholmes. Thank you one and all. Many of 
the original documents are now in the SRS Archive or at the National Railway 
Museum. 

 

You may also like to provide copies of Signalling Notices and Weekly (and 
periodical) Operating Notices as scans or as originals. The SRS is always 
willing to accept donations of any signalling or signalling related material for 
inclusion in the Society’s Archive. Please contact the Archivist in the first 
instance. 

For a list of PDFs currently available visit the list of Weekly Notices or 
Signalling Notices page. 

 

If you have benefited from this PDF copy, why not join the Signalling Record 
Society and receive support for your researches and access to the Society’s 
Archives 

Members receive “The Signalling Record” six times annually plus a 
newsletter and have the opportunity to purchase SRS books and other 
publications at a discount. They also have access to back issues of The 
Newsletter and The Signalling Record which are only available to members. 
These contain a wealth of information accumulated since 1970, much of which 
is not readily available anywhere else. 

In addition, Members have the opportunity to join signalling related visits to 
locations on the UK national and London Underground systems; and to other 
UK Railways. 

 

To join the Signalling Record Society visit 

www.s-r-s.org.uk/membform.html 
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Saturday, 30t h Se pt e m be r- Sun da y, 1st October (Week I) 

AT GLOUCESTER ENGINE SHED JUNCTION 

Between the hours of23.00 on Saturday, 30th September and 09.30 on Sunday, 1st Octobe r, 1967 
(or until completion) the Chief Signal and Telecommunicat ions Engineer will be engaged in carry ing 
out the following work:

A new double ground Disc signal will be brought into use and routed as shown on the 
attached diagram: 

The following ground signals will be recovered: 

Up Main to Up G.W. line . 

Up Main to Down Gloucester G.W. line or Down L.M. line. 

Up Main to Up L.M. line. 

Up Main to Up Departure lines. 

Down Main to Up Main. 

New connections will be provided in accordance with the attached diagram. The new Up 
Main to Spur (old Up Relief) facing crossover will be spiked, clipped and padlocked in the normal 
position pending fu rther alterations. 

The follow ing ex isting crossovers will be taken out of use: 

Up Departure to Up Main, facing. 

Up Main to Down Main, t railing (this crossover will be spiked , clipped and padlocked 
in the normal pos it ion pending further alterations). 

Saturday, 7th-October-Sunday, 8th October (Week 2) 

AT GLOUCESTER ENGINE SHED JUNCTION 

Between the hours of 22.15 on Saturday, 7th October and 17.30 on Sunday, 8th October , 1967 
(or unt il completion) the Chief Signal and Telecommunications Engineer will be engaged in carrying 
out the follow ing work:

The Up Departure No.2 line will be taken out of use as a running line and reduced in status 
t o a siding. The Up Departure No.1 line between Tramway Junction and Gloucester Engine Shed 
Ju nct io n signal boxes will be renamed" Up Departure line" and will be referred to as such througho ut 
t his notice, except for recovered facilities where the existing nam ings will be used. 

The following new signal will be brought into use: 

Distance fromForm Description Position 
signal box 

1 
Up Departure Home Up side of 

(3-foot arm) Up Departure line 57 yards 

Height of signal above rail: 18 feet 

A new ground signal will be brought into use and routed as shown on the attached diagram . 

The following signals will be recovered:

Up Departure No. I line Inner Home to Up Main.
 

Up Departure No.2 line Inner Home to Neck.
 

Up Departure No.2 line Inner Home to Up Departure No . I line.
 

Up Departure No.2 line Home.
 

From Engine Shed Starting.
 

Up Departure No. I line Home.
 

Up L.M. line Home to Up Departure No . I line.
 

The following ground signals will be recovered:

Double ground signal reading from Up Main to Up L.M. line (to p d isc) o r Up De parture 
lines (lower disc). 

Double ground signal reading from Spur (old Up Relief) to Up L.M. line (top arm) or 
Up Departure lines (lower arm). 

Double ground signal in Up L.M. line reading to Down Gloucester G.W. line (top arm) 
or Down L.M. lines (lower arm). 
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Single ground signal reading from Up Departure No. I line to Spur. 

Triple · ground sig nal reading along Up Departure No. I line (top disc) or from Up 
Departure No. I line to Up Departure No.2 line (middle disc) or Engine Shed (lower 
dis c). 

Do uble ground signal reading from Down L.M. line to Spur (top arm) or Up Main (lower 
arm). 

Single ground signal read ing from Down Gloucester G.W. line to Down L.M. line. 

Double ground signal read ing from Neck to Up Departure No.2 line (top arm) or 
Engine Shed (lower arm) . 

. The Up Departure No . I line Eme rgency Detonators will be recovered. 

The Up L.M. line and the Up Departure line will be severed immediately on the signal box side 
of the trailing junction leading from Gloucester South Junction. 

Between the Up L.M. line Home signal gantry and this point the Up L.M. line will be slued to 
connect with the old Up Relief line, and the Up Departure line correspondingly slued on to the site of 
the sand drag at the term ination of the old Up Departure No . I line. A new connection will be 
provided between the Up Departure line and the Up L.M. line. The revised layout is as shown on 
the attached diagram. 

The trailing connection in the Up Relief leading from the Up Main, at present sp iked, clipped 
and padlocked in the normal position will be coupled to the signal box. 

The facing connection in the Up Main leading to the Up Relief will remain spiked, clipped and 
pad locked but will be re-set so as to lead towards the Up Relief. 

The Up Relief to Up Main facing crossover and the trailing connection in the Up Main leading 
fr o m the Down W .R. line will be disconnected from the signal box and spiked, clipped and padlocked 
in the reverse position . 

The following connections will be recovered:

Up L.M. line to Spur facing crossover and associated facing point lock. 

Up and Down L.M. lines trailing crossover. 

Facing Sand Drag connection in Up Departure No. I line and associated facing point lock. 

Up L.M. line to Up Departure No . I line facing crossover and associated facing point lock. 

Up Departure No.2 line to Up Departure No. I line crossover. 

Trailing connection in Up Departure No.2 line leading from Engine Shed . 

All arrangements for the safe working of the line including the appointment of any Handsignalmen 
in accordance with Rule 77, to be made by District Inspector George, Glo ucester. 

Stat ion and Depot Superviso rs please acknowledge by the return of the attached slip. 

Divisional Manager. 

Transom House, 

Victoria Street, 

Bristol. 

September. /967. 
B.R.31401/5 

Received Notice No. S.2529 re Signal Alterations at Gloucester Engine Shed Junction on 
30th Septernber/Ist October and 7th/8th October. 

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Date Department� 

. . . . . . . . . . .. . . . . .... . . . . . . . . . . . .. . . . . . Station Signature� 

Divisio nal Manage r , 

Transom House, 

Victo ria Street, 

Br isto l. 

Ref:- WW900/B/35. 

Printed by Harr ison & Sons Ltd., Printers, 20·22 Bedfordbury, London W.C.2 E3787 
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