
~IVATE and not for Publication. NOTICE No. £.26. 

GREAT WESTERN RAILWAY. -. 
(FOR THE USE OF THE CoMPANY'S SERVANTS ONLY.) 

Notice to Enginemen, Guards, etc.
 

FRIDAY, APRIL 11th, 1941. 

BRINGING INTO U'SE A. NEW UP
 
GOODS LOOP AT MORETON· CUTTING
 

SIGNAL ·BOX.
 
Between the hours of 8.0 a:m. and 5.0 p.m. on Fri<hty, April 11th. the Signal Engineers 

will be engaged in carrying out the following work in c9nnection with bnnging into use 
a. New Up Goods Loop at Moreton Cutting Signal Box. 

NEW SIGNALS : 

FORM. DESCRIPTION. POSITION. 
DISTANCE FROM 
SICNAL Box. 

1. Up Relief Home. /- 
(Already in use). 

2. Up Relief to Up Goods 
Loop.Home. 

, 
Up Side of Up Relief 

Line. 
695 yards. 

/ 

~I

81 Up Goods Loop Starting Between Up Relief 
Line and Up 
Goods Loop. 

48 yards. 

Up Sidings Starting. Up Side of Sidings. 
I . 

48 yards. 

C 
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la 

~L 
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1. Up Goods Loop to Up 
Relief Advanced Starting 

(Already in use as Con
tractors Siding to Up 
Relief Starting). 

2. Up Goods Loop to Spur 
Advanced Starting. 

Up Side of Up 
Goods Loop. 

130 yards. 

11 



Signalling Record Society 
www.s-r-s.org.uk 

Digital archive 
 

This PDF Copy has been provided free of charge by David Allen in order to 
assist your research into UK signalling. 

This file is one of a number scanned by David Allen using material from his 
own collection and from the collections of Phil Deaves, Robert Dey, 
David Ingham, Simon Lowe, John McCrickard, John Midcalf, Roger Newman, 
Richard Pulleyn and Chris Wolstenholmes. Thank you one and all. Many of 
the original documents are now in the SRS Archive or at the National Railway 
Museum. 

 

You may also like to provide copies of Signalling Notices and Weekly (and 
periodical) Operating Notices as scans or as originals. The SRS is always 
willing to accept donations of any signalling or signalling related material for 
inclusion in the Society’s Archive. Please contact the Archivist in the first 
instance. 

For a list of PDFs currently available visit the list of Weekly Notices or 
Signalling Notices page. 

 

If you have benefited from this PDF copy, why not join the Signalling Record 
Society and receive support for your researches and access to the Society’s 
Archives 

Members receive “The Signalling Record” six times annually plus a 
newsletter and have the opportunity to purchase SRS books and other 
publications at a discount. They also have access to back issues of The 
Newsletter and The Signalling Record which are only available to members. 
These contain a wealth of information accumulated since 1970, much of which 
is not readily available anywhere else. 

In addition, Members have the opportunity to join signalling related visits to 
locations on the UK national and London Underground systems; and to other 
UK Railways. 

 

To join the Signalling Record Society visit 

www.s-r-s.org.uk/membform.html 

http://www.s-r-s.org.uk/
http://www.s-r-s.org.uk/formarchivist.html
http://www.s-r-s.org.uk/archivewon.html
http://www.s-r-s.org.uk/archivediagrams.html
http://www.s-r-s.org.uk/membform.html
http://www.s-r-s.org.uk/bookstall.asp
http://www.s-r-s.org.uk/publications.asp
http://www.s-r-s.org.uk/membform.html


,£W UP GOODS LOOP.
 

The entrance to the new Up Goods Loop will be by a Facing Connection 
in the Up Relief Line approximately 600 yards on the Didcot side of Moreton Cutting, 

< Signal Box, and the exit from the Loop will be the existing trailing connection in the Up 
'Relief Line from the ~ntractor's Siding about 200 yards on the East s~de of the Signal Box• 

• The new Goods Loop is 2,000 feet long, and the holding capacity will be' 
90 Ten-ton Wagons, Engine and Van, or 77 Twenty-ton Wagons, Engine and Van. 

The Loop is practically level througho~i\ . 

A Trailing Connection in the new Loop leading from the Up Sidings, and Indepen
dent Discs will also be brought into use. 

See Diagrain appended, 

A telephone to Moreton Cutting Signal Box will be provided near the Trap Points 
at the entrance to the new Loop to enable guards to inform the signalmal\ w~en their 
train with tail lamp complete has drawn inside the Loop points. . . 

During the tillle the work is being carried out the Up Relief Line Distant Signal 
will be disconnected and placed at .. CAUTION." . 

. , 

The fcllo,,:ing Ne'..: Track C:rGu~;: will b brought into use : , 
\ 
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All arrangem'ents for the safe working of the Line (including the appointment of 
Hand Signalmen) must be made by the District Inspector in accordance with Rule 77. 

, t • 

PADDINGTON STATION, ,C. T. COX, 
April 1st, 1941. Divisional Superintendel)t. 

I 

The receipt of this Notice to be acknowledged by first Train. 



, 

-----------------~------------_.~--------------------- ---- 

...." Department ' :Station	 1941. • 

Received copy of Notice No. E.26, dated April 1st, in connection with bringing 
into use New Up Goods Loop at Moreton Cutting Signai Box. 

C.	 T. COX, EsQ., 
PADDfNGTON. . , (Signature). 




