
NS-46 N.) ,/2.. .88 
2 -,j. ,+. ~§SECTI ON C 

SIGNALLING AND PERMANENT WAY ALTERATI ONS 


* * I t ems marked thus wi l l not appear in f ut ure i ssues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

FRI DAY 8 APRIL - LEEDS STATION 

The connections from Platform 9 to Through Road and Platform 8 to Through 
Road wil l be reinstated . 

(5 ) 

SUNDAY 10 APRIL - WHITLEY BRIDGE 

Down Main Signal No.S466 will be repositioned 13 yards further from the 
l~ JI cros sing and mounted on an offset bracket post on Whitley Bridge Down 
platform . 

(5) 

SUNDAY 10 AND MONDAY 11 APRI L - BETWEEN HEATON LODGE SOUTH IN AND HEATON 
LODGE EAST IN 

Heaton Lodge South In wil l be abolished and Heaton Lodge In and Heaton Lodge 
East In will be remodell ed. 

The double track Underpass lines between Heaton Lodge South In and Hea t on 
Lodge East In will be slued as nece ssary t o form a single track r enamed the 
Down Huddersfield line. 

The double track Huddersfield lines between Hea t on Lodge In and Heat on Lodge 
South I n will be slued as necessary to form a s i ngl e t rack r enamed the Up 
Hudde r s f i e l d l i ne . 

Heaton Lodge East In 

The facing connection f r om t he Up Fast t o the f ormer Up Underpass will be 
secured out of use pending r emoval. 

Heaton Lodge In 

The Junction will be r emodelled so t hat the route f r om Up Fast or Up Slow to 
Up Huddersfield will now be via new fa cing j unction point s which wil l be 
provided on the Up Fast . 

This item should be read i n con junction with the diagram inc l uded in t his 
Notice. 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

SUNDAY 10 AND MONDAY 11 APRIL - BETWEEN HEATON LODGE SOUTH IN AND HEATON 
LODGE EAST IN - continued 

Signalling Alterations 

Up Fast 

3-aspect Automatic Signal HH566 will be converted to a 4-aspect signal. 

3-aspect Automatic Signal HH558 will be converted to a 4-aspect signal and 
repositioned 95 yds. nearer to Heaton Lodge In. 

3-aspect Automatic Signal HH552 will be converted to a 4-aspect signal. 
The routing from this signal will be amended as shown below:

Aspect Route Indication Application Towards 

Main 
Main Junction Indicator (Position 4) 

Up Huddersfield HH550 
Up L. & Y. HH546 Signal 

Signal 

Up Huddersfield 

3-aspect Signal HH550 will be repositioned 274 yds. nearer to Heaton Lodge In. 

Down Huddersfield 

4-aspect Signal HH653 will be converted to an Automatic Signal and the 
Position 1 Route Indicator will be abolished. The Signal will apply (Main 
Aspect without Route Indication) along Down Huddersfield. 

Down L. & Y. 

The Position 4 Junction Route Indicator on 4-aspect signal HH549 will be 

abolished. 


Automatic Warning System 

AWS will be provided in conjunction with all new and repositioned signal s. 


(5 ) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT 


BETWEEN HOLGATE IN AND DRINGHOUSES IN 


The t railing connection leading from Down Main to Dringhouses Yard Up 

Reception s 1 to 4 has been removed and replaced by plain line. 

(3) 

YORK YARD NORTH ~-, . 3. 8~ 

The connections between the Mineral Line Reception No. 1 and the Frodingham 
Line Reception No.2, have been remodelled and converted to hand-worked 
points. The connections between the Warehouse Line, Receptions and the 
North Arrival Line have also been converted to hand-worked points. 

~he Transfer Line has been stop-blocked south of the Transfer Line to 
drehouse Line crossover, access to the Transfer Line being via this 

crossover and a new hand- operated lead. 

·STOP AND AWAIT INSTRUCTIONS· boards have been provided at the north end 
exits from Reception Lines Nos . 1 to 4 and from the Warehouse and Transfer 
Lines. 

The following signals have been aboli shed 

¥YN71 (disc) - applying along the Warehouse Line northwards. 

¥YN70 (disc) - Shop Siding to Warehouse line northwards. 

Miniature arm semaphore, Mi neral Line to Warehouse Line northwards. 

Miniature arm semaphore , Frodingham Line to Warehouse Line northwards. 

¥YN83 (disc) - applying Nor th Arrival to Warehouse Line northwards . 

•iniature arm semaphore - applying Trans fer Line northwards. 

The t win a rm semaphore signal appl ying southwards along the Warehouse Line 
etc. 

Altered Si gnal 

The top arm of the twin miniature arm inlet signal on the Transfer Line has 
been abolished and the remaining arm applies towards the Yard. 

(3) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

SKELTON JUNCTION ~? , 3. 88 

A new facing crossover has been provided between the Up Slow and Down Slow 
lines, 111 yards north of Skelton signal box. 

Up Slow 3 aspect signal number SJ6 has been repositioned 200 yards north of 
the new Up Slow facing points. The repositioned signal has been provided 
with Junction Route Indicators, subsidiary and stencil route indicators and 
the following indications apply:

Aspect Route Indication Application Towards 

Main Junction Indicator Position 2 Up Main 
Main Junction Indicator Position 1 Not in use at this stage 
Main Junction Indicator Position 4 Up Goods 
Position Light Stencil -R- York Yard North Up Arr1.dls 
Position Light Stencil -D- York Yard North Departure 

lines 

Down Slow position light shunting signal SJ62 has been repositioned 13 yards 
further north. 

(3) 

* * BRAYTON LEVEL CROSSING AT 173m. 02chs. 
* (Between Temple Hirst Junction and Selby South Junction) 

Brayton Gate Box has been abolished and the crossing is remotely controlled 
from Selby S.B. with the aid of C.C.T.V. 

Signalling Alterations 

The Up Selby 4-aspect signal (S880) has been re-positioned 55 yds. before 
reaching the crossing. 

(2) 

BETWEEN HOLBECK VEST JN AND BRAMLEY 

The catch points in the Down Line situated at Om. 13chs., Om. 46chs. and 1m. 
27chs. have been secured out of use pending removal and replacement by plain 
line. (3) 

* * BETWEEN ELLAND AND BRADLEY WOOD JUNCTION 

* 
The Down L&Y signal 8M 541 has been converted to an automatic signal. 

(2) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - cont i nued 

GOOSE HILL JUNCTION 

The Double Junction between the Up and Down Fast Lines and Up and Down L & Y 
Lines has been secured out of use (in the rever se position) for through 
running between Fast Lines and L & Y Lines pendi ng removal and re-alignment 
as plain line. 

The trailing crossover between Up and Down Fast Li nes has been secured out 
of use pending removal (the associa t ed ground disc shunting signal will be 
aboli shed) • 

The following signals have been abolished:

Former Up Main Starting signal. 
Former Down Main Second Home signal. 
Down Fast Home signal with Altofts Junction colour light Outer Distant 

r-- gnal below. 
Down L & Y Second Home to Down Fast (on the right-hand Doll). 
Up Fast 4th Home to former Up Main with Up Fast 4th Home to Up L & Y on 
right-hand bracket. 

(2) 

ALTOFTS JUNCTION 

Former Up Slow Starting signal AJ 992 ha s been abolished. 
(3) 

* * SUDFORTH LANE 


* 

The following (bracket post) 4 aspect signals have been converted to 
straight post signals and moved as shown : 

Signal Distance repositioned nea r e r Sudforth Lane Signal Box,.... 
S457 Down Goole 3 yards 

S465 Down Goole 5 yards 

S464 Up Goole 10 yards 

S456 Up Goole 3 yards 


(2) 

LEEDS STATION 

The Platform Siding adjacent to Platform 4 has been temporarily shortened by 
approximately 30 yards whilst engineering work is carried out. 

(UFN) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

* * LEEDS AND WORTLEY JUNCTION 

* 
The facing connections Up Shipley Fast/Up Harrogate to Up Shipley Slow and 
Down Shipley Slow to Down Shipley Fast/Down Harrogate have been secured out 
of use pending removal. 

Signalling Alterations. 

The associated Position 4 Junction Route Indicator on Down Shipley Slow 
Signa l L61 (applying towards Down Shipley Fast/Down Harrogate) and on the Up 
Harrogate Signal L8 (applying towards the Up Shipley Slow) has been 
a bolished . (2) 

l 
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SECTION D . 


GENERAL INSTRUCTIONS AND NOTICES 

A thick vertical line denotes a new or amended items. 

* * Items marked thus will not appear
* taken of them by all concerned. 

in future issues and a note must be 

WORKING INSTRUCTIONS FOR A.C. ELECTRIFIED LINES 
(DR 29987) 

Page A37 Add:

TELEPHONE NUMBERS AND NATIONAL RADIO NETWORK CALLING 
CODES FOR ELECTRICAL CONTROL ROOMS 

. 
ETD T.E°,E?}{ONF. ERITUH l'EI..~COMELECJ.RICAL IN.R.N. CAL1..: NG 

CONTROL ROOM CODE NUMBERS TELEPHONE NUMBERS 

.DONCASTER 2173 027-5001, 5002 0302-329024 



- - --- -- ---- -

SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN 	 REGION SECTIONAL APPENDIX (NORTHERN AREA) 

TABLE A : DETAILS OF RUNNING LINES 

Permanent Speed Restrl.ct l.ons 
Down UpRunnin! 	Lines and 

Si2nal in2 System Location m.p.h.M. Ch. 

NEVILLE HILL WEST IN TO HUNSLET EAST 

Page 102 1 
Between Nevi le Hill West In and Hunslet East 

Add:

At or Between 

r~ 

Remarks 

C. Departure line at 
Om. 30chs. 550 yards
before reading L776 
Signal. 

(6D) 
2 
CIl 

I 


Vl 

~ 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked t hus will not a r pear in fut ur e i SSl.l PS ?nd a .1.o+:e must hf. 

* taken of them by a ll concer ned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

SUNDAY 17 APRIL - BETWEEN YORK YARD SOUTH AND YORK STATION NORTH END 

The Up and Down Scarborough Goods Lines will be t aken out of use. 

York Yard Sout h 

The facing l ead from the Up Leeds Goods t o Up/Down Scarborough Goods Lines 
will be secured out of use. 

fork Station North End 

The 2 leads in the Up Cli fton Goods to t he Up and Down Scarborough Goods 
will be secured for movements into and out of the S&T Service Centre only. 

Signalling Al tera tions 

The f ollowing associated York Yard South signals will be abolished : 

Col our Light signals 1 and 19 
Pos i t ion Light signal s 2 .4. 13 and 18. 

(6) 

SUNDAY 17 APRIL - BETWEEN RAVENS THORPE AND DEWSBURY 

Down Main 3- aspec t col our light signals B685 and B15 will be repositi oned 
15 yards and 200 yards further from Bat l ey signal box respectively. 

The a~sociated A.W.S. t r ack inductors will be repositioned accordingly . 

(6) 

http:l.'l.,�t-.88


SECTION C 


NoSy-(il
NS-35 2.J -~9 ~.3J 

SIGNALLING AND PERMANENT WAY ALTERATIONS 


* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

SUNDAY 24 APRIL - BETWEEN HOLGATE JUNCTION AND YORK YARD NORTH 

The Down and Up Leeds Goods line will be realigned be tween Holgate Junction 
and York Yard South. 

A new facing crossover will be provided between the Down and Up Leeds Goods 
to the south of York Yard South signal box. Thi s will be secured out of use 
in the normal position for Goods lines running until further notice. 

the Up Goods No.1 between York Yard North and York Yard South will be taken 
out of use and the points secured. 

The West Departure line in York Yard South will be slued into the -B- line. 

Signalling Alterations 

Departure line signal YYS 51 and Up Goods No.1 signal YYS 49 will be 
abolished. 

Down Leeds Goods subsidiary signa l Y59 /22 will be r eposi tioned 28 yards 
nearer to York Yard South signal box to be clear of the new facing crossover. 

Down Leeds Goods signal YYS 11 and Up Leeds Goods signal Y61 (Holgate 
Junction) will be repositioned as necessary on their exis ting gantries to 
suit the new alignment. 

(7) 

SUNDAY 24 APRIL - BATLEY 

Up Main 3-aspect colour light signal B2 (and its a ssociated A. W.S. track 
induc t or) will be reposi t i oned 225 yards fur ther from the signal box. 

(7) 

SUNDAY 24 APRIL - LEEDS STATION 

The crossover between Platform 5 Eas t and Pla t form 6 West will be abolished. 

Signalling Alterations 

The route indicator associated with Platform 6 (Wes t) signal L192 and 
Platform 5 (East) signal L193 will be abolished. 

(7) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT 

YORK YARD NORTH 

This item should be read i n conjunction with the diagram included in this 
not ice. 

The Up Goods line has been taken out of use and all connection s between the 
Up Arrival Lines and Up Goods have been removed. 

The following signals have been removed : 

No. 89 Disc set back from Up Main Goods to Up Arrival lines. 
No. 91 Di sc set back from Up Goods to Up Arrival lines. 
No. 87 Mini a t ure Arm from Warehouse Line into the Yards. 

A new facing crossover has been provided connecting the Up Main Goods line 
with the Warehouse line and Yards. 

The route from No. 110 s ignal on the Up Main Goods to Warehouse line and 
Yards has been reconnected showing a subsidiary aspect with a ·W· indication. 

No. 94 Disc signal from Up Arrival lines to Warehouse l ine has been moved 
100 yards south and replaced wi th a Ground Position Ligh t signal . 

The route from No. 60 Di sc on the Down Depa rture line s t o Warehous e l ine and 
Yards has been reconnected . 

The routes from No.73 Miniature Arm, renumbered as No.91, on the Warehouse 
line to the Down Departure lines and to Down Main Goods have been 
reconnected. 

(New Item ) (7) 

BETWEEN YORK YARD SOUTH AND YORK STATION NORTH END 


The Up and Down Scarborough Goods Lines have been taken out of use . 


York Yard South 


The facing lead from the Up Leeds Goods to Up/Down Scarborough Goods Lines 

has been secured out of use. 


York Station North End 


The 2 leads in the Up Cl i fton Goods t o t he Up and Down Scarborough Goods 

have been secured for movements into and out of the S&T Service Cent r e only. 


Signalling Alterations 


The following associated York Yard South signa l s have been abolished :-


Colour Light signals 1 and 19 

Position Light signals 2, 4, 13 and 18. 


(6) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATI ONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN HEATON LODGE SOUTH IN AND HEATON LODGE EAST IN 

Heaton Lodge South In has been abolished and Heaton Lodge In and Heaton 
Lodge East In have been remodelled. 

The double track Underpass lines between Heaton Lodge South In and Heaton 
Lodge East In have been slued &s necessary to form a s i ngl e track renamed 
the Down Huddersfield line. 

The double track Huddersfield lines between Heaton Lodge In and Heaton Lodge 
South In has been slued as necessary to form a single track renamed t he Up 
Hudders f ield line . 

Heaton Lodge East In 

The f a cing connection from t he Up Fas t t o the former Up Underpa ss has been 
secured out of use pending removal . 

Heaton Lodge In 

The J unction has been r emodelled so that the route from Up Fa st or Up Slow 
t o Up Huddersfield is now via new facing junction points which are provided 
on the Up Fast. 

This item should be read i n conjunc tion wi t h t he diagram i ncluded in thi s 
Notice . 

Signall ing Al t erations 

Up Fas t 

3-aspec t Automatic Signal HM566 has been converted to a 4-aspect signal . 

3-aspec t Automatic Signal HM558 ha s been converted t o a 4-aspect signa l and 
repos itioned 95 yds. nearer to Heaton Lodge In . 

3-aspec t Automatic Signal HM552 ha s been convert ed to a 4-aspect signal. 
The r outing from this signal has been amended as shown below:

Aspect Route Indication Application Towards 

Main 
Main Junction Indicator (Pos 4)ition 

Up Huddersfield HM55 0 Signal 
Up L. & Y. HM546 Signal 

Up Hudde rs f ield 

3-aspect Signal HM550 ha s been repos i tioned 274 yds. nearer to Heaton Lodge In . 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN HEATON LODGE SOUTH JN AND HEATON LODGE EAST JN - continued 

Down Huddersfield 

4-aspect Signal HM653 has been converted t o an Automati c Signal and the 
Posit i on 1 Rout e Indicator ha s been abol i shed . The Signal applies (Main 
Aspect without Route I ndication) a l ong Down Huddersfie ld . 

Down L. & Y. 


The Position 4 Junction Route I ndica t or on 4-aspect s i gnal HM549 ha s been 

abol ished. 


Automatic Warning System 

AWS ha s been provided in conjunction with all new and repositioned signals. 


(5) 

BETWEEN RAVENSTHORPE AND DEWSBURY 

Down Main 3-a spect col our light signals B685 and B15 have been repositioned 
205 yards and 200 yards further from Batley signal box re specti vely . 

The associated A.W. S. track inductor s have been repositioned accordingly. 

( 6 ) 

LEEDS STATION 

The Platform Siding adjacent to Platfo rm 4 has been t emporarily shortened by 
approximately 30 yards whilst engi neeri ng work is carried out. 

(UFN) 
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SECTION D - GENERAL INSTRUCTIONS AWl lOT I CES - continued 

EASTERN REGION SECTI ONAL APPENDIX (NORTHERN AREA) 

TABLE A : DETAI LS OF RUNNI NG LINES 

Permanent Speed Restr~ct~ons 
Runninf Lines and IDown Up
Signal i nR System Location m.p.h .M. Ch . 
 At or Between 
 Remarks 

DONCASTER , BLA K CARR I N TO BERWICK 

Page 20 


At Clifton 


Delete: (See page 38) 
(6.D) 

z 
tr. 
I 


.I:"
v..'YORK. HOLGATE N TO SKELTON 

Page 37 
 I 

Between York Yard South and York Yar( North 


Delete all dltails and substitute:
I 


•I •I •i 
 York Yard South o 25 


I I 


AlB AlB 
I I 
,I 


York Yard North o 79 

(6.D) 



SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

Permanent -SpeeaR.estriCtions
Running Lines and Down Up
SiRnallinR System Location M. Ch.1 m.p.h. At or Between Remarks 

YORK YARD SOUTH TO CLIFTON 


Page 38 
 I 
Delete line heading and table 

(6.D) 

HIRFIELD EAST ~ TO LEEDS. HOLBECK EAST 3N 


Page 66 
 I I 
zBetween HarllY and Farnley Branch 3n en 
I 
~ 
~ 

Add:- Cottingley 40 00 
(w.e.f. Monday 2S April) (6. D) 

i 

LEEDS TO SKIPTON STATION SOUTH 


Page 90 I 

At Cononley LC 


.1
Amend locat~on to read : 
-- I 

Cononley LC 218 22 
(6.D) 

o 




Speed Restrict~ons 

At or Between Remarks 

C. Departure line at 
Om . 30chs. 550 ya rds 
before reading L77 6 
Signal. 

(6D) 

z 
cr: 
I 

.j:
V1 

11m. 44 chs. 

SECTION D - GENERAL INSTRUCTIONS ANt 10TICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - cont inued 

Pe rmanent 
Running Lines and Down Up
Sianallina. System Location M. Ch. I m.p .h . 

NEVILLE HILL WEST IN TO HUNSLET EAST 
I 

'Page 102 

Between Neville Hill West In and Hunslet East 

Add :

MICKLEFIELD IN TO CHURCH FENTON NORTH IN 

Page 103 1 I 
Bet ween Mick efield In and Church Fenton 

I I , . 1
Delete 'AB' from both lines in Running Lines and Si gna ling System column 

I I ' , . 
Amend second,catch points entry to read:

~ 

w. e.f . Sunda 

C. Up at 
220 yards after passing
CF 714 s i gnal. 

(6 .D) 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

LOCAL INSTRUCTIONS 

Page 182 

BETWEEN LEEDS AND GELDERD ROAD IN 

Delete existing heading and instruction and substitute : 

BETWEEN LEEDS AND WAKEFIELD WESTGATE 

The Driver of a Class 253/254 train, with one power car shut down and 
unassisted, or assisted by a locomotive of less than 1470 h.p., which is to 
proceed towards Wakefield Westgate must advise the Signalman at Leeds box of 
the circumstances. 

On receipt of such advice, the Signalman at Leeds must not clear the signal 
the end of the platform concerned until a clear route can be set to signal 
L.208. 

The clearing of the signal at the end of the platform in these circumstances 
is no guarantee that the route will remain clear throughout and the Driver 
must continue to observe and obey all signals. 

(6.D) 

L 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

MISCELLANEOUS NOTICES - continued 

CLASS 141. 142. 143 AND 144 DIESEL UNITS 

On routes where the above trains are authorised to run, if a train does not 
pass over a section of line for more than three hours and the first train 
after that period is a class 141, 142, 143 or 144 train the Signalman must: 

1. 	 Specially watch the passage of the train over each section of line. 

2. 	 Not permit any conflicting or following movement and in addition, on a 
route setting panel, not cancel the route until he is satisfied that 
the train has passed clear. 

The a bove must be a ppl i ed on the Temple Hi r s t In . to Sel by l ine irrespec t ive 
o 	 the time since the last train. 


(UFN) 


BETWEEN GRANTHAM NORTH AND ARKSEY LC. HOLBECK WEST IN AND BENTLEY IN 

Until further notice, in connection with testing of the overhead line system 
be tween Peascliffe Tunnel (107m 64chs) and Arksey L.C. (157m 75chs) and 
between Doncaster Ma r shgate In to Leeds Gelderd Road (183\m.p.) with spur 
towards Thorne (Om 36chs), electric trains, other than test t r ains are not 
permitted to run north of Grantham Nort h In. 

(UFN) 

YORK STATION 

Platforms 9B and 12 are being permanently shortened by approximately 50 
yards at the North end. 

D 'vers of trains using Platforms 9B and 12 must work to the instructions of 
ldsignalmen and/or notice boards whilst demolition work is being carried 

out. 
(UFN) 

DEWSBURY STATION 

W.e.f. 07 30 Sunday 17 April. realignment of the Up platform will be taking 
place at Dewsbury Station. 

Drivers of trains s t opping at this platform must work to the instructions of 
handsignalmen/notice boards whilst work is being carried out. 

(UFN) 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

MISCELLANEOUS NOTICES - continued 

HONLEY STATION 

Platfo~ repairs are taking place on the Up platform. 

Drivers of trains stopping at this platfo~ must work to the instruc tions of 
Handsignalmen/notice boards whilst work is being carried out . 

(UFN) 

LEEDS STATION 

Platfo~ repairs will be in progress on Platfo~s 6 and 8, until further 
notice. 

Drivers of trains stopping at Platforms 6 or 8 must work to the instructions 
of Handsignalmen/notice boards whilst work is being carried out. 

(UFN) 

LEEDS STATION 

In connection with engineering work Platfo~ 4 will be shortened by 
approximately 180 feet at the buffer stop end until further notice. 

Drivers of trains using Platfo~ 4 must work to the instructions of 
Handsignalmen/notice boards whilst work is being carried out. 

(UFN) 

CHURCH FENTON STATION 

Platfo~ repairs are taking place at Church Fenton. 

Drivers of trains stopping at the platfo~s must work to the instructions of 
Handsignalmen/notice boards whilst work is being carried out . / 

(UFN) 

GILBERDYKE AND BROOMFLEET STATIONS 

A new 50 metre section of platfo~ has been brought into use on the Down and 
Up Main line at both Gilberdyke and Broomfleet sta tions. 

Drivers of stopping trains must stop at the board provided at each location. 

Passengers wishing to alight at either Gilberdyke or Broomfleet must be 
advised to travel in and alight from the first two coaches of multiple uni t 
trains or the first coach of locomotive hauled trains. 

Guards must advise passengers who are to alight at either location tha t they 
must take care when alighting on to the temporary platfo~s . 

(UFN ) 

L 
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'ECTION C - fe , {. Ii' 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

Items marked thus will not appear in future issues and a note must be 
taken of them by all concerned . 

DETAILS OF WORK REFERRED TO IN SECTI ON B 

SUNDAY 1 MAY - HOLGATE JUNCTION 

3-aspect signal Y62 will be abolished. 
(8) 

SUNDAY 1 MAY - BETWEEN YORK YARD SOUTH AND YORK STATION NORTH END 

Y -k Station North End 

The fo~er Down Scarborough Goods Line will be reinstated as the A.C.E. 
Siding. 

The points in the route Up Clif ton Goods to S.& T. Service Centre will be 
recommissioned to give access to the A.C.E. Siding. 

The t emporary level crossing over t he fonner Scarborough Goods Lines (now 
A.C.E. Siding) will become the permanent access to the Mercury Tan building 
and temporary access to the new signalbox. 

Trainmen Operated Gates will be installed. 

Signalling Alterations 

Up Clifton Goods Subsidiary Shunting Signal Y144 will in future apply to t he 
A.C.E. Siding/S.& T. Service Centre. 

w~bsidiary Shunting Signal Y143 will b~ reinstated to apply from A.C. E. 

Siding to Up Clifton Goods. 


York Yard South 

. 

A new facing crossover between ·B· Line and the Up Goods Line will be 
provided, adjacent to York Yard South Signalbox. 

The trailing crossover between the Up Goods and the Down Goods lines will be 
taken out of use. Access will be provi ded f rom · B· Line to the r einstated 
A.C.E. Siding and will be unsigna11ed. 

(8) 
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SIGNALLING AND PERMANENT WAY ALTERATIONS 


* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned . 

DETAILS OF WORK REFERRED TO IN SECTI ON B 

SUNDAY 1 MAY - HOLGATE JUNCTION 

3-aspect signal Y62 will be abolished. 
(8) 

SUNDAY 1 MAY - BETWEEN YORK YARD SOUTH AND YORK STATION NORTH END 

1 ok Station North End 

The former Down Scarborough Goods Line will be reinstated as the A.C.E. 
Siding. 

The points in the route Up Clifton Goods to S.& T. Service Centre will be 
recommissioned to give access to the A.C.E. Siding. 

The t emporary level crossing over t he former Scarborough Goods Lines (now 
A.C.E. Siding) will become the permanent access to the Mercur y Tan building 
and temporary access to the new signalbox. 

Trainmen Operated Gates will be installed . 

Signalling Alterations 

Up Clifton Goods Subsidiary Shunting Signal Y144 will in future apply to t he 
A.C.E. Siding/S.& T. Service Centre. 

w~bsidiary Shunting Signal Y143 will be reinstated to apply from A.C.E. 
Siding to Up Clifton Goods. 

York Yard 	South 

•
A new facing crossover between -B- Line and the Up Goods Line will be 
provided, adjacent to York Yard South Signa1box. 

The trailing crossover between the Up Goods and the Down Goods lines will be 
taken out of use. Access will be provi ded from -B - Line to the r einstated 
A.C.E. Siding and will be unsigna11ed. 

(8) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - cont i nued 

SATURDAY 30 APRIL AND SUNDAY 1 MAY - BETWEEN MICKLEFIELD JUNCTION AND CHURCH 
FENTON 

New colour light signal l i ng wi ll be commis sioned i n accordance wi th t he 
di ag r am inc l uded in this Notice. 

The Track Circui t Block Regula tions wil l a pply be t ween Mickle f ie l d J unc t ion 
and Church Fenton 

Alterations t o Exi s ting Signals 

Down Main 

The f orme r Peckfield Down Branch Sta rting signa l P16 wil l be converted to an 
tomatic s i gnal and r e- pl a t ed P709 , displaying a r ed or green aspec t only. 

Church Fenton Down Br anch Distant signal CF713 wi ll be r e -pla t ed CF71 9R. 


Up Main 


The forme r Church Fenton Up Branch Starting signal CF7 14 will be conve r t ed 

to an Automa tic signal displaying a red or green aspect only . 


Peckfield Up Branch Dis tant signal PR2 wi l l be renumbered P2R. 


Aut oma tic Warning Sys t em 


AWS track induc t ors wil l be provided i n conjunc tion with a l l new signa l s. 

(8) 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 


* * I t ems marked thus wi ll not appea r in future i s sup.s and a note must be 
* taken of chem by all conl.erned. 

DETAILS OF WORK REFERRED TO IN SECTION B 


SUNDAY 8 MAY - BETWEEN GUISELEY AND ILKLEY 


The fo llowing new signals will be commissioned 

Signal No. Description Position 

Down Main G14 Intermediate Block At Ilkley end of 
Home Signal, 2- aspect Burlcy- i n-Wharfeda l e 
(red/green ) Down Pla t f orm . 

r

lJown Main G14R Distant, s ingle aspect 	 1715 yards before 
reaching G14 signal. 

Up Main G4 Guiseley J n Up Home Signal - At Guiseley end of 
2-aspect (red/green) Bur l ey-in-Wharfedale 

Up Platform. 

Up Main G4R Distant, single aspect 	 1110 yards before 
reaching G4 signal. 

Guiseley Jn Up Main Home signal (G5) will be renamed Up Main Starti ng signal. 
(9) 

MONDAY 9 MAY - BETWEEN DRYCLOUGH JUNCTION AND GREETLAND JUNCTION 

The Up and Down lines between Dryclough Junction and Greetland Junction will 
be taken out of use. 

The points leading to and from the branch at both junctions will be secured 
out of use pending removal. 


Signa l routes to and from the branch will be disconnected. 

(9) 

MONDAY 9 MAY - BETWEEN BRADLEY JUNCTION AND BRADLEY WOOD 	 JUNCTION 

The single line between Bradley Junction and Bradley Wood Junction wil l be 

taken out of use. 


The points l eading to the Up/Down branch at both junctions will be secured 

out of use pending removal . 


Signal rout es t o and from the branch will be disconnected. 

( 9 ) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED IN SECTION B - continued 

M~ND~~Y - BETWEEN MIRFIELD EAST JUNCTION AND DEWSBURY 

A reflectorised speed restriction warning indicator will be provi ded be tween 
Mi rfield East Junction and Dewsbury on the Down Line at 33m. 5chs. giving 
warni ng of the permanent speed r estriction of 50 m. p .h . at 33m. 48chs. 

The distance between the warning indicator and the commencement of the 
50 m. p.h. speed restriction will be 946 yds. 

An AWS permanent magnet will be provided 200 yds. befor e r eaching the 
indicator. 

(9) 

MONDAY 9 MAY - BETWEEN MORLEY AND HOLBECK EAST JUNCTION 

A reflectorised speed restriction warni ng i ndicator wil l be provided betwee' 
Morley and Holbeck Eas t Junction on t he Down Li ne a t 41m. 19chs. giving 
warning of t he permanent speed restriction of 40 m. p .h. a t 42m. 01ch. 

The distance between the warni ng i ndicator and the commencement of the 
40 m.p.h. speed restriction will be 1364 yds . 

An AWS permanent magnet will be provided 200 yds. before reaching the 
indicator . (9) 

MONDAY 9 MAY - BETWEEN DIGGLE JUNCTION AND MARSDEN 

The speed restriction warning indicator on the Down Line be tween Diggle 
Junction and Marsden giving warning of the speed r estriction of 40 m.p.h. at 
18m. 07chs . wi l l be altered to 45 to apply t o the amended permanent speed 
restricti on of 45 m.p.h. at 18m. 07chs. (See Sec tion D). 

(9) 

EASTERN REGION SECTION APPENDIX (NORTHERN AREA) 

The Sectional Appendix line headings Diggle In . to Heaton Lodge In. and 
Mi r field East In to Leeds, Holbeck Ea st In will be combined to form a new 
l ine heading Diggle In to Leeds, Holbeck East In. 

Heaton Lodge In to Thornhill LNW In will continue to be also shown on the 
Eastwood to Normanton Goose Hill (Colton In) line. 

Monday 9 May - between Diggle In and Leeds, Holbeck Eas t I n (including 
Hea ton Lodge In to Thornhill LNW In - Eastwood t o Normanton Goose Hill line) 
a t 10 00 hours. Various alterations will be made to t he Maxi mum Permissible 
Speeds and individual permanent speed restrictions (See Sec t ion D). 

(9) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

MONDAY 9 TO FRIDAY 13 MAY - LEEDS STATION 

From Monday 9 until Friday 13 May, the Platform Siding adjacent to Platform 
4 will be temporarily shortened by a further 10 yds. whilst engineering work 
is carried out. 

(9) 

DETAILS OF WORK ALREADY CARRIED OUT 

HOLGATE JUNCTION 

3-aspect signal Y62 has been abolished. 
(8) 

~TWEEN YORK YARD SOUTH AND YORK STATION NORTH END 

York Station North End 

The former Down Scarborough Goods Line has been reinstated as the A.C.E. 
Siding. 

The points in the route Up Clifton Goods to S.& T. Service Centre have been 
recommissioned to give access to the A.C.E. Siding. 

The temporary level crossing over the former Scarborough Goods Lines (now 
A.C.E. Siding) has become the permanent access to the Mercury Tan building 

and temporary access to the new signalbox. 


Trainmen Operated Gates have been installed. 


Signalling Alterations 


Up 	 Clifton Goods Subsidiary Shunting Signal Y144 now applies to the A.C.E. 
~ding/S.& T. Service Centre. 

Subsidiary Shunting Signal Y143 has been reinstated to apply from A.C.E. 
Siding to Up Clifton Goods. 

York Yard South 

A new facing crossover between -B- Line and the Up Goods Line has been 
provided, adjacent to York Yard South Signalbox. 

The trailing crossover between the Up Goods and the Down Goods lines has 
been taken out of use. Access has been provided from -B- Line to the 
reinstated A.C.E. Siding and is unsignalled. 

(8) 



SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) 

TABLE A : DETAILS OF RUNNING LINES 

Permanent Sneed Restric t i ons 
Running Lines and Down Up 
Si~nallin~ Svstem Location M. Ch. m.p.h. At or Between Remarks 

DONCASTER BLACK CARR IN TO BERWICK 

Page 20 


At Clifton 

Delete:- (See page 38) 
(6.D) 

. !Z 
~ 
I 


V1 
o

YORK , HOLGATE IN TO SKELTON 

Page 37 I 

Between York Yard South and York Yard North 

I

Delete all details and substitute:

I 

• • • York Yard South 0 25 

I I 

I I 


AlB AlB 
I I 

I I 

•• York Yard North 0 79 
 I 
 (6.D) 

I

() I . 0 _ 



SECTION D - GENERAL INSTRUCTI ONS AND N~ ~CES - continued ") 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

,-----------

Running Lines and 
Si£nalling ~stem Location 

Permanent ~eed Restrict i ons 
Down Up 

M. Ch. I m. p .h . At or Between Remarks 

YORK YARD SOUTH TO CLIFTON 

Page 38 I 
Delete line heading and table 

(6.D) 

EASTWOOD TO NORMANTON, GOOSE HILL IN 

Page 58 I 
Amend second maximum permissible speed to read:

I 
HtBDEN BRIDGf AND HEATON LODGE IN I §Q 

Add:

HEATON LODGE IN AND THORNHILL LNW IN 
I 

Add:

THORNHILL LNW IN AND GOOSE HILL IN 

75 

§Q 

----

I §Q I MAXIMUM PERMISSIBLE SPEED 

~ I MAXIMUM PERMISS I BLE SPEED 

§Q MAXIMUM PERMISSIBLE SPEED 

(W .e. f . 10 00 Monday
I 

9 May) (6.D) 

z 
cr 
V1 ..... 



SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA ) - conti nued 

Permanent Soeed Restrictions
Running Lines and Down Up 
Si~na~linR System Location M. Ch.1 m.o.h. At or Between Remarks 

::::W::D TO NO~TON. GOOSE HILL IN -lcontiDUjd . 

Delete all details between Greetland and Thornhill LHW In and substitute:. . . 

•, I •
I 

Greetland 

El1and Tunnel 

(420 yards) 


tl tl 
30 17 

31 25 
to 

31 44 

31 61 

35 59 

t AB When Greetland 
signal box i s closed. 
The Rule Book Section M 
Clause 3.2.1 does not 
apply between Greetland 
and EIland. Trainmen 
must regard the lines 
in this section as 
worked by Absolute 
Block at all times. 

65) 
37 29 40 Up Slow to Up L &Y or 

Huddersfield line. 

37 49 

• 

e1 
o-l 

Q.
:;, 

, 

El1and•I 
e1 Bradley Wood Ino-ll 

~ 
0 
c:I 

Beaton Lodge In 
(See page 

I I I 
~I 

rz,
:;, 

+ I Heaton Lodge East In 
rz, 
c:I,I 

1 ..-.-- 
.~-.... 

.,"~ ~~"' 

z 
cr 
V1 
t--:' 



SECTION D - GENERAL INSTRUCTIONS AND . 'TICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

Mirfield 38 32 


.! Mirf i eld East In 39 26 


Permanent SDe ed Restr ic tions 
Down Up 

Location M. Ch.1 m.D.h. At or Between 

EASTWOOD TO NORMANTON , GOOSE HILL IN -·cont i nued 
I I I 

Delet~ all details between Greetland and Thornhill LNW In and substitute:- continued , , 
J~ ~ 

Remarks 

, , (See page 66) 60 	 Down Fast to Down FastlUQ 
Main 

~ 	 60 UQ Fast to UQ Fast *Worked in the Up~ ~ 
ra. direction for trains Ul 

z 
Q 25 UQ Fast to UQ Slow 	 from the Leeds line I 

V1 , 	 Volonly.
Thornhill LNW In 39 72 

(See page 66) 
~ , (W.e.f. 10 00 ~ondav 9 Man (6.D) 

Page 63 

GREETLAND TO DRYCLOUGH 
I

Delete line heading and table 
(6.D) 

BRADLEY 	 BRANCH 

Delete line heading and table 
(6.D) 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

Running Lines and 
SiRnallinR System Location H. 

Permanent Soeed Restrictions 
Down Up 

Ch.1 m.o.h. At or Between Remarks 

Page 63 

HEATON LODGE SOUTH IN TO HEATON LODGE EAST IN VIA UNDERPASS 
I I I I I

Delete line heading and table (6.D) 

Pages 64 and 65 

DIGGLE IN TO SlATON LODGE IN 
I Z 

enDelete all details and substitute: I

I V1 
~ 

DIGGLE IN TO LEEDS HOLBECK EAST IN 
I _

DIGGLE IN AND HUDDERSFIELD (26m. 03chs) 85 65 MAXIMUM PERMISSIBLE SPEED 
I I

HUDDERSFIELD (26m. 03chs) AND HEATON LODGE 70 70 MAXIMUM PERMISSIBLE SPEED 

EAST IN 
 I 
HEATON LODGE EAST IN AND HOLBECK 75 75 MAXIMUM PERMISSIBLE SPEED 

EAST IN 
 FOR PASSENGER TRAINS 

LOADED OR EMPTY 

HEATON LODGE EAST IN AND HOLBECK EAST IN 60 I 60 IMAXIMUM PERMISSIBLE SPEED 
FOR FREIGHT TRAINS 

!J ~~j 

~-..-------"" ~ 
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SECTI ON D - GENERAL INSTRUCTI ONS AN~ )OTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

Permanent SDeed Restrictions 
Running Lines and Down Up
SiRnallinR SYstem Location M. ch.1 m.p.h . At or Between Rema r ks 

DIGGLE IN TO LEEDS, HOLBECK EAST IN - continued 
i I 

Diggle In 14 59 I 65 14m.59chs. and 15 m.p. DGL 53•, • 
60 60 15 m.p. and 15m. 16chs. 

AlB AlB Standedge Tunnel 15 11 Rule Bock, Section S 
(3m. 66 yards) to Clause 3.3 and Block 

1B 14 Regulation 3.9 appl y.
45 ~ 11m. 07chs. and 1Bm. 31chs. 

10 Up Goods Loop to Main at UGL 1301 Z 
tn

l~m. 1Bchs. I 
~ 
~ 

Marsden 1B 54 I 55 1Bm. 31chs . and 1Bm. 16chs. 
55 19 m. p . and 1Bm. 31chs. 

LQ. 1Bm. 16chs. and 19m. 20chs. 
Slaithwaite 21 19 

LQ. 24m. 2Bchs. and 24m. 4Bchs. C. Up at 24m. 20chs. 
4BO yare,"I before 
reachint.-; signal

60 24m. 4Bchs. and 25m. 49chs. 80.193. 

Gledholt North and 25 04 

South Tunnels (243 
 to, yards) 25 15 

._--_._



SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

Permanent SDeed Restrictions 
Running Lines and Down Up 
Sismallin2 System Location M. Ch. I m&.h. At or Between Rema cks 

DIGGLE IN TO LEEDS, HOLBECK EAST IN - contfnued , 
Springwood In 25 20 I 20 I To Penis tone line. Controlled by
(See page 71) Huddersfield (HU ).c 

() signal box.£:: 

ell 
 50 Down Branch 25m. 20chs. and ... 25m. 49chs.CD 

Huddersfield North 25 20 ~I il ~ o and South Tunnels t o Q 
(695 yards) 25 51 50 I 25m. 49chs. and 24m. 62chs., , 

i , i i , 
1 tPermissive working is 

0.. + + authorised in bot h 
directions on No. 4 

0..0.. 

Huddersfield (HU) 25 60 15 15 All lines 25m. 49chs. and Plat fo rm line and in• • • -:t• co• • ..... 25m. 74chs. the Down direct i on only 
on No. 8 Plat f orm l ine.e 

o ee 40 40 25m. 74chs . and 26m. 03chs.o AWS gap in stationo ~ ~ fI)~ including Main line area.Q~~ CII"" CII""CII"" connections . .-4 .-4..... Z, 0.. 

i 
0.. 

! + 

t/'l

I 


V' 


0.. 

0'fI)~I ~ Q 

CII CII 

....04 i I Hillhouse In 26 26 C. Up at 26m.41chs. 873~ ~ 
I/) In yards before reaching... ... 
Q) Q) Signal HU. 17. 
"tj "tj 

'0 "tj 

::I ::I 

::c ::c 

:;, i 
o 
Q 

t 
-----._...-"
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}SECTION D - GENERAL INSTRUCTIONS AND •. )TICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

Permanent Sneed Restrictions 
Running Lines and Down Up
Si2nall i n2 SYs tem Location M. Ch. m. p .h. At or Between Remarks 

DIGGLE I N TO LEEDS HOLBECK EAST IN - continued , 	 I 

Deighton 	 27 60 
C. Up at 28m. 23chs. 

!'0'0 
~ ~ 	 67 3 yards before 

I
CDCD.... .... 	 r eaching Signal HU. 648.1 ........ 

1/1 III Bradley In 28 39 	 Bradl ey In to I 
CDCD '" 

'0 
'" 

'0 Ravensthorpe controlle~ 
'0 '0 by Healey Mills (HM

='=' 	 signal box).== z
Cl< 	 . 
~ 	 ~ 

VI~ -...J 

Heaton Lodge In (Up 29 54 60 To Elland line, , lines only) 37 29 
(see page 59) 40 Up Slow to Up Huddersfield 

or L &: Y l i ne . 

+- Heaton Lodge East In 37 49 
CIl r.. (Down line only) t Not ' accessible from 

~0 	 Leeds line. 
*Worked in the Upr.. 

0 Mirfield 38 32 direction from t he 
25 Up Fast to Up Slow Leeds line only. 

Hirfield East In 39 26, 
J( 

+- ~ r.. ..... 
r.. ! 
0 

!. .~ 
Thornhill LNW In 39 72, (See page 59) 32 16,I 

-
~ 

0 



SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

Running Lines and 
Signal~in2 SYs tem Location M. Ch. 

Down Up
m.o.h. At or Between Remarks 

DIGGLE IN TO LEEDS HOLBECK EAST IN - continued 

! Ravensthor12e 32 28 
.2.Q. 33m. 48chs . and 33m. 74chs . 

Dewsburl - 33 62 

Batlel 35 09 

Batley LC 35 57 

Morley Tunnel 36 25 
(lm. 1609 yards) to 

38 19 z 
tf) 

Morlel 38 24 
~ 
65 

55 
65 

38m. 
38m. 

22ch!. 
30chs. 

and 38m. 
and 38m. 

30chg.
55chs. 

I 
V1 

. ():> 

Cottinglel 40 02 

Farnley Branch In 
(See page 67) 

40 65 Farnley Branch In to 
Holbeck East In 
controlled by Leeds (L
signal box. 

! Holbeck Eas t In 
(See page 90) 

42 05 40 42m. Qlchs. and 42m. 05chs. C. Up at 4lm. 28chs. 
880 yards before 
reaching signal L.36. 

LW.e.f. 10 00 Mondav 9 Mav~ (6.D) 
~ 

0 0 
..~ ~ .. 

~. ..; .j I . ~ 

Permanent SQeed Restrictions 

~~ 
-------~.",...~ 



SECTION D - GENERAL INSTRUCTIONS AND ) TICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

Running Line s and 
Si2nallin£ SY stem Location 

Page 66 

MIRFIELD EAST IN TO HOLBECK EAST 
I

Delete line heading and table 

IN 

M. Ch. 

LEEDS TO SKIPTON STATION SOUTH 

Page 90 
i

At Cononley LC 
I

Amend location to read :

I Cononl ey LC 218 22 

Permanent S~eed Restrictions 
Down Up 
m.~.h. At or Between Rema rks 

(6.D) 

z 
en 
I 

v 
\0 

(6.D) 



SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

Permanent Soeed Restrictions 
Running Lines and Down Up

M. ch.1 m.o.h. At or BetweenSismallin2 SyStem Location Remarks 

NEVILLE HILL WEST IN TO BUNSLET EAST 

PaSe 102 I 
Between Neville Hill West In and Hunslet East 

C. Departure line at 
Om. 30chs. 550 yards
before reaching L776 
Signal. 

Add:

(6.D) 

2: 
tJ)MICKLEFIELD IN TO CHURCH FENTON NORTH IN I 
0
o 

Pase 103 I I 
Between Micklefield In and Church Fenton 

and Signalling System column Delete 'AB' !rom both lines in Runni~g Lines 
I I 

C. Up at llm. 44chs. 
220 yards after passing
CF 714 signal. 

Amend second catch points entry to read:

(6.D) 

..............- ......... 
 ...... -~~ 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

LOCAL INSTRUCTIONS 

Page 177 

Add:
YORK HOLGATE IN TO SKELTON 


YORK YARD SOUTH 

S & T Service Centre Siding : Triangle level crossing . The provisions of 
the Instructions headed -Traincrew operated crossings (T.M.O.)- in Section 7 
of the General Appendix apply at this crossing, except that no warning 
boards or white lights at the stop boards either side of the crossing, are 
provided. 
~ 

traincrews or the person in charge of any movement must ensure that vehicles 
which are to be stabled are brought to a stand and secured sufficiently 
clear of the crossing to avoid the view by drivers of road vehicles being 
interrupted. 

(6.D) 

Page IS2 

BETWEEN LEEDS AND GELDERD ROAD IN 

Delete existing heading and instruction and substitute : 

BETWEEN LEEDS AND WAKEFIELD WESTGATE 

The Driver of a Class 253/254 train, with one power car shut down and 
unassisted, or assisted by a locomotive of less than 1470 h.p., which is to 
proceed towards Wakefield Westgate must advise the Signalman at Leeds box of 
he circumstances. 

On receipt of such advice, the Signalman at Leeds must not clear the signal 
at the end of the platform concerned until a clear route can be set to 
signal L.20S. 

The clearing of the signal at the end of the platform in these circumstances 
is no guarantee that the route will remain clear throughout and the Driver 
must continue to observe and obey all signals. 

(6.D) 
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Ill- -w. {.tP 
SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

SUNDAY 15 MAY - YORK YARD SOUTH 

The facing crossover from the Down Goods to Down Reception Line No. 1 will 
be secured out of use in the normal position. The Down Reception No. 1 will 
be used as an Engineers Siding only and the following signals will be 
abolished 

- 25 - Subsidiary - Shunt ahead on Down Reception No. 1 
No. 33 - Subsidiary - Set back Down Goods 
No. 39 - Subsidiary - Set back Down Reception No. 1 

No.9 signal will continue to apply to the Engineer's siding showing a 
subsidiary aspect and a H1H indication. 

(10) 

DETAILS OF WORK ALREADY CARRIED OUT 

HOLGATE JUNCTION 

3-aspect signal Y62 has been abolished. 
(8) 

BETWEEN YORK YARD SOUTH AND YORK STATION NORTH END 

York Station North End
F' 

The former Down Scarborough Goods Line has been reinstated as the A.C.E. 
Siding. 

The points in the route Up Clifton Goods to S.& T. Service Centre have been 
recommissioned to give access to the A.C.E. Siding. 

The temporary level crossing over the former Scarborough Goods Lines (now 
A.C.E. Siding) has become the permanent access to the Mercury Tan building 
and temporary access to the new signalbox. 

Trainmen Operated Gates have been installed . 



NS -34 

SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECT ION B 

SUNDAY 22 MAY - BETWEEN HALIFAX AND MILL LANE JN 

A new Down Main Firs t Home, 2-aspect (red/green) signa l M1563 controlled 
from Mill Lane Signal Box will be provided at the 36 mile post. 

A Distant Signal M1563R will be provided 1430 yards before reaching M1563 
signal. 

M; Lane Down Main Distant signal M1563, situated t 38m. 17chs . will be 
r~ ~bered M1567R . 

A new Up Main 2-aspect (red/green), Intermediate Block signal M1564 
controlled from Mill Lane Signa l Box will be provided at the 36 mile post. 

A Distant Signal M1564R will be provided 1660 yards before reachi ng M1564 
signal . 

Mill Lane Up Main signa l M15 64 situa ted at 39m. 12chs . will be renumbered 
M1566. 

AWS induc tors will be provided in conjunction wi th the above new signals. 
( 11 ) 

DETAILS OF WORK ALREADY CARRIED OUT 

* * HOLGATE JUNCTION 

* 
3 Jpect signal Y62 has been aboli shed . 

(8 ) 

YORK YARD SOUTH 

The f acing crossover from t he Down Goods to Down Reception Line No. 1 has 
been secured out of use in t he normal position . The Down Recept ion No. 1 is 
used a s an Engineer s Siding only and the f ol l owing signa ls have been 
abolished 

No. 25 - Subsidiary - Shunt ahead on Down Reception No. 1 
No. 33 - Subsidiary - Set back Down Goods 
No . 39 - Subs idiary - Set back Down Recepti on No. 1 

No.9 signal continues to apply to the Engineer 's siding showing a 
subsidiary aspect and a -1- indication. 

(10) 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

SUNDAY 29 MAY TO WEDNESDAY 1 JUNE - YORK STATION NORTH TO YORK YARD SOUTH 

The present access to the S&T Service Centre will be closed, and the 
associated signalling will be abolished. 

A new access to the S&T Service Centre will be provided at the York Yard 
South signal box end, by a Hand Point Connection with the ACE Siding. 

b Trainmen Operated, Gated Level Cros s ing (TOG), over both the ACE Siding 
and the S&T Siding will be provided, giving r oad access to the new s i gnal 
box, the gates being normally positioned ac r os s the r ailway. 

The Level Crossing will be pr otected by 4 Notice Boards , 25 yards from t he 
crossing, worded *STOP - OPEN CROSSING GATES BEFORE PROCEEDING*. 

Notice Boards worded *PROPELLED TRAI NS, STOP AWAIT INSTRUCTIONS , WHIS TLE 
BEFORE PROCEEDING* wi l l be provided 55 ya r ds f r om the *STOP - OPEN CROSS I NG 
GATES BEFORE PROCEEDING * Notice Boa rds on t he S&T Ser vice Centre Siding, and 
at 165 yards fr om the *S TOP - OPEN CROSSING GATES BEFORE PROCEEDI NG* Notice 
Boards on t he ACE ' s Sidi ng . 

Advance Level crossing Warning Boards (St. George's Cross), will be provided 
for the S&T Service Centre at 50 yards (fixed to the Service Centre Gates ) , 
and 135 yards on the York Yard South signal box side, and on the ACE Siding 
at 245 yard s from both the York Yard South and the North end. 

(12) 

SUNDAY 5 JUNE - BETWEEN STRENSALL AND BARTON HILL 

Flaxton Level Crossing at 9m. 21chs. 

The Level Crossing Gates wil l be removed and the Level Crossing will be 
protected by Pennants and a Hand Signalman in preparation for the 
commissioning of Aut omat i c Ha l f Barriers on 12th June. 

The Up and Down Home signals will be 
Distant signals at Caution . 

fixed at Danger and the Up and Down 

(12) 

J 
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SECTION B - TEMPORARY ENGINEERING WORKS - continued 
At or between Lines Remarks 

affected 

YORK 	 TO SCARBOROUGH - continued 

TUESDAY 31 MAY TO SATURDAY 4 JUNE 

107 Malton Station 	 Down and Up 
BLOCKED 

SATURDAY/SUNDAY 4/5 JUNE 

lOB Strensall LC Down and 

and Barton BLOCKED 


r Hill LC 


109 Malton Station 	 Down and Up 
BLOCKED 

110 	 Seamer West Down and Up 
and Falsgrave BLOCKED 

SUNDAY/MONDAY 5/6 JUNE 

111 Scarborough Platforms 
Station 3, 4 and 5 

BLOCKED 

MONDAY/TUESDAY 6/7 JUNE 

11L 	 Seamer West Up 
and BLOCKED 
Weaverthorpe 

TUESDAY/WEDNESDAY 7/B JUNE 

113 	 Seamer West Down and Up 
and Falsgrave BLOCKED 

THURSDAY/FRIDAY 9/10 	JUNE 

114 	 Strensall LC Down and Up 
and Barton BLOCKED 
Hill LC 

22 15 Tue to Fri to 06 00 Wed to Sat. 
Demolition work. 21m. 07chs. and 
21m. 	 17chs. Crane and mechanical 
equipment in use. 

22 30 to OB 30. Demolition work. 
(Flaxton G.B.). 9m. 21chs. Crane 
and mechanical equipment in use. 

22 30 to OB 00. Track maintenance. 
21m. 1Bchs. and 21m. 	 24chs. 

22 45 to 08 00. Bridgework (Nos. 19A, 

19B and 20). 39m. 1Bchs. and 39m. 

52chs. Crane and mechanical 

equipment in use. 


23 30 to 06 00. Roofwork. 41m. 

75chs. and 42m. 06chs. Mechanical 

equipment in use. 


22 00 to 06 00. Track maintenance. 

36m. 	 30chs. 


22 45 to 06 00. Track maintenance. 

39m. 63chs. 


22 15 to 06 30. Track renewal. 

6m. 4Bchs. and Bm. 65chs. Mechanical 

equipment in use. 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus wi l l not appear in future issues and a note must be 
* taken of them by all conce r ned . 

DETAILS OF WORK REFERRED TO IN SECTION B 

SUNDAY 12 JUNE - YORK STATION, SCARBOROUGH BRIDGE END 

Platform 5 will be t aken out of use. The points leading to Platform 5 from 
the Platform 7 line wil l be secured out of use in the reverse position. 

Signal Y236 and the routes to Platform 3 on Up Scarborough signals Y239 and 
Y244 will be abolished. 

(14) 

SUNDAY 12 J UNE - HALIFAX 

Position Li ght signal H716, applying to the route from Up Main to Down Main 
at the Bradf ord end of Halifax station will be abolished. 

A new 3-aspect signal (H 716 ) will be provided at the Bradford end of the Up 
Main platform and will apply from that platform to Down Main signal H719. 

The AWS equipment associated with H714 signal will be repositioned 70 yards 
f urther from the signal and wi ll al so apply to H719 signal (for movements 
fr om H716 signal). 

(14) 

MONDAY 13 JUNE - BETWEEN HEATON LODGE JUNCTION AND HUDDERSFIELD 

A re f lec torised speed restric t ion warning indicator will be provided between 
Heaton Lodge Junction and Huddersfield on the Up line at 26m. 65chs. giving 
warning of the permanent speed re s triction of 40 m.p.h. at 26m. 03chs. 

The distance between the warning indicator and the commencement of the 
40 m. p . h. speed restriction will be 1364 yards. 

An A.W.S. permanent magnet will be provided 200 yards before reaching the 
indicator. 

(14) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - cont i nued 

DETAILS OF WORK REFERRED TO I N SECTION B - continued 

MONDAY 13 JUNE - BETWEEN HUDDERSFI ELD AND MARSDEN 

A reflectorised speed restriction warning indicator will be provided between 
Huddersfield and Marsden on the Up line at 19m. 15chs. giving warning of the 
permanent speed restriction of 45 m.p.h. a t 18m. 37chs. 


The distance between the warning indi cator and the commencement of the 

45 m.p.h. speed restriction will be 1276 yards. 


An A.W.S. permanent magnet will be provided 200 yards before reaching the 
indicator. 

(14) 

SUNDAY 12 JUNE - HOLBECK EAST JUNCTION 

The Junction Indicators associated with signal L69 (Down Main approaching 
Holbeck East Junction) will be altered 
will apply:

and the following r out e indications 

Aspect J uncti on Indi ca t or Applica tion t o or towards 

Main 
Main 
Main 

Posi tion 1 

Pos i t i on 4 

Up Huddersfield 
Up Doncaster 
Down Bradf ord 

(14 ) 

DETAILS OF WORK ALREADY CARRIED OUT 

HOLGATE 

Holgate Down Recept i on No.1 ha s been taken out of us e . 

The points at the south end leading to Holgate Down Reception Siding No . 1 
have been secured out of use in the reverse position (towards Down Reception 
Sidings 2,3 and 4) and the points a t the north end have been removed and 
replaced by plain line . 

The north ends of the Down Reception Sidings Nos . 2. 3 and 4 have been slued 
to a new alignment at Holgate North J n and t he Trap Points on the Down 
Reception Sidings leading to the Down Holgate Loop/Down Goods have been 
removed and replaced by plain l i ne. The point s a t Holgate North leading 
from Down Reception Sidi ngs 2, 3 and 4 wi l l rema i n hand point s until further 
notice. 

Signalling Alterations 

The route to Down Reception Siding No.1 on Down Holgate Loop Subsidiary 
signal No.22 at Holgate South has been disconnected . 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

HOLGATE - continued 

Signalling Alterations - continued 

Subsidiary signal No.37 leading from Holgate Down Reception Sidings Nos .2, 3 
and 4 at Holgate North has been repositioned to suit the new layout. The 
subsidiary signal applicable from Down Reception No.1 has been abolished . 

(New Item) (14) 

YORK STATION NORTH TO YORK YARD SOUTH 

The present access to the S&T Service Centre has been closed , and t he 
associated signalling has been abolished. 

A . ,~~ access to the S&T Service Centre has been provided at the York Yard 
South signal box end, by a Hand Point Connection with the ACE Siding . 

A Trainmen Operated, Gated Level Crossing (TOG), over both the ACE Si ding 
and the S&T Siding has been provided, giving road acces s to the new signal 
box, the gates being normally positioned across the railway. 

The Level Crossing is protected by 4 Notice Boards, 25 yards f rom t he 
crossing, worded -STOP - OPEN CROSSING GATES BEFORE PROCEEDING- . 

Notice Boards worded -PROPELLED TRAINS, STOP AWAIT INSTRUCTIONS, WHISTLE 
BEFORE PROCEEDING- have been provided 55 yards from the -STOP - OPEN 
CROSSING GATES BEFORE PROCEEDING- Notice Boards on the S&T Servi ce Centre 
Siding, and at 165 yards from the -STOP - OPEN CROSSING GATES BEFORE 
PROCEEDING- Notice Boards on the ACE's Siding. 

Advance Level crossing Warning Boards (St. George's Cross ) , have been 
provided for the S&T Service Centre at 50 yards (fixed to t he Service Centre 
Ga ), and 135 yards on the York Yard South signal box side, and on t he ACE 
Si~_ag at 245 yards from both the York Yard South and the North end. 

(12 ) 

BETWEEN STRENSALL AND BARTON HILL 

Flaxton Level Crossing at 9m. 21chs. 

THIS WORK HAS NOT BEEN CARRIED OUT 
(12) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

* * BETWEEN HALIFAX AND MILL LANE JN 

* 
A new Down Main First Home. 2-aspect (red/green) signal M1563 controlled 
from Mil l Lane Signal Box has been provided at the 36 mile post. 

A Distant Si gna l M1563R has been provided 1430 yards before reach ing M1563 
signal . 

Mi l l Lane Down Main Distant signal M1563. situated at 38m. 17chs . has been 
renumbered M1567R. 

A new Up Main 2-aspect (red/green). Intermediate Block signal M1564 
control led from Mill Lane Signal Box has been provided at the 36 mile post. 

--....: 
A Dis t ant Signal M1564R has been provided 1660 yards before reaching M1564 
signal . 

Mill Lane Up Main signal M1 564 situated at 39m. 12chs. has been renumbered 
M1566. 

AWS inducto r s have been provided in conjunction with the above new signals. 
(11 ) 

* * BETWEEN MORLEY AND HOLBECK EAST JUNCTION 

* 

A reflec t or i sed s peed restriction warning indicator has been provided 
between Morley and Holbeck East Junction on the Down Line at 41m. 19chs. 
giving warning of t he permanent speed restriction of 40 m.p.h . at 42m. 01ch. 

The distance be tween the warning indicator and the commencement of the 
40 m.p. h. speed re s t r iction is 1364 yds. 

An AWS permanent magnet has been provided 200 yds. before reaching the 
indicator . 

(9 ) 

LEEDS STATION 

The Pla tform Siding adjacent to Platform 4 has been temporarily shortened by 
approxima t e l y 30 ya r ds whilst engineering work is carried out. 

(UFN) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

* * BETWEEN GUISELEY AND ILKLEY 

* 
The following new signals have been commissioned : 

Signal No. Description Postion 

Down Main G14 Intermediate Block 
Home Signal, 2-aspect 
(red/green) 

At Ilkley end of 
Burley-in-Wharfedale 
Down Platform. 

Down Main G14R Distant, single aspect 1715 yards before 
reaching G14 signal. 

The following new signals have been commissioned -

Signal No. Description Position 

Up Main G4 Guiseley Station Up Hom
Signal 2-aspect (red/gr

e 
een) 

At Guiseley end of 
Burley-in-Wharfedale 
Up Platform. 

Up Main G4R Distant, single aspect 1110 yards before 
reaching G4 signal. 

Guiseley Station Up Main Home signal (G5) has been renamed Up Main Starting 
signal. 

(9) 



SECTION D 

GENERAL INSTRUCTIONS AND NOTICES 

A thick vertical line denotes a new or amended items. 

* * Items marked thus will not appear in future issues and a note must be
* taken of them by all concerned. 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) 

TABLE A : DETAILS OF RUNNING LINES 

Permanent Speed Restrictions 
Running Lines and Down Up
Si£nallin£ Sys tem Location RemarksAt or BetweenM. Ch . m. o .h . 

EASTWOOD TO NORMANTON . GOOSE HILL IN 
I

Page 58 (as amended) 

Amend: 

HEATON LODGE IN AND THORNHILL LNW IN 

Add:

HEATON LODGE 
 I N AND THORNHILL LNW IN 

f "'

75-

60 

75-

60 

MAXIMUM PERMISSIBLE SPEED 
FOR PASSENGER TRAINS 
LOADED OR EMPTY. 

MAXIMUM PERMISSIBLE SPEED 
FOR FREIGHT TRAINS 

(8 .D~ 

z 
Cfl 

I 


I,...; 
(1:) 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

SUNDAY 19 JUNE - YORK STATION, SCARBOROUGH BRIDGE END 

A new wMiddle Road M will be commissioned adjacent to Platform 7 and 
connecting with the Platform 7 line at the Scarborough Bridge End by means 
of a lead and trap. 

Signalling Alterations 

A ~w Middle Road Position Light Signal No. Y231 will be provided for 
mO . ~ments Middle Road to Up Scarborough Line. 

Platform 7 Signals Y230 (3-aspect) and Y233 (Position Light) will be 
abolished. 

Up Scarborough Position Light Signal No. Y239 will be provided with an 
additional route Up Scarborough Line to Middle Road. 

(16) 

DETAILS OF WORK ALREADY CARRIED OUT 

YORK STATION, SCARBOROUGH BRIDGE END 

Platform 5 has been taken out of use. The points leading to Platform 5 from 
the Platform 7 line have been secured out of use in the reverse position. 

Signal Y236 and the routes to Platform 3 on Up Scarborough signals Y239 and 
Y2 have been abolished. 

(14) 

HOLGATE 

Holgate Down Reception No.1 has been taken out of use. 

The points at the south end leading to Holgate Down Reception Siding No.1 
have been secured out of use in the reverse position (towards Down Reception 
Sidings 2,3 and 4) and the points at the north end have been removed and 
replaced by plain line. 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

HOLGATE - continued 

The north ends of the Down Reception Sidings Nos.2, 3 and 4 have been slued 
to a new alignment at Holgate North In and the Trap Points on the Down 
Reception Sidings leading to the Down Holgate Loop/Down Goods have been 
removed and replaced by plain line. The points at Holgate North leading 
from Down Reception Sidings 2, 3 and 4 will remain hand points until further 
notice. 

Signalling Alterations 

The route to Down Reception Siding No.1 on Down Holgate Loop Subsidiary 
signal No.22 at Holgate South has been disconnected. 

~,bsidiary signal No.37 leading from Holgate Down Reception Sidings Nos.2, 3 
__.d 4 at Holgate North has been repositioned to suit the new layout. The 
subsidiary signal applicable from Down Reception No.1 has been abolished. 

* * YORK STATION NORTH TO YORK YARD SOUTH 

* 
The present access to the S&T Service Centre has been closed, and the 
associated signalling has been abolished. 

A new access to the S&T Service Centre has been provided at the York Yard 
South signal box end, by a Hand Point Connection with the ACE Siding. 

A Trainmen Operated, Gated Level Crossing (TOG), over both the ACE Siding 
and the S&T Siding has been provided, giving road access to the new signal 
box, the gates being normally positioned across the railway. 

The Level Crossing is protected by 4 Notice Boards, 25 yards from the 
crossing, worded -STOP - OPEN CROSSING GATES BEFORE PROCEEDING-, 

•. Jtice Boards worded -PROPELLED TRAINS, STOP AWAIT INSTRUCTIONS, WHISTLE 
BEFORE PROCEEDING- have been provided 55 yards from the -STOP - OPEN 
CROSSING GATES BEFORE PROCEEDING- Notice Boards on the S&T Service Centre 
Siding, and at 165 yards from the -STOP - OPEN CROSSING GATES BEFORE 
PROCEEDING- Notice Boards on the ACE's Siding. 

Advance Level crossing Warning Boards (St, George's Cross), have been 
provided for the S&T Service Centre at 50 yards (fixed to the Service Centre 
Gates), and 135 yards on the York Yard South signal box side, and on the ACE 
Siding at 245 yards from both the York Yard South and the North end. 

(12) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

HALIFAX 

Position Light signal H716, applying to the route from Up Main to Down Main 
at the Bradford end of Halifax station has been abolished. 

A new 3-aspect signal (H716) has been provided at the Bradford end of the Up 
Main platform and applies from that platform to Down Main signal H719. 

The AWS equipment associated with H714 signal has been repositioned 70 yards 
further from the signal and also applies to H719 signal (for movements from 
H716 signal). 

(14) 

BETWEEN HUDDERSFIELD AND MARSDEN 

A reflectorised speed restriction warning indicator has been provided 
between Huddersfield and Marsden on the Up line at 19m. 15chs. giving 
warning of the permanent speed restriction of 45 m.p.h. at 18m. 37chs. 

The distance between the warning indicator and the commencement of the 
45 m.p.h. speed restriction is 1276 yards. 

An A.W.S. permanent magnet has been provided 200 yards before reaching the 
indicator. 

(14) 

BETWEEN HEATON LODGE JUNCTION AND HUDDERSFIELD 

A ref1ectorised speed restriction warning indicator has been provided 
between Heaton Lodge Junction and Huddersfie1d on the Up line at 26m. 65chs. 
giving warning of the permanent speed restriction of 40 m.p.h. at 26m. 03chs. 

The distance between the warning indicator and the commencement of the 
40 m.p.h. speed restriction is 1364 yards. 

An A.W.S. permanent magnet has been provided 200 yards before reaching the 
indicator. 

(14) 

* * HOLBECK EAST JUNCTION 

* 
The Junction Indicators associated with signal L69 etc. 

THIS WORK HAS NOT BEEN CARRIED OUT. 

LEEDS STATION 

The Platform Siding adjacent to Platform 4 has been temporarily shortened by 
approximately 30 yards whilst engineering work is carried out. 

(UFN) 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

SUNDAY 26 JUNE - EASTWOOD 

The Up goods loop will be recovered . 

Signal PN.306 will become a 4-aspect automatic signal and a new 
i dentification plate will be provided. The position 1 junction indicator 
and position light signal associated with this signal will be t aken away . 

S~nal PN.308 will be taken away. 

Signal PN.309 will become a 4-aspect semi-automatic signal and will be 
provided with a new identification plate. 

SUNDAY 26 JUNE - BETWEEN HULL PARAGON AND BEVERLEY 

Beverley Parks LC CAOCR-X) at 6m. 51chs. will be equipped with Automatic Half 
Barriers. 

(17) 

MONDAY 27 JUNE - BETWEEN BRAMHOPE AND WESCOEHILL TUNNELS 

At 10 00 hours the 20/40 Permanent Speed Restriction on both the Down and Up 
lines between 9m. 54ch. and 9lm .p . will be withdrawn (See Section C) 

(17) 

DETAI LS OF WORK ALREADY CARRIED OUT 

YORK STATION. SCARBOROUGH BRI DGE END 

A new -Middle Road- has been commis s ioned ad jacent to Platform 7 and 
connecting with the Platform 7 l ine at the Scar borough Bridge End by means 
of a lead and trap. 

Si gnalling Altera tions 


A new Middle Road Position Light Signal No. Y231 has been provided for 

movements Middle Road to Up Scarborough Line. 


Platform 7 Signa l s Y230 (3-aspect) and Y233 (Position Light) have been 

abolished. 


Up Scarborough Position Li ght Signal No . Y239 has been provided with an 

additional route Up Scarborough Line to Middle Road. 


(16) 
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SE~TION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - cont i nued 

YORK STATION, SCARBOROUGH BRIDGE END 

Platform 5 has been taken out of use. The points leading to Platform 5 from 
the Platform 7 line have been secured out of use in the reverse position. 

Signal Y236 and the routes to Platform 5 on Up Scarborough signals Y239 and 
Y244 have been abolished. 

(15) 

HOLGATE 

Holgate Down Reception No.1 has been taken out of use. 

The points at t he south end leading to Holgate Down Reception Siding No.1 
have been secur ed out of use in the reverse position (towards Down Recepti, 
Sidings 2.3 and 4) and the points at the north end have been removed and 
replaced by plain line . 

The north ends of the Down Recepti on Sidings Nos.2. 3 and 4 have been slued 
to a new alignment at Holga t e North In and the Trap Points on the Down 
Reception Sidings leading to the Down Holgate Loop/Down Goods have been 
removed and replaced by pl ain line. The points at Holgate North leading 
from Down Reception Sidings 2. 3 and 4 will remain hand points until further 
notire. 

Signalling Alterations 

The route to Down Reception Si ding No.1 on Down Holgate Loop Subsidiary 
signal No.22 at Holga t e South has been disconnected. 

Subsidiary signal No.37 l eading from Holgate Down Recept i on Sidings Nos.2. 3 
and 4 at Holgate Nor t h has been repositioned to suit the new l ayout. The 
subsidiary signal applicable from Down Reception No.1 has been abolished. 

(15) 

HALIFAX 

Position Light signal H716. applying to the route from Up Main to Down Main 
at the Bradford end of Halifax s tation has been abolished. 

A new 3-aspect signa l (H716 ) has been provided at the Bradford end of the Up 
Main platform and appl ies f rom that pla tform to Down Main signal H719. 

The AWS equipment associated with H714 signal ha s been repositioned 70 yards 
further from the signal and also applies t o H719 signal (for movements from 
H716 signal ). 

(15) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 


DETAILS OF WORK ALREADY CARRIED OUT - continued 


BETWEEN HUDDERSFIELD AND MARSDEN 


A reflectorised speed restric t ion warning indica tor ha s been provided 

between Huddersfield and Ma rsden on the Up line at 19m. 15chs. giving 
warning of the permanent speed restriction of 45 m.p.h . at 18m. 37chs. 


The distance between the warning indicator and the commencement of the 

45 m.p.h. speed restriction is 1276 yards . 


An A.W.S. permanent magnet has been provided 200 yards before reaching the 

indicator. 


(14) 

~BETWEEN HEATON LODGE JUNCTION AND HUDDERSFIELD 

A reflectorised speed restriction warning indicator has been provided 
between Heaton Lodge Junction and Huddersfield on the Up line at 26m. 65chs. 
giving warning of the permanent speed restriction of 40 m.p.h. at 26m. 03chs. 

The distance between the warning indicator and the commencement of the 

40 m.p.h. speed restriction is 1364 yards . 


An A.W.S. permanent magnet ha s been provided 200 yards before reaching the 

indicator. 


(15) 

LEEDS STATION 

The Platform Siding adjacent to Platform 4 has been t emporarily shortened by 
approximately 30 yards whilst engineering work is carried out. 

(UFN) 
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SECTION 0 

GENERAL INSTRUCTIONS AND NOTICES 

A thick vertical line denotes new or amended items. 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

WORKING MANUAL FOR RAIL STAFF «BR 30054) 

(As 
PART 6 : WHITE PAGES 

reissued dated June 1988) 

Page Al - add the following : 

Class 9 
Class 9 

(a) 
(b) 

trains 
trains 

- maximum speed 35 m.p.h. 
- maximum speed 25 m.p.h. 

Page C45 - Table C - Electric Locomotive - add new entry : 

Cla ss Weight 
(tonnes) 

Brake 
force 
(tonnes) 

Route 
avail 
ability 

Maximum 
speed 
(mph) 

86 /5 80 40 6 75 

Amend ent r i es f or : 

90 85 40 6 110 
91 84 45 7 140 

Amend speed shown in first line of note to read 80 mph 

Page 01 - Clause 01/3 amend to read : 

When wagons bearing the Exceptional Load label (BR 21349) have to be 
accompanied by an Inspector they must be marshalled next to the locomotive 
on a fully f itted freight train or next to the Brake Van on an un-fitted or 
lon- fully fitted freight train. In all other cases mar shalling must be in 

cordance with publ ished marshalling arrangements. 
(80) 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

NIL 

DETAILS OF WORK ALREADY CARRIED OUT 

YORK YARD SOUTH 

The sidings in York Yard South have been renumbered 1 	to 12. 
(New Item) (18) 

YORK STATION. SCARBOROUGH BRIDGE END 

A new -Middle Road- has been commissioned adjacent to Platform 7 and 
connecting with the Platform 7 line at the Scarborough Bridge End by means 
of a lead and trap. 

Signalling Alterations 

A new Middle Road Position Light Signal No. Y231 has been provided for 
movements Middle Road to Up Scarborough Line. 

Platform 7 Signals Y230 (3-aspect) and Y233 (Position Light) have been 
abolished. 

Up Scarborough Position Light Signal No. Y239 has been provided with an 
additional route Up Scarborough Line to Middle Road. 

(16) 

* * YORK STATION. SCARBOROUGH BRIDGE END 

* 
Platform 5 has been taken out of use. The points leading to Platform 5 from 
the Platform 7 line have been secured out of use in the reverse position. 

Signal Y236 and the routes to Platform 5 on Up Scarborough signals Y239 and 
Y244 have been abolished. 

(15) 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

NIL 

DETAILS OF WORK ALREADY CARRIED OUT 

YORK YARD SOUTH 

The sidings in York Yard South have been renumbered 1 to 12. 
(18) 

* * YORK STATION, SCARBOROUGH BRIDGE END 

* 
A new -Middle Road· has been commissioned adjacent to Platform 7 and 
connecting with the Platform 7 line at the Scarborough Bridge End by means 
of a lead and trap. 

Signalling Alterations 

A new Middle Road Position Light Signal No. Y231 has been provided for 
movements Middle Road to Up Scarborough Line. 

Platform 7 Signals Y230 (3-aspect) and Y233 (Position Light) have been 
abolished. 

Up Scarborough Position Light Signal No. Y239 has been provided with an 
iitional route Up Scarborough Line to Middle Road. 

(16) 

* * EASTWOOD 

* 
The Up goods loop has been recovered. 

THIS WORK HAS NOT BEEN CARRIED OUT. 

BETWEEN BRAMHOPE AND WESCOEHILL TUNNELS 

The 20/40 Permanent Speed Restriction on both the Down and Up lines between 
9m. 54ch. and 9tm.p. has been withdrawn (See Section D) 

(17) 
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INCLUSIVE 


rainmen must pay particular attention to works contained in this 
notice and keep a good look-out for handsignals which may be 
exhi bited in accordance with the Rules and Regulations. 

Work at places other than those mentioned may be in progress and 
Drivers must be on the look-out and be prepared to stop or run at 
reduced speed when, and where, handsignals may be exhibited. 
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SIGNALLING AND PERMANENT WAY ALTERATIONS 


* v 

* 
Items marked thus wil l not appear in future issues and 
taken 0 the by all concerned . 

a note must be 

DETAILS OF WORK REFERRED TO IN SECTION B 

NIL 

DETAILS OF WORK ALREADY CARRIED OUT 

YORK YARD SOUTH 

The sidings in York Yard South have been renumbered 1 to 12. 
(18) 

~ * BETWEEN BR}~OPE AND WESCOEHILL TUNNELS 

* 
The 20/40 Permanent Speed Restriction on both the Down and Up lines between 
9m. 54ch. and 9~ . p . has been withdrawn (See Section D) 

(17) 

LEEDS STATION 

The Platform Siding a j acent to Platform 4 has been temporarily shortened by 
approximately 30 yards whilst engineering work is carried out. 

(UFN) 



tJJ Ii( /<;i 
NS-34 23 - :1.9. ) 'li' 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

.,. + It.ams ms.rkerl thu~ will not appeal:' :l.n fut ure issues and a note must be 
~ t~~en nf them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

§4~URD~Y-13 ~~'1 - YORK STATION 

No . ~ Fruit Dock Siding wil l be secured out of use pending removal. 
(21) 

DETAILS OF WORK ALREADY CARRIED OUT 

* * YORK YARD SOUTH 

Th~ sidinga j.n York Yard South have been renumbered 1 to 12. 
(18) 

b~~S STATI9N 

Tl'le Platform Sldlng adjacent to Platform 4 has been temporarily shortened by 
ap~roxjmataly 30 yards whilst engineering work is carried out. 

(UFN) 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

MISCELLANEOUS NOTICES - continued 

SIGNING OF PERMANENT SPEED RESTRICTIONS AND NEUTRAL SECTIONS - continued 

4. 	 Full size (900 mm) signs will be provided wherever possible. They will 
be positioned on the left hand side of the line in direction of travel. 

5. 	 Miniature (450 mm) signs centred 600 mm above rail level will be 
provided where there is limited clearance, and in the followi ng 
circumstances : 

a) 	 Where a route or line converges with another 

b) 	 in complex junction areas where, because of the multiplicity of 
signs, it would be clearer and more sensible to do so . 

~6. 	 Neutral Section marker signs will be located as follows : 

Site Sign - As close as possible to the commencement 

Warning Sign - One mile on the approach side of the neutral section. 

The 	General Appendix to the Working Timetables and Books of Rules and 
Regulations, Section 1.21 refers. 

TRACTION INTERLOCK SWITCH CLASSES 14X AND 15X DMU 

Examination of driving cabs has revealed that Traction Interlock Swi tch 
J 	 seals are being broken. This seal is provided to prevent inadvertant use 

and any person that breaks a Traction Interlock seal must report the fact i n 
the unit repair book along with the reason for so doing. 

Train Crews are also reminded of the instruction relating to the operation 
of the Traction Interlock Switch contained in the relevant Working 
Instructions booklets 33070 series. 

It is imperative that discipline regarding this instruction is maintained 
for the security it offers both passenger and train crew since once the 
Traction Interlock Switch has been isolated it must be realised that a vital 
safety feature has been removed. 

(aD) 

INCIDENTS INVOLVING OBSTRUCTION, DAMAGE ETC. TO OVERHEAD LINE EQUIPMENT 

Staff 	are reminded of the importance of quoting the nearest overhead line 
equipment structure number when reporting incidents, in order to assist the 
M. & E.E. Department in promptly arranging an isolation, if necessary, and 
in dealing with the incident or removing the obstruction. 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

MISCELLANEOUS NOTICES - continued 

CLASS 141. 142. 143 AND 144 DIESEL UNITS 

On routes where the above trains are authorised to run, if a train does not 
pass over a section of line for more than three hours and the first train 
after t hat period is a class 141, 142, 143 or 144 train the Signalman must: 

1. Specially watch the passage of the train over each section of line. 

2. Not permit any conflicting or following movement and in addition, on 
rout e setting panel, not cancel the route until he is satisfied that 
the train has passed clear. 

a 

The above must be applied on the Temple Hirst In. to Selby line irrespective 
of the time since the last train. 

(UFN) 

BETWEEN ARDSLEY TUNNEL AND HOLBECK WEST IN/ 

HOLBECK WEST IN AND WHITEHALL IN/ 


WHITEHALL IN AND LEEDS/ 

LEEDS WEST IN (FORMER UP VIADUCT LINE)/ 


LEEDS AND MARSH LANE IN 


Until fur ther notice, in connection with testing of the overhead line system 
between Leeds, Gelderd Road (183\ m.p.) and 20 m.p. on the East side of 
Leeds Stat i on, electric trains other than test trains are not permitted on 
run North of BaIne Lane (Wakefield). 

(UFN) 

BEVERLEY STATION 

Until furthe r notice, repairs to the station roof will be t aking place. 
~ 

Drivers of t rains stopping at Beverley must work to the instructions of the 
not i ce boards provided. 

(UFN) 

MALTON STATION 

Roofwork/platform work is in progress until further notice. Consequently, 
the pla tform has been temporarily shortened by 130 yards at t he East end . 

Dr ivers of trains stopping at the platform must work to the i nstructions of 
hand s igna lmen/notice boards whilst work is being carried out. 

(UFN) 

L 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus will not appear in future issues and a note must be 
* 	 taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

MONDAY 1 AUGUST - YORK 

Clifton 
..' 	 The Down Sidings known as the No. 2 Gr oup DMU Sidi ngs wi ll be taken out of 

use. The points giving access to the above s i dings from the Secondary Loco 
Outlet will be secured for through running on the Seconda r y Loco Outlet 
Line. The outlet signal from the No .2 Group DMU Sidings (Position Light 
No.Y219) will be abolished . 

.l"he outlet signal from the Secondary Loco Outlet (No.Y 216) will be 
abolished and replaced with a new Position Light signa l numbered Y 219. 
This signal will have the same applica tion as t he former Y216 , but without 
indication of route. 

Waterworks 
The Engine Siding will be taken out of use, and the hand points leading to 
the siding will be replaced by plain line. 

The 	 outlet Position Light signal No. Y189 wi l l be abolished . 
(22 ) 

TUESDAY 2 AUGUST TO THURSDAY 4 AUGUST - BETWEEN HULL PARAGON AND BEVERLEY 

Beverley Parks L.C. (A.O.C.R. - X) at 6m. 51chs. 

The 	 level crossing will be equipped with Automatic Half Barriers. 

tween 08 00 and 16 00 Tuesday to Thursday the crossing wil l be worked 
~nder local control. 

(22 ) 

DETAILS OF WORK ALREADY CARRIED OUT 

YORK STATION 

No. 	 3 Fruit Dock Siding has been secured out of use pending removal. 
(21 ) 

LEEDS STATION 

The Platform Siding adjacent to Platform 4 has been temporarily shortened by 
approximately 30 yards whilst engineering work is carried out. 

(UFN) 
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SECTION 0 


GENERAL INSTRUCTIONS AND NOTICES 

A thick vertical line denotes a new or amended item. 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

WORKING 	 MANUAL FOR RAIL STAFF « BR 30054) 
PART 2 : GREEN PAGES 

Clause E2/2 : Page E22 

Positionin 

Amend -150 mm- to read - 100 mm- in four th paragraph . 

Securing 

Amend second sentence in first paragraph to r ead - On Military vehicles with 
Diesel engines the gear lever must be pl aced in the neutral position-. 

(8.0> 

(As 
PART 6 : WHITE PAGES 

reissued dated June 1988) 

Page Al - add the following : 

Class 9 
Class 9 

(a> 
(b) 

trains 
trains 

- maximum speed 35 m. p.h. 
- maximum speed 25 m.p.h. 

~C45 - Table C - Electric Locomotive - add new entry : 

Class Weight 
(tonnes) 

Brake 
force 
(tonnes) 

Route 
avail 
ability 

Maxi
speed 
(mp

mum 

h > 

86/5 80 40 6 75 

Amend entries for : 

90 
91 

85 
84 

40 
45 

6 
7 

110 
140 

Amend speed shown in first line of note to read 80 mph 

Page 01 - Clause 01/3 amend to read : 

When wagons bearing the Exceptional Load label (BR 21349) have t o be 
accompanied by an Inspector they must be marshalled next t o t he locomotive 
on a fully fitted freight train or next to the Brake Van on an un-fi tted or 
non-fully fitted freight train. In all other cases marshalling must be in 
accordance with published marshalling arrangements. 

(80 ) 

>



SECTION D - GENERAL INSTRUCTIONS AND NO S - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHIRN AREA) - continued 

Permanent Speed Restrictions 
Running Lines and Down Up
SiRnallinR SYstem RemarkjJLocation 1M. Ch .1 m.D.h. _At_~Between 

WORTLEY IN TO YORK : SKELTON> VIA HARROGATE 

Page 92 (a. amlndedl I 
I

Be tween Bramhope Tunnel and We scoehill Tunnel 

Delete : - 20 
40 

20 
40 

9m . 54ch. and 9%m.p. 

HULL TO SEAMER WEST 
(8D) z 

CIl 
I

Page ! OS I 
~ ,.....As Beverley Parks LC 

Amend :  Beverley Parks LC 
(AHB - X ) 

(w.e. f. Thursday 4 August> (8D)
I 

Page 106 

At Driffield LC (RC ) 

Driffie ld LC (RC) and 

Footpath LC (R/G) 


Amend:

(aD) 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

OTHER GENERAL INSTRUCTIONS 

Page 158 

SAFETY LIMITS ON HOURS OF DUTY FOR TRAIN CREWS 

Train Crews time on duty must not exceed 12 hours per shift. In addition, 
Drivers must not be in charge of a Traction Unit or Train on a running line 
after 11 hours on duty. Train Crew Supervisors must ensure that these hours 
are adhered to and in addition Train Crew must advise the nearest Supervisor 
if they consider that these Safety Limits will be exceeded. 

In exceptional circumstances authority to exceed these limits may be given 
by the Regional Deputy Chief Controller at York. 

LOCAL INSTRUCTIONS 

Page 177 

YORK HOLGATE IN. TO SKELTON 

YORK YARD SOUTH 

A.C.E. SIDING : -TRIANGLE ACCESS- LEVEL CROSSING 

The provisions of the Instructions headed MTrain-crew operated crossings 
(THO)- in Section 7 of the General Appendix apply at this crossing, except 
that no white lights at the stop boards either side of the crossing are 
provided. 

The person in charge of the movement to be made must obtain the Key for the 
gate from the Signalman at York Yard South and return it thereto when 
operations are completed. 

The person in charge must ensure that vehicles to be stabled are brought to 
a stand and secured sufficiently clear of the crossing to avoid the view of 
drivers of motor vehicles being obscured. 

(8D) 

.. 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked 	thus will not appear in future issues and a note must be 
* 	 taken of them by all concerned. 


DETAILS OF WORK REFERRED TO IN SECTION B 


SUNDAY 7 AUGUST -	 YORK STATION, SCARBOROUGH BRIDGE END 

A new -Middle Road- will be commisioned adjacent to Platform 7 and 
connecting with the Platform 7 line at the Scarborough Bridge End by means 
of a lead and trap. 

Signalling Alte r ations 

new Middle Road Position Light signal No. Y 231 will be provided for 
movements Middle Road to Up Scarborough Line. 

Platform 7 signals Y230 (3-aspect) and Y 233 (Position Light) will be 
abolished. Up Scarborough Position Light signal No. Y 239 will be provided 
with an additional route Up Scarborough Line to Middle Road. 

SUNDAY 7 AUGUST - ECCLESFIELD WEST 


Ecclesfield West Down Siding will be abolished. 


The inlet and outlet points in the Down barns ley line will be clamped out of 

use pending removal. 


Position Light Shunting signals EW 8 and EW 9 (Down Siding) and EW 6 (Down 

Barnsley) will be abolished. together with the Subsidiary route from Down 

Barnsley 3-aspect signal EW 15. 


~ne -Limit of Shunt- Board on the Down Barnsley will be abolished. 

(23) 

DETAILS OF WORK ALREADY CARRIED OUT 

YORK STATION 

No.3 Fruit Dock Siding has been secured out of use pending removal. 
(21) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

Clifton 

The Down Sidings known as the No. 2 Group DMU Sidings have been taken out of 
use. The points giving access to the above sidings from the Secondary Loco 
Outlet have been secured for through running on the Secondary Loco Outlet 
Line. The outlet signal from the No.2 Group DMU Sidings (Position Light 
No.Y219) has been abolished. 

The outlet signal from the Secondary Loco Outlet (No.Y 216) has been 
abolished and replaced with a new Position Light signal numbered Y 219. 
This signal have the same application as the former Y216, but without 
indication of route. 

Waterworks 

The Engine Siding has been taken out of use, and the hand points leading to 
the siding has been replaced by plain line. 

The outlet Position Light signal No. Y189 has been abolished. 
(22) 

LEEDS STATION 

The Platform Siding adjacent to Platform 4 has been temporarily shortened by 
approximately 30 yards whilst engineering work is carried out. 

(UFN) 

BETWEEN HULL PARAGON AND BEVERLEY 


Beverley Parks L.C. (A.O.C.R. - X) at 6m. 51chs. 


The level crossing has been equipped with Automatic Half Barriers. 


Between 08 00 and 16 00 Tuesday to Thursday the crossing is worked under 

local control. 


(22) 



NS-37 


SECTION D 


GENERAL I NSTRUCTIONS AND NOTICES 

A thick vertical line denotes a new or amended item. 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

MISCELLANEOUS NOTICES 

CLASS 141/1 DMUs 

Class 141/1 Diesel Multiple Units are authorised to run over all rout es Icleared for 142 - 144 units. 

STARTING A TRAIN FITTED WITH POWER OPERATED DOORS 

After the doors have been closed, the Guard must check by observation along 
the outside of the train that it is safe to give the -Ready to Start 
signal. This check must be made before closing the door adjacent to the 
Guard's position if this can be operated separately from the other doors . 

After the doors have been closed on a D.O. train, the driver must check by 
observation along the outside of the train (by CCTV or mirror, where 
provided) that it is safe to start. 

These checks must be made whether or not the normal indication is exhi bited 
showing that the doors are closed. 

SIGNING OF PERMANENT SPEED RESTRICTIONS AND NEUTRAL SECTIONS 

New style reflectorised signs will be progressively introduced at the 
following locations : 

Each 	change of speed (whether lower or higher) including standard 15 
m.p.h. restrictions through junctions and crossover roads, etc. and 
changes of speed where a route or line converges with another 
(including junctions between parallel lines). UNless the restri ction 
is 10 m.p.h. or less, signs will not be provided for restrictions 
applying over points where ALL movements in the direc t i on concerned are 
made on the authority of position light aspects or shunting s ignal s or 
where there is no signalled route. 

2. 	 A warning sign will be provided in rear of each commencement sign where 
speed is reduced. 

This 	does not apply where speed is reduced at a diverging route if 

a) 	 the speed reduction is 10 m.p.h. or less , or 
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SECTION D 	- GENERAL INSTRUCTIONS AND NOTICES - continued 

MISCELLANEOUS NOTICES - continued 

SIGNING OF PERMANENT SPEED RESTRICTIONS AND NEUTRAL SECTIONS - continued 

2. 	 b) the signal controlling a diverging route is approach released from 
red and the facing points are within \ mile of the signal. or 

c) the 	distant signal is fixed at caution. 

3. 	 The warning sign will be positioned at braking distance or half a mile 
(whichever is the greater) from the commencement sign to which it 
applies. Where there are consecutive or closely following restrictions 
and the warning board for the second restriction would otherwise preceed 
the commencement sign for the first. that warning board will be 
posi tioned 50 yards ahead of the commencement sign for the first 
restr iction. 

4. 	 Ful l size (900 mm) signs will be provided wherever possible. They will 
be positioned on the left hand side of the line in direction of travel. 

5. 	 Miniature (450 mm) signs centred 600 mm above rail level will be 
provi ded where there is limited clearance. and in the following 
circumstances : 

a ) 	 Where a route or line converges with another 

b ) 	 in complex junction areas where. because of the multiplicity of 
signs. it would be clearer and more sensible to do so. 

6. 	 Neutra l Section marker signs will be located as follows :-

Si t e Sign 	- As close as possible to the commencement 

Warning Sign - One mile on the approach side of the neutral section. 

The General Appendix to the Working Timetables and Books of Rules and 
Regulations. Section 1.21 refers. 

INCI DENTS I NVOLVING OBSTRUCTION, DAMAGE ETC. TO OVERHEAD LINE EQUIPMENT 

Staff are reminded of the importance of quoting the nearest overhead line 
equipment structure number when reporting incidents. in order to assist the 
M. & E.E. Department in promptly arranging an isolation. if necessary. and 
in dealing with the incident or removing the obstruction. 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

MI SCELLANEOUS NOTICES - continued 

CLASS 141. 142. 143 AND 144 DIESEL UNITS 

On routes where the above trains are authorised to run, if a train does not 
pas s over a section of line for more than three hours and the first train 
aft er that period is a class 141, 142, 143 or 144 train the Signalman must: 

I. Specially wa t ch the passage of the train over each section of line. 

2. Not permit any confl i cting or foll owi ng movement and in addition, on a 
route set t ing panel , not cancel the route until he is satisfied that 
the train has passed clear. 

The above must be applied on the Temple Hirst In. to Selby line irrespective 
of the time since the last train. 

(UFN) 

BETWEEN ARDSLEY TUNNEL AND HOLBECK WEST IN/ 

HOLBECK WEST IN AND WHITEHALL IN/ 


WHITEHALL IN AND LEEDS/ 

LEEDS WEST IN (FORMER UP VIADUCT LINE)/ 


LEEDS AND MARSH LANE IN 


Until further notice, in connection with testing of the overhead line system 
between Leeds, Gelderd Road (183~ m.p.) and 20 m.p. on the East side of 
Leeds Station, electric trains other than test trains are not permitted to 
run Nor th of BaIne Lane (Wakefield). 

(UFN) 

YORK STATION 

Construction work will be taking place on Platforms 15 and 16 until further 
ltice. 

Drivers of trains stopping at these platforms must work to the instructions 
of handsignalmen/notice boards whilst work is being carried out. 

(UFN) 

MALTON STATION 

Roofwork/platform work is in progress until f urther notice. Consequently, 
the platform has been t emporarily shor tened by 130 yards at the East end. 

Drivers of trains stopping at the platform must work to the instructions of 
handsignalmen/notice boards whilst work is being carried out. 

(UFN) 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

MISCELLANEOUS NOTICES - continued 

WAKEFIELD WESTGATE STATION 

Platform repairs/construction work are in progress on the Down and Up 
Platforms, until further notice. 

Drivers of trains stopping at Wakefield Westgate must work to the 
instructions of Handsignalmen/notice boards whilst platform work is being 
carried out. (UFN) 

DEWSBURY STATION 

Realignment of the Up platform has taken place at Dewsbury Station. 
~ 

Drivers of trains stopping at this platform must work to the instructions of 
handsignalmen/notice boards whilst work is being carried out. 

(UFN) 

MORLEY STATION 

Until Further Notice, platform repairs are taking place on the Down and Up 
platforms. 

Drivers of trains stopping at Morley must work to the instructions of 
handsignalmen/notice boards whilst work is being carried out. 

(UFN) 

HONLEY STATION 

Platform repairs are taking place on the Up platform. 

Drivers of trains stopping at this platform must work to the instructions of 
Handsignalmen/notice boards whilst work is being carried out. 

(UFN) 

DENBY DALE STATION 

Platform resurfacing is taking place until further notice. 

Drivers of trains stopping at Denby Dale must work to the instructions of 
handsignalman/notice boards whilst work is being carried out. 

(UFN) 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

MISCELLANEOUS NOTI CES - continued 

BETWEEN WAKEFIELD KIRKGATE AND GOOSE HILL IN 

Open-cast blas t ing is taking place at the former St. John's Colliery between 
10 00 and 16 00 each day . 

Blasting may be heard or the effects seen, but this will not affect the 
running of the railway . 


(UFN) 


KNOTTINGLEY STATION 

During reconstruction of the Up platform, a temporary platform will be 
provided immedat e ly Eas t of the exi sting one. Drivers of all stopping 

!ins must bring t heir trains to a stand at the moveable instruction boards 
provided. Guards must also advise passenger s to take care whilst alighting 
at t he station. 

(UFN) 

GOLDTHORPE STATION 

Weatherproof surfac i ng of both pla tforms is taking place. 

Dr i vers of stoppi ng trains must observe the instruc t ions of the notice 
boards, whil s t this work is in progres s. Until 16 00 Friday 12 August. 

THURNSCOE STATION 

Weatherproof surfacing of both platforms is taking place. 

Drivers of stopping trains must observe the instructions of the notice 
lrds, whilst this work is in progress. Until 16 00 Friday 12 August. 

THURNSCOE STATION 

Drivers of trains stopping at the Up platform should note tha t the platform 
ramp at the South end is not yet complete. 

(UFN) 



NS-42 


SECTI ON D - GENERAL INSTRUCTIONS AND NOTICES - continued 

MISCELLANEOUS NOTICES - continued 

LEEDS STATION 

Platform repairs wil l be i n progress on Platforms 6 and 8, until further 
notice. 

Drivers of trains stoppi ng at Pl a tforms 6 or 8 must work to the instructions 
of Handsignalmen/notice boards whilst work i s being carried out. 

(UFN) 

LEEDS STATION 

In connection with engineering work Pla t form 4 will be shortened by 
approximate ly 180 fe e t a t the buffe r s t op end until further notice. 

Drivers of trai ns us ing Platf orm 4 must work to the instructions of 
Handsignalmen /notice boards whil s t work i s being carried out. 

(UFN) 

BEVERLEY STATION 

Until f urt he r notice, repairs t o the sta t ion r oof wil l be taking place. 

Dr ivers of tra i n s stopping at Beverley must work t o the ins t r uctions of the 
notice boa r ds provided. 

(UFN) 

HUNMANBY STATION 

Platform repairs/construction wor k a r e taking place on the Up platf orm unt il 
furthe r notice. 

Drivers of tra ins stopping at Hunmanby must work t o the instructions of 
Handsignalmen/notice boards whilst platform work is being carri ed out. 

(UFN) 
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SECTION D - GENEP~L INSTRUCTIONS NOTICES - continued 

MISCELLANEOUS NOTICES - continued 

YORK YARD NORTH 

Until further notice, a 5 m.p.h. SPEED RESTRICTION will apply to the 
following movements : 

Up Goods line (from Skelton) to and from the P. Way Yard etc., 

Up Shunt line/Up Arrival lines to and from the Up Goods Independent 
line (to York Yard South) or the P. Way Yard etc., 

t hrough the slip connection between the Up Goods line and Up Shunt l i ne/Up 
Arrival lines and the Up Goods Independent line and P. Way Yard etc. between 
1m. 03chs . and 1m. 04chs. adjacent to the signal box. 

(UFN) 

DIGGLE IN LMR TO HEATON LODGE IN 

Lineside drilling work is being carried out adjacent to the Up Line between 
Springwood In. and Marsden at approx. 22~m.p. 

(UFN) 

REPAIRS IN MOTIVE POWER DEPOTS, CARRIAGE SHEDS, WAGON REPAIR SHEDS AND 
WAREHOUSES ETC. 

In connection with work being carried out at the undermentioned places, 
scaffolding or projections may be provided or unusual excavations may be 
made in the ground : 

cation Nature of Work Duration Commencing date 

Hull Botanic Demolition work Conti nuously 
Gardens MPD, Until Further 
Nos. 3, 4, 5, 6, Notice 
7 and 8 Roads 
BLOCKED 

MP.32/NS 
YORK C. MCKEEVER 
29 JULY 1988 REGIONAL OPERATIONS MANAGER 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked 	 t hus will not appear i n fu t ure issues and a note must be 
* 	 t aken of them by a ll conc e r ned . 


DETAILS OF WORK REFERRED TO IN SECTION B 


SATURDAY 13 AUGUST - YORK YARD SOUTH 

The following signals will be renewed on st r a i ght post s : 

"B" line signal YYS34 and gantry mounted s i gnals Down Go ods 2-aspec t YYS 44 
and Up Goods 3-aspect YYS48. 


T~ Theat re Type Route Indicators on YYS34 and YYS48 signa ls will be 

auvlish ed . 


( 24 ) 

SUNDAY 14 AUGUST - BETWEEN BEVERLEY AND DRIFFIELD 


Arram L.C. at 11m. 16chs. 


The Level Crossing will be fitted with Automatic Half Barriers 

(By-directional). 


The crossing will be equipped to work automa tic a lly when approached in the 

wrong direction and for this purpose St. Andrews Cross/30 m.p.h. Speed 

Restriction Notice Boards will be provided as f ol lows : 

In the Down Main applying to the Up (Wrong) d i r ection 550 yds. befo r e 

reaching the cros s ing. 


I .he Up Ma in appl ying the Down (Wr ong) di rect ion 768 yds . be f .o re r ea ching 

tho:: cros s ing . 


The Gate Box wi l l be abolished t oge ther with a ll s i gnal s worked t herefrom. 


The Level Crossing will be moni t ored by Beverley Signal Box and te l ephone 

communication with the Signal Box will be provi ded. 


(24 ) 

DETAILS OF WORK ALREADY CARRI ED OUT 

* * YORK STATION 

* 
No.3 Fruit Dock Si d i ng has be en secured out of use pendi ng r emova l . 

( 21) 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* ~ Items marked thus will not appear in future i s sue s and a note must be 
* taken of t hem by a l l conce r ned . 

DETAILS OF WORK REFERRED TO IN SECTION B 

SATURDAY 20 AND SUNDAY 21 AUGUST - BETWEEN HOLGATE JUNCTION AND SKELTON 

The Down and Up Leeds Goods/Main Goods lines between Holgate Junction and 
Skel t on wi l l be r ede signated Down and Up Slow lines and the Track Circuit 
BJ'-k Regulat i ons wi l l apply . 

fh p 'lr~"'" Points in the former Down and Up Leeds Goods at Holgate Junction 
..au. ... h ... nE: hamer Up and Down Goods at Skelton wi l l be secured out of use 
pendl.ng cemoval. 

Signalling Alterations 

Holga t e J unc t ion 

Up Slow (Former Up Leeds Goods ) 3- a s pect gantry signal Y 61 will be renewed 
on a straight post and repositioned 110 yards nearer to York Yard South 
signalbox. 

Yo r k Yard Sout h 

Down Slow (Fo r mer Down Goods) gantry s ignal YYS 44 will be conve r t ed f r om a 
2-aspect red/yellow to a 3-aspect red /yellow/green. 

L Ya r d North 

The two Down Slow (former Down Main Goods) semaphore s i gnals appr ox. 130 
ya rds south of York Yard North signal box wil l be r e placed by a 3- as pect 
col our light signal YYN 57 with associated Position Light, situa t ed 110 
ya r ds fur t her from the box . The Down Sl ow ( former Down Goods) sema phore 
signals, combined with SJ 5R, 2-aspec t colour light on the s ame post , 
si t uated a pprox. 270 yards north of York Yard North s ignal box, wi l l be 
abolished . 

Skelton 

Down Sl ow (for mer Down Goods) 3-aspec t signal SJ 5 will be renewed 70 ya r ds 
f urther from Skelton signalbox and provided with a Posi t ion 1 Junc t i on 
Indicator appl ying Down Slow t o Ha r r ogate Branch . 

(25 ) 

http:pendl.ng
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SECTION C - SIGNALLI NG AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

SATURDAY 20 AND SUNDAY 21 AUGUST - HEALEY MILLS 

The f acing crossover i n the Down Slow line leading to the Down fast line at 
43m. 40ch . will be removed. 


The Position 1 Junction Indicator associated with 4-aspect signal HM 192, 

for the rout e Down Slow to Down Fast, will be abolished. 


(25) 

~TURDAY 20 AUGUST - STOURTON 

The Up side Shunt Neck will be temporarily shortened by approximately 150 
yards, in connection with engineering work, until further notice. 

(25) 

SUNDAY 21 AUGUST - HOLBECK EAST JUNCTION 

The Junction Indicators associated with signal L69 (Up Main approaching 
Holbeck East Junction) will be altered and 
will apply : 

the following route indications 

Aspect Junction Indicator Application to or towards 

Main 
Main 
Main 

Pos ition 1 

Position 4 

Up huddersfield 
Up Doncas t e r 
Down Bradford 

(25 ) 

DETAILS OF WORK ALREADY CARRIED OUT 

YORK STATION, SCARBOROUGH BRIDGE END 

A new NMiddle Road N has been commissioned ad jacent t o Platform 7 and 
connec t ing with the Platform 7 l i ne at the Scarborough Bridge End by means 
of a lead and trap. 

Signalling Altera tions 

A new Middle Road Posi t ion Ligh t signal No. Y 231 has been provided for 
movements Middle Road t o Up Sca rborough Line . 

Platform 7 s igna l s Y2 30 (3 - aspect) and Y 233 (Position Light) have been 
abolished. Up Sca rborough Position Light signa l No . Y 239 has been provided 
with an addi tional route Up Scarbor ough Line to Middl e Road. 

(23) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN BEVERLEY AND DRIFFIELD 

Arram L.C. at 11m. 16chs . 

The Leve l Crossing has been fitted with Automatic Half Barriers 
(By-directional ). 

The crossing has been equipped to work automatically when approached in the 
wrong di r ection and for this purpo se St. Andrews Cross/30 m.p.h . Speed 
Res triction Notice Boards are pr ovided as fo l lows :

In t he Down Main applying to the Up (Wrong ) direction 550 yds. befor e 
r eaching the crossing . 

. n the Up Main applying the Down (Wrong) direction 768 yds. before r ea ching 

.he cros s i ng . 

The Gate Box has been abolished togethe r with al l signa l s worked therefrom. 

The Level Crossing is moni t ored by Beverley Signal Box and t e lephone 
c ommunica tion with the Signal Box has been provided. 

(24) 

ECCLES FIELD WEST 

Ecc les field West Down Sidings has been aboli shed. 

The inlet and outlet points in the Down Barnsley line have been clamped out 
of the pending removal. 

Position Light Shunting signals EW 8 and EW 9 (Down Siding) and EW 6 (Down 
Ba rnsley ) have been abolished together with t he Subsidiary route f rom Down 
arns ley 3-aspect signal EW 15. 

The -Limi t of Shunt- Board on the Down Barns ley ha s been abolished. 
(23) 
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GENERAL I NSTRUCTIONS AND NOTICES 

* * 
* 

Items marked thus will 

A thick vertical line denotes a new or amended i tems. 

not appear i n future issues and a note must be taken of them by all 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) 

concerned . 

TABLE A : DETAILS OF RUNNING LINES 

Permanent Soeed Restrict i ons 
Running Lines and 
Si2nallin2 SYstem Location 

HULL TO SEAMER WEST 
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Amend 
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Amend 
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SIGNALLING AND PERMANENT WAY ALTERATIONS 


* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

SUNDAY 4 SEPTEMBER - YORK STATION 

Platform No. 12 will be abolished. All associated signals and signalled 
routes will be dispensed with. 

(27) 

SUNDAY 4 SEPTEMBER - LEEDS STATION 


No.4 platform line will be permanently shortened by approximately 30 yards. 

(27) 

DETAILS OF WORK ALREADY CARRIED OUT 

BETWEEN HOLGATE JUNCTION AND SKELTON 

The Down and Up Leeds Goods/Main Goods lines between Holgate Junction and 
Skelton have been redesignated Down and Up Slow lines and the Track Circuit 
Block Regulations apply. 

The Trap Points in the former Down and Up Leeds Goods at Holgate Junction 
and in the former Up and Down Goods at Skelton have been secured out of use 

nding removal. 

Signalling Alterations 

Holgate Junction 

Up Slow (Former Up Leeds Goods) 3-aspect gantry signal Y 61 has been renewed 
on a straight post and repositioned 110 yards nearer to York Yard South 
signal box. 

York Yard South 

Down Slow (Former Down Goods) gantry signal YYS 44 has been converted from a 
2-aspect red/yellow to a 3-aspect red/yellow/green. 
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SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN HOLGATE JUNCTION AND SKELTON - continued 

York Yard North 

The two Down Slow (former Down Main Goods) semaphore signals approx. 130 
yards south of York Yard North signal box have been replaced by a 3-aspect 
colour light signal YYN 57 with associated Position Light, situated 110 
yards further from the box. The Down Slow (former Down Goods) semaphore 
signals, combined with SJ 5R, 2-aspect colour light on the same post, 
situated approx. 270 yards north of York Yard North signal box, have been 
abolished. 

Skelton 

Down Slow (former Down Goods) 3-aspect signal SJ 5 has been renewed 70 yards 
further from Skelton signal box and has been provided with a Position 1 
Junction Indicator applying Down Slow to Harrogate Branch. 

(25) 

* * YORK STATION, SCARBOROUGH BRIDGE END 

* 
A new -Middle Road N has been commissioned adjacent to Platform 7 and 
connecting with the Platform 7 line at the Scarborough Bridge End by means 
of a lead and trap. 

Signalling Alterations 

A new Middle Road Position Light signal No. Y 231 has been provided for 
movements Middle Road to Up Scarborough Line. 

Platform 7 signals Y230 (3-aspect) and Y 233 (Position Light) have been 
abolished. Up Scarborough Position Light signal No. Y 239 has been provided 
with an additional route Up Scarborough Line to Middle Road. 

(23) 

YORK YARD SOUTH 

The following signals have been renewed on straight posts : 

-B- line signal YYS34 and gantry mounted signals Down Goods 2-aspect YYS44 
and Up Goods 3-aspect YYS48. 

The Theatre Type Route Indicators on YYS34 and YYS48 signals have been 
abolished. 

(24) 
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SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

LEEDS STATION 

The Platform Siding adja c ent to Platform 4 has been temporarily shortened by 
appr oximate l y 30 yards whilst engineering work is carried out. 

(UFN) 

HEALEY MILLS 

The 	 fa c ing crossover in the Down Slow line leading to the Down fast line at 
43m. 40ch. has been removed. 

The 	 Position 1 Junction Indi cator associated with 4-aspect signal HM 192, 

the route DOwn Slow to Down Fast, has been abolished. 


(25) 

STOURTON 

The Up side Shunt Neck has been temporarily shortened by approximately 150 
~ yards, in connection with engineering work, until further notice. 

(25) 

HOLBECK EAST JUNCTION 

The Junction Indicators associated with signal L69 (Up Main approaching 
Holbeck East Junction) have been altered and the following route indications 
apply : 

Aspect Junction Indi cator Application to or towards 

in 
Main 
Main 

Position 

Position 

1 

4 

Up huddersfield 
Up Doncaster 
Down Bradford 

(25) 

* * BETWEEN BEVERLEY AND DRIFFIELD 

* 
Arram L.C. at 11m. 16chs. 

The Level Crossing has been fitted wi th Automatic Half Barriers 
(By-directional). 

The crossing has been equipped to work automatically when approached in the 
wrong direction and for this purpose St. Andrews Cros s/3D m.p.h. Speed 
Restriction Notice Boards are provided as follows : 
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SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

* * BETWEEN BEVERLEY AND DRIFFIELD - continued 

* 
Arram LC at 11m. 16chs. - continued 

In the Down Main applying to the Up (Wrong) direction 550 yds . before 
reaching the crossing. 

In the Up Main applying the Down (Wrong) direction 768 yds. before reaching 
the crossing. 


The Gate Box has been abolished together with all signals worked therefrom. 


The Level Crossing is monitored by Beverley Signal Box and telephone 

communication with the Signal Box has been provided. 


(24) 

ECCLESFIELD WEST 


Ecclesfield West Down Sidings has been abolished. 


The inlet and outlet points in the Down Barnsley line have been clamped out 

of the pending removal. 


Position Light Shunting signals EW 8 and EW 9 (Down Siding) and EW 6 (Down 

Barnsley) have been abolished together with the Subsidiary route from Down 

Barnsley 3-aspect signal EW 15. 


The MLimit of Shunt- Board on the Down Barnsley has been abolished. 

(23) 
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GENERAL INSTRUCTIONS ~D NOTICES 


A thick vertical line denotes a new or amended items. 


* * Items marked thus will not appear in future issues and a note must be taken of them by all concerned. 
* 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) 


TABLE A : DETAILS OF RUNNING LINES 


Permanent Speed Restrictions 
Running Lines and 
Silmalling System Location M. Ch, 

Down Up
m.D.h. At or Between Remarks 

YORK. HOLGATE IN TO SKELTON 

Page 37 I r 
Delete all details between Holgate In and Skelton and substitute

, 1 rJ) T Holgate In 0 00 
] I (See page 20)
8 IA 

: 

Controlled by York 
signal box. 

~ 

(Y) 

I 
o , 

• • • York Yard South 0 25 

~ o I ~ 0 
...... ICJl. ......CJl. York Yard North 0 79 

gol i I8, 
•• Skelton (S)

(See pages 21 and 94) 
1 46 

(10D) 

- ----------~- --- - ---  -- - - - 



SECTION D - GENERAL I NSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

Pe rmanent S~eed Restrictions 
Running Lines and Down Up
SiRnallinR S~stem Location M. Ch. m.~.h. At or Between Remarks 

HULL TO SEAMER WEST 


Page 105 


Amend 
 Beverley Parks LC 6 51 
(AHB - X) 

At Arram LC 


Amend 
 Arram LC (AHB-X) 11 16 X30 X30 A~~roaching level crossing 'Z 
til 

(lOD) 
I 

in wrong direction. 
po 
~ 

a OJ'. [I " 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - con t i nued 

MISCELLANEOUS NOTICES 

SIGNING OF PERMANENT SPEED RESTRICTIONS AND NEUTRAL SECTIONS 

New style reflectorised signs will be progressively introduced at the 
following locations : 

1. 	 Each change of speed (whether lower or higher) including standard 15 
m.p.h. restrictions through junctions and crossover roads, etc. and 
changes of speed where a route or line converges with another 
(including ' junctions between parallel lines). UNless the restriction 
is 10 m.p.h. or less, signs will not be provided for restri ctions 
applying over points where ALL movements in the direction concerned are 
made on the authority of position light aspects or shunting signals or 
where there is no signalled route. 

2. 	 A warning sign will be provided in rear of each commencement sign where 
speed is reduced. 

This 	does not apply where speed is reduced at a dive rging route if 

a) 	 the speed reduction is 10 m.p.h. or less, or 

b) 	 the signal controlling a diverg i ng route is approach r eleased fr om 
red and the facing points are within ~ mile of t he s i gnal, or 

c) 	 the distant signal is fixed at caution. 

3. 	 The warning sign will be positioned at braking distance or half a mile 
(whichever is the greater) from the commencement sign t o which it 
applies. Where there are consecut i ve or cl osely f ollowing restrictions 
and the warning board for t he second re stri ction would otherwise 
preceed the commencement sign for t he fi rs t, t hat warning board will be 
positioned 50 yards ahead of the commencement sign for the first 
restriction. 

4. 	 Full size (900 mm) signs will be provided wherever possible . They will 
be positioned on the left hand side of the l i ne in direction of travel . 

5. 	 Miniature (450 mm) signs centred 600 mm above ra i l level wi l l be 
provided where there is l i mited clearanc e , and in the f ollowing 
circumstances : 

a) 	 Where a route or line converges with another 

b) 	 in complex junction areas where, because of the mUltiplici ty of 
signs, it would be clearer and more sensible t o do s o. 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

MISCELLANEOUS NOTICES - continued 

SIGNING OF PERMANENT SPEED RESTRICTIONS AND NEUTRAL SECTIONS - continued 

6 . 	 Neutral Section marke r s igns will be located as follows : 

Si t e Sign - As clos e a s possible to the commencement 

Warni ng Sign - One mil e on the approach side of the neutral section. 

The General Appendix to the Working Timetables and Books of Rules and 
Regulations, Section 1 . 21 r efers. 

INCI DENTS I NVOLVING OBSTRUCTION, DAMAGE ETC. TO OVERHEAD LINE EQUIPMENT 

Sta f f a re reminded of the importance of quoting the nearest overhead line 
equipment s t ruc ture numbe r when reporting incidents, in order to assist the 
M. & E. E. Depart ment i n promptly arranging an isolation, if necessary, and 
in dea ling wi t h the i nc i dent or removi ng the obstruction. 

CLASS 141 , 142, 143 AND 144 DIESEL UNITS 

On rout es wher e the a bove trains are authorised to run, if a train does not 
pa s s over a secti on of l i ne for more than three hours and the first train 
af t er that period is a clas s 141 , 142, 143 or 144 train the Signalman must: 

1. 	 Speci al l y wa tch the pa s sage of the train over each section of line. 

2 . 	 Not permit any conf l icting or following movement and in addition, on a 
route setting panel, not cance l the route until he is satisfied that 
the train has passed clear. 

The above must be applied on t he Temple Hirst In. to Selby line irrespectiv 
of the time since the last t r ain. 

(UFN) 

CLASS 141 /1 DMUs 

ClaG s 141/1 Diesel Multiple Units a r e authorised to run over all routes 
cleared f or 142 - 144 units. 

(UFN) 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

SUNDAY 4 SEPTEMBER - YORK STATION 

Platform No. 12 will be abolished. All associated signals and signalled 
routes will be dispensed with. 

(27) 

L .IDAY 4 SEPTEMBER - LEEDS STATION 

No.4 platform line will be permanently shortened by approximately 30 yards. 
(27) 

DETAILS OF WORK ALREADY CARRIED OUT 

BETWEEN HOLGATE JUNCTION AND SKELTON 

The Down and Up Leeds GoodS/Main Goods lines between Holgate Junction and 
Skelton have been redesignated Down and Up Slow lines and the Track Circuit 
Block Regulations apply. 

The Trap Points in the former Down and Up Leeds Goods at Holgate Junction 
and in the former Up and Down Goods at Skelton have been secured out of use 
pending removal. 

~ 6nalling Alterations 

Holgate Junction 

Up Slow (Former Up Leeds Goods) 3-aspect gantry signal Y 61 has been renewed 
on a straight post and repositioned 110 yards nearer to York Yard South 
signal box. 

York Yard South 

Down Slow (Former Down Goods) gantry signal YYS 44 has been converted from a 
2-aspect red/yellow to a 3-aspect red/yellow/green. 
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SECTION C 


SIGNALLING AND PERMANENT WAY ALTERATIONS 


* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK' REFERRED TO IN SECTION B 

SUNDAY 11 SEPTEMBER YORK STATION 

At 14 00 hours the Permanent Speed Restrictions through York Station will be 
amended. A Permanent Speed Restriction of 15 m.p.h. will apply on al l lines 
and connections between 187m. 79chs. and Om. 42chs. (See Section D). 

(28) 

SUNDAY 11 SEPTEMBER - YORK STATION, NORTH END 

Signalling to and from Platforms 9B and 13 and north of Down Main 3- a spect 
signal 164 will be disconnected. 

Reference should be made to the diagram included in this notice. 

Movements to and from Platforms 14, 15 and 16, Middle Road and Engine Line 
will be made via the Single Line Up/Down Clifton Loop. 

Gantry signal 190 will be relocated as a straight post 3-aspect signal at 
the North end of Clifton Loop, replacing 195 Position Light signal. The 
Main aspects will apply to the Down Main and a Subsidiary aspect will apply 
to 203 Position Light signal. 

ements in the Up direction to Platform 8 and Up Main 4-aspect Signal 132 
1 be made from Up Main 4-aspect signal 221 via the former Clifton Bank 

Loop hich will temporarily form the Up Main. Gantry Signal 194 will be 
relocated as a straight post 3-aspect signal at the south end of the former 
Bank Loop, replacing 188 Position Light signal. Main and Subsidiary aspec t s 
and route indications will apply as per the existing 194 signal. 

Routes from Up Main 221 and Up Clifton 246 4-aspect signals to the Down Main 
and Station Line ·Z· (Platform 13) will be disconnected. Existing a spec t s 
and route indications to Up/Down Clifton Loop 3-aspect 177 signal and Up 
Main relocated 194 signal will still apply. 

The Secondary Loco Outlet Line will be taken out of use and the Loco Inlet 
Line will become bi-directional line catering for movements int%ut of the 
Loco Sidings. 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

SUNDAY 11 SEPTEMBER - YOR .. s rATION , NOR! ' E.D - contillu~d 

The existing Outlet Notice Board worded -NO MOVEMENTS TO PASS THIS BOARD· 
will be replaced by a new Notice Board located 25 yards further South, 
worded -STOP, PROCEED IF LINE CLEAR·. A new Notice Board loca t ed 30 yards 
North of the existing Outlet Notice Board and worded ·STOP, TELEPHONE- , will 
apply to all movements out of the Loco Sidings. 

The Position Light signal, (presently fixed at red), located 85 ya rds south 
of the existing Outlet Notice Board will be numbered 216 and wi l l apply from 
the Loco Inlet/Outlet Line to 206 Position Ligh t signal or to the re located 
~94 signal on the temporary Up Main. Telephones t o York signalbox wi l l be 

:ovided at the two new Notice Boards and at 216 Pos i tion Light s i gnal . 

Position Light signal 197 at the North end of the Up/De>wn CL!,.~,r I 0', -; I' 
be fixed at Red . 

At Clifton Si dings, the Carriage Washing Line will be secured out of use as 
will the short Shunt Line from Washer Line to Clifton Depot. 

A new set of Trap Points wil l be brought into use i n the line be tween 
Cli f ton Depot Outlet and the fo rmer Bank Loop at the locati on of t he 
existing 247 and CS4 Position Li ght signal s. Signals 247 and CS4 wil l be 
re l ocated immediately to the North of thes e Tr ap Points. 

The route from Up/Down Clifton Loop 3-aspect Signal 177 to the ACE Sidi ng 
will be disconnected. The Primary Loco Outlet will now form an access to 
this ACE Siding. 

(28) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 
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SECTION C - SI GNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 
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SECTION C - SIGNALLING AND PERMANENT WAY .\LTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT 

* * BETWEEN HOLGATE JUNCTION AND SKELTON 

* 
The Down and Up Leeds Goods/Main Goods lines between Holgate Junction and 
Skelton have been redesignated Down and Up Slow l ines and the Track Circuit 
Block Regulations apply. 

The Trap Points in the former Down and Up Leeds Goods at Hol gate Junction 
and i n the f ormer Up and Down Goods at Skel t on have been secured out of use 
pendi ng removal. 

ignalling Alterations 

Holga te Junction 

Up Slow (Former Up Leeds Goods) 3-aspect gantry signal Y 61 has been renewed 
on a straight post and repositioned 110 yards nearer to York Yard South 
signal box. 

York Yard South 

Down Slow (Forme r Down Goods) gantry signa l YYS 44 ha s been converted f r om a 
2-aspec t r ed /yellow to a 3-aspect red/yellow/green. 

York Yard North 

The two Down Slow (former Down Main Goods ) semaphore signal s approx. 130 
yards sout h of York Yard North signal box have been replaced by a 3-aspect 
colour l ight signal YYN 57 with associated Posi t ion Light, si t ua t ed 110 
ards further from the box. The Down Slow (former Down Goods) semaphore 
igna ls , combined with SJ 5R, 2-aspec t colour l igh t on t he same post, 

situa ted approx. 270 yards north of York Ya r d North signal box, have been 
aboli shed. 

Skelton 

Down Slow (former Down Goods) 3-aspect s i gna l SJ 5 has been renewed 70 yards 
further from Skelton signal box and has been pr ovided with a Position 1 
J unction Indica tor applying Down Slow to Harrogate Branch. 

(25) 
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SECTION C - SIGNALLING AND PERMANE 4 WAY ALTERATIONS - contiu 1ed 

DETAI LS OF WORK ALREADY CARRIED OUT - continued 

YORK STATION 

Platform No. 
r out es have been 

12 has 
dis

been abolished. 
pensed with. 

All associated signals and signalled 

(27) 

YORK CLI FTON 

The points l eading to No .1 Depart ure Siding have been secured out of use. 
(28 ) 

LEEDS STATI ON 

No. 4 platform line has been pe rmanent ly shortened by approximate l y 30 yards . 
( 27) 

LEEDS STATION 

The Pl a tform Si ding adjacent to Pla tform 4 has been tempora r ily shortened by 
approximately 30 yards whilst eng i neering work i s ca rried out. 

(UFN) 

* * HEALEY MILLS 

* 
The facing crossover in t he Down Slow line leading to the Down fast line at 
43m . 40ch . has been r emoved . 

The Posit i on 1 Junc t i on Indicator a ssociated with 4-aspect signal HM 192 , 
for t he route Down Slow to Down Fast. has been abolished. 

(25 ) 

* * STOURTON 

* 
The Up s i de Shunt Neck has been temporarily shortened by approximately 150 
yards, in connection with engineering work, until further notice. 

(25) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

* * HOLBECK EAST JUNCTION 

* 
The Junction Indicators associated with signal L69 (Up Main approaching 
Holbeck East Junction) have been altered and the following route indications 
apply : 

Aspect Junction Indicator Application to or towards 

Main Position 1 Up huddersfield 
Main Up Doncaster 
~in Position 4 Down Bradford 

(25) 



SECTION D 
GIMJIAL I1StlUCTIONS AID NOTICES 

A thick vertical line denotes a new or amended items. 

* * Items marked thus will not appear in future issues and a note must be taken of them by all concerned. 
* 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) 

TABLE A : DETAILS OF RUNNING LINES 

Permanent Soeed Restrictions 
Running Lines and Down Up 

Remarks 

DONCASTER. BLACK CARR IN TO BERWICK 

Pages 20 , 21 I 

Si2nallin2 SYstem At or BetweenLocation M. Ch. m.o.h. 

Between Holgate In and York 

Delete 

Delete 

Add 

At Clifton 

Add 

--~ 

r "I 

25 

15 

15 

25 

15 

15 

Main lines in ri2ht direction 
187m. 79chs. and Om. 42chs. 

z 
til 
I 

.p-
O' 

All other ~assenger lines 
and connections 187m. 79chs. 
and Om. 42chs. 

All lines and connections 
187m. 79chs. and Om. 42chs. 

-
All lines and connections 
Om. 42~hs. and 187m. 79chs. 

Commencin2 14 00 Sunday 11 Seotember (100) 

"..-,. 



SECTION D - GENERAL INSTRUCTIONS AND NOTl ) S - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

Permanent Sneed Restrictions 
Running Lines and Down Up 
Sismallinll System Location M. Ch. m.~.h. At or Between Remarks 

YORK. HOLGATE IN TO SKELTON 

Page 37 I 
Delete all details between Holgate In and Skelton and substitute : 

A CIl T Holgate In 0 00 Controlled by York (Y)1
-g I (See page 20) signal box. 
8 IA 
. I 

o , z 
• • • York Yard South 0 25 ~ 

) ~ 
o ~ 

) ...... 
o U) ...... 


U) • i. York Yard North 0 79 

0. 0 I;:l 0 , 
•• Skelton (S) 1 46 

(See pages 21 and 94) 
(10D) 



SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

Permanent Soeed Restrictions 
Running Lines 	and Down Up
Sianallina System Location M. Ch. 	 m.o.h. At or Between Remarks 

HULL TO SEAMER WEST 

Page 105 

Amend 	 Beverley Parks LC 6 51 

(ARB - X) 


At 	 Arram LC 

Amend Arram LC (ARB-X) 11 16 . X30 X30 	 A~~roaching level crossing

in wrong direction. 


z(10D) CIl 
I 

.p
00 

n 	 r") 
,- --	 f" 

--~~. ~, ..."'---"""""""- ~ 	 ~~ 

·1 



/Vi 2.b N 
NS-34 

li-Ll ~1 ~ 

SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus wil l not appear in future issues and a note must be 
* taken of them by a l l concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

MONDAY 19TH SEPTEMBER - BETWEEN WAKEFIELD WESTGATE AND LEEDS 

A Reflectorised Speed Restriction Warning Indicator will be provided between 
Wakefield Westgate and Leeds on the Down line at 184m. 14chs. giving warning 
of the Permanent Restriction of 40 m.p.h . at 185m. 08chs. 

Tb- distance between the Warning Indicator, and the commencement of the 
4~ A.p.h speed restriction will be 1628 yds. 

An Automatic Warning System permanent magnet will be provided 200 yds. 
before reaching the indica tor. 

WEDNESDAY 21 SEPTEMBER - YORK YARD NORTH 

The outlet signal from t he Down Warehouse line reading to the Down Departure 
lines/Down Slow/Up Arrival SidingS/Shunt Neck will be replaced by a Ground 
Disc signal. 

DETAILS OF WORK ALREADY CARRIED OUT 

YORK STATION 

Permanent Speed Re s trictions through York Station have been amended. A 
~ __ manent Speed Restriction of 15 m. p .h. applies on all lines and 
connections be t ween 187m. 79chs. and Om. 42chs. (See Section D). 

(28) 

YORK STATION, NORTH END 

Signal l ing to and from Platforms 9B and 13 and north of Down Main 3-aspect 
signal 164 has been disconnec ted. 

Reference should be made t o the di agram included in thi s notice. 

Movements t o and fr om Platforms 14 , 15 and 16, Mi ddle Road and Engine Line 
are made via the Single Line Up/Down Clifton Loop. 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATI ONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

YORK STATION, NORTH END - continued 

Gantry signal 190 has been relocated as a straight post 3-a spect signal at 
the North end of Clifton Loop, replacing 195 Position Light s ignal. The 
Main aspects apply to the Down Main and a Subsidiary aspect a pplies to 203 
Position Light signal. 

Movements in the Up direction to Platform 8 and Up Main 4-a s pect Signal 132 
are made from Up Main 4-aspect signal 221 via the former Cl i fton Bank Loop 
which temporarily forms the Up Main. Gantry Signal 194 has been re l oca t ed 
as a straight post 3-aspect signal at the south end of t he f ormer Bank Loop, 
replac i ng 188 Posit i on L'ght r. igna l . Main an~ Subsidiary aspectf. and rOU~E 
indications apply as per the existing 194 signal . 

.outes from Up Main 221 and Up Clifton 246 4-aspect signals t o t he Down Ma in 
and Station Line MZM (Platform 13) have been disconnected. Exi s t ing a spects 
and route indications to Up/Down Clifton Loop 3-aspect 177 s i gnal and Up 
Main relocated 194 signal still apply. 

The Secondary Loco Outlet Line has been taken out of use and the Loco Inlet 
Line is a bi-directional line catering for movements int%ut of t he Loco 
Sidings. 

The Former Outlet Notice Board worded MNO MOVEMENTS TO PASS THIS BOARD- has 
been replaced by a new Notice Board located 25 yards further South, worded 
·STOP, PROCEED IF LINE CLEARM. A new Notice Board located 30 yards North of 
the former Outlet Not ice Board and worded ·STOP, TELEPHONE-, appil e s to all 
movements out of the Loco Sidings. 

The Position Light signal, (presently fixed at red), located 85 yards south 
of the former Outlet Notice Board has been numbered 216 and appiles from t he 
Loco Inlet/Outlet Line to 206 Position Light signal or to the relocated 194 
s ignal on the temporary Up Main. Telephones to York signalbox are provided 
dt the two new Notice Boards and at 216 Position Light signal . 

Position Light signal 197 at the North end of the Up/Down Clifton Loop is 
fixed at Red. 

At Clifton Sidings, the Carriage Washi ng Line has been secured out of use as 
has the short Shunt Line from Washer Line to Clifton Depot . 

A new set of Trap Poi nts has been brought into use in the line between 
Clifton Depot Outlet and the former Bank Loop at the location of t he 
existing 247 and CS4 Position Light signals. Signals 247 and CS4 have been 
relocated i mmediately to the North of these Trap Points. 

The route from Up/Down Clifton Loop 3-aspect Signa l 177 to t he ACE Siding 
has been disconnected . The Primary Loco Outlet now f orms access to the ACE 
Siding. 

( 28) 
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SECTION C 


SIGNALLING AND PERMANENT WAY ALTERATIONS 


* * Items marked thus will not appear in future issues and a note mus t e 
* t aken of t hem by all conc erned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

SATURDAY / SUNDAY 24/25 SEPTEMBER 1988 

GOOLE GOODS JCN SIGNAL BOX 

The Grid Neck t o Down Through Sidi ng connection wi ll be r ela id and the 
ac ce s s to the Garden Sidi ng s will be r e la id and r e-aligned. Al the new 
connection s will be hand wo r ked. All a s socia t ed signals will be abolished 
and new "STOP Telephone'" Nntic e board<; 1:'.t the Grid Neck/\oTpj~h 2ic1ing9 
connec t i on and the Garden Siding/ Grid connections will be brought ~n L O use . 

The Weighbridge line wi l l be abolished. 

A new hand worked connection, No. 4 Weigh siding to No. 3 Weigh s iding (Run 
r ound) wi l l be brought into use. A New "STOP Telephone" notice board a he 
exi t of No . 4 Weigh s i di ng at Goole Goods In. (Gl ews Hollow) L. C. will be 
brought into use. 

(30 

SUNDAY 25 SEPTEMBER - GUISELEY JUNCTION/SHIPLEY BRADFORD JUNCTION/BRADyORD 
FORSTER SQUARE 

Shipley Bradford Junction 

A Semaphore signal will be provided at the Bradford end of the Up Main 
platform (No.3) applying from the Up Main platform towards the Down Y~in. 

The Stencil Route Indicator associated with the Disc signal at the Bradford 
end of the Up Main platfol~ will be abolished. The Di fc signal will then 
only apply towards the Siding. 

Guiseley Junction 

The routes from the Down Main Home signal will be a JLered to the foll~·ing:-

Route Indication Destl.nation 

Dow•• M£ i"1 
Posilion 1 (new route) Up B~ad£:~d Platform (No. 3) 
Position 2 Do~~ Bradford Platform (No. 4 ) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

SUNDAY 25 SEPTEMBER - GUISELEY JUNCTION /SHIPLEY BRADFORD JUNCTION/BRADFORD 
FORSTER SQUARE - continued 

Bradford Forster Square 

The gantry mounted Start i ng signal from platform 2 (B.R. 1384) wil l be 
r enewed as a st r aigh t pos t s i gnal and reposi t ioned on the Right Hand side of 
the line , 30 yds . fu r t her from the platform end. 

(30) 

SUNDAY 25 SEPTEMBER : GASCOIGNE WOOD, SELBY MINE 

An ' .~ "1'. A <, !o'Jrg . hULker wi l l be brought into use on the North Siding . 

The following signals will be pr ovided and wi ll be controlled by the Bunker 
QPrat;or : 

A Ground Posit ion Light signal at the ent r ance to both sides of the 
Bunker. 

Four 'Toton' signals each approximately 100 yards apart to the East of 
the Bunker 1etterred 'D', 'C', 'B' and 'A' readi ng from the Bunker. 
!hese signals will be positioned to the left of the North Siding, 
signal 'A' being adjacent to the Shunt Neck. 

A cripple indication 'C' will be provided on t he post of 'Toton ' signal 
'A' . 

The Ground Position Light signal, GW5921 at t he exit from the North 
Siding applying to Shunt Neck or Down Hull will be elevated on the same 
post as , Toton' signal 'B' . 

A stencil ·OFF- indicator will be provided 360 yards on the Selby side 
of Ground Posit jon Light signal GW5926 to work in association with 
GW5926 when cleared for either the Down Goods Loop (indication 'L') or 
North Siding (indication ' N'). 

(30) 

MONDAY 26 SEPTEMBER BETWEEN METHLEY IN AND WINOOD at 10 00 hours a 
Permanent Speed Restriction of 10 m.p.h. will be imposed on the Up line 
between O~.p. and lm.p. 
(See Section D). 

(30) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT 

YORK STATION 

The Permanent Speed Restrictions through York Station have been amended. A 
Permanent Speed Restriction of 15 m.p.h. applies on all lines and 
connections between 187m. 79chs. and Om. 42chs. (See Section D). 

(28) 

* * YORK STATION 


* 

Platform No. 12 has been abolished. All associated signals and signalled 
routes have been dispensed with. 

(27) 

)RK STATION, NORTH END 

Signalling to and from Platforms 9B and 13 and north of Down Main 3-aspect 
signal 164 has been disconnected. 

Reference should be made to the diagram included in this notice. 

Movements to and from Platforms 14, 15 and 16, Middle Road and Engine Line 
are made via the Single Line Up/Down Clifton Loop. 

Gantry signal 190 has been relocated as a straight post 3-aspect signal at 
the North end of Clifton Loop, replacing 195 Position Light signal. The 
Main aspects apply to the Down Main and a Subsidiary aspect applies to 203 
Position Light signal. 

Movements in the Up direction to Platform 8 and Up Main 4-aspect Signal 132 
are made from Up Main 4-aspect signal 221 via the former Clifton Bank Loop 
which temporarily forms the Up Main. Gantry Signal 194 has been relocated 
as a straight post 3-aspect signal at the south end of the former Bank Loop, 
."ep1acing 188 Position Light signal. Main and Subsidiary aspects and route 
indications apply as per the existing 194 signal. 

Routes from Up Main 221 and Up Clifton 246 4-aspect signals to the Down Main 
and Station Line 'z' (Platform 13) have been disconnected. Existing aspects 
and route indications to Up/Down Clifton Loop 3-aspect 177 signal and Up 
Main relocated 194 signal still apply. 

The Secondary Loco Outlet Line has been taken out of use and the Loco Inlet 
Line is a bi-directiona1 line catering for movements int%ut of the Loco 
Sidings. 

The Former Outlet Notice Board worded 'NO MOVEMENTS TO PASS THIS BOARD' has 
been replaced by a new Notice Board located 25 yards further South, worded 
'STOP, PROCEED IF LINE CLEAR'. A new Notice Board located 30 yards North of 
the former Outlet Notice Board and worded 'STOP, TELEPHONE', appi1es to all 
movements out of the Loco Sidings. 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

YORK STATION, NORTH END - continued 

The Pos i tion Light signal , (presently fixed at r ed ), located 85 yards south 
of the fonmer Outlet Not i ce Board has been numbered 216 and appiles from the 
Loco I nlet /Out l e t Line t o 206 Position Light signal or to t he relocated 194 
signal on the temporary Up Main. Telephones to York signalbox are provided 
at the two new Notice Boards and at 216 Position Light signal. 

Position Light signal 197 at the North end of the Up/Down Cl i f ton Loop is 
fixed at Red. 

At Clifton Sidings , t he Carriage Washing Line has been secured out of use as 
has the short Shunt Line from Washer Line to Clifton Depot. 

A new set of Trap Points has been brought into use in the line between 
Clifton Depot Outlet and the fonmer Bank Loop at the location of the 
existing 247 and CS4 Position Light signals. Signals 247 and CS4 have been 
relocated immediately to the North of these Trap Points . 

The r oute from Up/Down Clifton Loop 3-aspect Signal 177 to the ACE Siding 
has been disconnected. The Primary Loco Outlet now fonms acc ess to the ACE 
Sidi ng . 

(28) 

YORK CLIFTON 


The poi n ts leading to No. 1 Depa rture Siding have been secured out of use. 

(28) 

YORK CLI FTON CARRIAGE SIDINGS 

All poi nts and associated signal ling operated by the control tower has been 
abol ished. 

(29) 

YORK YARD NORTH 

The outle t signal f rom the Down Warehouse line reading to the Down Departure 
lines/Down Slow/Up Ar r i va l Si dingS /Shunt Neck ha s been r epl aced by a Ground 
Di s c signa l . 

(29) 

SKELTON BRIDGE 


The Sand Drag on the Up Slow line has been abol ished. 

(30) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN WAKEFIELD WESTGATE AND LEEDS 

A Reflectorised Speed Restriction Warning Indicator has been provided 
between Wakefield Westgate and Leeds on the Down line at 184m. 14chs. giving 
warning of the Permanent Restriction of 40 m.p.h. at 185m. 08chs. 

The distance between the Warning Indicator, and the commencement of the 40 
m.p.h. speed restriction is 1627 yards. 

An Automatic Warning System permanent magnet has been provided 200 yds. 
before reaching the indicator. 

{29l 

* * LEEDS STATION 

* 
No. 4 platform line has been permanently shortened by approximately 30 yards. 

(27) 

LEEDS STATION 

The Platform Siding adjacent to Platform 4 has been temporaily shortened by 
approximately 30 yards whilst engineering work is carried out. 

(UFN) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF~9~ ALREADY CARRI ED OUT - continued 
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SECTION C 


SI GNALLING AND PERMANENT WAY ALTERATIONS 


* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned . 

DETAILS OF WORK REFERRED TO IN SECTION B 

SUNDAY 2ND OCTOBER - YORK STATION, SCARBOROUGH BRANCH 

The set back Ground Position Light signal Y227 on the Down Scarborough line 
wi l l be repositioned approximate l y SO yards towards Burton Lane on the 
opposite ( right hand) side of the line . 

0 1 ) 

SUNDAY 2 OCTOBER - BETWEEN WAKEFIELD KIRKGATE AND ALTOFTS JUNCTION 


Goose Hill Junct ion Signal Box will be abolished. 


The Track Circuit Block Regulations will apply between Wakef i eld Ki r kgate 

and Altofts Junction . 


The Down and Up fast Lines between the former Goose Hill Junction and 

Altofts Junction will be renamed Down and Up L & Y lines. 

Reference should be made to the diagram included in this Notice. 


Former Goose Hill Junction 


The following signal s will be abolished:

Down Fast Start ing signa l at appr oximately 185 miles 27 chains wi th 
Al tofts Junc tion colour light Di stant below and the associated Banner 
Repeating s ignal . 

Up Fast No.2 Home at approximately 185 mil es 3 chains. 

Up Fa st No.3 Home at approximately 184 miles 63 chains. 

Down L & Y Automatic signa l GJ1259 wil l be renumbered K1259. 

Down L & Y Automatic signal GJ1261 wil l be converted to a 4-aspect signal 
and renumbered K1261. 

Down L & Y Home controlled signal GJ4 will be converted to a 4-aspect 
Automatic signal and renumbered K1263. 

Up L & Y controlled Starting signal GJ51 will be converted to an Automa t ic 
signal and renumbered K1264. 



NS-38 


SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

SUNDAY 2 OCTOBER - BETWEEN WAKEFIELD KIRKGATE AND ALTOFTS JUNCTION 
continued 

Former Goose Hill Junction - continued 

The following new 4-aspect Automatic signals will be provided:

Up L & Y line No. AJ1266 at 184 miles 74 chains between Normanton 
station and former Goose Hill Junction (100S yards from signal K1264). 

nown , & Y Line No . AJ126S at 18S m·les 1 chain be tween former Goose 
Hill Junction and Normanton station (1160 yards from signal AJ987). 

AWS equipment will be provided for the above new signals. 

Altofts Junction 

Up Midland Main signals AJ980 and AJ982 and Up Branch signal W14 and AJ986 
will be converted to 4-aspect signals, and the Position 4 Route Indicators 
associated with signals AJ982 and AJ986 for routes to the former Up Slow 
line will be abolished. 

Signal AJ98S on the former Down Slow Line with routes to Down Midland Main 
and Down Branch will be abolished. 


Position Light signal AJ988 on the Down Midland Main applying towards former 

Up Slow or former Down Slow will be abolished. 


Former Goose Hill Junction Up Fast No. 1 Home GJ64 will be converted to a 
4-aspect Automatic signal and renumbered AJ1268. 

(31) 

MONDAY 3 OCTOBER BETWEEN MOORTHORPE IN AND PONTEFRACT BAGHILL 

At 10 00 hours the 30 m.p.h. the Permanent Speed Restriction on the Down 
line between 9m. 1Schs. and 7m. SOchs. will be replaced by a Permanent 
Differential Speed Restriction of lQ m.p.h. between 8m. 6Schs. and 7m. 
SOchs. (See Section D). 40 

(31) 

DETAILS OF WORK ALREADY CARRIED OUT 

* * YORK STATION 

* 
The Permanent Speed Restrictions through York Station have been amended. A 
Permanent Speed Restriction of IS m.p.h. applies on all lines and 
connections between 187m. 79chs. and Om. 42chs. (See Section D). 

(28) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

* * YORK STATION, NORTH END 

* 
Signalling to and from Platforms 9B and 13 and north of Down Main 3-aspect 
signal 164 has been disconnected. 

Reference should be made to the diagram included in this notice. 

Movements to and from Platforms 14, 15 and 16, Middle Road and Engine Line 
are made via the Single Line Up/Down Clifton Loop. 

ntry signal 190 has been relocated as a straight post 3-aspect signal at 
_.e North end of Clifton Loop, replacing 195 Position Light signal. The 

Main aspects apply to the Down Main and a Subsidiary aspect applies to 203 
Position Light signal. 

Movements in the Up direction to Platform 8 and Up Main 4-aspect Signal 132 
are made from Up Main 4-aspect signal 221 via the former Clifton Bank Loop 
which temporarily forms the Up Main. Gantry Signal 194 has been relocated 
as a straight post 3-aspect signal at the south end of the former Bank Loop, 
replacing 188 Position Light signal. Main and Subsidiary aspects and route 
indications apply as per the existing 194 signal. 

Routes from Up Main 221 and Up Clifton 246 4-aspect signals to the Down Main 
and Station Line ·Z· (Platform 13) have been disconnected. Existing aspects 
and route indications to Up/Down Clifton Loop 3-aspect 177 signal and Up 
Main reloca ted 194 signa l still apply. 

The Secondary Loco Outlet Line has been taken out of use and the Loco Inlet 
Line is a bi-directional line catering for movements int%ut of the Loco 
idings. 

The Former Outlet Notice Board worded ·NO MOVEMENTS TO PASS THIS BOARD· has 
been replaced by a new Notice Board located 25 yards further South, worded 
·STOP, PROCEED IF LINE CLEAR· . A new Notice Board located 30 yards North of 
the former Outlet Notice Board and worded ·STOP, TELEPHONE-, appiles to all 
movements out of the Loco Sidings. 

The Position Light signal, (presently fixed at red), located 85 yards south 
of the former Outlet Notice Board has been numbered 216 and appiles from the 
Loco Inlet/Outlet Line to 206 Position Light signal or to the relocated 194 
signal on the temporary Up Main. Telephones to York signalbox are provided 
at the two new Notice Boards and at 216 Position Light signal. 

Position Light signal 197 at the North end of the Up/Down Clifton Loop is 
fixed at Red. 

At Clifton Sidings , the Carriage Washing Line has been secured out of use as 
has the short Shunt Line from Washer Line to Clifton Depot. 



NS-40 


SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

* * YORK STATION, NORTH END - continued 

* 
A new set of Trap Points has been brought into use in the line between 
Clifton Depot Outlet and the former Bank Loop at the location of the 
existing 247 and CS4 Position Light signals. Signals 247 and CS4 have been 
relocated immediately to the North of these Trap Points. 

The route from Up/Down Clifton Loop 3-aspect Signal 177 to the ACE Siding 
has been disconnected. The Pri mary Loco Outlet now forms a ccess to the ACE 
Siding. 

(28) 

* * YORK CLIFTON 

* 
The points leading to No. 1 Departure Siding have been secured out of use. 

(28) 

YORK CLIFTON CARRIAGE SIDINGS 

All points and associated signalling operated by the control tower has been 
abolished. 

(29) 

YORK YARD NORTH 

The outlet signal from the Down Warehouse line reading to the Down Departura 
lines/Down Slow/Up Arrival Sidings/Shunt Neck has been replaced by a Ground 
Disc signal. 

(29) 

SKELTON BRIDGE 

The Sand Drag on the Up Slow line has been abolished. 
(30) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN WAKEFIELD WESTGATE AND LEEDS 

A Reflectorised Speed Restriction Warning Indicator has been provided 
between Wakefield Westgate and Leeds on the Down line at 184m. 01chs. giving 
warning of the Permanent Restriction of 40 m.p.h. at 185m. 08chs. 

The distance between the Warning Indicator, and the commencement of the 40 
m.p.h. speed restriction is 1914 yards. 

An Automatic Warning System permanent magnet has been provided 200 yds. 
before reaching the indicator. 

(Amended Item) (31) 

EEDS STATION 

The Platform Siding adjacent to Platform 4 has been temporaily shortened by 
approximately 30 yards whilst engineering work is carried out. 

(UFN) 

BETWEEN METHLEY JN AND WHITWOOD A Permanent Speed Restriction of 10 m.p.h. 

has been imposed on the Up line between O\m.p. and 1m.p. 

(See Section D). 


GOOLE GOODS JCN SIGNAL BOX 


(30) 

The Grid Neck to Down Through Siding connection and the access to the Garden 
Sidings have been relaid and re-aligned. All the new connections are hand 
worked. All associated signals have been abolished and new ·STOP Telephone* 
Notice boards at the Grid Neck/Weigh Sidings connection and the Garden 
Siding/Grid connections have been brought into use. 

:he Weighbridge line has been abolished. 

A new hand worked connection, No. 4 Weigh siding to No. 3 Weigh siding (Run 
round) has been brought into use. A New ·STOP Telephone* notice board at 
the exit of No. 4 Weigh siding at Goole Goods In. (Glews Hollow) L.C. has 
been brought into use. 

(30) 

~9!~!~ IV)27 
GUISELEY JUNCTION/SHIPLEY BRADFORD JUNCTION/BRADFORD FORSTER SQUARE 

Shipley Bradford Junction 

A Semaphore signal has been provided at the Bradford end of the Up Main 
platform (No.3) applying from the Up Main platform towards the Down Main. 

The Stencil Route Indicator associated with the Disc signal at the Bradford 
end of the Up Main platform has been abolished. The Disc signal now only 
applies towards the Siding. 
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SECTI ON C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

GUISELEY JUNCTION/SHIPLEY BRADFORD JUNCTION/ BRADFORD FORSTER SQUARE 
continued 

Guis eley Junction 

The rout e s from the Down Main Home signal have been altered to the 
following: 

Route Indication Destination 

Down Main 
Posit ion 1 (new route) Up Bradford Platform (No.3) 
Position 2 Down Bradford Platform (No.4) 

Bradford Forster Square 

The gantry mounted Starting signal from platform 2 (B.R . 1384) has been 
renewed as a straight post signal and repositioned on the Right Hand side of 
the line, 30 yds. further from the platform end. 

(30) 

GASCOIGNE WOOD, SELBY MINE 

A new coal di scharge bunker ha s been brought into us e on the Nor th Siding. 

The fo l l owi ng signals have been provided and a r e con trolled by the Bunker 
Operator : 

A Ground Posit ion Light s i gnal a t the entrance to both s i des of the 
Bunker. 

Four ' Toton' signals each a ppr oxima t ely 100 yards apa r t to t he East of 
t he Bunker lett erred 'D ' , 'C' , 'B ' and ' A' reading f r om t he Bunker. 
These signals have been posi tioned t o t he left of the North Siding, 
signal 'A' being adjacent to the Shunt Neck. 

A cripple indication 'C' has been provided on t he post of 'Toton ' 
signal 'A ' . 

The Ground Position Light signal, GW5 921 a t t he exi t from the North 
Siding applying t o Shunt Neck or Down Hull has been elevated on the 
same pos t as 'Toton ' s ignal 'B '. 

A s t encil ·OFF· indicator has been provided 360 yards on the Sel by side 
of Ground Posi tion Ligh t signal GW5926 to work in association with 
GW5926 when cleared for either the Down Goods Loop (indication ' L') or 
Nor t h Siding (indication 'N'). 

(30) 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus will not appear in futule issues and a note ni<lst ::,e 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

MONDAY 10 OCTOBER - BETWEEN DONCASTER AND WAKEFIELD WESTGATE 

The illuminated Speed Restriction Warning Indica t or on the Down line between 
Doncaster and Wakefield Westgate givi ng warning of the permanent speed 
restriction of 50 m.p.h. at 174m. 58chs. wi l l be repl aced by a Reflective 
Indicator. 

~NDAY 10 OCTOBER - BETWEEN LEEDS AND WAKEFIELD WESTGATE 

The illuminated Speed Restriction Warning Indicator on the Up line between 
Leeds and Wakefield Westgate giving warning of the permanent speed 
restriction of 45 m.p.h. at 176m.02chs. will be replaced by a Reflective 
Indicator. 

MONDAY 10 OCTOBER - HORSFORTH 

The Run Round Siding end (Leeds end) of Horsforth Station Siding, will be 
shortened by 137 feet and new throw over wheel stops positioned. 

DETAILS OF WORK ALREADY CARRIED OUT 

SHIPLEY STATION 

WS" Marker Boards have been provided 57 feet beyond the top of the ramps as 
llows :-

Placform 3 - for trains towards both Leeds and Bradford. 

Platform 4 - for trains towards Bradford. 


Drivers of InterCity trains must stop with the leading power car or 

10comoLive opposite these Marker Boards. 


(New Item) 


YORK STATION, SCARBOROUGH BRANCH 

T P set back Ground Position Light signal Y227 on the Down Scarborough line 

has been repositioned approxLmately 50 yards towards Burton Lane on the 

OPlosite (r;ght ha~d) side of the line. 


(31) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATI ONS - continued 

YORK CLIFTON CARRIAGE SIDINGS 


All points and associated signal l ing operated by the cont r ol t ower has be en 
abolished. THIS WORK HAS NOT BEEN CARRIED OUT. 

(3 0 ) 

* * YORK YARD NORTH 

* 
The outlet signal f r om the Down Warehouse line reading to the Down Departure 
lines/Down Slow/Up Arrival Sidings /Shunt Neck has been replaced by a Ground 
Dis c sl.gnal . 

(29 ) 

SKELTON BRIDGE 

Th~ and Drag on the Up Slow l ine ha s been abolished. 
(3 0 ) 

BETWEEN WAKEFIELD WESTGATE AND LEEDS 

A .ef' ectorised Speed Restriction Warning Indicator has been provided 
betwe~n Wakefield Westgate and Leeds on the Down line at 184m. 01chs. givi ng 
warning of the Permanent Restriction of 40 m.p.h. at 185m. 08chs. 

The distance between the Warning Indicator, and the commencement of the 40 
m.p.h . speed restriction is 1914 yards. 

An Automatic Warning System permanent magnet has been provided 200 yds. 
before reaching the indicator. 

(31) 

LEEDS STATION 

The Platform Siding adjacent to Pla tform 4 has been temporaily shortened by 
approximately 30 yards whilst engineering work is carried ,out. 

(UFN) 

BETWEEN WAKEFIELD KIRKGATE AND ALTOFTS JUNCTION 2.10 RP~ 
Goos e Hill Junction Signal Box has been abol i shed. ~~ ~g 

The Tack Circuit Block Regulations applies between Wakefield Kirkgate and 

Altofts Junction. 


Th ~ Down and Up Fast Lines between the former Goose Hill J'Jnctior. and 

Altofts Junction have been renamed Down an~ Up L & Y lines. 

Reference should be made to the diagram included in this Notice. 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 


DETAILS OF WORK ALREADY CARRIED OUT - continued 


BETWEEN WAKEFIELD KIRKGATE AND ALTOFTS JUNCTION - continued 


Former Goose Hill Junction 


The following s ignals have been abol ished:

Down Fa st Starting s ignal a t approximately 185 miles 27 cha i n s wi t h 
Al tof ts Junc tion colour light Di s tant below and the assoc i a ted Banner 
Repeating signal. 

Up Fast No .2 Home at approxima t ely 185 miles 3 chains. 

Up Fast No .3 Home at approximately 184 mi l e s 63 chains . 

r-,own L & Y Automatic signal GJ12 59 has been renumbered K1259. 

Down L & Y Automatic signal GJl261 has been convert ed to a 4- aspec t s ignal 
and has been renumbered K1261. 

Down L & Y Home controlled signal GJ4 has been converted to a 4-aspect 
Automatic signal and has been renumbered K1263. 

Up L & Y controlled Starting signal GJ51 has been converted to an Automatic 
signal and has been renumbered K1264. 

The following new 4-aspect Automatic signals have been provided:

Up L & Y line No. AJ1266 at 184 miles 74 chains between Normanton 
station and former Goose Hill Junction (1005 yards from signal K1264) . 

Down L & Y Line No. AJ1265 at 185 miles 1 chain between former Goose 
Hill Junction and Normanton station (1160 yards from signal AJ987). 

WS equipment has been provided for the above new signals. 

Altofts Junction 

Up Midland Main signals AJ980 and AJ982 and Up Branch signal W14 and AJ986 
have been converted to 4-aspect signals, and the Position 4 Route Indica tors 
associated with signals AJ982 and AJ986 fo r routes to the former Up Slow 
line have been abolished. 

Signal AJ985 on the former Down ~ low Line with routes to Down Midl and Main 
and Down Branch have been abolished. 


Position Light signal AJ988 on the Down Midland Main applying towards former 

Up Slow or former Down Slow has been abolished. 


Former Goose Hill Junction Up Fast No. 1 Home GJ64 has been converted t o a 
4-aspect Automatic signal and has been renumbered AJIZ68. 

(31) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN METHLEY JN AND WHITWOOD A Permanent Speed Restriction of 10 m.p.h. 
has been imposed on t he Up l ine between O~m.p. and 1m.p. 
( See Sec tion D) . 

(30) 

GOOLE GOODS JCN SIGNAL BOX 

The Gr id Ne ck to Down Through Siding connec t ion and the access to the Garden 
Si dings have been r elaid and r e -a ligned . All the new connec t ions are hand 
worked . Al l a s sociated signa l s have been abolished and new "STOP Telephone" 
Notice boards a t the Gr i d Ne ck /Weigh Sidings connection and the Garden 
Siding/Grid connections have been brought i nto use. 

The Weighbr i dge l ine has been abolished. 

A new hand worked connection, No. 4 Weigh siding to No. 3 Weigh siding (Run 
round ) has been brought into use . A New "STOP Telephone" notice board at 
t he exi t of No.4 We i gh siding at Goole Goods In. (Glews Hol l ow) L.C. has 
been br ought into use. 

(30) 

BETWEEN MOORTHORPE JN AND PONTEFRACT BAGHILL 

The 30 m. p.h. Permanent Speed Restriction on the Down line between 9m. 
1Schs. and 7m. SOchs. has been replaced by a Permanent Differential Speed 
Restriction of lQ m.p.h. between 8m. 6Schs. and 7m. SOchs. (See Section 
D). 40 

(31) 

2 5/ C; ~~ /'f07 
GUISELEY JUNCTION/SHIPLEY BRADFORD JUNCTION/BRADFORD FORSTER SQUARE 

Shipley Bradford Junction 

A Semaphor e signal has been provided a t th~ Bradford end of the Up Main 
platform (No.3) applying from the Up Main pla tfo r m t oward s the Down Ma i n. 

The Stencil Route Indicator assoc l ated with the Di s c s i gnal a r the Bradf rd 
end of t he Up Main platform has been abolished . The Disc signdl now only 
applie s towards the Siding. 
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SECTION C - SIGNALLING AND PERMANENT WAY "uTERATIONS - continued 

DETAILS OF W'JRK ALREADY CARRIED OUT - continued 

GUISELEY JUNCTION/SHIPLEY BRADFORD JUNCTION/BRADFORD FORSTER SQUARE 
continued 

Guiseley Junction 

The routes from the Down Main Home signal have been altered to the 
following: 

Route Indication Destination 

Down Main 
Position 1 (new route ) Up Bradford Platform (No.3) 
Position 2 Down Bradford Platform (No.4) 

~radford Forster Square 

The gantry mounted Starting signal from platform 2 (B.R. 1384) has been 
renewed as a straight post signal and r eposi t ioned on t he Right Hand side of 
the line, 30 yds. f urther f r om the platform end. 

(30) 

GASCOIGNE WOOD, SELBY MINE 

A new coal discharge bunker has been brought i nto use on the North Siding. 

The foll owing signals have been provided and are controlled by the Bunker 
Operator: 

A Ground Posi t ion Light signal at the entrance t o both sides of the 
Bunker. 

Four 'Toton' signals each approximately 100 yards apart to the East of 
the Bunker letterred 'D', 'C', 'B' and 'A' reading from the Bunker. 
These signals have been positioned to the left of the North Siding, 
signal 'A' being adjacent to the Shunt Neck. 

A cripple indication 'c' has been provided on the post of ' Toton' 
signal ' A'. 

The Ground Posi t ion Light signal, GW5921 at t he exit fr om the North 
Siding applying to Shunt Neck or Down Hull has been elevated on the 
same post as 'Toton' signal 'B'. 

A stencil ·OFF N indicator has been provided 360 yards on the Selby side 
of Ground Position Light signal GW5926 to work in association with 
GW5926 when cleared for either the Down Goods Loop (indication 'L') or 
North Siding (indication 'N'). 

(30) 
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SECTION C 


NS-36 


SIGNALLING AND PERMANENT WAY ALTERATIONS 


* * Items mark~ th- s will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

MONDAY 17 OCTOBER - BETWEEN METHLEY IN AND WINOOD 

At 10 00 hours the 10 m.p.h. Permanent Speed Restriction between 0% m.p. and 
1 m.p. will be changed to a differential Permanent Speed Restriction of 
10 m.p.h. (See Section 'D'). 
20 (32) 

DETAILS OF WORK ALREADY CARRIED OUT 

YORK STATION, - SCARBOROUGH BRANCH 

The set back Ground Position Light signal Y227 on the Down Scarborough line 
has been repositioned approximately 50 yards towards Burton Lane on the 
opposite (right hand) side of the line. 

(31) 

* * YORK CLIFTON CARRIAGE SIDINGS 

* 
All points and associated signalling operated by the control tower has been 
abolished. THIS WORK HAS NOT BEEN CARRIED OUT. 

(30) 

* * SKELTON BRIDGE 

* 
The Sand Drag on the Up Slow line has been abolished. 

(30) 

BETWEEN DONCASTER AND WAKEFIELD WESTGATE 

The illuminated Speed Restriction Warning Indicator on the Down line between 
Doncaster and Wakefield Westgate giving warning of the permanent speed 
restriction of 50 m.p.h. at 174m. 5achs. has been replaced by a Reflective 
Indicator. (32) 

BETWEEN LEEDS AND WAKEFIELD WESTGATE 

The illuminated Speed Restriction Warning Indicator on the Up line between 
Leeds and Wakefield Westgate giving warning of the permanent speed 
r estriction of 45 m.p.h. at 176m.0 2chs. has been replaced by a Reflective 
I ndicator. (32) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - conti nued 

BETWEEN WAKEFI ELD WESTGATE AND LEEDS 

A Reflectoris ed Speed Restriction Wa r ning Indicator has been provided 
be tween Wakef i eld Westga t e and Leeds on the Down line at 184m. 01chs. giving 
warning of the Permanent Restriction of 40 m.p.h. at 185m. 08chs. 

The distance between the Warning Indicator, and the commencement of the 40 
m.p.h. speed restriction is 1914 yards. 

An Aut omatic Warning System permanent magnet has been provided 200 yds. 
before reaching the indi cator. 

(31) 

LEEDS STATION 

The Platform Siding adjacent to Platform 4 has been temporaily shortened by 
approximately 30 yards whil s t engineering work is carried out. 

(UFN) 

BETWEEN WAKEFI~LD KI RKGATE AND ALTOFTS JUNCTION 


Goose Hill Junction Si gnal Box has been abolished. 


The Track Circuit Block Regulati ons applies be tween Wakefield Kirkgate and 

Altofts Junction. 


The Down and Up Fast Lines between the former Goose Hill Junction and 

Altofts Junction have been renamed Down and Up L & Y lines. 

Reference should be made to the diagram included in this Notice. 


Former Goose Hil l Junction 


~he following signals have been abolished:

Down Fa st Star ting signal at approximat ely 185 miles 27 chains with 
Altofts Junction colour light Distant below and the associated Banner 
Repeat ing signa l . 

Up Fast No.2 Home a t approximately 185 miles 3 chains. 

Up Fast No.3 Home at approximately 184 mil es 63 chains. 

Down L & Y Automatic signal GJ1259 has been renumbered K1259. 

Down L & Y Automat i c s ignal GJ1261 ha s been conve r ted to a 4-aspect signal 
and has been renumbered K1261. 


Down L & Y Home contr ol led signal GJ4 has been converted to a 4-aspect 

Automatic signal and has been renumbered K1263 . 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN WAKEFIELD KIRKGATE AND ALTOFTS JUNCTION - continued 

Former Goose Hill Junction - continued 

Up L & Y controlled Starting signal GJ51 has been converted to an Automatic 
s i gnal and has been renumbered K1264. 

The 	 following new 4-aspect Automatic signals have been provided:

Up L & Y line No. AJ1266 at 184 miles 74 chains between Normanton 
station and f orme r Goose Hill Junction (1005 yards from signal K1264 ) . 

Down L & Y Line No. AJ1265 at 185 miles 1 chain between former Goose 

Hill J unc t ion and Normanton station (1160 yards f rom signal AJ987). 


AWS equipment has been provided for the a bove new signal s . 

Altofts Junction 

Up Midland Main signals AJ980 and AJ982 and Up Branch signal W14 and AJ986 
have been converted to 4-aspect signals, and the Position 4 Route Indicator s 
associated with signals AJ982 and AJ986 for routes to the former Up Slow 
l i ne have been abolished. 

Signal AJ985 on the former Down Slow Line with routes to Down Midland Main 
and 	Down Branch have been abolished. 

Position Light signal AJ988 on the Down Midland Main applying towards former 
Up Slow or former Down Slow has been abolished. 

Former Goose Hill Junction Up Fast No. 1 Home GJ64 has been converted to a 
4-aspect Automatic signal and has been renumbered AJ1268. 

(31) 

* * 	BETWEEN METHLEY IN AND WHITWOOD A Permanent Speed Restriction of 10 
* 	 m.p.h. has been imposed on the Up line between O~.p. and 1m.p. 


(See Section D). 

(30) 

* * GOOLE GOODS JCN SIGNAL BOX 

* 
The Grid Neck to Down Through Siding connection and the access to the Garderr 
Sidings have been relaid and re-aligned. All the new connections are hand 
worked. All associated s~gnals have been abolished and new ·STOP Telephone M 

Notice boards at the Grid Neck/Weigh Sidings connection and the Garden 
Siding/Grid connections have been brought into use. 



J
SECTION D - GENERAL INSTRUCTIONS AND 1.JTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) 

TABLE A : DETAILS OF RUNNING LINES 

Running Lines and 
,S i ll!'.allinlz System Location M. 

Permanent Soeed Restrictions 
Down Up 

Ch.1 m&.h. At or Between Remarks 

NORMANTON. ALTOFTS IN TO COLTON NORTH IN 
i i 

Page 76 

Altofts In 


Delete from Remarks 


At 

METHLEY IN TO WHITWOOD 

At IMethley In 

Delete from Remarks 

I
Page 78 (As amended) 

I
Bet ween Methley In and Whitwood 

I 
Amend 10 


20 

0\ m.p. and 1 m.p. 

AWS provided on all 

pas senger lines be tween 

Castlefo rd Gates and 


Colton Nor th In. 
z 
tJ) 

I 
~ 
V1 

AWS not provided . 

(w.e.f. 10 00 Monday'17 October)
i 

~-



SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

TABLE A : DETAILS OF RUNNING LINES 

Permanent Sneed Restrictions 
Running Lines and Down Up
Si2nal lin2 Sys t em Location M. Ch. I m. n.h. At or Between 

ALDWARKE NORTH IN (MID) TO GASCOIGNE WOOD 
I I 

Page 85 

At Dearne In 


Amend 
 Dearne In 168 53 15 I To Manvers Colliery Branch 
(See page 87 ) 

Page 85 (as amended) 
I .

Between Moorthorpe I n and Pontefract 
i 

Delete 


Add 


Page 87 

Add 

MANVERS COLLIERY BRANCH 
i 

T 
I 
I 

OIT 
I 
I 
1 

Dearne I n 
(see page 85) 

End of Branch 
) 

Baghill 

9m. 15chs. and 7m. 50chs.1Q. 

8m. 65chs. and 7m. 50chs.30 
40 

15 15 I MAXIMUM PERMISSI BLE SPEED 

o 73 

o 13 
r"j 

i 
J 

Remar ks 

z 
Ul 
i 
~ 
0\ 

(12D) 

AWS not provided. 

Line controlled by 
Sheffield 
(S) Signal Box . 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

MISCELLANEOUS NOTICES 

FREIGHTLINER TRAINS - DEFECTIVE AXLE BOXES 

Se r ious axle box defects have been occurring on ce r t ain Freightline r 
vehicles and the following action, which modifies the General Appendi x 
instruction ·Lineside hot axle box detectors·, must be taken if a 
Freightliner train activates any hot axle box detector. 

1. 	 If a defective axle box is confirmed by the train crew the tra i n must 
not be moved until the vehicle concerned has been examined by M & EE 
staff. 

2. 	 If the train crew is unable to find any obvious defect the t rain may 
proceed at a maximum speed of 20 m.p.h., but the Signalman must not 
permit the train to continue beyond the point where fr e ight trains are 
normally held for further examination following hot axle box detector 
alarms . Subsequent movement of the train may only be made on the 
authority of M & EE staff. 

3. 	 If the M & EE examina t ion does not reveal a defect the vehicle will be 
green carded and authority given for the train t o cont i nue a t normal 
speed t o a location nominated by M & EE staff where a further technical 
examination will be carried out . 

4. 	 If a vehicle green carded for axl e box at t ent i on ac t ivat e s a hot axle 
box detector and the t r a in crew is unable t o f i nd any obvi ous defec t the 
arrangements i n Clause 2 must be applied. 

(12D) 

SIGNING OF PERMANENT SPEED RESTRICTIONS AND NEUTRAL SECTI~NS 

New style reflectorised signs will be progressively introduced at t he 
f oll owing locations : 

1 . 	 Each change of speed (whether lower or higher) i nc ludi ng standard 1 ~ 
~ 

m.p .h. restrictions t hrough junctions and crossover r oads, etc . and 
changes of speed where a route or line converges with anothe r 
(including junctions between parallel lines) . UNless the r estriction 
is 10 m.p.h. or less, signs will not be provided for restric tions 
applying over points where ALL movements in the direction concerned are 
made on the authority of position light aspect s or shunting s i gnals or 
where there is no signalled route. 

2. 	 A warni ng sign will be provided in rear of each commencement sign where 
speed i s reduced. 

This 	does not apply where speed is reduced at a diverging route if 

a) 	 the speed reduction is 10 m.p.h. or less, or 
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BRIT I SH RAIL 

EASTERN REG I ON 

N S 30 

W E E KLY OP ERATING NOTICE 

CONTAINING 


TEMPORARY SPEED RESTRICTIONS 


TEMPORARY ENGINEERING WORKS 


S IGNALLING AND 

PERMANENT WAY ALTERATIONS 

GENERAL INSTRUCTIONS AND NOTICES 

SA TUR D A Y 15 OCTOB E R 


T O 


F R IDAY 21 O C TO B ER 1 9 88 


INCLUS IVE 


Traincr ew must pay particular attention to works c ontained in this 
notice and keep a good look-out for hand signals which may be 
exhib ited i n accordance with the Ru l es and Regulat ions. 

Wor k at places other than t hose mentioned may be in progress and 
Drivers must be on the look-out and be prepared t o stop or run at 
reduced speed when, and where, handsignals may be e xhibited. 
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SIGNALLING AND PERMANENT WAY ALTERATIONS 


* * Items marked t hus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

MONDAY 17 OCTOBER - BETWEEN METHLEY IN AND WHITWOOD 

At 10 00 hours the 10 m.p.h. Permanent Speed Restriction between 0\ m.p. and 
1 m.p. will be changed to a differential Permanent Speed Restriction of 
10 m. p.h. (See Section 'D'). 
20 (32) 

DETAILS OF WORK ALREADY CARRIED OUT 

YORK STATION, SCARBOROUGH BRANCH 

The set back Ground Position Light signal Y227 on the Down Scarborough line 
has been repositioned approximately 50 yards towards Burton Lane on the 
opposite (right hand) side of the line. 

(31) 

* * YORK CLIFTON CARRIAGE SIDINGS 

* 
All points and associated signalling operated by the control tower has been 
a bolished. THIS WORK HAS NOT BEEN CARRIED OUT. 

(30) 

* * SKELTON BRIDGE 

* 
The Sand Drag on the Up Slow line has been abolished. 

(30) 

BETWEEN DONCASTER AND WAKEFIELD WESTGATE 

The illuminated Speed Restriction Warning Indicator on the Down line between 
Doncaster and Wakefield Westgate giving warning of the permanent speed 
restriction of 50 m.p.h. at 174m. Sachs. has been replaced by a Reflective 
Indicator. (32) 

BETWEEN LEEDS AND WAKEFIELD WESTGATE 

The illuminated Speed Restriction Warning Indicator on the Up line between 
Leeds and Wakefield Westgate giving warning of the permanent speed 
r estriction of 45 m.p.h. at 176m.0 2chs. has been replaced by a Reflective 
I ndicator. (32) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - con tinued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN WAKEFIELD WES TGATE AND LEEDS 

A Reflectorised Speed Restriction Warni ng Indicator has been provided 
between Wakefield We stgate and Leeds on the Down line at 184m. 01chs. giving 
warning of the Permanent Restriction of 40 m.p.h . at 185m. 08chs. 

The distance between the Warning Indicator, and the commencement of the 40 
m.p.h. speed restriction is 1914 yards. 

An Automatic Warning Sys tem permanent magnet has been provided 200 yds. 
before reaching the indicator. 

(31) 

LEEDS STATION 

The Platform Siding adjacent to Platform 4 has been temporaily shortened by 
approximately 30 yards whilst engineering work is carried out. 

(UFN) 

BETWEEN WAKEFI FLD KI RKGATE AND ALTOFTS JUNCTION 


Goose Hil l Junction Signal Box has been abolished. 


The Track Circui t Block Regulations applies between Wakefield Kirkgate and 

Altofts Junction. 


The Down and Up Fast Lines between the former Goose Hill Junction and 

Altofts Junction have been renamed Down and Up L & Y lines. 

Reference should be made to the diagram included in this Notice. 


Former Goose Hill Junction 


The f ollowing signals have been abolished:

Down Fast Starting signal at approximately 185 miles 27 chains with 
Altofts Junction colour light Distant below and the associated Banner 
Repeati ng signal. 

Up Fast No. 2 Home at approximately 185 miles 3 chains. 

Up Fast No.3 Home at approximately 184 miles 63 chains. 

Down L & Y Automatic signal GJ1259 has been renumbered K1259. 

Down L & Y Automatic signa l GJ1261 has been converted to a 4-aspect signal 
and has been renumbered K1 261. 


Down L & Y Home controlled signal GJ4 has been converted to a 4-aspect 

Automati c signa l and has been r enumbered K1263. 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - cont inued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

* * GOOLE GOODS JCN SIGNAL BOX - continued 

* 
The Weighbr idge line has been a bol i shed . 

A new hand worked connec t i on , No . 4 Weigh siding to No . 3 Weigh siding (Run 
round ) has been brought i n t o use. A New - STOP Telephone- not ice board at 
the exit of No . 4 Weigh siding at Goole Goods In. (Glews Hollow) L.C. has 
been brought into use . 

(30) 

BETWEEN MOORTHORPE JN AND PONTEFRACT BAGHILL 

The 30 m.p . h. Permanent Speed Res triction on the Down l i ne between 9m. 
1Schs. and 7m. SOchs. has been replaced by a Permanent Diffe rential Speed 
Restriction of 1Q m.p.h. betwe en 8m. 6Schs. and 7m. SOchs. (See Section 
D) . 40 

(31) 

HORSFORTH 

The Run Round Sidings end (Leeds end) of Horsforth Station Siding has been 
shortened by 137 feet and new t hrow ove r wheel stops positioned . 

( 32) 

* * GUISELEY JUNCTION/ SHIPLEY BRADFORD JUNCTION/BRADFORD FORSTER SQUARE 

* 
Shipley Bradford J unc tion 

A Semaphore signal has been provided at the Bradford end of the Up Main 
platform (No. 3 ) applying from the Up Main platform towards the Down Main. 

The Stencil Route Indicator as sociated with the Disc signal at the Bradford 
, end of t he Up Main platform has been abolished. The Di sc signal now only 

applies towards the Siding. 

Guiseley Junction 

The routes from the Down Main Home s i gnal have been al t e red to the 
fo llowi ng:

Route Indi cation Destination 

Down Main 
Position 1 (new route) Up Bradford Platform (No.3) 
Position 2 Down Bradford Platform No.4) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

'pETAIL~.J>.1' WORK 4LREADY ,CARRIED OUT - continued 

* * GUISELEY JUNCTION/SHIPLEY BRADFORD JUNCTION/ BRADFORD FORS TER SQUARE 
* - continued 

Bradford Fors ter Square 

The gant r y mounted Starting signal from platform 2 (B.R. 1384) has been 
renewed as a straight post signal and repositioned on the Right Hand side of 
the l ine , 30 yds. further from the platform end. 

(30) 

SHIPLEY STATION 

·S· Marker Boards have been provided 57 feet beyond the top of the ramps as 
follows : 

Platform 3 - for trains towards both Leeds and Bradford. 

Platform 4 - fo r t r ains towards Bradford. 


Driver s of InterCity tra i ns must stop with the leading power car or 
locomotive opposi t e t he se Marker Boards. 

( 32) 

* * GASCOIGNE WOOD , SELBY MI NE 

* 
A new coal discharge bunker has been brought i nt o use on the Nor t h Siding . 

The following signals have been provided and are controll ed by t he Bunker 
Operator: 

A Ground Position Light signal at the entrance to both s ides of the 
Bunker. 

Four 'Toton ' signal s each approximately 100 ya rds apart to the East of 
the Bunker l e t terred 'D ', 'C', ' B' and 'A ' reading f rom the Bunker . 
These signa l s have been positioned to the left of t he North Siding, 
signal 'A' being ad jacent to the Shunt Neck. 

A cripple indicati on ' c ' has been provided on the post of 'Toton' 
signal 'A' . 

The Ground Position Light signal , GW5921 at the exit from the North 
Siding applying to Shunt Neck or Down Hull has been elevated on the 
same post as ' Toton' signal 'B'. 

A stencil ·OFF· indicator ha s been provided 360 yards on the Selby side 
ot Ground Position Light signal GW5926 to work i n association ~ith 
GW5926 when cleared f or either the Down Goods Loop (indication 'L') or 
North Siding (indica tion 'N' ) . 

(30) 
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SECTION B - TEMPORARY ENGINEERING WORKS - continued 
At or between Lines Remarks 

affected 

HULL PARAGON TO SEAMER WEST - continued 

UNTIL FURTHER NOTICE - continued 

190 	 Bridlington Down and Up 
South and Between Trains 
Bridlington 
Quay 

SATURDAY 22 TO MONDAY 24 OCTOBER 

91 	 Filey and Single 
Seamer West BLOCKED 

SUNDAY 23 OCTOBER 

192 Walton Street 
LC and 
Cottingham 
North LC 

Down 
BLOCKED 

and Up 

193 Beverley and 
Driffield 

Down and 
BLOCKED 

Up 

HESSLE ROAD TO KING GEORGE DOCK 

.TURDAY 22 TO SUNDAY 23 OCTOBER 

• 	 194 Springbank Down and Up 
South In and BLOCKED 
Bridges In 

.. 

07 00 to 18 00. Demolition work. 
30m. 	 70chs. and 30m. 76chs. Crane 
and 	mechanical equipment in use. 

(88/18) 

21 45 Sat to 06 30 Mon. Bridgework 
(Culvert), earthwork and undertrack 
excavation. 45m. 76chs. Cranes and 
mechanical equipment in use. 

07 00 to 17 00. Bridgework (No.6). 
3m. 	 72chs . Restr icted c l earance. 

00 01 to 23 59 . Con s t ruction work. 
8% m.p. and 8m. 30chs., and signalling 
work. {See Section ' c ' l . 

07 00 Sat t o 20 00 Sun. Loading 
materials and track maintenance. 2m. 
05chs. and 2m. 24chs. Crane in use . 
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SIGNALLING AND PERMANENT WAY ALTERATIONS 


* * Items marked t hus will not appea r in future issues and a note must be 
* taken of them by all concerned . 

DETAILS OF WORK REFERRED TO IN SECTION B 

SUNDAY 23 OCTOBER - YORK STATION NORTH END (STAGE 2) 

Signalling to and from Platforms 9B and 13 will be reinstated in connection 
with the provision of new Down and Up Main lines between York station North 

end and Clifton. 


The former Clifton Bank Loop (temporary Up Main) will be taken out of use. 


Reference should be made to the diagrams (Stage 2) included in this notice. 


Signalling Alterations 


The following signals will be abol i shed : 

4-aspect signal No . 132 
3-aspect signal No . 164 
Ground Position Light signals 169, 171 and 187 

The following signals will be f ixed a t Red : 

4-aspect signal 165 
Ground Position Light signals 127 , 128 and 129 

3-aspect signal No. 194 will be reposi t ioned on the new Up Main line, 35 
yards further north and will now apply to Pla t f orm 8 only. The associated 
Theatre Type Route Indicator will be abolished. 

The rear aspect of the Theatre Type Route Indica tor on Up Main 4-aspect 
signal Y221 will be aboli shed. 


A new 3-aspect signal No . 200 wil l be provided on the Down Main at a miles 

46 chains and will apply to SJ1 signal with a s s ocia ted Position Light Routes 
to Loco, Up Goods Limit of Shunt and Clifton Sidings. 

A new Ground Position Light Signal No . 183 will be provided on t he Down Main 
at a miles 42 chains applying to Platforms 8, 9 and 13 . 

(34) 
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SECTION C _ SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

KEY TO SYMBOLS 

COLOUR LIGHT SiGNALS. 

GREEN
CD 
VELLO'N0 

e REO 

4 	 ASPECT 3 AS P CT 3 ASP E.CT • ",_ :-:C1 NO 'I'{ U E. 
5 (ARCH L1 GHT 

DQUBLE UN~9 DENOTES ASPEC.1 
NORMALLY 
DISPLA'1E.D 

.-' 

'NIIH THEATRE. WITH POSITION LIGHT 

INDICATOR ROUTE. INDICATOR AND 

STENCIL INDICATOR 

POSIIION LIGHT SlOP. PROCEED IF'a SHUNTING SIGNAL *1 

LINE. CLEAR 


v1 	CONTROlLE.D SIGNAL ..2 STOP. TELEPHONE

Irf WITH lE.LEPHONE. 


r 	OTHER TELEPHONES .~ POINTS rrXED AS 
SHOWN. -

CLlnON CARRIAGE~	 ILLUMINATED NOTICE. CS SIDING':! 

BOARD 

AA.W.S. 

,,-/ 	 ---d: 
WORKED POIN1S TRAP POINTS 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

WEDNESDAY 26 OCTOBER - YORK STATION (STAGE 3) 

Signalling to and from the North end of York station to platforms 14, 15 and 
16 will be disconnected. 

Reference should be made to the diagrams (Stage 3) included in this notice. 

The Middle Siding between platforms 14 and 15 and the Engine Line adjacent 
to platform 16 will be abolished. 

Temporary slues will be provided at the North end permitting access between 
platform 16 and the Up/Down Clifton Loop. 

Buffer Stops, together with Notice Boards worded -Drivers Stop Here- will b' 
provided at the North end of platforms 14 and 15. The Buffer Stops on 
platform 14 will be fitted with a Red light. 

The following signals will be abolished : 

Engine Line Ground Position Ligh t Nos. 89 and 145. 

Middle Siding Ground Position Li ght Nos. 94 and 149. 

Platform 14 3-aspect No . 152 . 


Ground Position Light No. 175 . 

Platform 15 - - - No. 150. 

Platform 16 - - • No. 147. 


Platform 15 signal No. 148 (a t the new Buffer Stops) will be fixed at Red. 

Platform 16, 3-aspect signal No . 146 will be repositioned 135 yards further 
south. 

The A.C.E. Sidings will be provided wi t h new Trap Points and new Ground 
Position Light s i gnals Nos . 145 and 147. 

The Theatre Type Route Indi cator on Up/ Down Clifton Loop 3-aspect signal No. 
177 will be al te r ed to di spl ay only one r oute indication (towards platform 
16) . 

(34) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

KEY TO SYMBOLS 

COLOURL IGHT SIGt'iAlS. 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS _ continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO SECTION B - continued 

SUNDAY 23 OCTOBER - BETWEEN BEVERLEY AND DRIFFI ELD 

Lockington and Beswick Automatic Open Level Crossings, will be converted to 
Automatic Half Barr ier s . 

(34) 

DETAILS OF WORK ALREADY CARRI ED OUT 

* * YORK STATION, SCARBOROUGH BRANCH 

* 
The set back Ground Position Light signal Y227 on the Down Scarborough line 
has been repositioned approximately 50 yards towards Burton Lane on the 
opposite (right hand) s ide of the line . 

(31) 

BETWEEN DONCASTER AND WAKEFI ELD WESTGATE 

The illuminated Speed Restricti on Warning Indicator on the Down line between 
Doncaster and Wakefi el d Westgate giving warning of the permanent speed 
restriction of 50 m. p. h. at 174m. 58chs. has been replaced by a Reflective 
Indicator. (32) 

BETWEEN LEEDS AND WAKEFIELD WESTGATE 

The i l luminated Speed Restriction Warning Indicator on the Up line between 
Leeds and Wakefield Wes tgate giving warning of the permanent speed 
restricti on of 45 m.p.h . at 176m. 02chs . has been replaced by a Reflective 
Indicator . (32) 

* * BETWEEN WAKEFIELD WESTGATE AND LEEDS 

* 
A Reflec torised Speed Restriction Warning Indicator ha s been provided 
between Wakefie ld Westgate and Leeds on the Down line at 184m. 01chs. giving 
warning of the Permanent Res triction of 40 m. p.h. at 185m. 08chs. 

The distance be t ween the Warning I ndicator, and the commencement of the 40 
m.p.h. speed restriction i s 1914 yards. 

An Automati c Warning System permanent magnet has been provided 200 yds. 
before reaching the i ndicator. 

(31) 

LEEDS STATION 

The Platform Sidi ng ad j acent t o Platform 4 has been t emporaily shortened by 
approximately 30 yards whils t engineering work is carried out. 

(UFN) 
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SECTION C - SIGNALLI NG AND PERMANENT WAY ALTERATIONS - cont i nued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

* * BETWEEN WAKEFIELD KIRKGATE AND ALTOFTS JUNCTION 

* 
Goose Hill J unction Signal Box has been abolished. 


The Track Ci r cuit Block Regulations appl ie s be t ween Wakefield Kirkgate and 

Altofts Junction. 


The Down and Up Fast Lines between the former Goose Hill Junction and 

Altofts Junct i on have been renamed Down and Up L & Y lines. 

Reference should be made to the diagram included in this Notice. 


Former Goose Hill Junctiu~ 

1e fo l lowing signals have been abolished:

Down Fast Star ting signa l a t approximately 185 miles 27 chains with 

Altoft s Junc t ion colour l ight Distant below and the associated Banner 

Repeating signal. 


Up Fast No. 2 Home a t approximately 185 miles 3 chains. 


Up Fast No. 3 Home at approximately 184 miles 63 chains. 


Down L & Y Automatic signal GJ1259 has been renumbered K1259. 

Down L & Y Automatic signal GJ1261 has been converted to a 4-aspect signal 
and ha s been r enumbered K1261 . 

Down L & Y Home controlled signal GJ4 has been converted to a 4-aspect 
Automatic signal and has been renumbered K1263. 

Up L & Y control l ed Starting signal GJ51 has been converted to an Automat ic 
.gnal and has been renumbered K1264. 

The following new 4-aspec t Aut oma t i c s ignals have been provided:

Up L & Y l ine No. AJ1266 at 184 miles 74 chains between Normanton 
stati on and former Goose Hill Junction (1005 yards from signal K1264). 

Down L & Y Line No. AJ1265 at 185 miles 1 chain between former Goose 
Hill Junction and Normanton sta tion (1160 yards from signal AJ987). 

AWS equipment ha s been provided fo r the above new signals. 

Altofts Junction 

Up Midland Main s ignal s AJ980 and AJ982 and Up Branch signal W14 and AJ986 
have been converted to 4-aspect s ignal s, and the Position 4 Route Indicators 
a ssociated with signals AJ982 and AJ986 for routes to the former Up Slow 
l i ne have been abolished . 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRI ED OUT - continued 

* * BETWEEN WAKEFIELD KIRKGATE AND ALTOFTS JUNCTION - continued 

* 
Signal AJ985 on the former Down Slow Line with route s to Down Midland Main 
and Down Branch have been abolished. 

Pos ition Light signal AJ988 on the Down Midland Main applying towards former 
Up Slow or former Down Slow has been abol i shed. 

Former Goose Hill Junction Up Fast No. 1 Home GJ64 has been converted to a 
4-aspect Automatic signal and has been renumbered AJ1268. 

(31) 

KNOTTINGLEY 

The trailing connection from the Down Goole line to the Down Sidings at 
Knottingley L.C. has been removed. 

The foll owing Ground Position Light Signals have been abolished : 

Down Good K4 27 

Down Siding exit signal No .K426 


(34) 

BETWEEN METHLEY IN AND WHITWOOD 

The 10 m. p.h. Permanent Speed Restriction between 0\ m.p. and 1 m.p. has 
been changed to a differential Permanent Speed Restriction of 10 m.p.h. 
(See Section D). to 

(32) 

* * BETWEEN MOORTHORPE IN AND PONTEFRACT BAGHILL 

* 
The 30 m.p.h. Permanent Speed Res t riction on the Down line be tween 9m. 
15chs . and 7m. SOchs. has been replaced by a Permanent Diffe rentia l Speed 
Restr i ction of 1Q m.p.h. between 8m. 65chs. and 7m. 50chs. (See Section 
~ 40 

( 31) 

HORSFORTH 

The Run Round Sidings end (Leeds end) of Horsforth Station Siding has been 
shor t ened by 137 f eet and new t hrow over wheel stops positioned. 

(32) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

SHIPLEY STATION 

·S· Marker Boards have been provided 57 feet beyond the t op of the ramps as 
follows : 

Platform 3 - for trains towards both Leeds and Bradford . 
Platform 4 - for trains towards Bradf ord. 

Drivers of InterCity trains must stop with the leading power car or 
locomotive opposite these Marker Boards. 

(32) 
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SECTION B - TEMPORARY ENGINEERING WORKS - continued 
At or between Lines Remarks 

affected 

THORNE IN TO GILBERDYKE IN 

UNTIL FURTHER NOTICE 

183 Thorne In All 06 00 to 17 00. Signalling work. 
From 06 00 Saturday 29 October. 

(88/32) 

HULL PARAGON TO SEAMER WEST 

UNTIL FURTHER NOTICE 

r- ~4 Beverley Down and Up Construction work. 8~ m.p. and 8m. 
30chs. Restricted clearance. 

(87/50) 

185 Bridlington Down and Up 07 00 to 18 00. Demolition work. 
South and Between Trains 30m. 70chs. and 30m. 76chs. Crane 
Bridlington and mechanical equipment in use. 
Quay (88/18) 

SATURDAY/SUNDAY 29/30 OCTOBER 

186 Driffield and Down and Up 23 00 to 12 00. Track maintenance. 
Burton Agnes BLOCKED 19~.p. and 25m. 30chs. Mechanical 

equipment in use. 

187 Burton Agnes Down and Up 22 15 to 16 00. Drainage. 26~.p. and 
and Carnaby BLOCKED 26m. 30chs. Crane and mechanical 

equipment in use. 

SUNDAY 30 OCTOBER 

188 Beverley and Down and Up 00 01 to 18 00. Signalling work. 
Driffield (See Section 'C'). 

189 Hunmanby and Down and Up 06 00 to 16 00. Track maintenance. 
Filey BLOCKED 41m. 73chs. 

TUESDAY 1 TO FRIDAY 4 NOVEMBER 

190 Hull Paragon All 23 30 Tue to Thu to 06 00 Wed to Fri. 
and Walton BLOCKED Track maintenance. ~.p. and 1m. 
Street LC lOchs. Mechanical equipment in use. 

Possession to be given up for passage 
of trains . 

.. 
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SECTION C 

SIGNALLI NG AND PERMANENT WAY ALTERATIONS 

* * Items mar ked t hus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

SUNDAY 30 OCTOBER - BENTLEY LANE LEVEL CROSSING 

The Level Crossing will be reduced to a public footpath cros sing only. 

Staff will be withdrawn from the crossing and vehicular crossing equipment 
will be removed . 

( 35) 

WEDNESDAY 2 NOVEMBER - YORK HOLGATE 


Up Holgate Loop Ground Position Light signal No.48 will be r epositioned 250 

yards south of Holgate Bridge and will be fixed at Red. 


A temporary Buffer Stop will be provided i mmedia t ely beyond this signal. 


The remainder of the Up Holgate Loop will be taken out of use pendi ng 

removal. 


3-aspect signal No.30 and Ground Position Light signal No. 46 wil l be 

abolished. 


(35) 

SUNDAY 30 OCTOBER - LEEDS WEST JUNCTION 

The former Up Viaduct line will be reinsta t ed a s a Si di ng 433 yards l ong. 

Trap points will be provided at the exit from the s iding . 


. -D- line signal No. L102 will be provi ded with a new Subsidiary Signal 
applying into the siding. 

A Ground Position Light signal Ll 14 will be provided at t he exit from t he 

siding and will apply towards -D- line. 


(35) 

SUNDAY 30 OCTOBER - BETWEEN BEVERLEY AND DRI FFIELD 

Kilnwi ck LC at 14m. 01ch . 

Watton LC at 14m. 44chs. 


The above AOCR level crossings will be convert ed to Automatic Ha l f- Barrier 
operation. 

(35) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT ~d~ 
YORK STATION NORTH END (STAGE 2) 


Signalling to and f rom Pl a tforms 9B and 13 ha s been r e ins t ated in connec tion 
with the provis ion of new Down and Up Ma i n line s be tween York station North 
end and Clifton. 

The former Clifton Bank Loop (temporary Up Main ) has been taken out of use. 

Reference should be made to the diagrams (Stage 2) included in this notice. 

Signalling Alterations 

The following signals have been abolished : 

4-aspect signal No. 132 

3-aspect signal No. 164 

Ground Position Light signal s 169, 171 and 187 


The following signal s have been fixed at Red : 

4-aspect signa l 165 

Ground Position Light signals 127, 128 and 129 


3-aspect signal No. 194 ha s been repositioned on the new Up Main l ine, 35 
yards further north and will now applies to Platform 8 only. The a ssociated 
Theatre Type Route Indicator has been abolished. 

The rear aspect of the Theatre Type Route Indicator on Up Main 4-aspect 

signal Y221 has been abolished. 


, 	 A new 3-aspect signal No. 200 has been provided on the Down Ma i n at 0 mi les 
46 chains and applies to SJ1 signal with associated Position Light Route s to 
Loco, Up Goods Limi t of Shunt and Cl ifton Sidings . 

•• new Ground Position Light Signal No. 183 has been provided on the Down 

Main at 0 mile s 42 chains appl ying to Pla t forms 8 , 9 and 13 . 


( 34 ) 

P~IV~., 
YORK STATION (STAGE 3) 

Signalling to and from the Nor th end of York station t o platforms 14, 15 and 

16 has been di sconnected . 


Reference should be made to the diagrams (Stage 3) included in this notice . 


The Middle Siding between platforms 14 and 15 and the Engine Line adjacent 

to platform 16 ha s been abol ished . 


Temporary s lues have been provided a t the North end permit t i ng access 

between platform 16 and the Up/Down Clifton Loop. 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

YORK STATION (STAGE 3) - continued 

Buffer Stops, together with Notice Boards worded wDrivers Stop Here W have 
been provided at the North end of ?latforms 14 and 15. The Buffer Stops on 
platform 14 have been fitted with a Red light. 

The following signals have been abolished : 

Engine Line Ground Position Light NOB. 89 an~ 145. 
Middle Siding Ground Position Light Nos. 94 and 149. 
Platform 14 3-aspect No . 152. 

Ground Position Light No. 175. 
Platform 15 No. 150.W • • 

Platform 16· No. 147.W • 

Platform 15 signal No. 148 (at the new Buffer Stops) has been fixed at Red. 

Platform 16, 3-aspect signal No. 146 has been repositioned 135 yards further 
South. 

The A.C.E. Sidings have been provided with new Trap Points and new Ground 
Position Light signals Nos. 145 and 147. 

The Theatre Type Route Indicator on Up/Down Clifton Loop 3-aspect signal No. 
177 has been altered to display only one route indication (towards platform 
16). 

(34) 

* * BETWEEN DONCASTER AND WAKEFIELD WESTGATE 

* 
The illuminated Speed Restriction Warning Indicator on the Down line between 
Doncaster and Wakefield Westgate giving warning of the permanent speed 
restriction of SO m.p.h. at 174m. 5achs. has been replaced by a Reflectivr~ 
Indicator. (32) 

* * BETWEEN LEEDS AND WAKEFIELD WESTGATE 

* 
The illuminated Speed Restriction Warning Indicator on the Up line between 
Leeds and Wakefield Westgate giving warning of the permanent speed 
restriction of 45 m.p.h. at 176m.0 2chs. has been replaced by a Reflective 
Indicator. (32) 

LEEDS STATION 

The Platform Siding adjacent to Platform 4 has been temporaily shortened by 
approximately 30 yards whilst engineering work is carried 0 t. 

(UFN) 



NS-35 


SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

KNOTTINGLEY 

The t r ail i ng connection from the Down Goole line to the Down Sidings at 
Knottingley L. C. ha s been removed. 

The following Ground Position Light Signals have been abolished : 

Down Good K427 
Down Siding exit signal No.K426 

(34) 

* * BETWEEN HETHLEY IN AND WHITWOOD 

* 
~e 10 m.p.h. Permanent Speed Restriction between 0\ m.p. and 1 m. p . ha t 

oeen changed to a differential Permanent Speed Restriction of 10 m.p .h. 
(See Section D). 20 

(32) 

* * HORSFORTH 
* 

The Run Round Sidings end (Leeds end) of Horsforth Station Siding has been 
shortened by 137 feet and new throw over wheel stops positioned. 

(32) 

* * SHIPLEY STATION 

* 
·S· Marker Boards have been provided 57 feet beyond the top of the ramps as 
follows : 

Platform 3 - for trains towards both Leeds and Bradford. 
Platform 4 - for trains towards Bradford. 

Drivers of InterCity trains must stop with the leading power car or 
locomotive opposite these Marker Boards. 

(32) 

BETWEEN BEVERLEY AND DRIFFIELD 

Lockington and Beswick Automatic Open Level Crossings, have been converted 
to Automatic Half Barriers. 

(34) 
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SECTION D 


GENERAL INSTRUCTIONS AND NOTICES 

A thick vertical line denot e s a new or amended i tems. 

* * Items marked t hus wil l not appear in f uture issues and a no te must be 
* taken of t hem by all concerned. 

RULE BOOK (BR.87109) 

SECTION H 

Clause 3 .2.1 Delete final sentence and substitute 1

If requi red to work a D. O. train , he mus t a l so check that a 
spare ta i l lamp or hand l amp is available except where 
buil t-in r ed l ight s or r ed blinds are provided. On a freight 
t rain a brake stick must al so be availabl e. 

Clause 5.1.3 Delete and substitute : -

5.1.3 After ensuring that all is in order so f ar as he is 
concerned and that station work is complete at a platform where 
staff are not in attendance, the Guard mus t where practicable 
see t hat the signal (where provided) is cleared and then 
indicate to t he Driver that the train is ready to start. 

(12D) 

GENERAL APPENDIX (BR.29944) 


INSTRUCTIONS REGARDING THE RUNNI NG AND WORKING OF 

ENGI NEERS' SELF- PROPELLED ·ON TRACK· MACHINES 

Page 4.11 

Clause 25 - Add t o list of machines 

Permagui p High Capaci ty Trolley 

Page 4. 13 

Add new clause 3LA 

31A Permagui p High Capacity Trolley 

The machine mus t not wor k on an e l ectrified l i ne unles s an isolation 
ha s been made and a Permit to Work issued . 

If the adjacent line is under Absolute Posses s i on and is being used by 
Engi neer's train or On-track machine , the Person in Charge of the 
Possession mus t not give permission for the machine to be put on the 
line until a handsigna l man ha s been provided to stop trains on the line 
unde r Absolute Possess i on. (12D) 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

INSTRUCTIONS FOR M.G.R. TRAIN WORKING AT COLLERIES, 
POWER STATIONS AND OTHER UNLOADING TERMINALS 

SELBY MINE 

Page 24 

Add Working of trains on North Siding. 


1. Arriving Trains 

The illumination of the -Off- indicator for signal 5926 with stencil -N
will be the Driver'S authority to commence setting back into the North 
Siding and the provisions of the Rule Book Section J Clauses 3.1 and 3.2 
are modif i ed accordingly. The Driver must proceed cautiously, keeping a 
sharp lookout and be prepared to act on any handsignal from the ground. 
He must not exceed a speed of 3 m.p.h. reducing to ~ m.p.h. through the 
hopper and ensure that when bringing the train to a final stand, the 
locomotive is opposite the -Propelled trains l ocomotive stop board-. 

2 . Unloading 

Upon clearance of signal B1 and under the authority of the unloading 
signals the Driver must haul the train over the hopper for unloading at a 
speed not exceeding ~ mph and after coming to a stand upon completion of 
unloading he will be authorised to set back and he must bring the train to 
a stand on the approach side of signal 5921/unloading signal B. 

3. Departing trains 

3.1 	 The Train Preparer must advise the Signalman when the train is ready 
to depart. 

3.2 	 After the train has been signalled to the Down Main line, setting 
back into the Down Goods Loop for run-round purposes must be made in 
accordance with the procedure set out in Clause 1. 

4. Crippled Wagons 

4.1 	 The Rolling Stock Technician must operate the cripple indicator 
should a crippled wagon need to be detached from a train and the 
Train Preparer must, upon display of the -C· indicator, obtain two 
portable radio sets from the Bunker Operator for the use of himself 
and the driver, and carry out a transmission test with the Driver . 
All instructions relating to the shunting operations must then be 
transmitted by radio. 

4.2 	 All radio instructions must be acknowledged and must be preceded by 
the words -Train Preparer to Driver- and vice versa . Strict radi o 
discipline must be maintained. 

4.3 	 Should radio messages ceale to be received or acknowledged at any 
time the Driver must stop the train until communication is restored. 



SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTE:J REGION SECTI ONAL APPENDIX (NORTHERN ~EA) 
TABLE A : DETAILS OF RUNNING LINES 

Running Lines and 
Signalling avstem Location 

DONCASTER! BLACK CARR IN TO BERWICK 
i 

Page 18 

Delete Bentley Lane LC 

Permanent Speed Restrictions 

Down Up 


Rema rksM. Ch.1 m.p.h. At or Between 

157 22 
(w.e.f. 30.10.88) 

NORMANTON. ALTOFTS IN TO COLTON NORTH IN 

i I 

Page 76 

At Altofts In 


Delete from Remarks 


METHLEY IN TO WINOOD 
i 

Page 78 

At Methley In 


Delete from Remarks 


I
Page 78 (As amended)

I
Between Methley In and Whitwood 

I 
Amend 1& 

20 
0\ m.p. and 1 m.p. 

z 
AWS provided on all ~ 
passenger lines between ~ 
Castleford Gates and 
Colton North In. 

AWS not provided. 

(12D) 

http:30.10.88


SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

TABLE A DETAILS OF RUNNING LINES 

Permanent S~eed Restrictions 
Running Lines and 
Si~nal l ing System Location M. 

Down Up 
Ch. I molt.h. At or Bet ween Remarks 

ALDWARKE NORTH IN (MID) TO GASCOIGNE WOOD 

Between Moorthorpe In and Pontefract Baghill 

i i 

Page 85 

At Dearne In 

Amend Dearne In 168 53 
(See page 87) 

Page 85 (as amended) 
I 

Del ete I I 

Add 

Page 87 

Add 
- I 
MANVERS COLLIERY BRANCH 

I 

I 
I 
I 

OIT 

I 

I 

1 

Dearne In 
(see page 85 ) 

End of Branch 
(j 

o 73 

o 13 

f. 

30 

30 
40 

15 

15 I To Manvers Col liery Branch 

9m. 

8m . 

1Schs. 

6Schs. 

and 

and 

7m . 

7m . 

SOchs. 

SOchs. 

15 I MAXIMUM PERMISS IBLE SPEED 

o 
- r.i 

:z: 
rt.I 
I 
.c
o-

AWS no t provided. 

Line control led by 
Sheffield 
(S) Signal Box. 

(12D) 



SECTION D - GENERAL INSTRUCTIONS AND NC' )PES - continued 

EAS1ERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

TABLE A : DETAILS OF RUNNI NG LINES 

Permanent Soeed Restrictions 
Running Lines and Down Up
Si2nallin2 SYstem Locati on M. Ch. m. o.h. At or Between Remarks 

HULL TO SEAMER WEST 

Page 105 I 
Amend l ocation Lockington LC (ARB-X) 

I 
Amend l ocation Beswick LC (ARB-X) 

I
Amend l ocation Kilnwi ck LC (ARB-X) 

I
Amend l ocation Wa t t on LC (ARB-X) z 

(12D) 

. 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

TABLE D - SINGLE LINES - DELIVERY AND RECEIPT OF 
TOKEN OR STAFF BY PERSONS OTHER THAN SIGNALMEN 

Section of Line Token or Staff Station 
Person author ised to receive 
or deliver Token or Staff 

Pase 145 Addl-

Manvers Colliery
Branch 

Tinsley Train Crew Supervisor. 

(12D) 
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J-/l.II.P 
SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

SUNDAY 6 NOVEMBER - PECKFIELD 

The route from Up Line Ground Position Light signal P14 to the Limit Of 
Shunt on Micklefield Up Line Platform will be disconnected and the Limit of 
Shunt Board removed. 

(36) 

SUNDAY 6 NOVEMBER - BETWEEN TODMORDEN AND HEBDEN BRIDGE 

The Up Goods Loop at Eastwood will be removed together with the associated 3 
aspect colour light signal PN 308. 

The position 1 junction indicator and the position light signal will be 
taken away from PN 306 signal. 

(36) 

TUESDAY 8 NOVEMBER - YORK STATION (STAGE 4) 

The Up and Down Main Through lines together with the scissors connection to 
Platform 9 will be taken out of use pending removal. 

The following associated ~ignals will be abolished:

3-Aspect No. 104 
" No. 107 

Ground Position Light No. 120 
" 
" 
" 

" 
" 
" 

" 
" 
" 

No. 
No. 
No. 

121 
122 
123 

4-Aspect No. 125 

Ground Position Light No. 127 
" " " No. 128 
" " " No. 129 

4-Aspect No. 165 
(36) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT 

BENTLEY LANE LEVEL CROSSING 

The Level Crossing has been r educed to a public f ootpath crossing only. 

Sta f f have been withdrawn from t he crossing and vehicular crossing equipment 
has been removed. 

(35) 

YORK HOLGATE 


Up Holgate Loop Ground Position Light signal No . 48 has been repositioned 250 

yard s South of Holgate Bridge and has been fixed a t Red. 


A t emporary Buffer Stop has been provided immediately beyond this signal. 


The remainder of the Up Holgate Loop has been t aken out of use pending 

r emoval. 


3-aspect signal No.30 and Ground Position Light signal No.46 have been 

abolished. 


(35) 

YORK STATION NORTH END (STAGE 2) 


Signal l ing to and from Platforms 9B and 13 has been reinstated in connection 

with the provision of new Down and Up Main lines between York station North 

end and Clifton. 


The former Clifton Bank Loop (temporary Up Ma i n) has been taken out of use. 


Reference should be made to the diagrams (Stage 2) included in this notice. 


Signalling Al t erations 


The following signals have been abol i shed : 

4-aspect signal No. 132 

3-aspect signal No. 164 

Ground Position Light signals 169, 171 and 187 


The following signals have been fixed a t Red : 

4-aspect signal 165 
Ground Position Light signals 127 , 128 and 129 

3-aspect signal No. 194 has been repositioned on the new Up Main line, 35 
yards further north and will now applies to Plat f orm 8 only. The associated 
Theatre Type Route Indicator has been abol i shed. 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

YORK STATION NORTH END {STAGE 2} - continued 

The rear aspect of the Theatre Type Route Indicator on Up Main 4-aspect 
signal Y221 has been abolished. 

A new 3-aspect signal No. 200 has been provided on the Down Main at 0 miles 
46 chains and applies to SJl signal with associated Position Light Routes to 
Loco, Up Goods Limit of Shunt and Clifton Sidings. 

A new Ground Position Light Signal No. 183 has been provided on the Down 
Main at 0 miles 42 chains applying to Platforms 8, 9 and 13. 

(34) 

YORK STATION {STAGE 3}-r 

Signalling to and from the North end of York station to platforms 14, 15 and 
16 has been disconnected. 

Reference should be made to the diagrams (Stage 3) included in this notice. 

The Middle Siding between platforms 14 and 15 and the Engine Line adjacent 
to platform 16 has been abolished. 

Temporary slues have been provided at the North end permitting access 
between platform 16 and the Up/Down Clifton Loop. 

Buffer Stops, together with Notice Boards worded -Drivers Stop Here- have 
been provided at the North end of platforms 14 and 15. The Buffer Stops on 
platform 14 have been fitted with a Red light. 

The following signals have been abolished :

Engine Line Ground Position Light Nos. 89 and 145. 
Middle Siding Ground Position Light Nos. 94 and 149. 
Platform 14 3-aspect No. 152. 

Ground Position Light No. 175. 
Platform 15 - - - No. 150. 
Platform 16 - - - No. 147. 

Platform 15 signal No. 148 (at the new Buffer Stops) has been fixed at Red. 

Platform 16, 3-aspect signal No. 146 has been repositioned 135 yards further 
South. 

The A.C.E. Sidings have been provided with new Trap Points and new Ground 
Position Light signals Nos. 145 and 147. 

The Theatre Type Route Indicator on Up/Down Clifton Loop 3-aspect signal No. 
177 has been altered to display only one route indication (towards platform 
16) . (34) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

LEEDS STATION 

The Platform Siding adjacent to Platform 4 has been temporaily shortened by 
approximately 30 yards whilst engineering work is carried out. 


(UFN) 


LEEDS WEST JUNCTION 

The former Up Viaduct line has been reinstated as a Siding 433 yards long. 

Trap points have been provided at the exit from the siding. 


MDM line signal No. LI02 has been provided with a new Subsidiary signal 
appl y.!.ug .!.lH.u t.ne siding. 

A Ground Position Light signal L114 has been provided at the exit from the 
siding and applies towards -D- line. 

(35) 

LEEDS (STOURTON) FREIGHTLINER TERMINAL 

The sidings in the Crane area have been extended by 196 feet and all three 
sidings can accommodate 25 Freightliner wagons. 

(36) 

KNOTTINGLEY 

The trailing connection from the Down Goole line to the Down Sidings at 
Knottingley L.C. has been removed. 

The following Ground Position Light Signals have been abolished : 

Down Good K427 

Down Siding exit signal No.K426 


(34) 

BETWEEN BEVERLEY AND DRIFFIELD 

Lockington and Beswick Automatic Open Level Crossings, have been converted 
to Automatic Half Barriers. (34) 

BETWEEN BEVERLEY AND DRIFFIELD 

Kilnwick LC at 14m. 01ch. 
Watton LC at 14m. 44chs. 

The above AOCR level crossings have been converted to Automatic Half-Barrier 
operation. (35) 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

NS 3Lt/f3 
i1....-,Stf.?Y 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

SUNDAY 13 NOVEMBER - YORK STATION NORTH TO SKELTON JUNCTION - STAGE 5 

Reference should be made to the diagrams (Stage 5) included in this notice. 

The Northern exit from platform 16 will be realigned along the Northern face 
of the platform. The temporary Buffer Stops at the Northern end of platforms 

, ~and 15 will be removed, and these platforms will be connected into a 
revised layout giving access to the Down Main line and a new Down Clifton Loop , 

The former Down Clifton Loop will be taken out of use, a temporary Buffer StQP 
will be provided between the A.C.E. Siding and the former Down Clifton Loop. 

All points at Cl if ton will be secured out of use for through running along the 
Up Main and the Down Main, and from the Down Clifton Loop to the Loco line. 
The only remaining worked points being those shown on the diagrams. 

Clifton Carriage Sidings will become wholly A.C.E. Sidings. A ·Stop and Await 
Instructions· Notice Board will be provided in the A.C.E. Siding to protect 
Clifton Sidings. 

The former Up Clifton Goods from Skelton Junction will become an A.C.E.'s 
Siding. Up Main signal SJ2 will only show a subsidiary aspect with Position 1 
Junction Indicator when applicable to this siding. 

Drivers should particularly note the position of Y.191 signal. 
• (37) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

KEY TO SYMBOLS 

COLOURLlGHT SIGNALS. 

4 ASPECT 3 ASP(CT 3 A~PE.CT 
5 EARCH Lt G HT 

wm; THE.ATR£ 
INDICATOR 

WITH POSITION LIGHT 
ROUTE. INDICATOR AND 
STENCil INDICATOR 

PO!»ITION LIGHT 
l:J S HUNTING SIGNAL 

J;. CONTROLLED SIGNAL 
~ WITH TE-lE.PHONE 

~ OTHER TELEPHONES 

Q ILLUMINATED NOTICE 

BOARD 

AA.W.S. 

~ 
WORK(l) POINTS 

~ 
TRAP POINTS 

~ .. 

*' 
.. 2 

.. ~ 

CS 

.4-

CD GREEN 

0 YELLOW 

8 REO 

• ASPEC1 NOi IN USE 

e DOUBLE LINE 
DENOTES ASPEC1 
NORMALLY 
DISPLA'tED 

STOP. PROCEED IF" 
LINE ClE.AR 

STOP. TELEPHONE. 

POINTS F"i'lCED AS 
SHOWN. 

ClIrTON CARR\AGE SIDING!» 

STOP. AWAIT 

INSTRucnONS . 

.-

• 
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SJCtIOJI C - SIUtJ·1,IIG 6HP PIRIWfIHT WAY ALtERATIONS - continued 

QlTAILS or 1011 IIlIIRIP TO 11 SICTIQ1 B - continued 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

SUNDAY 13 NOVEMBER - THORNE JUNCTION 

A new Private Siding for Boothferry Borough Council will be brought into use 
at Thorne Junction. The dead-ended single siding will be located on the Up 
Side towards Stainforth at approximately 250 yds. from Thorne Junction. and 
is connected into the Up Scunthorpe Slow line via trailing and associated 
trap points. 

A new Up Siding exit Ground Position Light Signal. plated 1109. will be 
provided with one route only reading towards Down Hull Signal D635. An 
adjacent telephone will be provided communicating with Doncaster signal box. 

~ new elevated Position Light Signal. plated 1108. equipped with a 3-way 
. "'tencil Indicator will be provided positioned on the Up Scunthorpe Slow 

between the existing Up Scunthorpe Fast to Up Scunthorpe Slow connection and 
the Up Scunthorpe Slow to Down Hull connection. This signal will apply in 
the Down (backing) direction from the Up Scunthorpe Slow/Down Hull lines and 
will be routed as follows:-

Route To Indication 

Down Scunthorpe Slow (Signal D637) G 

Down Scunthorpe Fast (Signal D639) D 

Up Private Siding S 

The new elevated Position Light Signal 1108 will also show a proceed aspect 
and appropriate indication when Up Hull Signal D634 is routed across Thorne 
Junction towards the Down Scunthorpe Fast or Down Scunthorpe Slow. 

The existing Ground Position Light Signal. plated 1108. and associated 3-way 
Stencil Indicator. presently located on the Down Hull line at clearance to 
the Up/Down Hull Single line junction connection. will be abolished. 

(37) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT 

BENTLEY LANE LEVEL CROSSING 

The Level Crossing has been reduced to a public footpath crossing only. 

Staff have been withdrawn from the crossing and vehicular crossing equipment 
has been removed. 

(35) 

YORK HOLGATE 

Up Holgate Loop Ground Position Light signal No.48 has been repositioned 25~ . 
yards South of Holgate Bridge and has been fixed at Red. .., 

A temporary Buffer Stop has been provided immediately beyond this signal. 

The remainder of the Up Holgate Loop has been taken out of use pending removal. 

3-aspect signal No.30 and Ground Position Light signal No.46 have been 
abolished. 

(35) 

* * YORK STATION NORTH END (STAGE 2) 

* 
Signalling to and from Platforms 9B and 13 has been reinstated in connection 
with the provision of new Down and Up Main lines between York station North 
end and Clifton. 

The former Clifton Bank Loop (temporary Up Main) has been taken out of use. 

Reference should be made to the diagrams (Stage 2) included in this notice. 

Signalling Alterations 

The following signals have been abolished :-

4-aspect signal No. 132 
3-aspect signal No. 164 
Ground Position Light signals 169, 171 and 187 

• 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

* * YORK STATION NORTH END (STAGE 2) - continued 

* 
The following signals have been fixed at Red :-

4-aspect signal 165 
Ground Position Light signals 127, 128 and 129 

3-aspect signal No. 194 has been repositioned on the new Up Main line, 35 
yards further north and will now applies to Platform 8 only. The associated 
Theatre Type Route Indicator has been abolished. 

~ The rear aspect of the Theatre Type Route Indicator on Up Main 4-aspect 
signal Y221 has been abolished. 

' ~new 3-aspect signal No. 200 has been provided on the Down Main at 0 miles 
46 chains and applies to SJ1 signal with associated Position Light Routes to 
Loco, Up Goods Limit of Shunt and Cl if ton Sidings. 

A new Ground Position Light Signal No. 183 has been provided on the Down 
Main at 0 miles 42 chains applying to Platforms 8, 9 and 13. 

* * YORK STATION (STAGE 3) 

* 

(34) 

Signalling to and from the North end of York station to platforms 14, 15 and 
16 has been disconnected. 

Reference should be made to the diagrams (Stage 3) included in this notice. 

The Middle Siding between platforms 14 and 15 and the Engine Line adjacent 
to platform 16 has been abolished. 

~emporary slues have been provided at the North end permitting access 
between platform 16 and the Up/Down Clifton Loop. 

Buffer Stops, together with Notice Boards worded ·Drivers Stop Here· have 
been provided at the North end of platforms 14 and 15. The Buffer Stops on 
platform 14 have been fitted with a Red light. 

The following signals have been abolished :-

Engine Line Ground Position Light Nos. 89 and 145. 
Middle Siding Ground Position Light Nos. 94 and 149. 
Platform 14 3-aspect No. 152. 

Ground Position Light No. 175. 
Platform 15· • • No. 150. 
Platform 16· • • No. 147. 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

* * YORK STATION (STAG.E 3) - continued 

* 
Platform 15 signal No. 148 (at the new Buffer Stops) has been fixed at Red. 

Platform 16, 3-aspect signal No. 146 has been repositioned 135 yards further 
South. 

The A.C.E. Sidings have been provided with new Trap Points and new Ground 
Position Light signals Nos. 145 and 147. 

The Theatre Type Route Indicator on Up/Down Clifton Loop 3-aspect signal No. 
177 has been altered to display only one route indication (towards platform 
16). (34) 

YORK STATION (STAGE 4) 

The Up and Down Main Through lines together with the scissors connection to 
Platform 9 have been taken out of use pending removal. 

The following associated signals have been abolished:-

3-Aspect No. 104 
• No. 107 

Ground Position Light No . 120 

4-Aspect No. 125 

No. 121 
No . 122 
No . 123 

Ground Position Light No . 127 
• • • No . 128 

No . 129 

4-Aspect No. 165 

BETWEEN TODMORDEN AND HEBDEN BRIDGE 

(36) 

The Up Goods Loop at Eastwood has been removed together with the associated 
3 aspect colour light signal PN 308. 

The position 1 junction indicator and the position light signal has been 
taken away from PN 306 signal. 

(36) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

* * KNOTTINGLEY 
* 

The trailing connection from the Down Goole line to the Down Sidings at 
Knottingley L.C. has been removed. 

The following Ground Position Light Signals have been abolished :-

Down Goods K427 
Down Siding exit signal No. K426 

LEEDS STATION 

. ~he Platform Siding adjacent to Platform 4 has 
approximately 30 yards whilst engineering work 

LEEDS WEST JUNCTION 

(34) 

been temporarily shortened by 
is carried out. 

(UFN) 

The former Up Viaduct line has been reinstated at a Siding 433 yards long. 
Trap points have been provided at the exit from the siding. 

-D* line signal No. L102 has been provided with a new Subsidiary signal 
applying into the siding. 

A Ground Position Light signal L114 has been provided at the exit from the 
siding and applies towards -D- line. 

(35) 

tir.EEDS (STOURTON) FREIGHTLINER TERMINAL 

The sidings in the Crane area have been extended by 196 feet and all three 
sidings can accommodate 25 Freightliner wagons. 

(36) 

PECKFIELD 

The route from Up Line Ground Position Light signal P14 to the Limit of 
Shunt on Micklefield Up Line Platform has been disconnected and the Limit of 
Shunt Board removed. 

* * BETWEEN BEVERLEY AND DRIFFIELD 

* 

(36) 

v 

Lockington and Beswick Automatic Open Level Crossings, have been converted 
to Automatic Half Barriers. (34) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF 'WORK ALREADY CARRIED OUT - continued 

BETWEEN BEVERLEY AND DRIFFIELD 

Kilnwick LC at 14m. 01ch. 
Watton LC at 14m. 44chs. 

The above AOCR level crossings have been converted to Automatic Half-Barrier 
operation. (35) 

e · 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

l(E'f TO S'ttI1BOLS 

':OLOURLlGHT SIGNALS. 

; CD GREEN 

~ c:y YE.LLOW 

~ '8 R~D 

4 ASPECT 3 ASPECT 3 A5P(CT 
'- A~PEC1 NOi IN USE. 

5 EARC~ II G HT • 
·e 

~ . i 8 DOUBLE l ll-.t:: 
DENOTE.S. ASPEC.1' 
NORMALLY 

, DISPLA'fED 
." 

WITH iHE.AiR£ WITH POSITION LIGHT 

INDICATOR ROUTE. INDICATOR AND 

STENCIL INDICATOR 

P 051TI ON L\GH1 *1 a S HUNTING SIGNAL STOP, PROCEED IF' 

LINE CLEAR $ CONTROLLED SIGNAL 
WITH lE.LEPHONE. 

~2 STOP. TELEPHONE 

T OTHER T~LEPHONE5 .. 3 P OlN1S F"J';(ED AS 
SHOWN .• 

9 ILLUMINATED NOTICE. cs CLlnON CARRIAGE SIDINGS 
, SOARD 

6 A.W.S. 

~ ~ 
WoRKEO POINTS TRAP POIN1S 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS _ continued 

DETAILS OF WORK ALREADY CARRIED OUT _ continued 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED ' OUT - continued 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

KEY TO SYM80LS 

COLOURLlGHT SIGNALS. 

~ ~ 
CD GREEN 

6) YELLOW 

~ 9 RED 
4 ASPECT 3 ASPE.CT 3 ASPECT .. --.... 

SEARCH Lt G HT • A~PECT NOT IN USE 

i , 9 DOUBLE LINE e r 
DENOTES. ASPECT 
NORMALLY 

. DISPLA'fED 
.' 

'NIIH THEATRE. WIiH POSITION LIGHT 

INDICATOR ROUTE INOICATOR AND 

STENCIL INDICATOR 

P051110N LIGHT a SHUNTING SIGNAL *1 STOP. PROCEED Ir 

LINE. CLEAR. $ CON1ROLLED SIGNAL 
WITH TE.L£PHONE 

1f2 STOP. TELEPHONE 

T OTHER TELEPHONES .. 3 POINTS rt'XED AS 
SHOWN .• 

~ ILLUMINATED NOTICE. cs ClInON CARRIAGE SIOIKG5 

BOARD 

~A.W.S. 

~ --4... 
WoRKED POINTS TRAP POINTS 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

:r 
LJ 
=0 
0 
er 
0 
CD 
er: 
« 
w 

'" 
:E 
0 

I ~ I C'-J 

t-
u..! 
uJ 
:I z; if) ;;: 

;;; 

a. 
Z (Y") =0 

I 
N <t 0 <t .. LJ.J N N 

~ ti w « 
'" l- t--=0 

If) Ul ... 
0 

~ ::::c =0 
0 a:: 

0 
>-

z 
0 ..... 

d t 
0 zn 
" 

.,. 
~o N N 

0 0 
Cl -' 

.~ I 



NS-49 

SECTION D 

GENERAL INSTRUCTIONS AND NOTICES 

A thick vertical line denotes a new or amended items. 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

RULE BOOK (BR.87109) 

SECTION H ' 

Clause 3.2.1 Delete final sentence and substitute :-

'. 
If required to work a D.O. train. he must also check that a 
spare tail lamp or hand lamp is available except where 
built-in red lights or red blinds are provided. On a freight 
train a brake stick must also be available. 

Clause 5.1.3 Delete and substitute:-

5.1.3 After ensuring that all is in order so far as he is 
concerned and that station work is complete at a platform where 
staff are not in attendance. the Guard must where practicable 
see that the signal (where provided) is cleared and then 
indicate to the Driver that the train is ready to start. 

GENERAL APPENDIX (BR.29944) 

INSTRUCTIONS REGARDING THE RUNNING AND WORKING OF 
ENGINEERS' SELF-PROPELLED -ON-TRACK- MACHINES 

(12D) 

Page 4.11 

• Clause 25 - Add to list of machines 

Permaguip High Capacity Trolley 

Page 4.13 

Add new clause 31A 

31A Permaguip High Capacity Trolley 

The machine must not work on an electrified line unless an isolation 
has been made and a Permit to Work issued. 

If the adjacent line is under Absolute Possession and is being used by 
Engineer's train or On-track machine. the Person in Charge of the 
Possession must not give permission for the machine to be put on the 
line until a handsignalman has been provided to stop trains on the line 
under Absolute Possession. (12D) 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

WORKING MANUAL FOR RAIL STAFF (BR.30054) 
PART 3 : PINK PAGES 

Section F : Clause F3/16 

Amend the entry for Leeds to read as follows :-

LEEDS 0532-442608* t033-2763 

Page 24 

INSTRUCTIONS FOR M.G.R. TRAIN WORKING AT COLLERIES, 
POWER STATIONS AND OTHER UNLOADING TERMINALS 

SELBY MINE 

Add Working of trains on North Siding. 

1. Arriving Trains 

(12D) 

The illumination of the -Off- indicator for signal 5926 with stencil -N
will be the Driver's authority to commence setting back into the North 
Siding and the provisions of the Rule Book Section J Clauses 3.1 and 3.2 
are modified accordingly. The Driver must proceed cautiously. keeping a 
sharp lookout and be prepared to act on any handsignal from the ground. 
He must not exceed a speed of 3 m.p.h. reducing to % m:p.h. through the 
hopper and ensure that when bringing the train to a final stand. the 
locomotive is opposite the -Propelled trains locomotive stop board-. 

2 . Unloading 

.' 

Upon clearance of signal B1 and under the authority of the unloading 
signals the Driver must haul .the train over the hopper for unloading ~t a 
speed not exceeding % mph and after coming to a stand upon completion of 
unloading he will be authorised to set back and he must bring the train to 
a stand on the approach side of signal 5921/unloading signal B. • 3. Departing trains 

3.1 The Train Preparer must advise the Signalman when the train is ready 
to depart. 

3.2 After the train has been signalled to the Down Main line. setting 
back into the Down Goods Loop for run-round purposes must be made in 
accordance with the procedure set out in Clause 1. 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

INSTRUCTIONS FOR M.G.R. TRAIN WORKING AT COLLERIES, 
POWER STATIONS AND OTHER UNLOADING TERMINALS - SELBY MINE - continued 

4. Crippled Wagons 

4.1 The Rolling Stock Technician must operate the cripple indicator 
should a crippled wagon need to be detached from a train and the 
Train Preparer must, upon display of the *C* indicator, obtain two 
portable radio sets from the Bunker Operator for the use of himself 
and the driver, and carry out a transmission test with the Driver. 
All instructions relating to the shunting operations must then be 
transmitted by radio. 

4.2 

4.3 

All radio instructions must be acknowledged and must be preceded by 
the words *Train Preparer to Driver* and vice versa. Strict radio 
discipline must be maintained. 

Should radio messages cea se t o be received or acknowledged at any 
time the Driver must stop the train until communication is restored. 

4.4 The Train Preparer must obtain the key for the padlock securing the 
clip on the 'cripple siding points, from the control room and operate 
the points as required. He must ensure that all lineside equipment 
has been cleared from the line by the Hopper Operator, and remains 
so until shunting has been completed and the train has been drawn 
forward to the outlet signal. 

4.5 The Train Preparer must inform the Bunker Operator when shunting has 
been completed and the train is ready to depart, collect the 
portable radio set from the Driver and return both sets to the 
Bunker Operator. 

(l2D) 



SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) 

TABLE A : DETAILS OF RUNNING LINES 

Running Lines and 
Signallin~stem Location 

DONCASTER. BLACK CARR .IN TO BERWICK 
i 

Page 18 

Delete Bentley Lane LC 

Permanent Speed Restrictions 
Down Up 

M. Ch. I m,Jt.h. At or Between 

157 22 

NORHANTON. ALTOFTS .IN TO COLTON NORTH .IN 
i i 

Page 76 

At Altofts In 

Delete from Remarks 

METHLEY IN TO WHITWOOD 
i 

Page 78 

At Methley In 

Delete from Remarks 

I 
Page 78 (As amended) 

I 
Between Methley In and Whitwood . 

I 
Amend 

e 
--- --

10 
20 

0; m.p. and 1 m.p. 

e 

Remarks 

:z: 
fIl 
"I 
VI 
N AWS provided on all 

passenger lines between 
Castleford Gates and 
Colton North In. 

AWS not provided. 

(12D) 



e 
TABLE A DETAILS OF RUNNING LINES 

Page 85 

At 

Amend 

Dearne In 

Dearne In 
(See page 87) 

Page 85 (as amended) 
I 

168 53 

Between Moorthorpe In and ... v .... c ..... "' ..... .,"',5.1 .......... 
i 

Delete 

Add 

Page 87 

Add 

T 
1 
1 

OIT 
1 
1 
1. 

Dearne In 
(see page 85) 

End of Branch 

o 73 

o 13 

15 I To Manvers Colliery Branch 

30 9m. 15chs. and 7m. 50chs. 

30 8m. 65chs. and 7m. 50chs. 
40 

15 15 I MAXIMUM PERMISSIBLE SPEED AWS not provided. 

Line controlled by 
Sheffield 
(S) Signal Box. 

(12D) 

z 
~ 
I 
~ 
w 



SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

TABLE A DETAILS OF RUNNING LINES 

Permanent Speed Restrictions 
Running Lines and Down Up 
Si2nallin2 SYstem Location M. Ch. m.p.h. At or / Between 

HULL TO SEAMER WEST 

Page 105 I 
Amend location Lockington LC (AHB-X) 

I 
Amend location Beswick LC (AHB-X) 

I 
Amend location Kilnwick LC (AHB-X) 

I 
Amend location Watton LC (AHB-X) , 

e e 
, 

Remarks 

(12D) 2! 
en 
I 

\JI 
l>-
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTH AREA) - continued 

TABLE D - SINGLE LINES - DELIVERY AND RECEIPT OF 
TOKEN OR STAFF BY PERSONS OTHER THAN 'SIGNALMEN 

Section of Line 
Person authorised to receive 

Token or Staff Station or deliver Token or Staff 

Page 145 Add:

Manvers Colliery 
Branch 

Page 174 

Tinsley 

LOCAL INSTRUCTIONS 

YORK 

Train Crew Supervisor. 

(12D) 

Train arrivals Platform 9 Drivers of South bound HST and locomotive hauled 
trains must stop these trains at the temporary stop board lettered ·S·. 

(12D) 



SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

SUNDAY 20 NOVEMBER - BETWEEN HENSALL AND GOOLE POTTERS GRANGE JUNCTION 

Snaith Station Level Crossing at 68m. 13chs. 

Down Direction 

r~crOssing speed will be reduced to 20 mph for all trains. The existing 
St. Andrews ,Cross speed indication board, situated 300 yards before reaching 
the crossing, will be abolished and a new board provided, 260 yards before 
reaching the crossing, with St. Andrews Cross and -20- indication. 

Up Direction 

All trains will be required to stop before passing over the crossing. The 
existing St. Andrews Cross speed indication board, situated 235 yards before 
reaching the crossing, will be abolished. 2-aspect signal G54, situated 28 
yards before reaching the crossing will be abolished and replaced by a Stop 
Board with instructions -Wait for White Light and Whistle Before Proceeding-. 
The Stop Board and Drivers White Light will be positioned on the left hand 
side of the line, 28 yards before reaching the crossing. An emergency plunger 
will be provided on the same post. in a locked cabinet. unlocked by the 
drivers key. 

Rawcliffe Level Crossing at 70m. 75chs. 

Da Direction 

All trains will be required to stop before passing over the crossing. The 
existing St. Andrews Cross Speed Indication Board situated 395 yards before 
reaching the crossing. will be abolished. 2-aspect signal G59, situated 27 
yards before reaching the crossing, will be abolished and replaced by a Stop 
Board with instructions -Wait for White Light and Whistle Before Proceeding-. 
The Stop Board and Drivers White Light will be positioned on the left hand 
side of the line, 27 yards before reaching the crossing. An emergency plunger 
will be provided on the same post, in a locked cabinet, unlocked by the 
drivers key. 

Up Direction 

The crossing speed will be reduced to 20 mph for all trains. The existing St. 
Andrews Cross Speed Indication Board, situated 360 yards before reaching the 
crossing, will be abolished and a new board provided 240 yards before reaching 
the crossing. with St. Andrews Cross and -20- indication. 

(38) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

MONDAY 21 NOVEMBER - BETWEEN HEBDEN BRIDGE AND MILNER ROYD IN. 

A reflectorised Speed Restriction Warning Indicator will be provided between 
Hebden Bridge and Milner Royd In. on the Down line at 28m. 43chs. giving 
warning of the permanent speed restriction of 40m.p.h. at 29~.p. 

The distance between the Warning Indicator and the commencement of the 
40m.p.h. speed restriction will be 1254yds. 

An A.W.S. permanent magnet will be provided 200yds. before reaching the 
indicator. 

(38) 

MONDAY 21 NOVEMBER - BETWEEN MILNER ROYD IN. AND HALIFAX 

A reflectorised Speed Restriction Warning Indicator will be provided between 
Milner Royd In. and Halifax on the Down line at 31m. 32chs. giving warning 
of the permanent speed restriction of 30m.p.h. at 31m. 67chs. 

The distance between the Warning Indicator and the commencement of the 
30m.p.h. speed restriction will be 770yds. 

An A.W.S. permanent magnet will be provided 200yds. before reaching the 
indicator. (38) 

MONDAY 21 NOVEMBER - BETWEEN METHLEY IN. AND NORMANTON 

A reflectorised Speed Restriction Warning Indicator will be provided between 
~ethley In. and Normanton on the Up line at 186m. 27chs. giving warning of 
~he permanent speed restriction of 30m.p.h. at 185m. 30chs. 

The distance between the Warning Indicator and the commencement of the 
30m.p.h. speed restriction will be 1694yds. 

An A.W. S. permanent magnet will be provided 200yds. before reaching the 
i ndicator. (38) 

MONDAY 21 NOVEMBER - BETWEEN WHITWOOD AND NORMANTON 

A reflectorised Speed Restriction Warning Indicator will be provided between 
Whitwood and Normanton on the Up line at 23m. 25chs. giving warning of the 
permanent speed restriction of 30m.p.h. at 185m. 30chs. (mileage change). 

The distance between the Warning Indicator and the commencement of the 
30m.p.h. speed restriction will be 1650yds. 

An A.W.S. permanent magnet will be provided 200yds. before reaching the 
indicator. (38) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

MONDAY 21 NOVEMBER - BETWEEN APPERLEY IN. AND SHIPLEY 

A reflectorised Speed Restriction Warning Indicator will be provided between 
Apperley In. and Shipley on the Down line at 205m. 7chs. g~v~ng warning of 
the permanent speed restriction of 20m.p.h. at 205m. 61chs. 

The distance between the Warning Indicator and the commencement of the 
20m.p.h. speed restriction will be 1188yds. 

An A.W.S. permanent magnet will be provided 200yds. before reaching the 
indicator. (38) 

MONDAY 21 NOVEMBER - BETWEEN BINGLEY AND SHIPLEY 

A reflectorised Speed Restriction Warning Indicator will be provided between 
Bingley and Shipley on the Up line at 206m. 57chs. giving warning of the 
permanent speed restriction of 20m.p.h. at 206m. 1ch. 

The distance between the Warning Indicator and the commencement of the 
20m.p.h. speed restriction will be 1232yds. 

An A.W.S. permanent magnet will be provided 200yds. before reaching the 
indicator. (38) 

MONDAY 21 NOVEMBER - BETWEEN STEETON AND KEIGHLEY 

A reflectorised Speed Restriction Warning Indicator will be provided between 
Steeton and Keighley on the Up line at 213m. 8chs. giving warning of the 
permanent speed restriction of 50m.p.h. at 212m. 46chs. 

The distance between the Warning Indicator and the commencement of the 
50m.p.h. speed restriction will be 924yds. 

An A.W.S. permanent magnet will be provided 200yds. before reaching the 
indicator. (38) 

MONDAY 21 NOVEMBER - BETWEEN THORNE NORTH AND THORNE JUNCTION 

A reflectorised speed restriction Warning Indicator will be provided between 
Thorne North and Thorne Junction on the Up line at 8m. 60chs. giving warning 
of the permanent speed restriction of 35m.p.h. at 8m.p. 

The distance between the warning indicator and the commencement of the 
35m.p.h. 
speed restriction will be 1320 yards. 

An A.W.S. permanent magnet will be provided 200 yards before reaching the 
indicator. (38) 

e · 



NS-29 

SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

SATURDAY 26 AND SUNDAY 27 NOVEMBER - YORK (STAGE 6) 

The Loco Inlet & Outlet will be taken out of use in connection with the 
recovery of Clifton Diamonds. The connection into the A.C.E's Siding (to 
York Yard South) will also be severed~ 

The Position Light associated with 3-aspect No.200 signal, together with the 
4liollOWing Ground Position Light signals will be abolished :-

197, 201, 207 and 216. 
(39) 

SUNDAY 27 NOVEMBER - BETWEEN HENSALL AND GOOLE POTTERS GRANGE JUNCTION 

Snaith Road Level Crossing at 70m. 17chs. 

The above A.O.C.L. level crossing will be converted to Automatic Half 
Barrier operation. 

The Advance Warning Boards and Crossing Speed Restriction Boards on the 
approaches to the level crossing will be removed. The Drivers White Lights 
situated at the crossing will be abolished. 

The crossing will be monitored by Goole signal box, and telephones to Goole 
signal box will be provided. 

• (39) 

DETAILS OF WORK ALREADY CARRIED OUT 

YORK STATION NORTH TO SKELTON JUNCTION - STAGE 5 

Reference should be made to the diagrams (Stage 5) included in this notice. 

The Northern exit from platform 16 has been realigned along the Northern 
face of the platform. The temporary Buffer Stops at the Northern end of 
platforms 14 and 15 have been removed, and these platforms have been 
connected into a revised layout giving access to the Down Main line and a 
new Down Cl if ton Loop. 

The former Down Clifton Loop has been taken out of use, a temporary Buffer 
Stop has been provided between the A.C.E. Siding and the former Down Clifton 
Loop . 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

YORK STATION NORTH TO SKELTON JUNCTION - STAGE 5 - continued 

All points at Cl if ton have been secured out of use for through running along 
the Up Main and the Down Main, and from the Down Clifton Loop to the Loco 
line. The only remaining worked points being those shown on the diagrams. 

Clifton Carriage Sidings have become wholly A.C.E. Sidings. A *Stop and 
Await Instructions* Notice Board has been provided in the A.C.E. Siding to 
protect Cl if ton Sidings. 

The former Up Cl if ton Goods from Skelton Junction has become an A.C.E./s 
Siding. Up Main signal SJ2 only shows a subsidiary aspect with Position 1 
Junction Indicator when applicable to this siding. 

Drivers should particularly note the position of Y.191 signal. 

* * YORK STATION (STAGE 4) 

* 

(37) 

The Up and Down Main Through lines together with the scissors connection to 
Platform 9 have been taken out of use pending removal. 

The following associated signals have been abolished:-

3-Aspect No. 104 
* No. 107 

Ground Position Light No. 120 
• • 
• • 
• • 

• 
• 
• 

No. 121 
No. 122 
No. 123 

• 

4-Aspect No. 125 • 
Ground Position Light No. 127 

• • 
• • 

4-Aspect No. 165 

* 
• 

No. 128 
No. 129 

* * BETWEEN TODMORDEN AND HEBDEN BRIDGE 

* 

(36) 

The Up Goods Loop at Eastwood has been removed together with the associated 
3 aspect colour light signal PN 308 . 

The position 1 junction indicator and the position light signal have been 
taken away from PN 306 signal. (36) 

, 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN HEBDEN BRIDGE AND MILNER ROYD IN. 

A reflectorised Speed Restriction Warning Indicator has been provided 
between Hebden Bridge and Milner Royd In .. on the Down line at 28m. 43chs. 
giving warning of the permanent speed restriction of 40m.p.h. at 29~.p. 

The distance between the Warning Indicator and the commencement of the 
40m.p.h. speed restriction is 1254yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. 

(38) 

4ItETWEEN MILNER ROYD IN. AND HALIFAX 

A reflectorised Speed Restriction Warning Indicator has been provided 
between Milner Royd In. and Halifax on the Down line at 31m. 32chs. giving 
warning of the permanent speed restriction of 30m.p.h. at 31m. 67chs. 

The distance between the Warning Indicator and the commencement of the 
30m.p.h. speed restriction is 770yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. (38) 

BETWEEN METHLEY IN. AND NORMAN TON 

A reflectorised Speed Restriction Warning Indicator has been provided 
between Methley In. and Normanton on the Up line at 186m. 27chs. giving 
warning of the permanent speed restriction of 30m.p.h. at 185m. 30chs. 

4Ibe distance between the Warning Indicator and the commencement of the 
30m.p.h. speed restriction is 1694yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indica tor. . (38) 

BETWEEN WHITWOOD AND NORMANTON 

A reflectorised Speed Restriction Warning Indicator has been provided 
between Whitwood and Normanton on the Up line at 23m. 25chs. giving warning 
of the permanent speed restriction of 30m.p.h. at 185m. 30chs. (mileage 
change) . 

The distance between the Warning Indicator and the commencement of the 
3Om.p.h. speed restriction is 1650yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. (38) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN HENSALL AND GOOLE POTTERS GRANGE JUNCTION 

Snaith Station Level Crossing at 68m. 13chs. 

Down Direction 

The crossing speed has been reduced to 20 mph for all trains. The existing 
St. Andrews Cross speed indication board, situated 300 yards before reaching 
the crossing, has been abolished and a new board provided, 260 yards before 
reaching the crossing, with St. Andrews Cross and -20- indication. 

An emergency plunger in a locked cabinet, unlocked by the drivers key has 
been provided on the same post as the existing Drivers White Light. 

Up Direction 

All trains are required to stop before passing over the crossing. The 
existing St. Andrews Cross speed indication board, situated 235 yards before 
reaching the crossing, has been abolished. 2-aspect signal G54, situated 28 
yards before reaching the crossing has been abolished and replaced by a Stop 
Board with instructions -Wait for White Light and Whistle Before 
Proceeding-. The Stop Board and Drivers White Light have been positioned on 
the left hand side of the line, 28 yards before reaching the crossing. An 
emergency plunger has been provided on the same post, in a locked cabinet, 
unlocked by the drivers key. 

Rawcliffe Level Crossing at 70m. 75chs. 

Down Direction 

All trains are required to stop before passing over the crossing. The 
St. Andrews Cross Speed Indication Board situated 395 yards before reaching 
the crossing, has been abolished. 2-aspect signal G59, situated 27 yards ~ 
before reaching the crossing, has been abolished and replaced by a Stop 
Board with instructions ·Wait for White Light and Whistle Before 
Proceeding-. The Stop Board and Drivers White Light have been positioned on 
the left hand side of the line, 27 yards before reaching the crossing. An 
emergency plunger has been provided on the same post, in a locked cabinet, 
unlocked by the drivers key. 

Up Direction 

The crossing speed has been reduced to 20 mph for all trains. The 
St. Andrews Cross Speed Indication Board, situated 360 yards before reaching 
the crossing, has been abolished and a new board provided 240 yards before 
reaching the crossing, with St. Andrews Cross and -20- indication. 

An emergency plunger in a locked cabinet, unlocked by the drivers key, has 
been provided on the same post as the existing Drivers White Light. 

(Amended Item) (38) 

1 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN APPERLEY I N. AND SHIPLEY 

A refl~ctorised Speed Restriction Warning Indicator has been provided 
between Apperley In. and Shipley on the Down line at 205m. 7chs. giving 
warning of the permanent speed restriction of 20m.p.h. at 205m. 61chs. 

The distance between the Warning Indicator and the commencement of the 
~ 20m.p.h. speed restriction is 1188yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. (38) 

4IJETWEEN BINGLEY AND SHIPLEY 

A reflectorised Speed Restriction Warning Indicator has been provided 
between Bingley and Shipley on the Up line at 206m. 57chs. giving warning of 
the permanent speed restriction of 20m.p.h. at 206m. lch. 

The distance between the Warning Indicator and the commencement of the 
20m.p.h. speed restriction is 1232yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. (38) 

BETWEEN STEETON AND KEIGHLEY 

A reflectorised Speed Restriction Warning Indicator has been provided 
between Steeton and Keighley on the Up line at 213m. 8chs.. giving warning of 
the permanent speed restriction of 50m.p.h. at 212m. 46chs. 

~he distance between the Warning Indicator and the commencement of the 
~m.p.h. speed restriction is 924yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. (38) 

LEEDS STATION 

The Platform Siding adjacent to Platform 4 has been temporarily shortened by 
approximately 30 yards whilst engineering work is carried out. 

(UFN) 
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SIGNALLING AND PERMANENT WAY ALTERATIONS 


* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

SUNDAY 4 DECEMBER - YORK (STAGE 7) 

The Loco Inlet and Outlet line will be further realigned. Existing 
telephones and No t ice Boards worded ·Stop Proceed if Line Clear w and WStop 
Telephone w will also be re-positioned. 

The Junction Indicator and Posi t ion Light associated with Skelton Junction 
Up Main 4-aspect No.2 signal will be abolished. 

(40) 

SUNDAY 4th DECEMBER - BETWEEN STOURTON AND HUNSLET GOODS JUNCTION 

The Departure and Arrival lines at Hunslet Goods Yard and the Up Hunslet 
Goods line will be abolished. 

The connection between the Up Midland line and the Up Hunslet Goods line at 
Hunslet Station Junction will be clamped out of use pending removal. Part 
of the former Up Hunslet Goods line from S912 signal will be retained as a 
Shunt Neck and a Buffer Stop will be provided 200 yards on the Leeds side of 
S912 signal. 

Signalling Alterations 

Up Hunslet Goods Signal L901 and Ground Position Light signals L89S L896 and 
L898 on the Arrival and Departure lines at Hunslet Goods Yard will be 
abolished . 

The Subsidiary signal associated with Down Midland signal L906 (applying 
towards Up Hunslet Goods line) and the Stencil Route Indications associated 
with Ground Position Light signals L904 (no . 1 Reception Line) and L90S 
(Shunt line) will be abolished. L904 and L90S signals will apply to the 
Down Midland Line (L899 signal) only. 

The Stencil Indications associated with Ground Position Light signals S91S 
(Shunt Spur) and 5917 (Up Midland) will be altered to show ·S· to Up Hunslet 
Siding and WNW to Shunt Neck (former Up Hunslet Goods). 

(40) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO I N SECTION B - continued 

MONDAY 5 DECEMBER - BETWEEN SALTMARSHE AND GILBERDYKE 

A Reflectorised Speed Restriction Warning Indicator will be provided between 
Saltmarshe and Gilberdyke on the Down line at Om. 63chs . g1v1ng warning of 
the Permanent Speed Restriction of 35 m.p.h . at Om. lOchs. 

The distance between the Warning Indicator and the commencement of the 
35 m.p.h. speed restriction will be 1166 yds . 

An A.W.S. permanent magnet will be provided 200 yds. before reaching the 
indicator . (40) 

MONDAY 5 DECEMBER - BETWE~N COTTINGHAM AND HULL 

A Reflectorised Speed Restriction Warning Indicator will be provided between 
Cottingham and Hull on the Up line at 1m. 27chs . giving warning of the 
Permanent Speed Restriction of 25 m.p .h. at Om. 48chs. 

The distance between the Warning Indicator and the commencement of the 
25 m.p.h . speed restriction will be 1298 yds. 

An A.W.S. permanent magnet will be provided 200 yds. before reaching the 
indicator. (40) 

MONDAY 5 DECEMBER - BETWEEN HUTTON CRANSWICK AND DRIFFIELD 

A Reflectorised Speed Restr i ction Warning Indicator will be provided between 
Hutton Cranswick and Driffield on the Down l ine a t 18m. 50chs. giving 
warning of the Permanent Speed Restriction of 40 m. p .h. at 19\ milepost. 

The distance between the Warning Indicator and the commencement of the 
40 m.p.h. speed restriction will be 1100 yds. 

An A.W . S. permanent magnet will be provided 200 yd s . before reaching the 
indicator. (40) 

MONDAY 5 DECEMBER - BETWEEN NAFFERTON AND DRIFFIELD 

A Reflectorised Speed Restriction Warning Indicator will be provided between 
Nafferton and Drif field on the Up line at 20m. 25chs. giving warning of the 
Permanent Speed Restriction of 40 m.p.h. at 19% milepost. 

The di stance between the Warning Indicator and the commencement of the 
40 m. p .h. speed restriction will be 990 yds. 

An A.W.S. permanent magnet will be provided 200 yds . before reaching the 
i ndica t or . (40) 
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SECTI ON C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT 

* * YO~_~TAIION NO~T~ -19 SKELTON J~CTION - STAGE 5 

* 
Refp.rence should be made to the diagr ams (S t age 5) included in t his not i ce. 

The Northe~n exit from platform 16 has been r ealigned along the Northern 
face of the platform. The temporary Buffer Stops at the Northe r n end of 
pl atform!' 14 and is ha,,€. been removed , and these platforms have been 
cc~nected into a r ev1sed l ayout gi ving access to the Down Main line and a 
new Down Clifton LOop. 

The form,"- Down C11fton Loop has been taken out of use, a t empora r y Buffer 
Stop has been provided be t ween the A.C .E. Siding and the former Down Cl ifton 
• )ap. 

Al l points a t Sl if t on have been secured out of use for through running along 
the Up Ma in and t he Down Main , and from the Down Clifton Loop to the Loco 
line. T e only remaining wo r ked points being those shown on the diagrams . 

Clifton Carriage Sidings have become wholly A.C . E. Sidings. A WStop and 
Awa i t Instructions M No t ice Board has been provided in the A.C.E. Siding to 
protec~ Clifton Sidings. 

The former Up Clifton Goods from Skelton Junction has become an A.C . E. 's 
Siding. Up Main signal SJ2 only shows a subsidiary a spect with Position 1 
Junction Indicator when applicable t o this siding. 

Drivers should part1cularly note the positi on of Y. 191 signal . 
(37) 

YORK (STAGE b) 

Tae Lor'e Inlet ana Outlet line has been realigned in connection wi th the 
ecovery of Clifton Diamonds. The connection into the A.C.E.'s Siding (to 

¥ory Yard South) has been severed. 

Position Light signal No. 206 has been r e-positioned and controls exit from 
the Loco. 

The Position Light as sociated wi t h 3- aspect No . 200 signal , toge t her with the 
following Ground Pos ition Light signals have been abolished:

197, 201 , 207 and 216. 
(Amended Item) (39) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN HEBDEN BRIDGE AND MILNER ROYD IN. 

A reflectorised Speed Restriction Warning Indicator has been provided 
between Hebden Bridge and Milner Royd In. on the Down line at 28m. 43chs. 
giving warning of the permanent speed restriction of 40m.p.h. at 29%m.p. 

The distance between the Warning Indicator and the commencement of the 
40m.p.h. speed restriction is 1254yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. 

(38) 

BETWEEN MILNER ROYD IN. AND HALIFAX 

A reflectorised Speed Restriction Warning Indicator has been provided 
between Milner Royd In. and Halifax on the Down line at 31m. 32chs. giving 
warning of the permanent speed restriction of 30m.p.h. at 31m. 67chs. 

The distance between the Warning Indicator and the commencement of the 
30m.p.h. speed restriction is 770yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. (38) 

BETWEEN METHLEY IN. AND NORMANTON 

A reflectorised Speed Restriction Warning Indicator has been provided 
between Methley In. and Normanton on the Up line at 186m. 27chs. giving 
warning of the permanent speed restriction of 30m.p.h. at 185m. 30chs. 

The distance between the Warning Indicator and the commencement of the 
30m.p.h. speed restriction is 1694yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. (38) 

BETWEEN WHITWOOD AND NORMANTON 

A reflectorised Speed Restriction Warning Indicator has been provided 
between Whitwood and Normanton on the Up line at 23m. 25chs. giving warning 
of the permanent speed restriction of 30m.p.h. at 185m. 30chs. (mileage 
change). 

The distance between the Warning Indicator and the commencement of the 
30m.p.h. speed restriction is 1650yds. 

An A.W.S. permanent ma~net has been provided 200yds. before reaching the 
indicat or. (38) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN HENSALL AND GOOLE POTTERS GRANGE JUNCTION 

Snaith Road Level Crossing at 70m. 17chs. 

The above A.O.C.L. level crossing has been converted to Automatic Half 
Barrier operation. 

The Advance Warning Boards and Crossing Speed Restriction Boards on the 
approaches to the level crossing have been removed. The Drivers White 
Lights situated at the crossing have been abolished. 

The crossing is monitored by Goo1e signal box, and telephones to Goo1e 
signal box have been provided. 

(39) 

BETWEEN HENSALL AND GOOLE POTTERS GRANGE JUNCTION 

Snaith Station Level Crossing at 68m. 13chs. 

Down Direction 

The crossing speed has been reduced to 20 mph for all trains. The existing 
St. Andrews Cross speed indication board, situated 300 yards before reaching 
the crossing, has been abolished and a new board provided, 260 yards before 
reaching the crossing, with St. Andrews Cross and ·20· indication. 

An emergency plunger in a locked cabinet, unlocked by the drivers key has 
been provided on the same post as the existing Drivers White Light. 

Up Direction 

All trains are required to stop before passing over the crossing. The 
existing St. Andrews Cross speed indication board, situated 235 yards before 
reaching the crossing, has been abolished. 2-aspect signal G54, situated 28 
yards before reaching the crossing has been abolished and replaced by a Stop 
Board with instructions ·Wait for White Light and Whistle Before 
Proceeding-. The Stop Board and Drivers White Light have been positioned on 
the left hand side of the line, 28 yards before reaching the crossing. An 
emergency plunger has been provided on the same post, in a locked cabinet, 
unlocked by the drivers key. 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - cont inued 

BETWEEN HEN SALL AND GOO LE POTTERS GRANGE JUNCTION - continued 

Rawcliffe Level Cros s ing a t 70m . 75chs . 

Down Direct ion 

All trains are required to stop before pa s sing over the crossing. The 
St. Andrews Cross Speed Indication Board situated 395 yards before reaching 
the crossing, has been abolished. 2-aspect signal G59, situated 27 yards 
before reaching the c ros sing, has been abolished and replaced by a Stop 
Board wi th instructions -Wait for White Light and Whistle Before , Proceeding-. The Stop Board and Drivers White Light have been positioned on 
the left hand side of the line, 27 yards before reaching the crossing. An 
emergency plunger has been provided on the same post, in a locked cabinet, 
unlocked by the drive r s key. 

Up Direction 

The crossing speed has been reduced to 20 mph for all trains. The 
St. Andrews Cross Speed Indication Board, situated 360 yards before reaching 
the crossing, has been abolished and a new board provided 240 yards before 
reaching the crossing, with St. Andrews Cross and -20· indication. 

An emergency plunger in a locked cabinet, unlocked by the drivers key, has 
been provided on the same post as the existing Drivers White Light. 

(38) 

BETWEEN APPERLEY IN . AND SHIPLEY 

A reflector ised Speed Restriction Wa rning Indicator has been provided 

between Apperley In. and Shipley on the Down line at 205m. 7chs. giving 

warning of the permanent speed restriction of 20m.p.h. at 205m. 61chs. 

The di stance be tween the Warning Indicator and the commencement of the 
20m n. h. speed restriction is 1188yds. 

An A.W.S. permanent magne t has been provided 200yds. before reaching the 
i ndicator . (38) 

BETWEEN BINGLEY AND SHIPLEY 

A reflector ised Speed Restr ic tion Warning Indicator has been provided 
between Bing ley and Shipley on the Up line at 206m. 57chs. giving warning of 
t he permanent s pe ed restriction of 20m.p.h. at 206m. lch. 

The distance be t ween the Wa rning Indicator and the commencement of the 

20m .p . h. speed r estrict i on is 1232yds. 


An A. W.S. permanent magne t has been provided 200yds. before reaching the 

indicator . (38) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN STEETON AND KEIGHLEY 

A reflectorised Speed Restriction Warning Indicator has been provided 
between Steeton and Keighley on the Up line at 213m. achs. giving warning of 
the permanent speed restriction of 50m.p.h. at 212m. 46chs. 

The distance between the Warning Indicator and the commencement of the 
50m.p.h. speed restriction is 924yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. (38) 

LEEDS STATION 

The Platform Siding adjacent to Platform 4 has been temporarily shortened by 
approximately 30 yards whilst engineering work is carried out. 

(UFN) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

KEY TO SYMBOLS 
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SECTION C -	 SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

MONDAY 12 DECEMBER - BETWEEN ECCLES FIELD WEST AND WINCOBANK JUNCTION 

A reflectorised Speed Restriction Warning Indicator will be provided between 
Ecclesfield West and Wincobank Junction on the Up line at 163m. 36chs. 
giving warning of the permanent speed restriction of 40 m.p.h. at 162m. 
35chs. 

4Ihe distance between the Warning Indicator and the commencement of the 40 
m.p.h. speed restriction will be 1782 yds. 

An A.W.S. permanent magnet will be provided 200 yds. before reaching the 
indicator. (41) 

MONDAY 12 DECEMBER - BETWEEN WOMBWELL AND BARNSLEY 

A reflectorised Speed Restriction Warning Indicator will be provided betwee~ 
Wombwell and Barnsley on the Down line at 7m. 11chs. giving warning of the 
permanent speed restriction of 20/35 m.p.h. at 6m. 43chs. 

The distance between the Warning Indicator and the commencement of the 20/35 
m.p.h. speed restriction will be 1056 yds. 

. Ap. A.W.S. permanent 
. ndicator. 

magnet "will be provided 200 yds. before reaching the 
(41) 

MONDAY 12 DECEMBER - BETWEEN DARTON AND BARNSLEY 

A reflectorised Speed Restriction Warning Indicator will be provided between 
Darton and Barnsley on the Up line at 52m. 16chs. giving warning of the 
permanent speed restriction of 35 m.p.h. at 52m. 53chs. 

The distance between the Warning Indicator and the commencement of the 35 
m.p.h. speed restriction will be 814 yds. 

An A.W.S. permanent magnet will be provided 200 yds. before reaching the 
indicator. (41) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

MONDAY 12 DECEMBER - BETWEEN CRIGGLESTONE JUNCTION AND HORBURY JUNCTION 

A reflectorised Speed Restriction Warning Indicator will be provided between 
Crigglestone Junction and Horbury Junction on the Down line at O~m.p. giving 
warning of the permanent speed restriction of 20 m.p.h. at Om. 08chs. 

The distance between the Warning Indicator and the commencement of the 20 
m.p.h. speed restriction will be 1144 yds. 

An A.W.S. permanent magnet will be provided 200 yds. before reaching the 
indicator. (41) 

MONDAY 12 DECEMBER - BETWEEN STOURTON AND ENGINE SHED JUNCTION 

A reflectorised Speed Restriction Warning Indicator will be provided between 
Stourton and Engine Shed Junction on the Down line at 193m. 55chs. giving 
warning of the permanent speed restriction of 40m.p.h. at 194m. 37chs. 

The distance between the Warning Indicator and the commencement of the 
40m.p.h. speed restriction will be 1364yds. 

An A.W.S. permanent magnet will be provided 200yds. before reaching the 
indicator. 

MONDAY 12 DECEMBER - BETWEEN KIRKS TALL AND WHITEHALL JUNCTION 

• 

A reflectorised Speed Restriction Warning Indicator will be provided between 
Kirkstall and Whitehall Junction on the Up Shipley line at 196m. 58chs. 
giving warning of the permanent speed res~~iction of 30m.p.h. at 195m. 63chs. 

The distance between the Warning Indicator and the commencement of the 
30m.p.h. speed restriction will be 1650yds. ~ 

An A.W.S. permanent magnet will be provided 200yds. before reaching the 
indicator. (41) 

MONDAY 12 DECEMBER - BETWEEN BRAMLEY AND WHITEHALL JUNCTION. 

A Reflectorised Speed Restriction Warning Indicator will be provided between 
Bramley and Whitehall Junction on the Up line at lm. 23chs. giving warning 
of the Permanent Speed Restriction of 30 m.p.h. at 185m. 16chs. (mileage 
change) 

The distance between the Warning Indicator and the commencement of the 
30 m.p.h. speed restriction will be 2,552 yds. 

An A.W.S. permanent magnet will be provided 200 yds. before reaching the 
indicator. (41) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

MONDAY 12 DECEMBER - BETWEEN NEW PUDSEY AND HAMMERTON STREET. 

A Reflectorised Speed Restriction Warning Indicator will be provided between 
New Pudsey and Hammerton Street on the Down line at 190m. 27chs. g1v1ng 
warning of the Permanent Speed Restriction of 30 m.p.h. at 191m. 19chs. 

The distance between the Warning Indicator and the commencement of the 
30 m.p.h. speed restriction will be 1,584 yds. 

An A.W.S. permanent magnet will be provided 200 yds. before reaching the 
indicator. (41) 

. 1I ~DAY 12 DECEMBER - BETWEEN HORS FORTH AND WHITEHALL JUNCTION 

A reflectorised Speed Restriction Warning Indicator will be provided between 
Horsforth and Whitehall Junction on the Up Harrogate line at Om. 24chs. 
giving warning of the permanent speed restriction of 30m.p.h. at 195m. 
63chs. (mileage change). 

The distance between the Warning Indicator and the commencement of the 
30m.p.h. speed restriction will be 1012yds. 

An A.W.S. permanent magnet will be provided 200yds. before reaching the 
indicator. (41) 

MONDAY 12 TO FRIDAY 16 DECEMBER - BETWEEN LEEDS AND YORK VIA HARROGATE 

Reflectorised Speed Restriction Warning Indicators will be provided as 
follows:-

Between Horsforth and Rigton on the Down line at 10m. 11chs. giving 
warning of the Permanent Speed Restriction of 30 m.p.h. at 10m. 47chs. 

The distance between the Warning Indicator and the commencement of the 
30 m.p.h. Speed Restriction will be 792 yds . 

Between Rigton and Harrogate on the Down line at 14m. 50chs. giving 
warning of the Permanent Speed Restriction of 20 m.p.h. at 1Sm. 9chs. 

The distance between the Warning Indicator and the commencement of the 
20 m.p.h. Speed Restriction will be 858 yds. 

Between Rigton and Harrogate on the Down line at 16m. S5chs. giving 
warning of the Permanent Speed Restriction of 20 m.p.h. at 17m. 16chs. 

The distance between the Warning Indicator and the commencement of the 
20 m.p.h. Speed Restriction will be 902 yds. 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

MONDAY 12 TO FRIDAY 16 DECEMBER - BETWEEN LEEDS AND YORK VIA HARROGATE -
continued 

Between Harrogate and Starbeck on the Up line at 1Bm. 77chs. giving 
warning of the Permanent Speed Restriction of 30 m.p.h. at 1Bm. 23chs. 

The distance between the Warning Indicator and the commencement of the 
30 m.p.h. Speed Restriction will be llBB yds. 

Between Starbeck and Knaresborough on the Up line at the 17 milepost 
givIng warning of the Permanent Speed Restriction of 25 m.p.h. at 16m. 
24Chs. 

The distance between the Warning Indicator and the commencement of the ~ ' 
25 m.p.h. Speed Restriction will be 1232 yds. 

Between Knaresborough and Cattal on the Up line at 10m. 74chs. giving 
warning of the Up Direction Permanent Speed Restriction of 20 m.p.h. at 
10m. 23chs. 

The distance between the Warning Indicator and the commencement of the 
20 m.p.h. Speed Restriction will be 1122 yds. 

Between Cattal and Hammerton on the Up line at 9m. 36chs. giving warning 
of the Permanent Speed Restriction of 20 m.p.h. at Bm. 56chs. 

The distance between the Warning Indicator and the commencement of the 
20 m.p.h. Speed Restriction will be 1320 yds. 

Between Starbeck and Harrogate on the Down line at 19m. 67chs. giving 
warning of the Permanent Speed Restriction of 20 m.p.h. at 20m. 21chs. 

The distance between the Warning Indicator and the commencement of the 
20 m.p.h. Speed Restriction will be 74B yds. 

Between Knaresborough and Starbeck on the Down line at 17m. 45chs. giving 
warning of the Permanent Speed Restriction of 30 m.p.h. at 1Bm. 13chs. 

The distance between the Warning Indicator and the commencement of the 
30 m.p.h. Speed Restriction will be 1056 yds. 

Between Harrogate and Rigton on the Up line at 16m. 11chs. giving 
warning of the Permanent Speed Restriction of 20 m.p.h. at 15m. 2Bchs. 

The distance between the Warning Indicator and the commencement of the 
20 m.p.h. Speed Restriction will be 13B6 yds. 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

MONDAY 12 TO FRIDAY 16 DECEMBER - BETWEEN LEEDS AND YORK VIA HARROGATE -
continued 

Between Rigton and Horsforth on the Up line at 11m. 21chs. giving 
warning of the Permanent Speed Restriction of 30 m.p.h. at 10m. 54chs. 

The distance between the Warning Indicator and the commencement of the 
3~ m.p.h. Speed Restriction will be 1034 yds. 

An A.W.S. Permanent Magnet will be provided 200 yds. before reaching each 
indicator and a cancelling indicator will be provided for movements in the 
opposite direction on the Single line between Knaresborough and Cattal. 

(41) '. MONDAY 12 DECEMBER - BETWEEN CROSS GATES AND NEVILLE HILL 

A reflectorised speed restriction Warning Indicator will be provided between 
Cross Gates and Neville Hill on the Up line at 17m. 15chs. giving warning of 
the permanent speed restriction of 50 m.p.h. at 18\ m.p. 

The distance between the warning indicator and the commencement of the 
50 m.p.h. speed restriction will be 1870 yards. 

An A.W.S. permanent magnet will be provided 200 yards before reaching the 
indicator. (41) 

DETAILS OF WORK ALREADY CARRIED OUT 

YORK (STAGE 6) 

• ~The Loco Inlet and Outlet line has been realigned in connection with the 
recovery of Clifton Diamonds. The connection into the A.C.E.'s Siding (to 
York Yard South) has been severed. 

Position Light signal No. 206 has been re-positioned and controls exit from 
the Loco. 

The Position Light associated with 3-aspect No.200 signal, together with the 
following Ground ' Position Light . signals have been abolished:-

197, 201, 207 and 216. (39) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN STOURTON AND HUNSLET GOODS JUNCTION 

The Departure and Arrival lines at Hunslet Goods Yard and the Up Hunslet 
Goods line have been abolished. 

The connection between the Up Midland line and the Up Hunslet Goods line at 
Hunslet Station Junction has been clamped out of use pending removal. Part 
of the former Up Hunslet Goods line from S912 signal has been retained as a 
Shunt Neck and a Buffer Stop has been provided 200 yards on the Leeds side 
of S912 signal. 

Signalling Alterations 

· ~ Hunslet Goods Signal L901 and Ground Position Light signals L895, L896 
and L898 on the Arrival and Departure lines at Hunslet Goods Yard have been 
abolished. 

The Subsidiary signal associated with Down Midland signal L906 (applying 
towards Up Hunslet Goods line) and the Stencil Route Indications associated 
with Ground Position Light signals L904 (no. 1 Reception Line) and L905 
(Shunt line) have been abolished. L904 and L905 signals now apply to the 
Down Midland Line (L899 signal) only. 

The Stencil Indications associated with Ground Position Light signals S915 
(Shunt Spur) and S917 (Up Midland) have been altered to show ·S· to Up 
Hunslet Siding and ·N· to Shunt Neck (former Up Hunslet Goods). 

* * BETWEEN WHITWOOD AND NORMANTON 

* 

(40) 

A reflectorised Speed Restriction Warning Indicator has been provided between 
Whitwood and Normanton on the Up line at 23m. 25chs. giving warning of the 

, ~nent speed restriction of 30m.p.h. at 185m. 30chs. (mileage change). 

The distance between the Warning Indicator and the commencement of the 
30m.p.h. speed restriction is 1650yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. (38) 

CASTLEFORD CUTSYKE JUNCTION 

The facing crossover between the Up and Down Main and the trailing 
connection in the Down Main leading to the former Glasshoughton Colliery 
Arrival/Departure line have been taken out of use pending removal. 

The Ground Position Light signals at the exit from the Colliery Arrival/ 
Departure line and from the Down Main towards the Colliery Arrival/Departure 
line have been abolished. The Subsidiary signal associated with Up Main 
3-aspect signal CJ 1036 applying towards the Colliery Siding has been 
abolished. (New Item) (41) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN HENSALL AND GOOLE POTTERS GRANGE JUNCTION 

Snaith Road Level Crossing at 70m. 17chs. 

The above A.O.C.L. level crossing has been converted to Automatic Half 
Barrier operation. 

The Advance Warning Boards and Crossing Speed Restriction Boards on the 
approaches to the level crossing have been removed. The Drivers White 
Lights situated at the crossing have been abolished. 

The crossing is monitored by Goole signal box, and telephones to Goole 
signal box have been provided. 

(39) ~ . 

* * BETWEEN HENSALL AND GOOLE POTTERS GRANGE JUNCTION 

* 
Snaith Station Level Crossing at 68m. 13chs. 

Down Direction 

The crossing speed has been reduced to 20 mph for all trains. The existing 
St. Andrews Cross speed indication board, situated 300 yards before reaching 
the crossing, has been abolished and a new board provided, 260 yards before 
reaching the crossing, with St. Andrews Cross and ·20· indication. 

An emergency plunger in a locked cabinet, unlocked by the drivers key has 
been provided on the same post as the existing Drivers White Light. 

Up Direction 

~ All trains are required to stop before passing over the crossing. The 
existing St. Andrews Cross speed indication board, situated 235 yards before 
reaching the crossing, has been abolished. 2-aspect signal G54, situated 28 • 
yards before reaching the crossing has been abolished and replaced by a Stop 
Board with instructions ·Wait for White Light land Whistle Before 
Proceeding·. The Stop Board and Drivers White Light have been positioned on 
the left hand side of the line, 28 yards before reaching the crossing. An 
emergency plunger has been provided on the same post, in a locked cabinet, 
unlocked by the drivers key . 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

* * BETWEEN HENSALL AND GOOLE POTTERS GRANGE JUNCTION - continued 

* 
Rawc1iffe Level Crossing at 70m. 75chs. 

Down Direction 

All trains are required to stop before passing over the crossing. The 
St. Andrews Cross Speed Indication Board situated 395 yards before reaching 
the crossing, has been abolished. 2-aspect signal G59, situated 27 yards 
before reaching the crossing, has been abolished and replaced by a Stop 
Board with instructions -Wait for White Light and Whistle Before 
Proceeding-. The Stop Board and Drivers White Light have been positioned on 

· ~e left hand side of the line, 27 yards before reaching the crossing. An 
~ergency plunger has been provided on the same post, in a locked cabinet, 

unlocked by the drivers key. 

Up Direction 

The crossing speed has been reduced to 20 mph for all trains. The 
St. Andrews Cross Speed Indication Board, situated 360 yards before reaching 
the crossing, has been abolished and a new board provided 240 yards before 
reaching the crossing, with St. Andrews Cross and -20- indication. 

An emergency plunger in a locked cabinet, unlocked by the drivers key, has 
been provided on the same post as the existing Drivers White Light. 

* * BETWEEN APPERLEY IN. AND SHIPLEY 

* 

(38) 

. ~ ref1ectorised Speed Restriction Warning Indicator has been provided 
..retween Apper1ey In. and Ship1ey on the Down line at 205m. 7chs. giving 

warning of the permanent speed restriction of 20m.p.h. at 205m. 61chs. 

The distance between the Warning Indicator and the commencement of the 
20m.p.h. speed restriction is 1188yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. (38) 

* * BETWEEN BINGLEY AND SHIPLEY 

* 
A ref1ectorised Speed Restriction Warning Indicator has been provided 
between Bing1ey and Ship1ey on the Up line at 206m. 57chs. giving warning of 
the permanent speed restriction of 20m.p.h. at 206m. lch. 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

* * BETWEEN BINGLEY AND SHIPLEY - continued 

* 
The distance between the Warning Indicator and the commencement of the 
20m.p.h. speed restriction is 1232yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. (38) 

* * BETWEEN STEETON AND KEIGHLEY 

* 

A reflectorised Speed Restriction Warning Indicator has been provided 0"" 
between Steeton and Keighley on the Up line at 213m. 8chs. giving warning ~ 
the permanent speed restriction of 50m.p.h. at 212m. 46chs. 

The distance between the Warning Indicator and the commencement of the 
50m.p.h. speed restriction is 924yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. (38) 

LEEDS STATION 

The Platform Siding adjacent to Platform 4 has been temporarily shortened by 
approximately 30 yards whilst engineering work is carried out. 

(UFN) 

BETWEEN SALTMARSHE AND GILBERDYKE 

A Reflectorised Speed Restriction Warning Indicator has been provided 
between Saltmarshe and Gilberdyke on the Down line at Om. 63chs. giving 
warning of the Permanent Speed Restriction of 35 m.p.h. at Om. lOchs. 

The distance between the Warning Indicator and the commencement of the 
35 m.p.h. speed restriction is be 1166 yds. 

An A.W.S. permanent magnet has been provided 200 yds. before reaching the 
indicator. (40) 

BETWEEN COTTINGHAM AND HULL 

A Reflectorised Speed Restriction Warning Indicator has been provided 
between Cottingham and Hull on the Up line at 1m. 27chs. giving warning of 
the Permanent Speed Restriction of 25 m.p.h. at Om. 48chs. 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN COTTINGHAM AND HULL - continued 

The distance between the Warning Indicator and the commencement of the 
25 m.p.h. speed restriction is 129B yds. 

An A.W.S. permanent magnet has been provided 200 yds. before reaching the 
indicator . (40) 

BETWEEN HUTTON CRANSWICK AND DRIFFIELD 

A Reflectorised Speed Restriction Warning Indicator has been provided 
between Hutton Cranswick and Driffield on the Down line at 1Bm. 50chs. 

' ~ing warning of the Permanent Speed Restriction of 40 m.p.h. at 19\ 
~epost. 

The distance between the Warning Indicator and the commencement of the 
40 m.p.h. speed restriction is 1100 yds. 

An A.W.S. permanent magnet has been provided 200 yds. before reaching the 
indicator. (40) 

BETWEEN NAFFERTON AND DRIFFIELD 

A Reflectorised Spe~d Restriction Warning Indicator has been provided 
between Nafferton and Driffield on the Up line at 20m. 25chs. giving warning 
of the Permanent Speed Restriction of 40 m.p.h. at 19\ milepost. 

The distance between the Warning Indicator and the commencement of the 
40 m.p.h. speed restriction is 990 yds. 

< ~.W.S. permanent magnet has been provided 200 yds. before reaching the 
indicator. (40) 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus will not appear in future issues and a note mus't be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

SUNDAY 18 DECEMBER - KNOTTINGLEY 

Knottingley Up Goole Automatic signal No.430 will be converted to a 
controlled signal and replated accordingly. 

SUNDAY 18 DECEMBER - BETWEEN BRIDLING TON UAY AND HUNMANBY 

Speeton Gate Box together with all signals worked therefrom will be 
abolished. 

Speeton L.C. at 37 miles 34 chains 

(42) 

The above crossing will be converted to Automatic Half Barriers operation. 
The crossing will be supervised by Bridlington Quay signal box and a 
telephone communicating with the signal box will be provided. 

Permanent Speed Restrictions of 65 m.p.h. will be imposed at 35m. 16chs. 
approaching the level crossing in the Down direction and at 39m. 37chs. in 
the Up direction (see Section D). (42) 

MONDAY 18 DECEMBER - BETWEEN COLTON JUNCTION AND YORK 

The illuminated Speed Restriction Warning Indicator on the Down Main line 
between Colton Junction and York giving warning of the Permanent Speed 

~striction of 15 mph at 187 miles 79 chains, will be replaced by a 
Reflective Indicator at a revised distance of 2728 yards from the speed 
restriction 
(1056 yards further). 

The illuminated Speed Restriction Warning Indicator on the Down Leeds line 
between Colton Junction and York giving warning of the Permanent Speed 
Restriction of 15 mph at 187 miles 79 chains, will be replaced by a 
Reflective Indicator at a revised distance of 2728 yards from the speed 
restriction 
(1056 yards further). 

The Automatic Warning System Permanent magnets will be adjusted accordingly. 
(42) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

MONDAY 19 DECEMBER - BETWEEN TOLLERTON AND YORK 

The illuminated Speed Restriction Warning Indicator on the Up Fast line 
between Tol~erton and York giving warning the permanent speed restriction of 
50 m.p.h. at 1 mile 09 chains, will be replaced by a Reflective Indicator. 

(42) 

MONDAY 19 DECEMBER - BETWEEN TEMPLE HIRST IN AND SELBY SOUTH IN 

At 10 00 hours the Maximum Permissible Line speed between Temple Hirst In 
and Selby South Jn will be reduced from 100 m.p.h. to 75 m.p.h. 
(See Section D). (42) 

MONDAY 19 DECEMBER - BETWEEN TEMPLE HIRST JUNCTION AND SELBY • 
The illuminated Speed Restriction Warning Indicator on the Down line between 
Temple Hirst Junction and Selby giving warning of the permanent speed 
restriction of 25m.p.h. at 174m. 11chs., will be replaced by a Reflective 
Indicator at a revised distance of 1540yds. from the Speed Restriction 
(858yds. nearer - maximum permissible speed reduced to 75 m.p.h.). 

The Automatic Warning System Permanent magnet will be adjusted accordingly. 
(42) 

MONDAY 19 DECEMBER . - BETWEEN BOOTHAM AND YORK 

A Reflectorised Speed Restriction Warning Indicator will be provided between 
Bootham and York on the Up line at lm. 14chs. giving warning of the 
Permanent Speed Restriction of 15m.p.h. at Om. 26chs. 

The distance between the Warning Indicator and the commencement of the~ • 
15m.p.h. Speed Restriction will be 1496yds. 

An A.W.S. permanent magnet will be provided 200yds. before reaching the 
indicator. (42) 

MONDAY 19 DECEMBER - BETWEEN BARTON HILL AND KIRKHAM ABBEY 

A Reflectorised Speed Restriction Warning Indicator wili be provided between 
Barton Hill and Kirkham Abbey on the Down line at 13m. 03chs. giving warning 
of the Permanent Speed Restriction of 45m.p.h. at 13\m.p. 

The distance between the Warning Indicator and the commencement of the 
45m.p.h. Speed Restriction will be 1254yds. 

An A.W.S. permanent magnet will be provided 200yds. before reaching the 
indicator. (42) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

A Reflectorised Speed Restriction Waruing Indicator ~ill be provided between 
Rillington and Malton on the Up line at 21m. 70chs. giving warning of the 
Permanent Speed Restriction of 40m.p.h. at 21m. 15chs. 

The distance between the Warning Indicator and the commencement of the 
40m.p.h. Speed Restriction will be 1210yds. 

An A.W.S. permanent magnet will be provided 200yds. before reaching the 
indicator . (42) 

A Reflectorised Speed Restriction Warning Indicatu.c l/.nil be provid~d between. 
Seamer and Scarborough on the Down line at 41m. 11chs. giving war~ing of the 
Permanent Speed Restriction of 15m.p.h. at 41m. 55chs. 

The distance between the Warning Indicator and the commencement of the 
15m. p.h. Speed Restriction will be 968yds. 

An A.W.S. permanent magnet. will be provided 200yds. before reaching the 
indicator. (42) 

MONDAY 19 DECEMBER - BETWEEN SEAMER WEST AND SCARBOROUGH 

-
A Reflectorised Speed Restriction Warning Indicator will be provided . between 
Seamer West and Scarborough on the Down line at 38m. 70chs. giving warning 
of the Permanent Speed Restriction of 45m.p.h.at 39""m.p. 

~e distance between the Warning Indicator and the commencement of the 
~.p.h. Speed Restriction will be 1100yds. 

An A.W.S. permanent magnet will be provided 200yds. before reaching the 
indicator. (42) 

MONDAY 19 DECEMBER - BETWEEN HAMMERTON AND POPPLETON 

A Reflectorised Speed Restriction Warning Indicator will be provided between 
Hammerton and Poppleton at 3m. 62chs. giving warning of the Up direction 
Permanent Speed Restriction of 20 m.p.h. at 2m. 78chs. 

The distance between the Warning Indicator and the commencement of the 
20 m.p.h. speed restriction will be 1,408 yds. 

An A.W.S. permanent magnet WiLl be provided 200 yds. before reaching the 
indicator and a cancelling indi stor will be provided for 'movements in the 
opposi te direction. (42) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

MONDAY _~_ DECEMBER - BETWEEN POPPLETON AND SKELTON. 

A reflectorised Speed Restriction Warning Indicator will be provided between 
Poppleton and Skelton on the Up Harrogate line at 1 mile 55 chains giving 
warning of the permanent speed restriction of 15 m.p.h. at 0 miles 42 chains. 

The distance between the warning indicator and the commencement of the 
15 m.p.h. speed restriction will be 2046 yards. 

An AWS permanent magnet will be provided 200 yards before reaching the 
indicator. (42) 

MONDAY 19 DECEMBER - BETWEEN CARNABY AND BRIDLINGTON 

A Reflec torised Speed kestx.ctlon Warning Indicator will be provided betwee~ 
Carnaby and Bridlington on the Down line at 29m. 72chs. giving warning of 
the Permanent Speed Restriction of 20m.p.h. at 30m. 49chs. 

The distance between the Warning Indicator and the commencement of'the 
20m.p.h. Speed Restriction will be 1254yds. 

An A.W.S. permanent magnet will be provided 200yds. before reaching the 
indicator. (42) 

MONDAY 19 DECEMBER - BETWEEN BEHPTON AND BRIDLINGTON 

A Reflectorised Speed Restriction Warning Indicator will be provided between 
Bempton and Bridlington on the Up line at 32m. 06chs. giving warning of the 
Permanent Speed Restriction of 20m.p.h. at 3lm. lOchs • 

. 'llieAIst:ance betwe~n4.he- Warning Indicator and the commencement of the 
i6Iit.p~h. Speeii~esl:t: n ~d:Ie --1~d-s. • 

_-~C~:W.S. permanent ma~net will be provided 200yds. before reaching the 
indicator. (42) 

MONDAY 19 DECEMBER - BETWEEN BEHPTON AND HUNMANBY 

A Reflectorised Speed Restriction Warning Indicator will be provided between 
Bempton and Hunmanby on the Down line at 40m. 59chs. giving warning of the 
Permanent Speed Restriction of 10m.p.h. at 41m. 51chs. 

The distance between the Warning Indicator and the commencement of the 
10m.p.h. Speed Restriction will be 1584yds. 

An A.W . S. permanent magnet will be provided 200yds. before reaching the 
indicator. (42) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

MONDAY 19 DECEMBER - BETWEEN FILEY AND HUNMANBY 

A Reflectorised Speed Restriction Warning Indicator will be provid~d between 
Filey and Hunmanby on the Up line at 42m. 3Schs. giving warning of the 
Permanent Speed Restriction of 30/SSm.p.h. at 41m. 72chs. 

The distance between the Warning Indicator and the commencement of the 
30/SSm.p.h. Speed Restriction will be 946yds. 

An A.W.S. permanent magnet will be provided 200yds. before reaching the 
indicator. (42) 

MONDAY 19 DECEMBER - BETWEEN FILEY AND SEAMER WEST 

4It Reflectorised Speed Restriction Warning Indicator will be provided between 
Filey and Seamer West on the Down line at 49m. 74chs. giving warning of the 
Permanent Speed Restriction of 2Sm.p.h. at SOm. 36chs. 

The distance between the Warning Indicator and the commencement of the 
2Sm.p.h. Speed Restriction will be 924yds. 

An A.W.S. permanent magnet will be provided 200yds. before reaching the 
indicator. (42) 

* * YORK (STAGE 6) 

* 

DETAILS OF WORK ALREADY CARRIED OUT 

The Loco Inlet and Outlet line has been realigned in connection with the 
recovery of Cl if ton Diamonds. The connection into the A.C.E.'s Siding (to 
~ork Yard South) has been severed. 

Position Light signal No. 206 has been re-positioned and controls exit from 
the Loco. 

The Position Light associated with 3-aspect No.200 signal, together with the 
following Ground Position Light signals have been abolished:-

197, 201, 207 and 216. (39) 

YORK (STAGE 7) 

The Loco Inlet and Outlet line has been further realigned Existing 
telephones and Notice Boards worded -Stop Proceed if Line Clear- and -Stop 
Telephone- have also been re-positioned. 

The Junction Indicator and Position Light associated with Skelton Junction 
Up Main 4-aspect No.2 signal has been abolished. (40) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN ECCLES FIELD WEST AND WINCOBANK JUNCTION 

A reflectorised Speed Restriction Warning Indicator has been provided 
between Ecclesfield West and Wincobank Junction on the Up line at 163m. 
36chs. giving warning of the permanent speed restriction of 40 m.p.h. at 
162m. 35chs. 

The distance between the Warning Indicator and the commencement of the 40 
m.p.h. speed restriction is 1782 yds. 

An A.W.S. permanent magnet has been provided 200 yds. before reaching the 
indicator. (41) 

BETWEEN WOMBWELL AND BARNSLEX 

A reflectorised Speed Restriction Warning Indicator has been provided 
between Wombwell and Barnsley on the Down line at 7m. 11chs. giving warning 
of the permanent speed restriction of 20/35 m.p.h. at 6m. 43chs. 

• 
The distance between the Warning Indicator and the commencement of the 20/35 
m.p.h. speed restriction is 1056 yds. 

An A.W.S. permanent magnet has been provided 200 yds. before reaching the 
indicator. (41) 

BETWEEN DARTON AND BARNSLEY 

A reflectorised Speed Restriction Warning Indicator has been provided 
.between Darton and Barnsley on the Up line at 52m. 16chs. giving warning of 
the pe~ne~t speed restriction of 35 m.p.h. at 52m. 53chs. 

The distance between the Warning Indicator and the commencement of the 35 • 
m.p.h. speed restriction is 814 yds. 

An A.W.S. permanent magnet has been provided 200 yds. before reaching the 
indicator. (41) 

BETWEEN CRIGGLESTONE JUNCTION AND HORBURY JUNCTION 

A reflectorised Speed Restriction Warning Indicator has been provided 
between Crigglestone Junction and Horbury Junction on the Down line at 
O~.p. giving warning of the permanent speed restriction of 20 m.p.h. at Om. 
08chs. 

The distance between the Warning Indicator and the commencement of the 20 
m.p.h. speed restriction is 1144 yds. 

An A.W.S. permanent magnet has been provided 200 yds. before reaching the 
indicator. (41) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

CUDWORTH STATION JUNCTION 

The crossover between the Up Goods and Down Goods ha s been r emoved and 
replaced by plain line. 

The Ground Disc signals reading over the crossover from Up Goods to Down 
Main and Down Main to Up Goods have been abolished. 

(41) 

BETWEEN STOURTON AND HUNSLET GOODS JUNCTION 

The Departure and Arrival lines at Hunslet Goods Yard and the Up Hunslet 
Goods line have been abolished. 

4Ibe connection between the Up Midland line and the Up Huns1et Goods line a t 
Huns1et Station Junction has been clamped out of use pending removal. Part 
of the former Up Hunslet Goods line from S912 signal has been retained as a 
Shunt Neck and a Buffer Stop has been provided 200 yards on the Leeds side 
of S912 signal. 

Signalling Alterations 

Up Huns1et Goods Signal L901 and Ground Position Light signals L895, L896 
and L898 on the Arrival and Departure lines at Hunslet Goods Yard have been 
abolished. 

The Subsidiary signal associated with Down Midland signal L906 (applying 
towards Up Huns1et Goods line) and the Stencil Route Indications associated 
with Ground Position Light signals L904 (no. 1 Reception Line) and L905 
(Shunt line) have been abolished. L904 and L905 signal,s now apply to the 
Down Midland Line (L899 signal) only. 

~e Stencil Indications associated with Ground Position Light signals S915 
~hunt Spur) and S917 (Up Midland) have been altered to show ·S· to Up 

Hunslet Siding and ·N w to Shunt Neck (former Up Huns1et Goods). 
(40) 

BETWEEN STOURTON AND ENGINE SHED JUNCTION 

A ref1ectorised Speed Restriction Warning Indicator has been provided 
between Stourton and Eng~ne Shed Junction on the Down line at 193m. 55chs. 
giving warning of the permanent speed restriction of 40m.p.h. at 194m. 37chs. 

The distance between the Warning Indicator and the commencement of the 
4Om.p.h. speed restriction is 1364yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. (41) 



NS-40 

SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

CASTLEFORD CUTSYKE JUNCTION 

The facing crossover between the Up and Down Main and the trailing 
connection in the Down Main leading to the former Glasshoughton Colliery 
Arrival/Departure line have been taken out of use pending removal. 

The Ground Position Light signals at the exit from the Colliery Arrival/ 
Departure line and from the Down Main towards the Colliery Arrival/Departure 
line have been abolished. The Subsidiary signal associated with Up Main 
3-aspect signal CJ 1036 applying towards the Colliery Siding has been 
abolished. (41) 

* * 
* 

BETWEEN HENSALL AND GOOLE POTTERS GRANGE JUNCTION 

Snaith Road Level Crossing at 70m. 17chs. 

The above A.O.C.L. level crossing has been converted to Automatic Half 
Barrier operation. 

The Advance Warning Boards and Crossing Speed Restriction Boards on the 
approaches to the level crossing have been removed. The Drivers White 
Lights situated at the crossing have been abolished. 

The crossing is monitored by Goole signal box, and telephones to Goole 
signal box have been provided. (39) 

LEEDS STATION 

The Platform Siding adjacent to Platform 4 has been temporarily shortened by 
approximately 30 yards whilst engineering work is carried out. 

(UFN) 

BETWEEN KIRKS TALL AND WHITEHALL JUNCTION 

A reflectorised Speed Restriction Warning Indicator has been provided 
between Kirkstall and Whitehall Junction on the Up Shipley line at 196m. 
58chs. giving warning of the permanent speed restriction of 30m.p.h. at 
195m. 63chs. 

The distance between the Warning Indicator and the commencement of the 
30m.p.h. speed restriction is 1650yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. (41) 

• 

• 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN BRAMLEY AND WHITEHALL JUNCTION. 

A Reflectorised Speed Restriction Warning Indicator has been provided 
between Bramley and Whitehall Junction on the Up line at 1m. 23chs. giving 
warning of the Permanent Speed Restriction of 30 m.p.h. at 185m. 16chs. 
(mileage change) 

The distance , between the Warning Indicator and the commencement of the 
30 m.p.h. speed restriction is 2,552 yds. 

An A.W.S. permanent magnet has been provided 200 yds. before reaching the 
indicator. (41) 

4ItTWEEN NEW PUDSEY AND HAMMERTON STREET 

A Reflectorised Speed Restriction Warning Indicator has been provided 
between New Pudsey and Hammerton Street on the Down line at 190m. 27chs. 
giving warning of the Permanent Speed Restriction of 30 m.p.h. at 191m. 
19chs. 

The distance between the Warning Indicator and the commencement of the 
30 m.p.h. speed restriction is 1,584 yds. 

An A.W.S. permanent magnet has been provided 200 yds. before reaching the 
indicator. (41) 

BETWEEN HORSFORTH AND WHITEHALL JUNCTION 

A reflectorised Speed 
between Horsforth and 

• 
ChS. giving warning 
5m. 63chs. (mileage 

Restriction Warning Indicator has been provided 
Whitehall Junction on the Up Harrogate line at Om . 
of the permanent speed restriction of 30m.p.h. at 
change). 

The distance between the Warning Indicator and the commencement of the 
30m.p.h. speed restriction is 1012yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. (41) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN LEEDS AND YORK VIA HARROGATE 

Ref1ectorised Speed Restriction Warning Indicators have been provided as 
follows:-

Between Horsforth and Rigton on the Down line at lOm. llchs. giving 
warning of the Permanent Speed Restriction of 30 m.p.h. at lOm. 47chs . 

The distance between the Warning Indicator and the commencement of the 
30 m.p.h. Speed Restriction is 792 yds. 

Between Rigton and Harrogate on the Down line at l4m. 50chs. giving 
warning of the Permanent Speed Restriction of 20 m.p.h. at l5m. 9chs. 

The distance between the Warning Indicator and the commencement of the 
20 m.p.h. Speed Restriction is 858 yds. 

Between Rigton and Harrogate on the Down line at l6m. 55chs. giving 
warning of the Permanent Speed Restriction of 20 m.p.h. at l7m. 16chs: 

The distance between the Warning Indicator and the commencement of the 
20 m.p.h. Speed Restriction is 902 yds. 

Between Harrogate and Starbeck on the Up line at l8m. 77chs. giving 
warning of the Permanent Speed Restriction of 30 m.p.h. at l8m. 23chs. 

The distance between the Warning Indicator and the commencement of the 
30 m.p.h. Speed Restriction is 1188 yds. 

Between Starbeck and Knaresborough ' on the Up line at ~he 17 milepost 
giving warning of the Permanent Speed Restriction of 25 m.p.h. at l6m. 
24chs. 

The distance between the Warning Indicator and the commencement of the 
25 m.p.h. Speed Restriction is 1232 yds. 

Between Knaresborough and Cattal on the Up line at 10m. 74chs. giving 
warning of the Up Direction Permanent Speed Restriction of 20 m.p.h. at 
10m. 23chs. 

The distance between the Warning Indicator and the commencement of the 
20 m.p.h. Speed Restriction is 1122 yds. 

Between Cattal and Hammerton on the Up line at 9m. 36chs. giving warning 
of the Permanent Speed Restriction of 20 m.p.h. at 8m. 56chs. 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN LEEDS AND YORK VIA HARROGATE- continued 

The distance between the Warning Indicator and the commencement of the 
20 m.p.h. Speed Restriction is 1320 yds. 

Between Starbeck and Harrogate .on the Down line at 19m. 67chs. giving 
warning of the Permanent Speed Restriction of 20 m.p.h. at 20m. 21chs. 

The distance between the Warning Indicator and the commencement of the 
20 m.p.h. Speed Restriction is 748 yds. 

Between Knaresborough and Starbeck on the Down line at 17m. 45chs. giving 
warning of the Permanent Speed Restriction of 30 m.p.h. at 18m. 13chs. 

The distance between the Warning Indicator and the commencement of the 
30 m.p.h. Speed Restriction is 1056 yds. 

Between Harrogate and Rigton on the Up line at 16m. 11chs. giving 
warning of the Permanent Speed Restriction of 20 m.p.h. at 15m. 28chs. 

The distance between the Warning Indicator and the commencement of the 
20 m.p.h. Speed Restriction is 1386 yds. 

Between Rigton and Horsforth on the Up line at Ilm. 2lchs. giving 
warning of the Permanent Speed Restriction of 30 m.p.h. at 10m. 54chs. 

The distance between the Warning Indicator and the commencement of the 
30 m.p.h. Speed Restriction is 1034 yds. 

An A.W.S. Permanent Magnet has been provided 200 yds. before reaching each 
indicator and a cancelling indicator will be provided for movements in the 
opposite direction on the Single line between Knaresborough and Cattal. 

(41) 

BETWEEN CROSS GATES AND NEVILLE HILL 

A reflectorised speed restriction Warning Indicator has been provided 
between Cross Gates and Neville Hill on the Up line at 17m. 15chs. giving 
warning of the permanent speed restriction of 50 m.p.h. at 18\ m.p. 

The distance between the warning indicator and the commencement of the 
50 m.p.h. speed restriction is 1870 yards. 

An A.W.S. permanent magnet has been provided 200 yards before reaching the 
indicator. (41) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN SALTMARSHE AND GILBERDYKE 

A Reflectorised Speed Restriction Warning Indicator has been provided 
between Saltmarshe and Gilberdyke on the Down line at Om. 63chs. giving 
warning of the Permanent Speed Restriction of 35 m.p.h. at Om. lOchs. 

The distance between the Warning Indicator and the commencement of the 
35 m.p.h. speed restriction is 1166 yds. 

An A.W.S. permanent magnet has been provided 200 yds. before reaching the 
indicator. (40) 

BETWEEN COTTINGHAM AND HULL 

A Reflectorised Speed Restriction Warning Indicator has been provided 
between Cottingham and Hull on the Up line at lm. 27chs. giving warning of 
the Permanent Speed Restriction of 25 m.p.h. at Om. 48chs. 

The distance between the Warning Indicator and the commencement of the 
25 m.p.h. speed restriction is 1298 yds. 

An A.W.S. permanent magnet has been provided 200 yds. before reaching the 
indicator. (40) 

BETWEEN HUTTON CRANSWICK AND DRIFFIELD 

A Reflectorised Speed Restriction Warning Indicator has been provided 
between Hutton Cranswick and Driffield on the Down line at l8m. 50chs. 
giving warning of the Permanent Speed Restriction of 40 m.p.h. at 19\ 
milepost. 

The distance between the Warning Indicator and the commencement of the ~ 
40 m.p.h. speed restriction is 1100 yds. 

An A.W.S. permanent magnet has been provided 200 yds. before reaching the 
indicator. (40) 

BETWEEN NAFFERTON AND DRIFFIELD 

A Reflectorised Speed Restriction Warning Indicator has been provided 
between Nafferton and Driffield on the Up line at 20m. 25chs. giving warning 
of the Permanent Speed Restriction of 40 m.p.h. at 19~ milepost. 

The distance between the Warning Indicator and the commencement of the 
40 m.p.h. speed restriction is 990 yds. 

An A.W.S. permanent magnet has been provided 200 yds. before reaching the 
indicator. (40) 
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Traincrew must pay particular attention to works contained in this 
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Drivers must be on the look-out and be prepared to stop or run at 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

NIL 

DETAILS OF WORK ALREADY CARRIED OUT 

* * YORK (STAGE 7) 

* 
The Loco Inlet and Outlet line has been further realigned Existing 
telephones and Notice Boards worded -Stop Proceed if Line Clear- and -Stop 
Telephone- have also been re-positioned. 

The Junction Indicator and Position Light associated with Skelton Junction 
Up Main 4-aspect No.2 signal has been abolished. (40) 

BETWEEN COLTON JUNCTION AND YORK 

The illuminated Speed Restriction Warning Indicator on the Down Main line 
between Colton Junction and York giving warning of the Permanent Speed 
Restriction of 15 mph at 187 miles 79 chains, has been replaced by a 
Reflective Indicator at a revised distance of 2728 yards from the speed 
restriction (1056 yards further). 

The illuminated Speed Restriction Warning Indicator on the Down Leeds line 
between Colton Junction and York giving warning of the Permanent Speed 
Restriction of 15 mph at 187 miles 79 chains, has been replaced by a 
Reflective Indicator at a revised distance of 2728 yards from the speed 

- ~estriction (1056 yards further). 

The Automatic Warning System Permanent magnets have been adjusted 
accordingly. 

BETWEEN TOLLERTON AND YORK 

(42) 

The illuminated Speed Restriction Warning Indicator on the Up Fast line 
between Tollerton and York giving warning the permanent speed restriction of 
50 m.p.h. at 1 mile 09 chains, has been replaced by a Reflective Indicator. 

(42) 

BETWEEN TEMPLE HIRST JN AND SELBY SOUTH JN 

The Maximum Permissible Line speed between Temple Hirst Jn and Selby South 
Jn has been reduced from 100 m.p.h. to 75 m.p.h. (See Section D). (42) 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

I\J 511-Z/ Y; 
"7 -<3 I :;.?J 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

MONDAY 9 JANUARY - BETWEEN YORK STATION AND SKELTON 

At 10 00 hours the Permanent Speed Restrictions on all running lines to and 
from the North between 0 m.p. and Om. 20chs. will be raised to 30 m.p.h. 

The 50 m.p.~. Permanent Speed Restriction on both the Down and Up Main lines 
will be extended to commence/terminate at Om. 20chs. (See Section D). 

reflectorised '15' Speed Restriction Warning Indicator between Poppleton 
and Skelton on the Up Harrogate line will be altered to '30' in the same 
location. (45) 

DETAILS OF WORK ALREADY CARRIED OUT 

* * BETWEEN COLTON JUNCTION AND YORK 

* 
The illuminated Speed Restriction Warning Indicator on the Down MAin line 
between Colton Junction and York giving warning of the Permanent Speed 
Restrjction of 15 mph at 187 miles 79 chains, has been replaced by a 
Reflective Indicator at a revised distance of 2728 yards from the speed 
restriction (1056 yards further). 

The illuminated Speed Restriction Warning Indicator on the Down Leeds line 
between Colton Junction and York giving warning of the Permanent Speed 
Restriction of 15 mph at 187 miles 79 chains, has been replaced by a 

lective Indicator at a revised distance of 2728 yards from the speed 
triction (1056 yards further). 

The Automatic Warning System Permanent magnets have been adjusted 
accordingly. (42) 

* * BETWEEN TOLLERTON AND YORK 

* 
The illuminated Speed Restriction Warning Indicator on the Up Fast line 
between Tollerton and York giving warning . the permanent speed restriction of 
50 m.p.h. at 1 mile 09 chains, has been replaced by a Reflective Indicator. 

* * BETWEEN TEMPLE HIRST JN AND SELBY SOUTH JN 

* 

(42) 

The Maximum Permissible Line speed between Temple Hirst Jn and Selby South 
Jn has been reduced from 100 m.p.h. to 75 m.p.h. (See Section D). (42) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

* * BETWEEN TEMPLE HIRST JUNCTION AND SELBY 

* 
The illuminated Speed Restriction Warning Indicator on the Down line between 
Temple Hirst Junction and Se1by giving warning of the permanent speed 
restriction of 25m.p.h. at 174m. llchs., has been replaced by a Reflective 
Indicator at a revised distance of 1540yds. from the Speed Restriction 
(858yds. nearer - maximum permissible speed reduced to 75 m.p.h.). 

The Automatic Warning System Permanent magnet has been adjusted accordingly. 
(42) 

* * BETWEEN BOOTHAM AND YORK 

* 
A Reflectorised Speed Restriction Warning Indicator has been provided 
between Bootham and York on the Up line at Im. 14chs. giving warning of the 
Permanent Speed Restriction of 15m.p.h. at Om. 26chs. 

The distance between the Warning Indicator and the commencement of the 
15m.p.h. Speed Restriction is 1496yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. (42) 

* * BETWEEN BARTON HILL AND KIRKHAM ABBEY 

* 
A Reflectorised Speed Restriction Warning Indicator has been provided 
between Barton Hill and Kirkham Abbey on the Down line at 13m. 03chs. giving 
warning of the Permanent Speed Restriction of 45m.p.h. at 13~.p. 

The distance between the Warning Indicator and the commencement of the 
45m.p.h. Speed Restriction is 1254yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. \ (42) 

* * BETWEEN RILLINGTON AND MALTON 

* 
A Reflectorised Speed Restriction Warning Indicator has been provided 
between Rillington and Malton on the Up line at 2lm. 70chs. giving warning 
of the Permanent Speed Restriction of 40m.p.h. at 2lm. 15chs. 

The distance between the Warning Indicator and the commencement of the 
40m.p.h. Speed Restriction is 1210yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. (42) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

* * BETWEEN SEAMER AND SCARBOROUGH 

A Reflectorised Speed Restriction Warning Indicator has been provided 
between Seamer and Scarborough on the Down line at 41m. llchs. giving 
warning of the Permanent Speed Restriction of lSm.p.h. at 41m. SSchs. 

The distance between the Warning Indicator and the commencement of the 
lSm.p.h. Speed Restriction is 968yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. (42) 

* BETWEEN SEAMER WEST AND SCARBOROUGH 

* 
A Reflectorised Speed Restriction Warning Indicator has been provided 
between Seamer West and Scarborough on the Down line at 38m. 70chs. giving 
warning of the Permanent Speed Restriction of 45m.p.h. at 39~.p. 

The distance between the Warning Indicator and the commencement of the 
4Sm.p.h. Speed Restriction is 1100yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. (42) 

* * KNOTTINGLEY 

* 
Knottingley Up Goole Automatic signal No.430 has been converted to a 
controlled signal and replated accordingly. (42) 

~EEDS STATION 

The Platform Siding adjacent to Platform 4 has been temporarily shortened by 
approximately 30 yards whilst engineering work is carried out. 

(UFN) 

* * BETWEEN HAMMERTON AND POPPLETON 

* 
A Reflectorised Speed Restriction Warning Indicator has been provided 
between Hammerton and Poppleton at 3m. 62chs. giving warning of the Up 
direction Permanent Speed Restriction of 20 m.p.h. at 2m. 78chs. 

The distance between the Warning Indicator and the commencement of the 
20 m.p.h. speed restriction is 1,408 yds. 

An A.W.S. permanent magnet will be provided 200 yds. before reaching the 
indicator and a cancelling indicator has been provided for movements in the 
opposite direction. (42) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

* * BETWEEN POPPLETON AND SKELTON 

* 
A reflectorised Speed Restriction Warning Indicator has been provided 
between Poppleton and Skelton on the Up Harrogate line at 1 mile 55 chains 
giving warning of the permanent speed restriction of 15 m.p.h. at 0 miles 42 
chains. 

The distance between the warning indicator and the commencement of the 
15 m.p.h. speed restriction is 2046 yards. 

An AWS permanent magnet has been provided 200 yards before reaching the 
indicator. (42) 

* * BETWEEN CARNABY AND BRIDLING TON 

* 
A Reflectorised Speed Restriction Warning Indicator has been provided 
between Carnaby and Bridlington on the Down line at Z9m. 7Zchs. giving 
warning of the Permanent Speed Restriction of 20m.p.h. at 30m. 49chs. 

The distance between the Warning Indicator and the commencement of the 
20m.p.h. Speed Restriction is 1254yds. 

An A.W.S. permanent magnet has been provided ZOOyds. before reaching the 
indicator. (42) 

* * BETWEEN BEMPTON AND BRIDLING TON 

* 
A Reflectorised Speed Restriction Warning Indicator has been provided 
between Bempton and Bridlington on the Up line at 3Zm. 06chs. giving warning 
of the Permanent Speed Restriction of 20m.p.h. at 31m. lOchs. 

The distance between the Warning Indicator and the commencement of the 
ZOm.p.h. Speed Restriction is 1672yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. (42) 

BETWEEN BRIDLING TON QUAY AND HUNMANBY 

Speeton Gate Box together with all signals worked therefrom have been 
abolished. 

Speeton L.C. at 37 miles 34 chains 

The above crossing has been converted to Automatic Half Barrier operation. 
The crossing is supervised by Bridlington Quay signal box and a telephone 
communicating with the signal box has been provided. 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN BRIDLINGTON QUAY AND HUNMANBY - continued 

Speeton L.C. at 37 miles 34 chains - continued 

Permanent Speed Restrictions of 65 m.p.h. have been imposed at 35m. 16chs. 
approaching the level crossing in the Down direction and at 39m. 37chs. in 
the Up direction (see Section D). (42) 

* * BETWEEN BEMPTON AND HUNMANBY 

* 
A Reflectorised Speed Restriction Warning Indicator has been provided 
between Bempton and Hunmanby on the Down line at 40m. 59chs. giving warning 

the Permanent Speed Restriction of lOm.p.h. at 41m. 51chs. 

The distance between the Warning Indicator and the commencement of the 
lOm.p.h. Speed Restriction is 1584yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. (42) 

* * BETWEEN FILEY AND HUNMANBY 

* 
A Reflectorised Speed Restriction Warning Indicator has been provided 
between Filey and Hunmanby on the Up line at 42m. 35chs. giving warning of 
the Permanent Speed Restriction of 30/55m.p.h. at 41m. 72chs. 

The distance between the Warning Indicator and the commencement of the 
30/55m.p.h. Speed Restriction is 946yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
411Picator. (42) 

* * BETWEEN FILEY AND SEAMER WEST 

* 
A Reflectorised Speed Restriction Warning Indicator has been provided 
between Filey and Seamer West on the Down line at 49m. 74'chs. giving warning 
of the Permanent Speed Restriction of 25m.p.h. at 50m. 36chs. 

The distance between the Warning Indicator and the commencement of the 
25m.p.h. Speed Restriction is 924yds. 

An A.W.S. permanent magnet has been provided 200yds. before reaching the 
indicator. (42) 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

SUNDAY 15 JANUARY - BETWEEN DONCASTER AND WAKEFIELD WESTGATE - HEMSWORTH 
LOOPS 

The Down and Up Goods Loops at Hemsworth will be altered to Down and Up 
Passenger Loops. (See Section MD M). 

(47) 

DETAILS OF WORK ALREADY CARRIED OUT 

The Headshunt at the South end of York Station, adjacent to the Up Main line 
has been reduced in length by 100 yards. 

(New Item) (46) 

YORK STATION 

4 - Aspect Signal No. 131 (Down direction on No.8 Platform line) has been 
renewed on a straight post in its original position. 

3 - Aspect Signal No.126 (Up direction on No.9 Platform line) has been 
repositioned on a straight post on the left-hand side of the line. 

(New Item) (46) 

BETWEEN YORK STATION AND SKELTON 

The Permanent Speed Restrictions on all running lines to and from the North 
between 0 m.p. and Om. 20chs. have been raised to 30 m.p.h. 

The 50 m.p.h. Permanent Speed Restriction on both the Down and Up Main lines 
have been extended to commence/terminate at Om. 20chs. (See Section D). 

The reflectorised 'IS' Speed Restriction Warning Indicator between Poppleton 
and Skelton on the Up Harrogate line have been altered to '30' in the same 
location. (45) 

BETWEEN BRIDLING TON QUAY AND HUNMANBY 

Speeton Gate Box together with all signals worked therefrom have been 
abolished. 
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SECTION C 

SIGNALLING AND PERMANENT vlAY ALTERATIONS 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

NIL 

DETAILS OF WORK ALREADY CARRIED OUT 

BETWEEN DONCASTER AND WAKEFIELD WESTGATE - HEMSWORTH LOOPS 

T"' Down and Up Goods Loops at Hemsworth have been altered to Down and Up 
~enger Loops. (See Section MD-). 

(47) 

The Headshunt at the South end of York Station. adjacent to the Up Main line 
has been reduced in length by 100 yards. 

(46) 

YORK STATION 

4 - Aspect Signal No. 131 (Down direction on No.8 Platform line) has been 
renewed on a straight post in its original position. 

3 - Aspect Signal No.126 (Up direction on No.9 Platform line) has been 
repositioned on ·a straight post on the left-hand side of the line. 

(46) 

BETWEEN YORK STATION AND SKELTON 

The Permanent Speed Restrictions on all running lines to and from the North 
between 0 m.p. and Om. ' 20chs. have been raised to 30 m.p.h. 

The 50 m.p.h. Permanent Speed Restriction on both the Down and Up Main lines 
have been extended to commence/terminate at Om. 20chs. (See Section D). 

The reflectorised 'IS' Speed Restriction Warning Indicator between Poppleton 
and Skelton on the Up Harrogate line have been altered to '30' in the same 
location. (45) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

* * BETWEEN BRIDLING TON QUAY AND HUNMANBY 
* 

Speeton Gate Box together with all signals worked therefrom have been 
abolished. 

* * Speeton L.C. at 37 miles 34 chains 

* 
The above crossing has been converted to Automatic Half Barrier operation. 
The crossing is supervised by Bridlington Quay signal box and a telephone 
communicating with the signal box has been provided. 

Permanent Speed Restrictions of 65 m.p.h. have been imposed 
approaching the level crossing in the Down direction and at 
~e Up direction (see Section D). 

at 35m. 16chs. 
39m. 37chs. in 

(42) 

BETWEEN SPRINGBANK NORTH IN AND KING GEORGE DOCK 

Working by Pilotman has been introduced pending re-signalling. 

The following signals have been fixed at Red :-

HR45, 48, 50, 49, 53, 51, 55 and 58. 

All other signals have been taken out of use pending removal. 
(47) 
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SECTION D 

GENERAL INSTRUCTIONS AND NOTICES 

A thick vertical line denotes a new or amended items. 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

WORKING MANUAL FOR RAIL STAFF (BR.30054) 
PART 3 : PINK PAGES 

Section F : Clause F3/16 

Amend the entry for Kings Cross to read as follows :-

KINGS CROSS 01-388-0642* tOO-54517 

Amend the entry for Leeds to read as follows :-

LEEDS 0532-442608* t033-2763 

PARTS 3 & 6 : PINK & WHITE PAGES 

(2D) 

(2D) 

Traincrews must always carry these documents with them when they are on duty. 
(2D) 

PART 6 : WHITE PAGES 

Train Operations - Warning/Rejection Messages 

The existing list of Warning/Rejection messages currently contained in Pages 
C18 - C21 of the White Pages section of the Working Manual for Rail Staff 
has been amended to include 2 character references and · certain additional 
warning/Rejection messages. In addition Warning/Rejection messages will also 
be output for Parcels/ECS trains as necessary. (2D) 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

SUNDAY 29TH JANUARY AND MONDAY 30TH JANUARY - BETWEEN HESSLE ROAD AND KING 
GEORGE DOCK 

The line between Springbank South Junction and Bridges Junction will be 
singled and re-named the Up/Down King George Dock Line. 

The Double to Single line connection at Bridges Junction will be abolished. 

4Itgnalling Alterations 

The Track Circuit Block Regulations will apply between Springbank South 
Junction and Sculcoates. and the line east of Sculcoates to the end of the 
branch will be worked under the One Train Working Regulations (no staff). 

The position 4 route indicator on Down line signal HR 42 at Springbank South 
Junction will be removed. 

Down direction Signal HR 56 will be renewed on the left-hand side of the 
track and will be provided with a position 4 route indicator reading to the 
Walton Street Goods Branch. 

Down direction Signal HR 49 will have its associated Position Light renewed 
as an off-set to the right. The stencil indicator will be abolished. 

Up direction Signal HR 50 will be re-plated HR 48R and the Red aspect will 
be abolished. 

418 direction Signal HR 58 will be converted to an Automatic Signal. 
re-plated HR 55R and re-positioned 40 yards further east. applying to the 
Single Line. 

A Reflectorised Distant Board will be provided 570 yards before reaching HR 
55R. 

Down direction Signal Nos. 45.47.54.59. Up direction Signal Nos. 61.62R, 62 
Ground Position Light No. 63 and the Down King George Dock fixed Distant 
will be abolished. 

The Yellow aspects on Down direction Signal no. 51 and Up direction Signal 
~o. 53 will be abolished. 



NS-32 

SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT 

BETWEEN DONCASTER AND WAKEFIELD WESTGATE - HEMSWORTH LOOPS 

"i'l.t! ~uw'l1 CiUJ Up GOudb ,Luopi> at Hemsworth have been altered to Down and Up 
Passenger Loops. (See Section -D-). 

(47) 

The Headshunt at the South end of York Station, adjacent to the Up Main line 
has been reduced in length by 100 yards. 

(46) 

YORK STATION 

u - Aspect Signal No. 131 (Down direction on No.8 Platform line) has been 
renewed on a straight post in its original position. 

3 - Aspect Signal No.126 (Up direction on No.9 Platform line) has been 
repositioned on a straight post on the left-hand side of the line. 

* * BETWEEN YORK STATION AND SKELTON 

* 

(46) 

The Permanent Speed Restrictions on all running lines to and from the North 
be tween 0 m.p. and Om. 20chs. have been raised to 30 m.p.h. 

The 50 m.p.h. Permanent Speed Restriction on both the Down and Up Main lines 
have been extended to commence/terminate at Om. 20chs. (See Section D). 

The reflectorised '15' Speed Restriction Warning Indicator between pOPPleto~ 
and Skelton on the Up Harrogate line have been altered to '30' in the same 
location. (45) 

BETWEEN SPRINGBANK NORTH IN AND KING GEORGE DOCK 

Working by Pilotman has been introduced pending re-signalling. 

The following signals have been fixed at Red :-

HR45, 48, 50, 49, 53, 51, 55 and 58. 

All other signals have been taken out of use pending removal. 
(47) 
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SECTION C 

SINGALLING AND PERKENENT WAY ALTERATIONS 

NS II Illy 
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* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

SUNDAY 5 FEBRUARY - STRENSALL NO.2 L.C . (RC) AT 6M. llCHS. 

The above level crossing will be provided with CCTV cameras. Supervision and control will be 
transferred from Strensall No.l Gatebox to Strensall Signalbox under MCB (TV) conditions. 

* * COMMENCING SUNDAY 5 FEBRUARY - STRENSALL NO.l L.C. AT 6M. OOCHS. 

* Strensall No.l Gatebox will be abolished, and the gates removed. 

(49) 

Temporary arrangements will be introduced in lieu of the gates, until lifting barriers are 
installed and CCTV cameras are provided for the supervision and control from Strensall 
Signalbox under MCB (TV) conditions. 

DETAILS OF WORK ALREADY CARRIED OUT 

BETWEEN HESSLE ROAD AND KING GEORGE DOCK 

The line between Springbank South Junction and Bridges Junction etc. 

THE SINGLING WORK HAS NOT BEEN CARRIED OUT 

(New Item) (49) 

BETWEEN DONCASTER AND WAKEFIELD WESTGATE - HEMSWORTH LOOPS 

The Down and Up Goods Loops at Hemsworth have been altered to Down and Up Passenger Loops . 
(See Section "D"). 

(47) 

* * YORK 
* 

The Headshunt at the South end of York Station, adjacent to the Up Main line has been 
reduced in length by 100 yards. 

(46) 

I 

I 



NS -C2 

SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

* * YORK STATION 

* 
4 - Aspect Signal No. 131 (Down direction on No.8 Platform line) has been renewed on a 

straight post in its original position. 

3 - Aspect Signal No.126 (Up direction on No.9 Platform line) has been repositioned on a 
straight post on the left-hand side of the line. 

BETWEEN BOOTHAM AND STRENSALL 

HlIIr Road L.C. at 3m. 27chs. 

The gate box has been abolished and control of the level crossing transferred to Strensall 
signal box. The boom gates have been replaced by lifting barriers. 

(New Item) (49) 

BETWEEN SPRINGBANK SOUTH IN AND KING GEORGE DOCK 

The Working by Pilotman previously in operation between Springbank North In and King 
George 'Dock has been extended to apply between Springbank South In and King George Dock. 
The following signals have been fixed at Red:-

HR 45,48,50,49,53,51,55,58,43 and 42 

All other signals have been taken out of use pending removal. 

(Amended Item) (UFN) 

• 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

NS. '1'"7 IS; 
J I - (, 2.. . .r 9 

SATURDAY 11 TO MONDAY 13 FEBRUARY - BETWEEN OAKENSHAW SOUTH IN AND OAKENSHAW IN 

The Down Oakenshaw Branch (between Oakenshaw South In and Oakenshaw In) will be abandoned. 

The Up Oakenshaw Branch will become a Single line. renamed the Up/Down Oakenshaw Branch. The 
4Iftch points at 49m. 03chs. will be removed. 

Oakenshaw In will be remodelled to give a facing crossover between the Down and Up Goole lines 
and a trailing lead on to the Up Goole from the Up/Down Oakenshaw Branch. 

Oakenshaw South In will be remodelled to give a trailing crossover between the Up and Down 
Crofton Goods lines. and a facing connecti~n from the Down Crofton Goods to the Up/Down 
Oakenshaw Branch. 

Signalling Alterations 

The Position 2 route indicator associated with Down Crofton Goods line signal 0.16 will be 
abolished. The existing Position 1 route indicator will be altered to apply to the route from 
the Down Crofton Goods line to the Up/Down Oakenshaw Br~nch. 

Up Crofton Goods line signal 0.8 will be renewed 160 yards further from Oakenshaw South In. 

Up Crofton Goods line signal 0.5 will be converted to an automatic signal . 

• 
wn Oakenshaw Branch line signal 0.295 will be repositioned 55 yards towards Oakenshaw In and 
11 be mounted on the right hand side of the Up/Down Oakenshaw Branch. Routes from this 

signal will remain unaltered. 
(50) 

SUNDAY 12 FEBRUARY - YORK 

The route indicators on signals Y.6l (Up Slow). Y.9l (Platform 16) and Y.92 (Platform 15) will 
be abolished in connection with the remodelling at Holgate In. 

(50) 

SUNDAY 12 FEBRUARY - STRENSALL NO.l LC (AT 6K. OOCHS.) 

The temporary arrangements at the above level crossing will be withdrawn. 

Lifting barriers will be brought into use and CCTV cameras will provide for the supervision 
and control from Strensall Signalbox under KCB (TV) conditions. 

(50) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT 

BETWEEN BOOTHAM AND STRENSALL 

Haxby Road L.C. at 3m. 27chs. 

The gate box has been abolished and control of the level crossing transferred to Strensall 
signal box. _ The boom gates have been replaced by lifting barriers. 

(49) 

STRENSALL NO.2 L.C. (RC) AT 6M. llCHS. 

The above level crossing has been provided with CCTV cameras. Supervision and control has 
been transferred from Strensall No.l Gatebox to Strensall Signalbox under MCB (TV) conditionli. 

(49) • 

* * }ETWEEN DON~~STER AND WAKEFIELD WESTGATE - HEMSWORTH LOOPS 

* The Down and Up Goods Loops at Hemsworth have been altered to Down and Up Passenger Loops. 
(See Section "0"). 

(47) 

BETWEEN HESSLE ROAD AND KING GEORGE DOCK 

The line between Springbank South Junction and Bridges Junction etc. 

THE SINGLING WORK HAS NOT BEEN CARRIED OUT 
(49) 

BETWEEN SPRINGBANK SOUTH JN AND KING GEORGE DOCK 

The Working by Pilotman previously in operation between Springbank North Jn and King George 
Dock has been extended to apply between Springbank South In and King George Dock. The 
following signals have been fixed at Red:-

HR 45,48,50,49,53,51,55,58,43 and 42 

All other signals have been taken out of use pending removal. 
(UFN) 
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SECTION D 

GENERAL INSTRUCTIONS AND NOTICES 

A thick vertical line denotes new or amended items. 

* * Items marked thus will not appear in future issues and a note must be taken of them by all concerned. 
* 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) 

TABLE A : DETAILS OF RUNNING LINES 

Permanent S~eed Restrictions 
Running Lines and Down Up 
Sirnallin2: Svstem Location K. Ch. m .. h. At or Between 

Page 38 

YORK 1'0 SCARBOROUGH 

At:- Strensall No.l LC 

ADD:- (CCTV) 

At:- Strensall No.2 LC 
-. 

DELETE:- (RC) 

and SUBSTITUTE: - (CCTV) 

- . --...------

Remarks 

(4D) 

z 
~ 

t:I 
~ 



SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

Permanent SEeed Restrictions 
Running Lines and Down Up 
Simallinl!: SYstem Location M. Ch. m.o.h. At or Between 

Page 75 

OAKENSHAW SOUTH IN TO OAKENSHAW IN 
I 

DELETE:- All details and SUBSTITUTE:-

15 15 MAXIMUM PERMISSIBLE SPEED 

Oakenshaw South In 49 41 -
.A. (See pages 73 and 76) 
I 
lA 

! Oalcenshaw In 48 76 
(See Page 50) 

I 

~ 

, 

-

a · 

Remarks 

AWS not provided 

Controlled by Oakenshaw Box 

(w.e.f. 11.2.89) (4D) 

~~"' .. 
t.... 

z 
Cl) 

o ....., 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

SUNDAY 19 FEBRUARY - YORK 

The following lines, together with associated signalling, will be taken out of use in 
connection with re-modelling between Holgate Junction and York Station 

Up Main 
Down 'Main 
~p Loco Loop 

Signals Y.34 (Down Main) and Y.I09 (Platform 8) will be fixed at Red . 

Signals Y.lll (Platform 3) and Y.113 (Platform 2) will be disconnected. 

Signal Y.36 (Up Main) will be abolished. 

Route Indicators on Signals Y.IOl (Platform 9), Y.99 (Platform 10), Y.97 (Platform 11) and 
Y.95 (Platform 14) will be abolished. 

GPL Signal Y.2l (Down Holgate Loop) will be converted to a fixed Red Main aspect with 
associated Position light. 

MONDAY 20 FEBRUARY - BETWEEN COLTON JUNCTION AND ULLESKELF 

(51) 

torised speed restriction Warning Indication will be provided between Col ton Junction 
~ .... ";; .. , .. "' .. on the Up Normanton line at 6m. 50chs. giving warning of the permanent speed 

restriction of 80 m.p.h. at 7m . 3lchs . 

The distance between the warning indicator and the commencement of the 80 m.p.h. speed 
restriction will be 1,342 yards. 

An A.W.S. permanent magnet will be provided 200 yards before reaching the indicator. 
(51) 

• 

( 
I 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT 

KALTON UP SIDINGS 

In connection with Engineering work taking place at Malton station, the Up Sidings have been 
secured out of use until further notice . 

(New item) (UFN) 

A new temporary level crossing has been brought into use over the Eastern Reception line 
between Goole and Goole Docks. The level crossing is provided with hand operated barriers 
which will be locked in the lowered position when the road is closed and when the crossing 
keeper is not on duty. The level crossing will be manned , normally, between 08 00 and 18 00 
each weekday . e (New item) (51) 

The route indicators on signals Y.6l (Up Slow) , Y.9l (Platform 16) and Y.92 (Platform 15) have 
been abolished in connection with the remodell ing at Holgate In . 

(50) 

BETWEEN BOOTHAM AND STRENSALL 

Haxby Road L.C. at 3m . 27chs. 

The gate box has been abolished and control of the level crossing transferred to Strensall 
signal box . The boom gates have been replaced by lifting barriers . 

(49) 

STRENSALL NO .l LC (AT 6M. OOCHS.) 

~ensall No .l Gatebox has been abolished . 

Lifting barriers have been brought into use and CCTV cameras provide for the supervision and 
control from Strensall Signalbox under MCB (TV) conditions . 

(50) 

STRENSALL NO .2 L.C. (RC) AT 6M. llCHS . 

The above l evel crossing has been provided with CCTV cameras . Supervision and control has 
been transferred from Strensall No . l Gatebox to Strensall Signalbox under MCB (TV) conditions . 

(49) 

BEMEN OAKENSHAW SOUTH IN AND OAKENSHAW IN 

The Down Oakenshaw Branch (between Oakenshaw South In and Oakenshaw In) has been abandoned. 

The Up Oakenshaw Branch has become a Single line , renamed the Up/Down Oakenshaw Branch . The 
catch points at 49m . 03chs . have been removed. 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN OAKENSHAW SOUTH IN AND OAKENSHAW IN - continued 

Oakenshaw In has been remodelled to give a facing crossover between the Down and Up Goole 
lines and a trailing lead on to the Up Goole from the Up/Down Oakenshaw Branch . 

Oakenshaw South In has been remodelled to give a trailing crossover between the Up and Down 
Crofton Goods lines, and a facing connection from the Down Crofton Goods to the Up/Down 
Oakenshaw Branch. 

Signalling Alterations 

The Position 2 route indicator associated with Down Crofton Goods line signal 0.16 has been 
abolished. The existing Position 1 route indicator has been altered to apply to the route 
from the Down Crofton Goods line to the Up/Down Oakenshaw Branch. ~ 

Up Crofton Goods line signal 0.8 has been renewed 160 yards further from Oakenshaw South In. 

Up Crofton Goods li~e signal 0.5 has been converted to an automatic signal. 

Down Oakenshaw Branch line signal 0.295 has been repositioned 55 yards towards Oakenshaw In 
and mounted on the rig?t hand side of the Up/Down Oakenshaw Branch. Routes from this signal 
remain unaltered. 

(50) 

BETWEEN HESSLE ROAD AND KING GEORGE DOCK 

The line between Springbank South Junction and Bridges Junction etc. 

THE SINGLING WORK HAS NOT BEEN CARRIED OUT 
(49) 

BETWEEN SPRINGBANK SOUTH IN AND KING GEORGE DOCK 

The Working by Pilotman previously in operation between Springbank North In and King George 
Dock has been extended to apply between Springbank South In and King George Dock. The 
following signals have been fixed at Red:-

HR 45,48,50,49,53,51,55,58,43 and 42 

All other signals have been taken out of use pending removal. 
(urn) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN OAKENSHAW SOUTH IN AND OAKENSHAW IN - continued 

Oakenshaw In has been remodelled to give a facing crossover between the Down and Up Goole 
lines and a trailing lead on to the Up Goole from the Up/Down Oakenshaw Branch . 

Oakenshaw South In has been remodelled to give a trailing crossover between the Up and Down 
Crofton Goods lines, and a facing connection from the Down Crofton Goods to the Up/Down 
Oakenshaw Branch. 

Signalling Alterations 

The Position 2 route indicator associated with Down Crofton Goods line signal 0.16 has been 
abolished. The existing Position 1 route indicator has been altered to apply to the route 
from the Down Crofton Goods line to the Up/Down Oakenshaw Branch. ~ 

Up Crofton Goods line signal 0.8 has been renewed 160 yards further from Oakenshaw South In . 

Up Crofton Goods li~e signal 0.5 has been converted to an automatic signal . 

Down Oakenshaw Branch line signal 0.295 has been repositioned 55 yards towards Oakenshaw In 
and mounted on the right hand side of the Up/Down Oakenshaw Branch. Routes from thi s signal 
remain unaltered . " 

(50) 

BETWEEN HESSLE ROAD AND KING GEORGE DOCK 

The line between Springbank South Junction and Bridges Junction etc. 

THE SINGLING WORK HAS NOT BEEN CARRIED OUT 
(49) 

BETWEEN SPRINGBANK SOUTH IN AND KING GEORGE DOCK 

The Working by Pilotman previously in operation between Springbank North In and King George 
Dock has been extended to apply between Springbank South In and King George Dock. The 
following signals have been fixed at Red:-

HR 45,48,50,49,53,51,55,58,43 and 42 

All other signals have been taken out of use pending removal . 
(UFN) 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

NIL 

DETAILS OF WORK AlREADY CARRIED OUT 

f\I s. q. c; I i'Y 

2 t . 2 - J . .i . jI 

~e following lines, together with associated signalling, have been taken out of use in 
~nnection with re-modelling between Holgate Junction and York Station :-

Up Main 
Down Main 
Up Loco Loop 

Signals Y.34 (Down Main) and Y.109 (Platform 8) have been fixed at Red. 

Signals Y.lll (Platform 3) and Y.113 (Platform 2) have been disconnected. 

Signal Y.36 (Up Main) has been abolished. 

Route Indicators on Signals Y.10l (Platform 9), Y.99 (Platform 10), Y.97 (Platform 11) and 
Y.95 (Platform 14) have been abolished. 

GPL Signal Y.2l (Down Holgate Loop) has been converted to a fixed Red Main aspect with 
associated Position light. 

(51) 

The route indicators on signals Y.6l (Up Slow), Y.9l (Platform 16) and Y.92 (Platform 15) have 
been abolished in connection with the remodelling at Holgate In. 

* * BEMEN BOOTIlAM AND STRENSALL 
* 

Haxby Road L.C. at 3m. 27chs. 

(50) 

The gate box has been abolished and control of the level crossing transferred to Strensall 
signal box. The boom gates have been replaced by lifting barriers. 

(49) 
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SECTION C - SIGNAllING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

STRENSALL NO.1 Le (AT 6K. OOCHS.) 

Strensal1 No.1 Gatebox has been abo11shed. 

Lifting barriers have been brought into use and CCTV cameras provide for the supervision and 
control from Strensa11 Signa1box under KCB (TV) conditions. 

* * STRENSALL NO.2 L.C. (RC) AT 6K. 11CHS. 

* 

(50) 

The above level crossing has been provided with CCTV Cameras. Supervision and control has 
been transferred frOll Strensall No.1 Gatebox to Strensall Signa1box under KCB (TV) condition. 

(49) .. 

KALTON UP SIDINGS 

In connection with Engineering work taking place at Ka1ton station, the Up Sidings have been 
secured out of use until further notice. 

(UFN) 

BETWEEN COLTON JUNCTION AND UUESKELF 

A ref1ectorised speed restriction Warning Indication has been provided between Co1ton Junction 
and U11esk1ef on the Up Noruanton line at 6m. 50chs. giving warning of the permanent speed 
restriction of 80 m.p.h. at 7m. 31chs. 

The distance between the warning indicator and the commencement of the 80 m.p.h. speed 
restriction is 1,342 yards. 

An A.V.S. permanent magnet has been provided 200 yards before reaching the indicator. 
(51) 

BETWEEN OAKENSHAV SOUTH IN AND OAKENSHAV IN 

The Down Oakenshaw Branch (between Oakenshaw South In and Oakenshaw In) has been abandoned. 

The Up Oakenshaw Branch has beCOlle a Single line, renamed the Up/Down Oakenshaw Branch. The 
catch points at 49m. 03chs. have been removed. 

Oakenshaw In has been remodelled to give a facing crossover between the Down and Up Goo1e 
lines and a trailing lead on to the Up Goole frOll the Up/Down Oakenshaw Branch. 

Oakenshaw South In has been remodelled to give a trailing crossover between the Up and Down 
Crofton Goods lines, and a facing connection frOll the Down Crofton Goods to the Up/Down 
Oakenshaw Branch. 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN OAKENSHAW SOUTH IN AND OAKENSHAW IN - continued 

Signalling Alterations 

The Position 2 route indicator associated with Down Crofton Goods line signal 0.16 has been 
abolished. The existing Position 1 route indicator has been altered to apply to the route 
from the Down Crofton Goods line to the Up/Down Oakenshaw Branch. 

Up Crofton Goods line signal 0.8 has been renewed 160 yards further from Oakensbaw South In. 
I 

Up Crofton Goods line signal 0.5 has been converted to an automatic signal. 

Down Oakenshaw Branch line signal 0.295 has been repositioned 55 yards towards Oakenshaw In 
At mounted on the right hand side of the UpjDown Oakenshaw Branch. Routes from this signal 
~main unaltered. 

(50) 

A new temporary level crossing has been brought into use over the Eastern Reception line 
between Goole and Goole Docks. The level crossing is provided with hand operated barriers 
which will be locked in the lowered position when the road is closed and when the crossing 
keeper is not on duty. The level crossing will be manned, normally, between 08 00 and 18 00 
each weekday. 

* * BETWEEN HESSLE ROAD AND KING GEORGE DOCK 

* 
The line between Springbank South Junction and Bridges Junction etc. 

~E SINGLING WORK HAS NOT BEEN CARRIED OUT 

BETWEEN SPRINGBANK SOUTH IN AND KING GEORGE DOCK 

(51) 

(49) 

The Working by Pilotman previously in operation between Springbank North In and King George 
Dock bas been extended to apply between Springbank South In and King George Dock. The 
following signals have been fixed at Red:-

HR 45,48,50,49,53,51,55,58,43 and 42 

All other signals have been taken out of use pending removal. 
(UFN) 
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SECTION D 
GENERAL INSTRUCTIONS AND NOTICES 

A thick vertical line denotes a new or amended items. 

* * Items marked thus will not appear in future issues and a note must be taken of them by 
* all concerned. 

Page 3.6.A 

Add :- the following instructions 

GENERAL APPENDIX (BR 29944) 
SECTION 3 

INCIDENTS INVOLVING DOORS ON PASSENGER STOCK 

1. The door(s) concerned must be locked and labelled out of use immediately if -

(a) an external door comes open during the journey OR 

(b) someone is injured when opening an external slam door OR 

(c) someone is injured when power operated doors are being closed or the train starts 
with someone (or something such as a push-chair, etc) trapped in power 
operated external doors, OR 

(d) a power operated external door remains open irregularly when the train starts OR 

(e) someone falls from the train 

2. Operations Control must be advised of the full details including the last stopping 
place where that side of the vehicle was at a platform, the vehicle number, location of 
the door and, in the case of power-operated doors, the position of all door controls 
and the Traction Interlock Switch at the time of the incident. 

3. The door must be examined by K. & E.E. staff at the first suitable location and the 
vehicle must be taken out of service as soon as possible. It must not re-enter service ~ 
until special authority is given by the Regional Operations Manager. 

Page 3.8 

DEFECTIVE DOOR FASTENINGS 

Delete these instructions and substitute -

DEFECTIVE SLAK DOORS 

If a slam door is defective, it must be locked by carriage key and the key-hole must be 
plugged to prevent it being unlocked. On non-corridor compartment stock, both doors of the 
compartment must be so dealt with. The K. & E.E. staff must be advised on completion of 
the journey. 

(4D) 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

WORKING MANUAL FOR RAIL STAFF (BR 30054) 

PART 6 : WHITE PAGES 

Section H 

Clause Hl/7 
TRAIN PREPARATION FORK/TOPS TRAIN LIST - EXEMPTION FROM CLAUSE Cl/7 
Add as second and third paragraphs 

A completed Train Preparation Form/TOPS Train list need not accompany loaded or empty MGR 
coal trains between Area Manager East Midlands Freight collieries and Upper and Lower 
Trent Valley Power Stations. 

~ train must be validated before departure from the colliery by the reproduction of a 
Summary Train List by the Area Fre ~k Centre in accordance with Working Manual for Rail 
Staff White Pages Section C/3 Clauses C3/2 - C3/7. 

A completed drivers slip must continue to be given to the driver. 
(M034/63) (4D) 



SECTIOM D - GEl!EltAL INSTRUCTIOMS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPElfDIX (NORnlERN AREA) 

Rwming Linu and 
Simdlinl SYltea 

Pare 38 

YORK TO SCARBOROUGH 
i 

Location 

At: - I Strenaall No.1 LC 

ADD:- (CCTV) 

At:- Strenaall No.2 LC 

DELETE: - I (RC) 

and 1:- (CCTV) 

Page 64 as uended 

I 
DIGGLE IN TO HOLBECK EAST IN 

I 

TABLE A : DETAILS OF RUNNING LINES 

Permanent Speed Restrictions 
Down Up 

K. Ch. I II.D.h. I At or Between 

At Bat1ey LC in Rwming Lines and Signalling System column I . 
Add: - Signa1box dots 

I 
• • I I e • 

Remarks 

~ 

s 

(4D) 

(4D) 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

* * Items marked thus will not appear in future issues and a note must be 
* taken of them by all concerned . 

DETAILS OF WORK REFERRED TO IN SECTION B 

NIL 

DETAILS OF WORK ALREADY CARRIED OUT 

BETWEEN BEVERLEY AND DRIFFIELD 

. Hutton LC at 16m. 73chs. 

IV" ,£"'b / yj 

Lf- - I -:;.; :~,l)l 

4Ite Level Crossing gates have been removed and the crossing has been equipped with Automatic 
Half Barriers (bi-directiona1). 

The crossing is equipped to work automatically when approached in the wrong direction and for 
this purpose X3Om.p.h. Speed Restriction notice boards have been provided as follows:-

On the Down Main applying to the Up (wrong) direction approach, 586 yards before reaching the 
crossing. 

On the Up Main applying to the Down (wrong) direction approach, 650 yards before reaching the 
crossing. 

The Level Crossing is monitored by Driffie1d Signal Box and telephone communication with the 
Signal Box has been provided. (New item) (1) 

.-.1 following lines, together with associated signalling, have been taken out of use in 
~nnection with re-modelling between Holgate Junction and York Station :-

Up Main 
Down Main 
U~l Loco Loop 

Signals Y.34 (Down Main) and Y.l09 (Platform 8) have been fixed at Red. 

Signals Y.lll (Platform 3) and Y.1l3 (Platform 2) have been disconnected. 

Signal Y.36 (Up Main) has been abolished. 

Route Indicators on Signals Y.101 (Platform 9), Y.99 (Platform 10), Y.97 (Platform 11) and 
Y.95 (Platform 14) have been abolished. 

GPL Signal Y.21 (Down Ho1gate Loop) has been converted to a fixed Red Main aspect with 
associated Position light. 

(51) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

* * YORK 
* 

The route indicators on signals Y.61 (Up Slow), Y.91 (Platform 16) and Y.92 (Platform 15) have 
been abolished in connection with the remodelling at Holgate In. 

* * STRENSALL NO.l LC (AT 6M. OOCHS.) 

* Strensall No.l "Gatebox has been abolished . 

(50) 

Lifting barriers have been brought into use and CCTV cameras provide for the supervision and 
control from Strensall Signalbox under MCB (TV) conditions. 

(50) 

MALTON UP SIDINGS 

In connection with Engineering work taking place at Kalton station, the Up Sidings have been 
secured out of use until further notice. 

(UFN) 

BETWEEN COLTON JUNCTION AND ULLESKELF 

A reflectorised speed restriction Warning Indication has been provided between Colton Junction 
and Ullesklef on the Up Normanton line at 6m. 50chs. giving warning of the permanent speed 
restriction of 80 m.p.h. at 7m. 3lchs. 

The distance between the warning indicator and the commenc~ment of the 80 m.p.h. speed 
restriction is 1,342 yards. 

An A.W.S. permanent magnet has been provided 200 yards before reaching the indicator. 
(51) 

* * BETWEEN OAKENSHAW SOUTH JN AND OAKENSHAW IN 

* 
The Down Oakenshaw Branch (between Oakenshaw South Jn and Oakenshaw In) has been abandoned. 

The Up Oakenshaw Branch has become a Single line, renamed the UpfDown Oakenshaw Branch. The 
catch points at 49m. 03chs. have been removed . 

Oakenshaw In has been remodelled to give a facing crossover between the Down and Up Goole 
lines and a trailing lead on to the Up Goole from the UpfDown Oakenshaw Branch. 

Oakenshaw South In has been remodelled to give a trailing crossover between the Up and Down 
Crofton Goods lines, and a facing connection from the Down Crofton Goods to the Up/Down 
Oakenshaw Branch . 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

lI: * BETWEEN OAKENSHAW s,ourn IN AND OAKENSHAW IN - continued 

* 
Signalling Alterations 

The Position 2 route indicator associated with Down Crofton Goods line signal 0.16 has been 
abolished . The 'existing Position 1 route indicator has been altered to apply to the route 
from the Down Crofton Goods line to the Up/Down Oakenshaw Branch. 

J Up Crofton Goods line signal 0.8 has been renewed 160 yards further from Oakenshaw South In . 

Up Crofton Goods line signal 0.5 has been converted to an automatic signal. 

~wn Oakenshaw Branch line signal 0.295 has been repositioned SS yards towards Oakenshaw In 
~nd mounted on the right hand side of the UpjDown Oakenshaw Branch. Routes from this signal 

remain unaltered. 
(50) 

A new temporary level crossing has been brought into use over the Eastern Reception line 
between Goole and Goo1e Docks. The level crossing is provided with hand operated barriers 
which will be locked in the lowered position when the road is closed and when the crossing 
keeper is not on duty . The level crossing will be manned, normally, between 08 00 and 18 00 
each weekday. 

(51) 

BETWEEN SPRINGBANK sourn IN AND KING GEORGE DOCK 

The Working by Pilotman preViously' in operation between Springbank North In and King George 
has been extended to apply between Springbank South In and King George Dock. The 

signals have been fixed at Red:-
HR 45,48,50,49,53,51,55 ,58,43 and 42 

All other signals have been taken out of use pending removal . 
(UFN) 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

TABLE B - SPECIAL WORKING ARRANGEMENTS 

Between Lines Authorities Restrictions 

Page 142 

CASTLEFORD EAST JN TO AUERTON MAIN BOWERS OPENCAST 

Add :-

Castleford 
Station 

Page 17 
Add :-

Former S F 56 SLU BV. In daylight and 
Ledston clear weather onl~ Speed 
Station must not exceed 10 m.p.h. 

Radio communication must be 
available between Guard and 
Driver 

INSTRUCTIONS FOR M.G.R. TRAIN WORKING AT 
COllIERIES! POWER STATIONS AND OTHER UNLOADING TERMINALS 

LEDSTON : COAL LOADING POINT 

(4D) 

1. M.G.R. trains for Ledston must be formed with a brakevan in rear, fitted with an 
air brake release valve and the Driver and Guard must each be in possession of a 
short wave radio set for transmitting instructions following arrival at Castleford. 

~ 2. On arrival of a train on the Up Main line at Castleford Station, the Driver, after 
receiving the token, must, provided he has conducted a satisfactory radio transmission 
test with the Guard and authority has been given by the Signalman to set pack, arrange 
with the Guard for the train to be propelled to the first "Propelled Trains Stop Here" 
board situated between Castleford Station and Castleford East Junction. 

3. All radio instructions must be acknowledged and must be preceded by the words 
"British Rail Driver to British Rail Guard" and vice versa. Strict radio discipline 
must be maintained. Should the radio messages cease to be received or acknowledged 
at any time, the Driver must stop any movement of the train until coomunications 
are restored. 

4. The Driver must advise the Guard when the train arrives at the first "Propelled 
Trains Stop Here" board and the Guard must subsequently authorise the Driver to 
propel the train on to the branch. 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

INSTRUCTIONS FOR K.G.R. TRAIN WORKING AT COLLIERIES. POWER STATIONS AND OTIlER UNLOADING 
TERKIHALS - continued 

LEDSTON ; COAL LOADING POINT - continued 

5. After the train has been brought to a stand at the second "Propelled Trains Stop Here" 
board, the Guard must ensure from the British Coal Crossing Keeper at the 
British Coal Open Crossing that road traffic has been stopped for the passage of 
the train and then authorise the train to continue propelling. 

6. On arrival of the train at the third "Propelled Trains Stop Here" board, loading of 
each wagon individually will commence under the authority of the British Coal Loading 
Operator and the Guard must act on his instructions; communicating with the Driver as 
necessary. 

7. When loading of the train has been completed, the Guard must ensure he is in 
.possession of the train documents before authorising the train to depart. 

KISCELLANEOUS NOTICES 

WEDNESDAY 8 HARCH - STANDEDGE TUNNEL 

Between the hours of 08 00 and 18 00 the Emergency Services will be carrying out an 
exercise in the Standedge Tunnel area, involving a disused Tunnel Bore. 

(40) 

During the exercise emergency service vehicles will be in close proximity to the Tunnel 
IIOUthS . 

Traincrews should be especially vigilant when passing and sound the warning horn as 
necessary. 

NORKANTON STATION 
~ 

(50) 

W.e.f. 08 00 Konday 6 Karch. Landscaping work will be taking place until further notice. 
Kechanical equipment may be seen in operation on the Island platform. 

(UFN) 

CLASS 141/1, 142. 143 OR 144 UNITS COUPLED TO CLASS 155 OR 156 UNITS 

The above may be coupled without restriction except that until further notice movements 
of these units when coupled, onto Neville Hill Depot is PROHIBITED from the West end 
(Leeds end). 

(K045/l60l) (40) 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

MISCELLANEOUS NOTICES - continued 

CLASS 155 UNITS 

ShQuld any CLASS 155 unit suffer a deflated air-suspension bag the Driver must immediately 
info~ the Signalman and request the Operations Centre/Regional Control are informed. 

Before entering ANY platform when the air-bags are deflated the Driver must bring his train 
to a stand and then proceed cautiously into the platform. 

Units with air-bags deflated must be taken out of service at the first available point. 

CLASS '155 units are only permitted to work on the Scarborough - York - Leeds - Bradford 
Interchange - Halifax - Manchester route but . are subject to the following restrictions -

CLASS 155 units are PROHIBITED from entering the following platform 

SCARBOROUGH - Platforms 3, 4 and 5 
YORK - Platforms 2, 7, 14 and 16 

The route Shipley, Bradford Jn to Bingley Jn is PROHIBITED for CLASS 155 operations. 
(UFN) 

MONDAY 20 FEBRUARY TO SATURDAY 18 MARCH - YORK HOLGATE JUNCTION AREA 

1. In connection with remodelling, when the Up Leeds Main line is under the Engineers 
Possession (see Section B), Up freight trains will be routed as follows 

1.1 Where train crew relief is not required. 

1.2 

Trains will be routed via York Station, platforms 9, 14, 15 or 16 and 
subsequently signalled on position light aspect/signals to Holgate Down Reception 
Line 2, thence to the Up Leeds Main line at Dringhouses North Junction. 

Where train crew relief is required and for traffic purposes. 
Trains will be routed at Skelton Junction to Down Departure Line 1 at York Yard 
North thence via the Down Slow line under Single Line Working to York Yard South, 
signal 28, then routed via the Down Goods line to Holgate Junction, Down 
Reception Line and to the Up Leeds Main line at Dringhouses North Junction. 

1.3 During the time the above diversions are required, the following arrangements 
must apply:-

(a) Reception lines 3 and 4, not to be used and to be kept clear. 

(b) The hand points at the connection between Down Reception Line 2 and Down 
Reception lines 3 and 4 to be clipped, scotched and padlocked with the 
points set for Reception line 2. . 

1.4 Routing of Down Freight trains during the above period will be from the Down 
Leeds Main line or Down Holgate Loop, thence via York Station/yards as required. 

(52) 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

NS. ~-( 189 

11 - ; 7 '! y~ 

* * Items marked thus will not appear in future issues and a note must be taken of them by 
* all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

SUNDAY 12 AND MONDAY 13 MARCH - BETWEEN HESSLE ROAD AND KING GEORGE DOCK 

The line between Springbank South Junction and Bridges Junction will be singled and re-named 
the Up/Down King George Dock line. 

The Double to Single line connection at Bridges Junction will be abolished. 

Signalling Alterations 

411te Track Circuit Block Regulations ·Will apply between Springbank South Junction and 
Sculcoates, and the line east of Sculcoates to the end of the branch will be worked under the 
One Train Working Regulations (no staff). 

The position 4 route indicator on Down line signal HR 42 at Springbank South Junction will be 
removed. 

Down direction Signal HR 56 will be renewed on the left-hand side of the track and will be 
provided with a position 4 route indicator reading to the Walton Street Goods Branch. 

Down direction Signal HR 49 will have its associated Position Light renewed as an off-set to 
the right. The Stencil indicator will be abolished. 

Up direction Signal HR 50 will be re-plated HR 48R and the Red aspect will be abolished. 
, 

Up direction Signal HR 58 will be converted to an Automatic Signal, re-plated HR 55R and 
re-positioned 40 yards further east, applying to the Single Line. 

~Reflectorised Distant Board will be provided 570 yards before reaching HR 55R. 

Down direction Signal Nos. 45, 47, 54, 59, Up direction Signal Nos. 61, 62R, 62, Ground 
Position Light No.63 and the Down King George Dock fixed Distant will be abolished. 

The Yellow aspects on Down direction Signal No . 51 and Up direction Signal No. 53 will be 
abolished. 

(2) 

MONDAY 13 MARCH - NEVILLE HILL DEPOT 

No. 6 Departure Sidings in Group No. 2 and No . 7 Departure Sidings in Group No. 1 will be 
abandoned and removed with connections plain lined. 

(2) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

* * YORK 

* 

DETAILS OF WORK ALREADY CARRIED OUT 

The following lines, together with associated signalling, have been taken out of use in 
connection with re-modelling between Holgate Junction and York Station 

Up Main 
Down Main 
Up Loco Loop 

Signals Y.34 (Down Main) and Y.109 (Platform 8) have been fixed at Red . 

Signals Y.lll (Platform 3) and Y.113 (Platform 2) have been disconnected. 

1 Y.36 (Up Main) has been abolished. 

Route Indicators on Signals Y.10l (Platform 9), Y.99 (Platform 10), Y.97 (Platform 11) and 
Y.95 (Platform 14) have been abolished . 

GPL Signal Y.2l (Down Holgate Loop) has been converted to a fixed Red Main aspect with 
associated Position light. 

(51) 

KALTON UP SIDINGS 

In connection with Engineering work taking place at Malton station, the Up Sidings have been 
secured out of use until further notice. 

* * BETWEEN COLTON JUNCTION AND ULLESKELF 

* 

(UFN) 

reflectorised speed restriction Warning Indication has been provided between Colton Junction 
and Ullesklef on the Up Normanton line at 6m. 50chs. giving warning of the permanent speed 
restriction of 80 m.p.h. at 7m. 3lchs. 

The distance between the warning indicator and the commencement of the 80 m.p.h . speed 
restriction is 1,342 yards. 

An A.W.S. permanent magnet has been provided 200 yards before reaching the indicator. 

* * GOOLE 

* 

(51) 

A new temporary level crossing has been brought into use over the Eastern Reception line 
between Goole and Goole Docks . The level crossing is provided with hand operated barriers 
which will be locked in the lowered position when the road is closed and when the crossing 
keeper is not on duty. The level crossing will be manned, normally, between 08 00 and 18 00 
each weekday. 

(51) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN BEVERLEY AND DRIFFIELD 

Hutton LC at l6m. 73chs. 

The Level Crossing gates have been removed and the crossing has been equipped with Automatic 
Half Barriers (bi-directional). 

The crossing is equipped to work automatically when approached in the wrong direction and for 
this purpose X30m.p.h. Speed Restriction notice boards have been provided as follows:-

On the Down Main applying to the Up (wrong) direction approach, 586 yards before reaching the 
crossing. 

On the Up Main applying to the Down (wrong) direction approach, 650 yards before reaching the 
crossing. 

The Level Crossing is monitored by Driffield Signal Box and telephone communication with the 
Signal Box has been provided. 

(1) 



SECTION D - GENERAL INSTRUCTIONS AND NOTICES - ~tinued 

Running Lines and 
SiEnallin£ System 

Page 38 

YORK TO SCARBOROUGH , 

Location 

At: - I Strensall No .l LC 

ADD : - I (CCTV) 

At:- Strensall No .2 LC 

DELETE : - I (RC) 

and SUBSTITUTE:- (CCTV) 

I 
Page 64 as amended 

I 
DIGGLE IN TO HOLBECK EAST IN 

I 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) 

TABLE A DETAILS OF RUNNING LINES 

Permanent Soeed Restrictions 
Down Up 

K. Ch .1 m.o.h. At or Between 

At Batley LC in Running Lines and Signalling System column 
I 

Add:- Signalbox dots 

• • 
I I 

.'!~~.' ; ~ I ~i rl,;;' 

Remarks 

~ t:l ~.~~ 

(4D) 

(4D) 

z 
{I> 

o ..., 



SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

Permanent S~eed Restrictions 
Running Lines and Down Up 
Si£MllinJ!: System Location K. Ch. m.o.h . At or Between 

Page 73 

ALDWARKE NORTH IN (MID) TO LEEDS NORTH IN 
I 

At Aldwarke North In (Mid) 

Delete:- II Slow line to Aldwarke South 
In (GC line) 

and Substitute:- 25 Slow line to Aldwarke South 
In (GC line) excluding 
diamond crossover 

Add:- 10 Through diamond crossover 

Page 75 

OAKENSHAW SOUTH IN TO OAKENSHAW IN 
I 

DELETE:- All details and SUBSTITUTE:-
15 11 MAXIMUM PERMISSIBLE SPEED 

Oakenshaw South In 49 41 -... (See pages 73 and 76) 
I 
lA 

! Oakenshaw In _76 
(See Page 50) . . 

Remarks 

, 

(W.e.f. 10 00 hours Monday 13 March) 

AWS not provided 

Controlled by Oakenshaw Box 

e 
."~ . 

\ 

(4D) 

z 
Cl) 

~ 



, , • • 
SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

Permanent S~eed Restrictions 
Running Lines and Down Up 
Shnallim: System Location M. Ch. m.D.h. At or Between Remarks 

Page 79 

CASTLEFORD EAST IN TO ALLERTON MAIN BOWERS OPENCAST 
I \ 

Delete all details and substitute:-

10 10 MAXIMUM PERMISSIBLE SPEED AWS not provided 

T Castleford East In 6 17 Controlled by Castleford Station 

I 
Signal box. 

BC Le (OPEN) STOP STOP Obtain authority before 
I ~roceeding . 

I Ledston 4 43 
o T 
I Leeds Road (West End) STOP STOP 

LC (BC) (OPEN) 
I 

Allerton Main (Bowers 3 22 
1 Opencast Stop Board) 

- _._ - -~ -------- - ----- ~ -----------

(4D) 
--------

z 
Cl) 

o 
V1 



SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

Permanent S~eed Restrictions 
Running Lines and Down Up 
Sirnallimr Svstem Location M. Ch. m.D.h. At or Between 

Page 85 

ALDWARKE NORTH IN {MID} TO GAS COIGNE WOOD 
I 

At Aldwarke North In (Mid) 

Delete: - 25 Slow to Aldwarke South In 
{GC line} 

and Substitute:- 12 Slow to Aldwarke South In 
{GC line} excluding diamond 
crossover 

Add:- 10 Through diamond crossover 

'. 

Page 106 as amended 
I 

HULL TO SEAKER WEST 

Delete:- Hutton LC 16 73 

and Substitute:- Hutton LC (AHB-X) 16 73 X30 X30 A~Qroaching crossing in 
I wrong direction. 

• 

Remarks 

(W.e.f. 10 00 hours Monday 13 March) 

e 

(4D) 

z 
Cl> 

o 
0"\ 

--~-~-~- -- _...-._----_._--



e 
SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

Permanent S~eed Restrictions 
Running Lines and Down Up 
Sb;nalline; System Location M. Ch. m.v.h. At or Between 

Page 107 

HULL TO SEAKER WEST 

De1ete:- Buckton Lane LC (AOCR) 

and Substitute:- Buckton Lane LC 
(AHB) 

-

?I 

e 

Remarks 

(W.e.f. 18 and 19 March 1989) 

.--i 

(4D) 

.I 

z 
~ 

o 
-....J 

'" ,.. ai ~ o Q)":: . 



SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

Permanent S~eed Restrictions 
Running Lines and Down Up 
Si~allin~ System Location M. Ch . m.p.h. At or Between 

Page 108 

HESSLE ROAD TO KING GEORGE DOCK 
I 

Delete all details and substitute:-
I 

HESSLE ROAD AND FORMER BRIDGES IN 30 30 MAXIMUM PERMISSIBLE SPEED 
I 

FORMER BRIDGES IN AND KING GEORGE DOCK 10 10 MAXIMUM PERMISSIBLE SPEED 

• • Hessle Road (HR) 0 00 lQ. Om . 08chs . and Om.~ . 
I I (see page 101) 
I I 

A I 
I 

A I 
I 

I I Springbank South In L.ll 12 To S~ringhead Yard line. ... T . ... 
I 

(see below) 4 59 
15 15 4m. 59chs . and 4m. 37chs. 

I 
A I Springbank North In 4 20 25 To Wa1ton Street line. 

I (see page 109) 
I 
I Sculcoates 2 27 t 
I Hull River Swing Bridge 1 62 
I 

OIT i Former Bridges In ~ I 0 00 
I 
I King George Dock 1 50 ... ... 

Remarks 

AWS not provided 

i No Staff (4D) - (w.e.f. Monday 13 M~rch) 

I 

I 

I 

Z 
tI> 

Cl 
ex> 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

TABLE B - SPECIAL WORKING ARRANGEMENTS 

Between Lines Authorities Restrictions 

Page 142 

CASTLEFORD EAST JN TO ALLERTON MAIN BOWERS OPENCAST 

Add :-

Castleford Former S F 56 SLU BV. In daylight and 
estation Ledston clear weather only Speed 

Station must not exceed 10 m.p.h. 
Radio communication must be 
available between Guard and 
Driver 

INSTRUCTIONS FOR M.G.R. TRAIN WORKING AT 
COLLIERIES, POWER STATIONS AND OTHER UNLOADING TERMINALS 

(4D) 

Page 17 
Add 

1. 

• 2. 

3. 

4. 

LEDSTON : COAL LOADING POINT 

M.G.R . trains for Ledston must be formed with a brakevan in rear, fitted with an 
air brake release valve and the Driver and Guard must each be in possession of a 
short wave radio set for transmitting instructions following arrival at Castleford . 

On arrival of a train on the Up Main line at Castleford Station, the Driver, after 
receiving the token, must, provided he has conducted a satisfactory radio transmission 
test with the Guard and authority has been given by the Signalman to set back, arrange 
with the Guard for the train to be propelled to the first "Propelled Trains Stop Here" 
board situated between Castleford Station and Castleford East Junction. 

All radio instructions must be acknowledged and must be preceded by the words 
"British Rail Driver to British Rail Guard" and vice versa. Strict radio discipline 
must be maintained. Should the radio messages cease to be received or acknowledged 
at any time, the Driver must stop any movement of the train until communications 
are restored . 

The Driver must advise the Guard when the train arrives at the first "Propelled 
Trains Stop Here" board and the Guard must subsequently authorise the Driver to 
propel the train on to the branch. 

NS51D-/MJP/9 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

INSTRUCTIONS FOR M.G.R. TRAIN WORKING AT COLLIERIES. POWER STATIONS AND OTHER UNLOADING 
TERMINALS - continued 

LEDSTON : COAL LOADING POINT - continued 

5. After the train has been brought to a stand at the second "Propelled Trains Stop Here" 
board, the Guard must ensure from the British Coal Crossing Keeper at the 
British Coal Open Crossing that road traffic has been stopped for the passage of 
the train and then authorise the train to continue propelling. 

6. On arrival of the train at the third "Propelled Trains Stop Here" board, loading of 
each wagon individually will commence under the authority of the British Coal Loading 
Operator and the Guard must act on his instructions, communicating with the Driver as 
necessary. 

7. When loading of the train has been completed, the Guard must ensure he is in 
possession of the train documents before authorising the train to depart. 

Page 24 

SELBY MINE 

Working of trains on Stone Bunker line 

Delete paragraphs 1, 2 and 3 and substitute:-

1. Upon arrival of a train on No.l line, the locomotive must be detached and on 
clearance ' of signal C15 it must be run-round via signals C18 and C33. 

2. The train will then be signalled to propel through the bunker for tare weighing 

(4D) 

at a speed not exceeding 1 m.p.h., under the control of the loading signals and must 
be brought to a stand on the approach side of signal C16. 

3. The train will then be signalled through the bunker for loading and gross weighing, 
under the control of the loading signals, at a speed not exceeding ~m.p.h. 

Add new paragraph 5 

The Train Preparer must obtain the train documents and place them in the label clip 
of the leading wagon. 

Renumber present paragraph 5 as 6. 
(4D) 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

MISCELLANEOUS NOTICES 

CLASS 141/1. 142. 143 OR 144 UNITS COUPLED TO CLASS 155 OR 156 UNITS 
.'0: 

The above may be coupled without restriction except that until further notice movements 
of these units when coupled, onto Neville Hill Depot is PROHIBITED from the West end 
(Leeds end). 

(M045/l60l) (4D) 

CLASS 155 UNITS 

Should any CLASS 155 unit suffer a deflated air-suspension bag the Driver must immediately 
inform the Signalman and request the Operations Centre/Regional Control are informed . 

.-.fore entering ANY platform when the air-bags are deflated the Driver must bring his train 
~ a stand and then proceed cautiously into the platform. 

Units with air-bags deflated must be taken out of service at the first available point . 

CLASS 155 units are only permitted to work on the Scarborough - York - Leeds - Bradford 
Interchange - Halifax - Manchester route but are subject to the following restrictions 

CLASS 155 units are PROHIBITED from entering the following platform :-

SCARBOROUGH - Platforms 3, 4 and 5 
YORK - Platforms 2, 7, 14 and 16 

The route Shipley, Bradford Jn to Bingley Jn is PROHIBITED for CLASS 155 operations. 
(UFN) 

MONDAY 20 FEBRUARY TO SATURDAY 18 MARCH - YORK HOLGATE JUNCTION AREA 

In connection with remodelling, when the Up Leeds Main line is under the Engineers 
Possession (see Section B), Up freight trains will be routed as follows :-

1.1 Where train crew relief is not required. 
Trains will be routed via York Station, platforms 9, 14, 15 or 16 and ;. 

1.2 

subsequently signalled on position light aspect/signals to Holgate Down Reception 
Line 2, thence to the Up Leeds Main line at Dringhouses North Junction. '. 

Where train crew relief is required and for traffic purposes. 
Trains will be routed at Skelton Junction to Down Departure Line 1 at York Yard: -
North thence via the Down Slow line under Single Line Working to York Yard Soutli~ 
signal 28, then routed via the Down Goods line to Holgate Junction, Down 
Reception Line and to the Up Leeds Main line at Dringhouses North Junction. · . · 

~. 

" 

NS51D-/MJP/ll " .. ~ 
r 
" 
" : '. · . 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

MISCeLLANEOUS NOTICES - continued 

MONDA~ 20 FEBRUARY TO SATURDAY 18 MARCH - YORK HOLGATE JUNCTION AREA - continued 

1.3 During the time the above diversions are required, the following arrangements 
must apply :-

A 
n 
SI 

(a) Reception lines 3 and 4, not to be used and to be kept clear. 

(b) The hand points at the connection between Down Reception Line 2 and Down 
Reception lines 3 and 4 to be clipped, scotched and padlocked with the 
points set for Reception line 2. 

1.4 Routing of Down Freight trains during the above period will be from the Down 
Leeds Main line or Down Holgate Loop. thence via York Station/yards as required. 

(1 

DRIVER ONLY OPERATION OF TRAINS CONSISTING OF 
EMPTY COACHING STOCK VEHICLES 

(52) 

If possible signalmen should avoid unscheduled stopping of these trains at station platforms. 
Drivers of these trains are authorised to stop short of station platforms when making 
unscheduled stops provided they can see the signal ahead and carry out the provisions of Rule 
Book Section K. If such trains make unscheduled stops, station staff where provided, must 
assist Drivers in restarting trains . (4D) 

SIGNING OF PERMANENT SPEED RESTRICTIONS AND NEUTRAL SECTIONS 

• 

On some routes new style reflectorised circular signs are being introduced progressively in > 

accordance with the following code of practice ~ -

1. At each change of speed (whether lower or higher) including standard 15 m.p .h. 
restrictions through junctions and crossovers roads, etc . and changes of speed where a 
route or line converges with another (including junctions between parallel lines). • 
Unless the restriction is 10 m.p.h . or less, signs will not be provided for restrictions 
applying over points where ALL movements in the direction concerned are made on the 
authority of position light aspects or shunting signals or where there is no signalled 
routed. 

2. A warning sign will provided in rear of each commencement sign where speed is reduced . 
These signs are in addition to those covered in paragraph 3 of the item headed Permanent 
Speed Restrictions on page 1.21 of the General Appendix to the Working Timetables and 
Books of Rules and Regulations . An A.W.S. permanent magnet will not be provided . 

Warning signs will not be provided where speed is reduced at a diverging route if 

(a) The speed reduction is 10 m.p.h. or less or 

(b) The signal controlling diverging route is approach released from red and the 
facing points are within \ mile of the signal, or 

(c) The distant signal is fixed at caution. 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

MISCELLANEOUS NOTICES - continued 

SIGNING OF PERMANENT SPEED RESTRICTIONS AND NEUTRAL SECTIONS - continued 

3. The warning sign will be positioned at braking distance or half a mile (whichever is the 
greater) from the commencement sign to which it applies. Where there are consecutive or 
closely followed restrictions and the warning board for the second restriction would 
otherwise precede the commencement sign for the first, that warning board will be 
positioned 50 yards ahead of the commencement sign for the first restriction. 

4. Full size (900 mm) signs will be provided wherever possible. They will be positioned on 
the left hand side of the line in direction of travel. 

5. Miniature (450mm) signs centred 600mm above rail level will be provided where there is 
limited clearance, and in the following circumstances 

(a) Where a route or line converges with another 

(b) In complex junction areas where, because of the multiplicity signs, it would be 
clearer and more sensible to do so. 

6. Neutral Section marker signs will be located as follows :-

Site Sign - 1 mile on the approach side of the neutral section. 

NOTE: The Warning Indicators, with associated A.W.S. permanent - magnets, which are at 
~ present being installed are provided for Permanent Speed Restrictions where the 

line speed in rear is 60 m.p.h. or over when the reduction in speed is in 
accordance with the following table :-

Speed at any point 
in rear of restriction 

125 
120 
115 
110 
105 
100 

95 
90 
85 
80 
75 
70 
65 
60 

Speed reduced to 

85 
80 
75 
75 
70 
65 
60 
60 
55 
50 
50 
45 
40 
35 

(4D) 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

MISCELLANEOUS NOTICES - continued 

INCIDENTS INVOLVING OBSTRUCTION, DAMAGE ETC . TO OVERHEAD LINE EQUIPMENT 

Staff are reminded of the importance of quoting the nearest overhead line equipment structure 
number when reporting incidents, in order to assist the M. & E.E. Department in promptly 
arranging an isolation, if necessary, and in dealing wi th the incident or removing the 
obstruction . (UFN) 

CLASS 141, 142, 143 AND 144 DIESEL UNITS 

On routes where the above trains are authorised to run , if a train does not pass over a 
section of line for more than three hours and the first train after that period is a class 
141, 142, 143 or 144 train the Signalman must : -

1. Specially watch the passage of the train over each section of line . 

2. Not permit any conflicting or following movement and in addition, on a route setting 
panel, not cancel the route until he is satisfied that the train has passed clear. 

The above must be applied on the Temple Hirst In. to Selby line irrespective of the time since 
the last train (UFN) 

CLASS 141/1 DIESEL UNITS 

Class 141/1 Diesel Multiple Units are authorised to run over all routes cleared for 142 - 144 
units. (UFN) 

MALTON STATION 

Roofwork/platform work is in progress until further notice. Consequently, the platform has 
been temporarily shortened by 130 yards at the East end . 

Drivers of trains stopping at the platform must work to the instructions of 
handsignalmen/notice boards whilst work is being carried out . (UFN) 

HEBDEN BRIDGE STATION 

Platform repairs are in progress on the Down and Up Platforms, until further notice . 

Drivers of trains stopping at Hebden Bridge must work to the instructions of 
Handsignalmen/notice boards whilst platform work is being carried out . (UFN) 
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SECTION C 

SIGNALLING AND PERMANENT WAY ALTERATIONS 

NS. ~'2 /1) 

I Y·-"L~ J 'jJ} 

* * Items marked thus will not appear in future issues and a note must be taken of them by 
* all concerned. 

DETAILS OF WORK REFERRED TO IN SECTION B 

SATURDAY 18 AND SUNDAY 19 MARCH - BETWEEN BRIDLINGTON AND HUNMANBY, BUCKTON LANE LC (AOCR) AT 
35M.16CHS. 

The above level crossing will be equipped with Automatic Half Barriers. 

All "Whistle Boards" associated with the crossing will be abolished. 

The crossing will continue to be monitored by Bridlington Quay Signal Box and telephone 
~unication with the Signal Box will be maintained. 

(3) 

SUNDAY 19 MARCH - YORK STATION SOUTH END 

Routes between the Leeds lines and York Station will be taken out of use. 

A revised track layout will be brought into use between the Down and Up Main lines and the 
South end of York Station. 

Access will be available between the Main lines and Nos. 2, 3, 8, 9, 10, 11 and 14 Platforms. 

, The former signalling for these routes will be brought back into use with the following 
alterations:-

Down Main line signal Y.34 will be moved 530 yards further South and will be positioned on the 
same gantry as Up line signals Y.28 and Y.29. The route from Y.34 to Platform No.2 will be by 
~ition light signal only. 

No .9 Platform Southbound starting signal Y.10l will be adjusted to suit the alignment of the 
track at the South end of Platform 9. 

Position light signal No.45 will be repositioned to the Up Main line end of the new trailing 
main to main crossover at the South end of the layout and will apply to:-

Down Main line position light No . 58 
No.9 Platform signal Y.124 ) 
No.8 Platform signal Y.131 ) via Up Main line 
No.3 Platform ) 
No.2 Platform ) 

Position light signal No.47 will be repositioned to the Down Main line end of the new trailing 
main to main crossover at the South end of the layout and will apply to Up Main line signal 
Y. 29 . , 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

SUNDAY 19 MARCH - YORK STATION SOUTH END - continued 

Position light signal No .58 will be repositioned to the Down Main line end of the new facing 
main to main crossover and will apply to:-

Position light signal 93 
Position light signal 96 
No.9 Platform signal Y.124 
No .8 Platform signal Y.131 
No.3 Platform 
No .2 Platform 

The remaining former position light signals will not be re-instated . 

Position light signals Nos . 98 and 100 will be abolished . 

The theatre route indicators associated with signal Y.32 (Down Leeds) will be abolished and 
this signal will read to signal YYS .ll (Down Slow line) with no route indication. 

Signals Y.9l (Platform 16) and Y. 92 (Platform 15) will be fixed at Red . 

Reference should be made to the diagrams in this notice. 
(3) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

KEY ,. 0 SYMBOLS 

COLOUR L IGHl SIGNALS. 

4 ASPECT 3 ASPECT 

wrni lHE.A1RE 

IND ICAtOR 

WITH POSITION LIGHT 

R.OLITE. INDICATOR AND 

STENCIL INDICATOR 

P 05111 ON LIGHT 
£J SHUNtiNG SIGNAL 

I C ON1ROLLED SIGNAL 

~ WITH lE.LEP\-\ONE. 

.T OTHER T~L~PHDNES 

6 A.W.S. 

WORKED PO IN1 S 

~ 
TRAP POIN1S 

CD GREE.N 

0 YELLOW 

8 RED 

• ASP£CT NOT IN USE 

§ DOUBLE LINE 
DEN01E.5. ASPECl 
NORMALLY 
D.ISPLA'fED 

*", P OIN"-S rl'XED AS 
5 HDWl't 

Y'(s -:- Y OR 'r- YAR.D SOUTH 

~HP 

HAND POIH"TS 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO· IN SECTION B - continued 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK REFERRED TO IN SECTION B - continued 

MONDAY 20 MARCH - GOOLE GOODS JUNCTION SIGNALBOX 

Goole Goods Junction Signalbox will be abolished. All points will be converted to hand 
operation and all associated signals will be abolished . 

The connection from the West Dock No.l Siding to the Departure line will be secured out of use 
pending removal. 

The connection from West Dock South and West Dock No.2 Siding to the Grid Neck will be secured 
out of use pending removal. 

WEDNESDAY 22 MARCH - DAWDON 

~e trailing connection in the Down line leading to the former Wagon Repair Shop, and 
associated Ground Frame, will be secured out of use pending removal. 

DETAILS OF WORK ALREADY CARRIED OUT 

MALTON UP SIDINGS 

(3) 

(3) 

In connection with Engineering work taking place at Malton station, the Up Sidings have been 
secured out of use until further notice . 

(UFN) 

NEVILLE HILL DEPOT 

No.6 Departure Sidings in Group No .2 and No .7 Departure Sidings in Group No.l have been 
abandoned and removed with connections plain lined. 

\ (2) 

BETWEEN BEVERLEY AND DRIFFIELD 

Hutton LC at 16m. 73chs. 

The Level Crossing gates have been removed and the crossing has been equipped with Automatic 
Half Barriers (bi-directional). 

The crossing· is equipped to work automatically when approached in the wrong direction and for 
this purpose X3Om.p.h. Speed Restriction notice boards have been provided as follows:-

On the Down Main applying to the Up (wrong) direction approach, 586 yards before reaching the 
crossing. 

On the Up Main applying to the Down (wrong) direction approach, 650 yards before reaching the 
crossing. 

The Level Crossing is monitored by Driffield Signal Box and telephone communication with the 
Signal Box has been provided. 

(1) 
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SECTION C - SIGNALLING AND PERMANENT WAY ALTERATIONS - continued 

DETAILS OF WORK ALREADY CARRIED OUT - continued 

BETWEEN HESSLE ROAD AND KING GEORGE DOCK 

The line between Springbank South Junction and Bridges Junction has been singled and re-named 
the Up/Down King George Dock line. 

The Double to Single line connection at Bridges Junction has been abolished. 

Signalling Alterations 

The Track Circuit Block Regulations apply between Springbank South Junction and Sculcoates, 
and the line east of Sculcoates to the end of the branch will be worked under the One Train 
Working Regulations (no staff). 

The position 4 route indicator on Down line signal HR 42 at Springbank South Junction has been 
removed. 

Down direction Signal HR 56 has been renewed on the left-hand side of the track and has been 
provided with a position 4 route indicator reading to the Walton Street Goods Branch. 

Down direction Signal HR 49 has had its associated Position Light renewed as an off-set to the 
right. The Stencil indicator has been abolished. 

Up direction Signal HR 50 has been re-plated HR 48R and the Red aspect has been abolished. 

Up direction Signal HR 58 has been converted to an Automatic Signal, re-plated HR 55R and 
re-positioned 40 yards further east, applying to the Single Line. 

A Reflectorised Distant Board has been provided 570 yards before reaching HR 55R. 

Down direction Signal Nos.45, 47, 54, 59, Up direction Signal Nos.6l, 62R, 62, Ground Position 
Light No.63 and the Down King George Dock fixed Distant have been abolished. 

The Yellow aspects on Down direction Signal No. 51 and Up direction Signal No. 53 have been 
abolished. 

(2) 



SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued . 

Running Lines and 
Signalling System 

Page 38 

YORK TO SCARBOROUGH 

Location 

At :- I Strensall No.l LC 

ADD:- (CCTV) 

At :- Strensall No.2 LC 

DELETE: - I (RC) 

and SUBSTITUTE:- (CCTV) 

I 
Page 64 as amended 

I 
DIGGLE IN TO HOLBECK EAST IN 

I 

-EASTERN REGION SECTIONAL APPENDIX (NORTHERN .) 

TABLE A : DETAILS OF RUNNING LINES 

Permanent SDeed Restrictions 
Down Up 

M. Ch. I m.D.h. At or Between 

At Batley Le in Running Lines and Signalling System column 
I 

Add:- Signalbox dots 

I 
• • 
I I 

Remarks 

(4D) 

.,40) 

z 
Cl) 

o ...., 



SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

Permanent Speed Restrictions 
Down Up Running Lines and 

Si£llalling System Location M. Ch.1 m.p.h. At or Between 

Page 73 

ALDWARKE NORTH IN (MID) TO LEEDS NORTH IN 
I ' 

At Aldwarke North In (Mid) 

Delete: -

and Substitute:-

Add :-

Page 75 

OAKENSHAW SOUTH IN TO OAKENSHAW IN 
I 

DELETE: - All details and SUBSTITUT~:-

Oakenshaw South In 149 41 
Jl (See pages 73 and 76) 

I 
A 

! Oakenshaw In 
(See Page 50) ~48 , 76 

11 I Slow line to Aldwarke South 
In (GC line) 

11 Slow line to Aldwarke South 
In (GC line) excluding 
diamond crossover 

10 Through diamond crossover 

1i I 1i 1 MAXIMUM PERMISSIBLE SPEED 

e 

Remarks 

" 

AWS not provided 

Controlled by Oakenshaw Box 

(4D) 

z 
V> 

o 
~ 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

Permanent S2eed Restrictions 
Running Lines and Down Up 
Sij;Ilallinj1; System Location M. Ch. m.D .h. At or Between 

Page 79 

CASTLEFORD EAST IN TO ALLERTON MAIN BOWERS OPENCAST 
I 

Delete all details and substitute:-

10 10 MAXIMUM PERMISSIBLE SPEED 

T Castleford East In 6 17 

I 
BC LC (OPEN) STOP STOP Obtain authority before 

I 2roceeding . 

I Ledston 4 43 
o T 
I Leeds Road (West End) STOP STOP 

LC (BC) (OPEN) 
I -

Allerton Main (Bowers 3 22 
1 Opencast Stop Board) 

--

e 

Remarks 

AWS not provided 

Controlled by Castleford Station 
Signal box. 

-

'( 4D) 

z 
Cl> 

Cl 
LF' 



SECTION 0 - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

Permanent S~eed Restrictions 
Running Lines and Down Up 
Sie:nalline: System Location M. Ch. m.D.h. At or Between 

Page 85 

ALDWARKE NORTH IN {MID} TO GASCOIGNE WOOD 
I 

At Aldwarke North In (Mid) 

Delete:- II Slow to Aldwarke South In 
{GC line) 

and Substitute:- II Slow to Aldwarke South In 
{GC line} excluding diamond 
crossover 

Add:- 10 Through diamond crossover 

Page 106 as amended -
I 

HULL TO SEAMER WEST 

Delete: - Hutton LC 16 73 

and Substitute:- Hutton LC (AHB-X) 16 73 X30 X30 AQQroaching crossing in 
I wrong direction. 

e 

Remarks 

, 

. 

(4D) 

z 
(/) 

<::) 
0"' 
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SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

Permanent S~eed Restr i ctions 
Running Lines and Down Up 
Si~nallinK System Location M. Ch. m.o.h. At or Between 

Page 107 

HULL TO SEAMER \JEST 

Delete:- Buckton Lane LC (AOCR) 

and Substitute:- Buckton Lane LC 
(AHB) 

-

.. "' . 

e 

Remarks 

, 

- -

! 

(4D) 

Z 
tt:> 

o 
-..J 



SECTION D - GENERAL INSTRUCTIONS AND NOTICES - continued 

EASTERN REGION SECTIONAL APPENDIX (NORTHERN AREA) - continued 

Permanent SQeed Restrictions 
Running Lines and Down Up 
SiJmalline. System Location M. Ch. m.o.h. At or Between 

Page 108 / 

HESSLE ROAD TO KING GEORGE DOCK 
I 

Delete all details and substitute:-
I 

HESSLE ROAD AND FORMER BRIDGES IN 30 30 MAXIMUM PERMISSIBLE SPEED 
I 

FORMER BRIDGES IN AND KING GEORGE DOCK 10 10 MAXIMUM pERMISSIBLE SPEED 

• • Hessle Road (HR) 0 00 20 Om. 08chs. arld ,Om.Q. 
I I (see page 101) 
I I 

A I 
I 

A I 
I 

I I Springbank South In ~ 15 To SQringhead Yard line. 
~ ~ T (see below) 4 59 

I 15 15 4m . 59chs. and 4m. 37chs. 
I 

A I Springbank North In 4 20 25 To Walton Street ' line. 
I (see page 109) 
I 
I Sculcoates 2 27 
t 
I Hull River Swing Bridge 1 62 
I 

olT t Former Bridges In Lltl 
\ 

I 0 00 
I 
I King George Dock 1 SO 
~ , 

u - -

Remarks 

AWS not provided 

• t No Staff 

• 

-

(4D) 

z 
V> 

Cl 
00 
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